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LD NOTE PAPER

Township 6 South, Range 7 West

CHAINS

' memoranda dated February 12, 1964.

The north boundary (First Standard Parallel South)
was surveyed by A. D. PFerron in 1871 and retraced by A.
J. Stookey in 1899. A portion of the subdivisional
lines was surveyed by Joseph Gorlinski in 1876. The
completion survey was surveyed by A. J. Stookey in 1899.
The east boundary of section 3 was retraced by A. J.
Stookey in 1899. v

The following field notes are those of the depend-
ent resurvey of a portion of the north boundary (First
Standard Parallel South) and a portion of the subdivi-
sion and the survey of a portion of the subdivision of
section 3, Township 6 South, Range 7 West.

. Before restoring the corners, the lines of the
original survey were retraced and diligent search made
for any evidence of the original corners, bearing trees,
and other calls of the original field note record.

The rules of proportionate measurement were applied
to ascertain the position of the lost corners, but not
until exhausting every reasonable possibility of find-
ing direct evidence for the control of each particular
corner, , .

This survey was initiated at the request of the
Chief, Lands and Minerals Division, and approved by

.The survey was executed in accordance with the
specifications as set forth in the Manual of Surveying
Instructions, 1947, and special instructions dated
March 11, 1964.

The direction of the lines of this survey were
determined by reference to true meridians established
on line by hour angle observations on Polaris and
altitude observations on the sun. The lines were
carried forward by sustained angulation being supple-
mented by other altitude observations on the sun.

The geographic position for the % cor. of sections
2 and 11 is at latitude 40°19'03" North and longitude
112°36'02" West as scaled from U.S.G.S. topographic map
"Deseret Peak".

The magnetic declination was read at several place
throughout the survey and the average of these readingsT
was found to be 17° East,

Dependent Resurvey of a Portion
of the
North Boundary (First Standard Parallel South)
Township 6 South, Range 7 West

- Set an irom post, 30 ins. long, 2% ins. diam., 10 ins.

Re-establishment of the Survey Executed
by A. D. Ferron in 1871 and the Retracement
Executed by A. J. Stookey in 1899

Beginning at the Standard % sec. cor. of sec. 35,
monumented with a limestone, 18x10x4 ins., set, mkd.
and witnessed as described in the official record.

At the cor.Apoiht
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

SC
T5S RIW
%535
1964

Raise a mound of stone, 3 ft. base, 2 ft, high, N. of
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Dependent Resurvey of a Portion of the North Boundary
(First Standard Parallel South), T. 6 S.,kR. 7 W,

CHAINS

2.30
23.70
26.10
33,30
36.90

38.70

39.60

40.30

cor.;

"Over rolling and broken land facing W. and SW. through

described in the official record.

and bury original stome cor. alengside iron post.;

Cor. is located on SW. slope.
Thencé,- o ‘ . .

S. 89°52' W., along the S. bdy. sec. 35.

medium dense juniper -timber. Desc.»25 ft. over SW,
slope. ‘

Wash 15 lks. wide, & ft. deep, drains SW., desc. 175
ft. over SW. slope over series of small spurs and draws;

Wash, 15 lks. wide, 3 ft. deep, drain; S. 70° W., comn-
tinue descent. :

Draw, 20 ft. deep, drains SW.

Small spur, slopes SW., desc. 50 ft.-over NW. slope.
Draw, drains SW., ésc. 15 ft. over SE. slope.

Spur, slofes'SW., desc. 30 ft. over NW. slope.

Point for the c1031ng cor. of secs. 2 and 3 T. 6 S.,
R. 7 W, herelnafter described.

The Standard cor. of secs. 34 and 35, monumented with
a limestone, 14x10x6 ins., set, mkd. and witnessed as

From which

A 1ean1ng juniper, 14 ins. diam., bears S. 36°
19 1ks. dist., mkd. T6S R7W 53 .BT(Note:
po original record of this bearing tree.)

At the cor. point

Set an iron-post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stonme to top, with
brass cap mkd.

sC
T5S R7W
. $34]835

1964
From which

A- juniper, 12 ins. diam., bears N. 72°30' E.,
16% 1ks. dist., mkd. SC S35 BT.

A juniper, 6 ins. diam., bears N. 57° W., 42
lks. dist., mkd. SC S34 BT,

Bufy-origin;l stone cor. alongside iron post.
Cor. is- located on steep NW. slope.

Land, rolling and broken

Soil, rocky. -

Timber, medium dgnse Juniper.
Undergrowth, sageébrush and buck brush.

S. 89°S7f D along the S. bdy sec. 34

| S e ,:»,:,:_;—_"H'"-(
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.- Dependent Resurvey of a Portion of the North Boundary
(First Stapdard Parallel South), T. 6 S., R. 7 W,

2.00

7.50

10.00

13.85

18.20
23.50
. 24,20

24,75

31.00

39.82

39.96

0.80

T

6.10 |

17.50

Over rolling land: through dense juniper timber, Desc,
50 ft. over NW, slope,

Draw, drains S., asc. 85 ft. over E, slope,
Spur, slopes S., desc, 50 ft. over SW. slope.

. Ixansmission line, 2 strand, bears about N, 40° E, and
S. 40° W,

braw, drains SW.;.ésc. 40 ft. over SE. slope.

Trénsmissibn 1ine; 3 wiré, bears about N, 40° E., and
So.40°'w.. y

Spur; slopes SW., desc. 90 ft. over NW, slope,
Fence, 5 strénd.wire, bears N. 25° E, and S, 25° W,
Telephone line, 15 wire, bears NE. and SW, |

.Wash, in bottom of canyon, drains SW.

Centér ofrstate highway No. 215, bet, Clover and Dugway,
bears N, 30° E, and S, 30° W., asc. 60 ft. over SE.
slope,

Spur, slopes SW., désc. 50 ft. over broken SW, slope,

Point for N, % sec, cor. sec. 3, T. 6 S., R, 7 W., here-
inafter described.

. The standard % sec. cor. of sec. 34, monumented with a
limestone, 12x10x5 ins,, set, mkd. and witnessed as des-
cribed in the official record,

From which’the ofiginal bearing trees

A dead juniper, 15 ins. diam., bears N, 35° E.,
13 1ks. dist., dimly mkd. % S BT.

A juniper, 12 ins,‘diam., bears S, 5° E,, 22
lks. dist., showing dim scribe marks.

At the cor. point
Set an irom post, 30 ins, long, 2% ins. diam,., 24 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd.

SC
T5S R7W

% 834
1964
From which

A juniper, 15 ins. diam., bears N. 30° E.,
22 lks. dist., mkd. SC % S34 BT,

3ury priginal sfone cor, alongside ironcpost.

S. 89°56' W,, beginning new measurement,
Continue over rolling land through dense juniper timber.

Low spur, slopes SW., desc.‘SO ft. over NW, élope.

673b (Aprit 1963)-
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Dependent Resurvey of a -Portion of the North Boundary

(First Standard Parallel South), T.'6 8., Rg 7_W.;Hh,u"

e

CHAINS

5.30|

10.30

17.40

20.50
36.20
37.70
39.20

40.08

0.30

1.20

12.20
19.50

22.43

22.65

22.95

Draw, drains SW., asc. 80 ft ‘over’ SE. slopé.
Spur, slopes S., desc. 90 ft. over W. slope.‘

N

Draw, with un1mproved d1rt road in bottom, dralns S to
8W., ase. 20 ft. over SE. slope. :

Spur, slopes SW., desc. 90 ft. over SW., slope.
Draw, dralns SW., asc., 20 ft. over SE. slope.
Small spur, slopes S., desc. 20_ft._ovor W. flope.

Draw, drains S., asc. 10 ft. over E..slope..

. The standard cor. of secs. 33.and 34, monumented with a

limestone, 22x9x6 ins., set, mkd and w1tnessed as des-
cribed in the’ off1c1al record. -

At the cor..point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. : - .

SC
T5S R7W

1964
From which

A juniper, 12 ins. diam., bears Ni 44° W.,
30% 1ks. dist., mkd. SC T5S R7W $33 BT.

Raise a mound of stone, 3 ft. base, l%_ft. high, N. of
cor.; and bury original stone cor, alongside iron post.

Land, rolling.
Soil, sandy and rocky.
Timber, dense juniper.

. Undergrowth, sagebrush.

{
i
{
i

S. 89°57' W., along the S. bdy. sec, 33.

-Over rolling land through dense Junlper tlmber. Asc,

10 ft. over E. slope.

Point for closing cor. secs. 3 and 4, T. 6 S., R, 7 W.,
hereinafter deso}ibed.

Low rise, slopes SW., desc, 80 ft. along general S.
slope to % cor.

Top of rise, slopes S,

- Small draw, drains SW,.

Fence, 4 strand wire, bears S, and extends N, 37 1lks.
thence W.; a water trough, 45 lks. long, extending
through fence, bears S, about 10 1lks.

Underground water pipe line, bears S\

Unimproved road, parallel to fence S. and curves W.,
thence along road,

GPO 836
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Dependent Resurvey of a Portion of the North Boundary

S o 2{Fe¥ee Standard Paiatlel South), T.-6 S., R, 7 W,

“Raise a mound of stone, 3 ft. base, 1% ft. high, N. of

Land, rolling, general S. to SW. slope.

The standard % sec. cor. sec. 33, monumented with a lime-
stone, 10x7x6 ins., set, mkd, and witnessed as described
in the official record. g

From which the original bearing trees

- A juniper;, 24 ips, diam., bears North, 33 1lks,
dist,, mkd., % s, - -

.. A juniper, 18 ins, diam., bears N, 45° W., 43
lks. dist., no mks, visible. (Record: N, 45° W.,
40 -1ks. dist.)
At the cor. point

Set an iron posf, 30 ins. long, 2% ins. diém., 26 ins.
in the ground, with brass cap mkd.

. 8C .
T5S . R7W

% S33
1964 -

From which

A juniper, 24 ins. diam., bears N. 45° W.,

43 1ks. dist., mkd. SC % S33 BT.
cor.; and bury original stone cor. alongside iron post.
Cor. located on gentle S. slope under E.-W. fence line.
So0il, sandy and rocky.

Timber, dense juniper.
Undergrowth, sagebrush.

Dependent Resurvey of a Portion
of the
Subdivision, T. 6 S., R. 7 W.

-survey in the following manner.

~-Set an iron post, 30 ins. long, ‘2% ins. diam., 26 ins.

Re-establishment of the Survey Executed
by Joseph Gorlinski in 1876

The cor. of secs. 3, 4, 9.and 10, reported as being in
place and tied to at the time of the highway survey in
1942, ‘was later destroyed during construction of the
highway. The same is restored from ties made to the
original % sec. cor. of secs. 8 and 9 from the highway

The % sec. cor. of secs. 8.and 9, monumented with a blue
limestone, -12x6x4 ins., set, mkd. and witnessed as des-
cribed in the official record, and in E.-W. fence lime.
At the cor. point

in the ground, and in a collar of stone to top, with
brass cap mkd.

‘ T6S R?W

%
s8|s9
1964

=673 “(Apil 1963y ~OSDI—_®LM - -~ - R - o FIELD NOTE PAPER
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. Dependent Resurvey of a Portion of the: y

‘Subdividion, T. 6 5., R. 7 W,

CHAINS
Bury original steme cer. alongsidg ifonlpquQ A
Thence,

3. 89°24' E., through sec. 9.

Over nearly level-land, along fefice line with unimproved
farm road along N. side.- .

17.80 | -Wash, 20 lks. wide, 6 ft. deep, drains SW.

22.67 | Telephone line, 15 wire, bears about N. 40° E. and
S, 40° W.

43.35 Cattle Guard, bears N. 50 1ksf dist.
44,22 Transmission line parallels- highway.

45.31 Fence, turns S. 39°51' W., parallel to highway, End
E.-W. fence line.,

46,258 Intersect state highway No, 215, at intersection of
highway and fences to E. and W. Turn angle from % cor.

8 and 9 to right of 129°15'. This point equals highway
station 965+05,.7.

Thence,

N. 39°51' E., along centerline of highway, beginning new
measurement ., : C .

51.989 | Point.for station 999+37.0, turn 90° to right for 9.5
ft., to record position for cor. of secs. 3, 4, 9 and
10, and identical with the southwest cor. of lot 38,
sec. 3. )

At the cor. point, which falls in oiled highway

Set a cadmium cap mkd.

From which

A juniper, 8 ins, diam., bears S. 3°20' W
135% 1ks, dist., mkd. S9 BT. w

*

A juniper, 6 ins. diam., bears N, 56° W
115 1ks. dist., mkd, S&4 BT.

*

An iron post, 30 ins. long, 2% ins. diam.,
26 ins. in the ground, for a reference monu-
ment, bears S. 89°46' E., .50 ft. dist., with
brass cap mkd. 53 _ py 50 FT 1964, and an

, S10 ‘ SO T
arrow pointing to true cor.

An iron post, 30 ins. long, 2% ins. diam., 26
ins. in the ground, for a reference monument ,
bears S. 45° E., 32.5 ft. dist., with brass
cap mkd. 510 RM 32.5 FT 1964, and an arrow
pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., 24
ins. in the ground, for a reference monument ,
bears N, 45° W., 56.7 ft. dist., with brass

cap mkd. S4 RM 56.7 FT 1964, and an arrow
pointing to the true cor. ,




LD NOTE PAPER 7

i .. _..Depenflept Resurvey of a Portien of the Subdivision, T. 6 S., R. 7 W. :
CHAINS Q

The % sec. cor. of secs, 9 and ‘10, bears S; 0°20' E., :
! 40.22 chs. dist., at cor., of fences from S. and W., which
} . lis accepted as being a perpetuation of the original cor.

j T.0: ppoint:according to adjacent land owners. . :

At the cor. point.

| Set an iron post, 30 ins. long, 2% ins. diam., 26 ins. in
the ground, with brass cap mkd.

T6S R7W

% : |
s9|s10 L
1964

Deposit glass at base of iron post,

Land, nearly level farm land.
Soil, sandy.. {
Timber, scattered juniper, '
Undergrowth, sagebrush.

From the % sec. cor. of secs. 2.and 11, monumented with
a limestone, 10x10x4 ins., set, mkd. and witnessed as des
cribed in the official. record.: o

At the cor. point . . al

Set an irom post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

65 R7W
52
T

1964 .

From which

-A juniper, 8 ins. diam., bears S. 66° W,, |
23% 1ks. dist,, mkd. % S11 BT.

A juniper, 6 ins. diam., bears N. 17°45' W., . i
55 lks. dist., mkd, % S2 BT.. q4i

Cor. is located on gentle SW, slope.

Thence, . . o : ;

N. 89°38' W., bet. secs. 2 and 11.

Over rolling land sloping SW., through dense juniper i
timber. Desc. 215 ft. over general SW. slope.

10.10 | Shallow wash, drains S. 70° W. h

16.10 | Wash, 10 lks. wide, 3 ft. deep, drains S, 60° W,

26.00 | Shallow wash, drains SW.

18.60 | Wash, 10 lks. wide, 3-ft, deep, drains S. 60° W. 'Ii
I . - - ':’ . 3 { ]
|

27.10 | Wash, 15 lks. wide, 6 ft. deep, drains SW.

40.10 -] The cor,. of -secs. 2, 3, 10 and 11, monumented with a
- limestpne;~12x11X6¢ins.,;set,~mkd,wand»witnessed as des- i
Jeribed in the official record. - . " i

~67%b (Agrit 1963) USDI——BLM B " FIELD NOTE PAPER A
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Dependent Resurvey of a Portion of the Subdivision,*¥;48,, R. 7 W,

35.00

38.60

20,16

i "
AL ¥ ]

-

Ar the cor. point

Set an iron post, 30 ins. long, 2% inms. dinm.;fZA ins.
in the ground, and in a collar of stone to top! with
brass cap mkd.

T6S RIW
$3]S2
S10s11 !
1964
From which

A juniper, 6 ins. diam., bears N, 55° E.,
40% 1ks. dist., mkd. S2 BT,

A juniper, 7 ins. diam., bears S. 58° E., 27
1ks. dist., mkd. S11 BT.

A juniper, 6 ins, diam,, bears S. 69° W,, 47 lks.
dist., mkd. S10 BT,

A juniper, 6 ins, diam., bears N. 43° W., 66%
lks. dist,, mkd. S3 BT.

Bury original stone cor. alongside iron post,

land, rolling, sloping SW.
Soil, ruocky clay.

Timber, dunse, scrubby juniper.
Undergrowth, sagebrush.

N. 89°46' W,, bet. secs, 3 and 10,

Over rolling land sloping SW., through dense, scrubby
juniper, Desc. 170 ft. over SW. slope.

Shallow draw, drains SW.

Cor. of fences bearing N. 10°15' W, and N, 89°36' W.,
bears 13 lks..S. of line.

Point for the % sec. cor. of secs. 3 and 10 at propor-
tionate dist., and identical with the southeast cor. of
lot 33; there is no remaining evidence of the original
<or.,

Set am iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd,

T6S R7W

s3
t S10
1964

From which

A juniper, 8 ins, dism., bears S. 23°15' .,
81 lks. dist., =mkd. k 810 BT.

A juniper, 10 ins. diam., bears N, 74°45' E,,
75 lks. dist., mkd. k 83 BT, -

Rote: at each lot corner supplementary to the T-iren
stake or cor. wonument, there are 2x2x24 ins. wpod
stakes set 15 ins. {n the ground and scribed with the

.
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- Dependent Resutvey of a Portion of the Subdivision, T. 6 S., R. 7 W,

CHAINS

49.35
49.70

50,20

60.24

65.26

70.28

75.30

79.71

45.18:

lot number in which it stands. No further reference is
made of these stakes in the following, notes,

';P01nt for the cor. of lots 33 and 34, of sec. 3.

Set 1 1n. T-iron post 24 1ns. long, 20 ins. in the
ground, with cadmium plated cap mkd.

134|133

Continue over nearly, level land through scattered juni-
per timber,.

Wash, 30 lks. wide, 6 ft. deep, drains SW.
Graded road, I5 lks. N. of line, bears W. and NE.

Point for the southwest cor, of lot 34, sec. 3, and

identical with the E-W.1/64 sec. cor. of secs. 3 and 10,

Set 1 in.‘T-iron post, 24 ins, 1ong, 20 ins. in the
ground, with cadmium plated cap mkd.

L3t

Point for the W, 1/16.sec. cor. of secs, 3 and 10 at
proportionate dist:, and identical with the southeast
cor. of lot 35.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone to top, with

. brass cap mkd.. ‘
: T6S R7W

m/usSlo
1964

<

From which

A juniper, 8 ins, diam., bears S. 37°45' W.,
34% lks. dist,, mkd. W1/16 BT,

Continue along graded dirt road, bears W. and N., with
fence along S. side.

 Point for the cor. of lots 35 and 36, sec. 3.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L36|L35

Point for the cor. of lots 36 and 37, sec. 3, and iden-
tical with the W-W. 1/64 sec. cor. of secs. 3 and 10.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L37|L36
Point for the co}.‘of lots 37 and'38, sec. 3,

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd,

Cor. of fences from S. 89°36' E. and S. 39°51' W.

-673b (April 1963)
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_Dependent Resurvey of a Portion of the Subdivisiom, &. -§:8., R.

10 RIS 3TOM QY

7 W.

CHAINS

80.32

4,50
28.00
32.70

40.17

19.00
27.50
38.00
41.00

41.52

1z
N

The cor. of secs. 3, 4, 9 and 10.

Land, rolling E. portion; nearly level Ws&poftgon..."
Soil, rocky clay E. portion; sandy’clay W. portion.
Timber, dense juniper E. portion; écattered“juﬁiper W.
portion. - : !
Undergrowth, sagebrush.

From the cor. of secs. 2, 3, 10 and 11, hereinbefore
described. . :

N. 0°23' W., bet. secs, 2 and 3..
Over rolling land sloping. SW. through dense scrubd
juniper timber. Asc. 30 ft. over gently rolling SW.
slope to % cor. g ' .
Wash, 20 lks, wide, 2 ft. deep, drains W,
Shallow draw, drains W.
Draw, 25 ft, deep, drains SW,
The % sec. cor, of secs. 2 and 3, monumented with a.
limestone, 15x8x6 ins., set, mkd. and witnessed as
described in the official record.
At the cor. point
Set an irom post, 30 ins. long,.2% ins. diam., 20 ins.
in the ground to bedrock, and in a collar of stone to
top, with brass cap mkd.

T6S R7W

4
s3|s2
1964

From which

A juniper, 4 ins. diam,, bears N, 77° E.,
34 1ks. dist., mkd. % S2 BT. '

A juniper, 6 ins. diam., bears S. 85° W,,
39 lks. dist., mkd. % S3 BT.

Bury original stone cor. alongside iron post,

N. 0°19' E., beginning new measurement.

Asc. 115 ft.over gently roliins SW. slope to closing cor
Draw, 30 ft. deep, drains W,

Small draw, 10 ft. deep, drains SW,

Draw, 20 ft. deep, drains SW.

Draw, 25 ft. deep? drains Sﬁ.

Spur, slopes SW.

Intersect the Pirst Standard Parallel South, and point
for the closing cor. of secs. 2 and 3 at proportionate
dist.; there 1s no remaining evidence of the original
COI‘- i
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PEEN—

8 Portion of the Subdivision, ¥. 6 S.. B, J u.

Set an irom post, 30 ins. long, 24 ins. diam., 24 ins.
fo the ground, and in a collar of stone to top, with
brass cap mkd.

T5S R7W
535
s3[s2

cC
T6S R7W
1964 !

[

From which

A juniper, 7 ins. diam., bears S. 77° E.,
28 lks. dist., mkd. CC S2 BT.

The standard cor. of secs. 34 and 35, T. 5 S.,
R. 6 W., hereinbefore described, bears S, B9°
52' W, 0.70 chs. dist.

land, rolling, with general SW. slope.
Soil, rocky, sandy clay.

Timber, medium dense juniper.
Undergrovth, sagebrush.

From the cor. of secs. 3, 4, 9 and 10,
N. 0°28' W., bet, secs. 3 and &.

Over gently rolling land sloping SW., through medium
dense juniper timber. Asc. 85 ft. to } cor.

Center of state highway No. 215, bears N. 39°51' E.
and S. 39°51*' W,

Transmission line, 3 wire, bears about N, 40° E, and
S. 40° W,

Point for the cor. of lots 31 and 38, sec. 3,

Set 1 in, T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd,

IL31
L3

[

g

Point for the cor. of lots 30 and 31, sec. 3, and iden-
tical with the S-S5 1/64 sec. cor. of secs. 3 and 4.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L3O

L31

12.46 Telephone line, 15 wire, bears N. 42°30' E. and S. 42
30" W,

14.76 Cor. of fences from . and E., bears W, 6 lks.; thence
along E. side of fence.

14,874 ] Point for the NW. cor. of lot 30, sec. 3. ;

Set 1 in. T-fron post, 24 ins. long, 20 ins. in the )
ground, with cadmium plated cap mkd. .

[i30
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Dependent Resurvey of a Portion of the Subdivision, T. 6 S., R. 7 W.

CHAINS
19.75

19.832

24,75
29.74

29.748

32.53

34.706

17.50

21.05

Pence, 4 strand wire, bears E. and extends W._6 lks. to

N.-S. fence.

Point for the S. 1/16 sec. cor. of secs, 3 and 4, at
proportionate dist.

Set an iron post, 36 ins. long, 1 in. diam., 34 ins. in
the ground, with brass cap mkd .

T6S R7W
S1/16
5483
1964

From which

A juniper, 20 ins. diam., bears N, 15° E.,
8 1ks. dist. to face. Tree not mkd.

Fence, bears E. and extends W. 5 lks, to N.-S. fence.
Fence, bears E. and extends W. 4 lks. to N.-S8. fence.

Point for the N.-S. 1/64 cor. of secs. 3 and 4; not mon-
umented.

Fence, bears E. and extends W, 10 lks, to N.-S, fence.
Point for the southwest cor. of lot 12, sec. 3.

Set 1 in. T-iron stake, 24 ins. long, 20 ins, in the
ground, with cadmium plated cap mkd.

|L12

Fence, bears E. and extends W. 15 lks. to cor.,, thence
S. End N.-S, fence line.

The % sec. cor. of secs. 3 and 4, and identical with the
NW, cor. of lot 12, monumented with a limestone, 10x8x4
ins,, set, mkd. and witnessed as described in the officia
record,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

T6S R7W

4
4|83
1964
From which

A juniper, 5 ins. diam., bears N. 44° E.,
70 lks. dist,, mkd. % S3 BT.

A juniper, 6 ins. diam., bears S. 24° W.,
30% lks. dist., mkd. ¥ S4 BT.

Bury original stone cor. alongside iron post.

N. 0°36' W., beginning new measurement,

Asc. 55 ft. over general SW. slope through dense juniper
timber. :

Spur, slopes SW., desc. 30 ft, over NW. slope.

Trail road, bears irregularly NE. and SW,

T — ——J-===-ﬁ-nn--1
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3 -Bependent Resurvey of a Portion of:the'Subdivision3 T. 6:8., R. 7 W.

CHAINS g

21.65 Wash, 20 lks, wide, 10 ft.:deep, drains S. 75° W
asc. 70 ft over general SW slope.

41.61 | Intersect the First Standard Parallel' South and point 1N
for the c1051ng cor. of secs. 3 and 4 at proportionate i

dist.; there is no. remaining evidence of the original :
cor,

Set an iron post, 30 ins. long, 2% ins. diam., 26rins.
in- the ground, with brass cap mkd. - . :

T5S R7W , 1

§33 R

_— : 54|83 : . :
Cei R ¢ A o
. T6S RIW . .. Ic . oo

1964

From which . ‘ : o

A juniper, 16 ‘ins, diam., bears S. 37° E,, B
55% 1lks. dist., mkd. T6S R7W CC S3 BT,

A juniper; 6 ins, diam., bears S. 57° W., 13 W‘
lks. dist., mkd. T6S R7W CC S4 BT, i

The standard cor. of secs. 33 and 34, T. 5 S., .
R. 7 W., hereinbefore described, bears' N. 89°
57' E., 0.30 chs, dist,

Land, rolling, with general SW. drainage. i
Soil, rocky, sandy clay. . i
Timber, medium dense juniper. . &
Undergrowth, sagebrush. ‘!ﬂ |

Point for the N. % sec. cor. of se¢. 3, on the First
Standard Parallel South, and midpoint bet, the closing
cor. of secs. 2 and 3 and the closing cor. of sec, 3
and 4,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T58 R7W
% s3
T6S R7W
1964

From which . o - ‘é

A juniper, .8 ins, diam., bears S. 11°30' E., ;
35 lks. dist., mkd. % S3 BT. _

R, 7 W., hereinbefore described, bears S 89° f

The standard % cor. of sec. 34, T. 5 S. ’ ,
57' W., 0 14 chs. dist. !
. . §

Survey of a Portion ef the Subdivision, y
‘sec, 3, T.68.,.R. 7 W, =~ i i

From the % sec. cor. of ‘secs. 3 and 10, - t
N. 0°16' W Ww., on the N and S center 11ne of sec. 3. n-1-

vaer rolling land through medium dense juniper: timber. it
Asc. 105 ft. over gentle SW, slope to ©%. - !

73b (April 1963) USDI——BLM =~ T R "7 FIELD NOTE PAPER



.Survey of a Portion of the Subdivision, sec. 3, T. 6 8., Re 7W.

o

CHAINS
4.99 |Point for the northeast cor, of lot 33.

Set 1 in. T;iron pést, 24 ins, 1ong; 20 ins. in the
ground, with cadmium plated cap mkd.

133] {

6.75 |Wash, 30 lks, wide, 6 ft. deep, drains S. 70° W.
'8.85 | Fence, 4 strand wire, bears N. 10° W. and S, 10° E.
17.75 |Wash, 30 lks. wide, 3 ft, deep, drains S. 75° W,

19.96 | Point for the center south 1/16 sec. cor. of sec. 3 at
midpoint bet. the Ck seéc. cor. of sec. 3, and the }% sec.
cor. of sees. 3 and 10,

Set an iron post, 30 ins. long, 2% ins. diam., 28 ins.
in the ground, with brass cap mkd.

_T6S R7W
c
$1/16|83
. C
1964

From which

A juniper, 8 ins, diam., bears S. 58° W.,
10% 1ks, dist., mkd. BT only.

Raise a mound of stone, 2% ft. base, 1% ft. high, W.
or cor,

24.95 | Point for the cor. of iots 19 and 28.

Set 1 in., T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd. :

L19
L28
29.94 | Point for the cor. of lots 18 and 19.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L18
L19
34,93 | Point for the cor. of lots 5 and 18.

Set 1 in. T~iron post, 24 ins. long, 20 ins. in the
ground, with .cadmium plated cap mkd.

L5 | - - |
LIS! o (‘
135.95 | Wash, 10 1ks. wide, 2 ft. deep, drains SW.

39.92 | Intersect E. and'W.“ceqtér line sec. 3.

Point for the center % sec. cor. of ‘sec. 3, and identical
with the northeast cor, of lot 5.

Set an iron post, 30 ins. 1oﬁg, 2%'ins. diaﬁ;, 24 ins,
in the ground, and in a collar of stone to top, with
brassygap .mkd. :

cﬁda‘is’-i
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ERSTARY :ggnvéy?ofi&,kortion ofmtﬁe”SubdiviBion,‘secJ 3 T, 6 8.;-R. 7TW,

17

CHAINS

-I68 R7W
c%
oS> - 83

From which
A juniper, 6 ins. diam., bears N. 57° E
75.1ks. dist,, mkd. C% 83 BT,

" Ajuniper, 5 ins. diam., bears S. 72° K.,
.40 Tks, dist., mkd. BT only. .

Asc. 80 ft. over SE. slope through dense juniper timber.,

Transmission line, bears about N. 40° E; and S. 40° W
Transmission line, bears about N. 40° E. and S. 40° W
Spur, slopes SW., desc, 80 ft. over NW. slope,

Telephone line, 15 wire, beaxs NE, and SW.

' Wash, , in bottom of canyon, drains 1rregular1y SW., asc,

120 ft. over SE. slope,

Center of state highway No. 215, bears 1rregu1ar1y NE.
and SW.

Spur, slopes SW., desc. 40 ft. over NW. slope.
Small draw, dra1ns SW., asc. 20 ft over SE. slope.

Intersect the First Standard Parallel South at the N.
% sec. cor. of séc, 3, hereinbefore described.

Land, rolling, with general SW, drainage.
Soil, rocky, sandy clay.

Timber, dense juniper.

Undergrowth, sagebrush.

From the % éec. cor. of secs. 2 and 3, hereinbefore

described,

S. 89°53" W.,'on the E, and W. center lineof sec. 3.

Over rolling land through dense juniper timber. Desc,
50 ft. over NW, slope.

Small draw, drains SW., asc. 25 ft. over SE. slope.
Small spur, slopes SW,.,, desc. 55 ft. over NW. slope

Wash, 15 lks wide, 1 ft. deep, drains S. 30 W., asc.
10, ft. over gentle SE, slope. ~ r

Small spur, slopes SW., desc. 45 ft, over NW. slope.
Small draw, drains SW., asc. 40 ft. over SE, slope.

Spur, slopes SW,, desc, 40 ft. over gentle‘NW,gslope.

‘The center % sec. cor. of sec, - 3 herelnbefore des-

cribed, - - . o R
Asc., 20 ft, over SE. slope.

Transmission 1ine, bears about N, 40° E. and S 40° W

USBI —— BLM il o T T R IEL D NOTE PAPER




-Survey

16

CHAINS

45.103

45.70

49.22

50.141

53.50

54.61"

55.12

55.179

59.40

60.217

65.255

70.293

‘of .a Portion of the Subdivision, sec: 3, T. 6 S.; R. 7 W,

Point for the cor. of lots 5 and 6.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd,

L6|L5
Fence, 4 strand wire, bears N. 10° W. and S. 10° E.

Pransmission line, 3 wire, bears about N. 40° E. and
South 40° W., desc. 60 -ft. over NW, slope.

Point for the cor. of lots-6 and 7.

-Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L7|L6
Wash; in bottom of canyon, drains SW. from NN.

Center of state hlghway No. 215, bears S. 30°03' W..and
curves NE.

Telephone line, 15 wire, bears NE. and SW.
Point for the cor. of lots 7 and 8.

Set 1 in. T-iron post, 24 ins, 1ong, 20 ins. in the
ground, with cadmium plated cap mkd,

L8|L7
Asc, 50 ft, over SE, slope.
Spur, slopes SW., desc, 30 ft. over gentle NW. slope.

Point for the center west 1/16 sec. cor. of sec. 3 and
identical with lot corners 8 and 9.

Set an iromn post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd. .

T6S R7W
Wi/16
C C
S3
1964

Point for the cor. of lots 9 and 10.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L10lL9

Point for the cor. of lots 10 and 11,

Set 1 in, T-iron post, 24 ins. long, 20 ins. in the.
ground, with cadmium plated cap mkd. .

illlLlO

cﬁﬁm‘!ﬁ
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Survey of-a Portion of the Subdivision, sec. 3, T. 6 8., R. 7 W. i
'ij*-enxnm ‘ i

75.331 Point for the cor. of lots 11 and 12,

<

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated ¢ap mkd.

L12|L11

75.40 | Desc. 35 ft. over W. slope. |

1

80.369 | The % sec, cor. of secs. 3 and 4 and identical with the ;
. ‘northwest cor. of lot 12, hereinbefore described, |

Land, rolling, with general SW., drainage.
Soil, rocky clay. ,

Timber, demse juniper. o
Undergrowth, sagebrush. ‘

From the west 1/16 sec. cor. of secs. 3 and 10. L

N. 0°22' W., on the N. and S. center line of the SWY of
sec., 3. ‘

Over gently rolling land through dense juniper timber. !
Asc. 40 ft. along E. side of dirt road over general SW. Fhy
slope to center west 1/16 sec. cor. sec. 3. i

4.974 | Point for the northeast cor. of lot 35. )‘

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the ;
ground, with cadmium plated cap mkd. Cail

£35] i

9.90 | Intersection of dirt roads from N., S., E. and W.,
continue along road.

15.00 | Intersection of dirt roads from N., S., E. and W.,
continue along road.

19.80 | Road curves NW.

19.896 | Intersect the E, and W. center line of the SWY% of sec. 3.

Point for the southwest 1/16 sec. cor. of sec. 3 and : i
identical with the southeast cor. of lot 24 and the Pl
southwest cor. of lot 25,

Set an iron post, 36 ins. long, 1 in. diam., 36 ins. in
the ground, with glass around iron post, 6 ins. below
ground, and brass cap mkd.

SwWi/16 83
1964

From which Ry

A juniper, 10 ins. diam., bears N. 4°15' E., i
43% 1ks., dist,, mkd, SW1/16 S3 BT. oy

A Jjuniper, 5 ins. diam., bears N, 82°S5' W,,
67 lks. dist., mkd. BT only.

20.05 | Dirt road, bears E, and W. -

22,55 Wash; 20 lks. wide, 3 ft. deep, drains SW.

(Aprit 1968) USDI—- BLM. - ) : FIELD NOTE PAPER
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Survey' of a-Portion of:the Subdivision, sec. 3, T. 6 S., 3.v7 W&1

CHAINS

24.12

24.874

26.35

29.852

30.85

31.90

34.15

34.83

39.808

2.03

5.029

10.058

10.40

15.087

Trail road, bears SW. and about 5.00 chs. NE. to end.

[T —

Point for the cor. of_loté 21, 24 and 25. .

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the i
ground, with cadmium plated cap mkd. §

121 \ o - :
124|125 ‘

Transmission line, bears about N,,40°_E. and §. 40° W,
Point for the cor. of lots 14, 15 and 21.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd. -

L14L15
L21} - .
Center of state highway No. 215, bears:N. 36°01l' E. and

S. 36°01' W,

Wash, 20 lks. wide, 4 ft. deep, drains SW., asc. 60 ft.
over SE. slope.

Telephone line, 15 wire bears NE. and SW.
Point for the cor. of lots 8;‘9, 14 and 15.

Set 1 in. T-iron post, 24 ins.'long; 20 ins. in the
ground, with cadmium plated cap mkd.

19|18

L14|L15
The center west 1/16 sec. cor. sec. 3, héreinbefore
described. -

From the center south 1/16 sec. cor. of sec. 3,

N. 89°56'30" W., on the E. and W. center line-of the
SW% sec. 3.

Over gently rolling landzthréugh»deﬁse timber.

Fence, 4 strand wire, bears N. 10° W. and S. 10° E

Point for the cor. of lots 27 and 28.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L27|L28
Point for the cor. of lots 26 and 27.

Set 1 in. T-iren post, % ins. long, 20 ins, in the
ground, with cadmium plated cap mkd.

| L26]L27

Enter road, bears W,
Point for the cor. of lots 25 and 26.

Set 1 in. T-iron post, 24 ins. long, 20 ins, in the

ground, with cadwium plated cap mkd.

GPO 8%-
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-Survéy ‘of ‘a Portion .of ‘the Subdivision, seéc. 3, T, 6 8., R, 7 W,

19 P EN
e

21

CHAINS

19.68

21,45
24.30

25.146

25.33

25.71

30.10

30,27
32.39

40,236

5 Transm;ss1on 11ne, 2 w1re bears about N 40 E and
S, 40°W.

20,116

30,176

1;;v3ﬁ7 125|126

The southwest 1/I6 sec cor.;‘hereinbefOré described.
Leave road. T ‘ o

‘Sméll.guily, dfaips SW.
Wash, 20 lks, wide, 4 ft. deep, drains S.
Point for the cot; of lots 23 and 24,

Set 1 in. T-iron post, 24 ins. ‘'long, 20 ins. in the
ground, with cadmium plated cap mkd.

L23lL24

Center of state highway No. 215, bears N. 16°58' E. and
§.16°58' W.

Transmission line, bears about N. 40° E, and S. 40° W
Road, bears N, and S.
Point for the southwest cor. of lot 23,

Set 1 in., T-iron post. 24 ins. long, 20 ins., in the
ground, with cadmium plated cap mkd, '

]L23
Fence, net wire, bears N, and S., enter private land.
Telephone line, 15 wire, bears NE. and SW.

The south 1/16 sec. cor. of secs. 3 and 4, hereinbefore
described. ’ ’ ’

0.15

| 4.982

Point for the northwest cor. of lot 34,

From the southwest cor. of lot 34,
N. 0°19' W,, along the W. bdy.lot 34.
Over gently rolling land through dense juniper timber.

!
Road, bears W.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd. ‘

3%

4,984

From the cor. of 1ots 26 and 27.

N. 0°19' W,, on the N. and S. center line of the NE%
SW% sec. 3. :

Over rolling land through medium dense Junlper t1mber
‘Asc,” 60 ft. over general SW, ‘slope.

Point for the cor. of 1ots 20, 26 and 27.

Set 1 in. T-iron post, 24 ins., long, 20 ins. in the
ground, with cddmium plated cap mkd. ’ )

6736 (April 1063) ~ USDI-—BLM
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Survey'ofﬂa,rortion of the Subdivision, sec. 3, T. 68 ;,R.7W,

cHAINS o 120
S L6 |B27

9.968 { Intersect the E.-W. center lfne of the NEYSW% sec. 3.

‘

Point for the cor. of lots 16, 17 and 20, and. identical
with the NE,-SW. 1/64 seéc. cor. ' ‘

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L16{L17
L20

10.50 Wash, drains SW, 7
11.42 | Transmission line, bears about N. 40° E, and S. 40° W
14.952 | Point for the cor. of‘lots 6, 7, 16 and 17.

Set 1 'in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L7116

L16|L17
18.85 Transmission line, 3 wire, bears about N. 40° E. and
S. 40° W :

19.936 | Thé cor. of lots 6 and 7, hereinbefore described.

From the cor. of iots 18 and 19. <

'S. 89°58'15" W., on the E.and W. center line NEY SWk
sec. 3.

Over gently rolling land through medium dense Junlper
timber, Desc. 55 ft. over general SW slope.

4,03 Fence, 4 strand wire, bears N, 10° W. and S. 10° E
5.034 | Point for the cor. of lots 17, 18, 19 and 20.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L17lL18

L20|L19 "

16.068 | The cor. of lots 16, 17 and 20, hereinbefore déscfibed.
11.00 | Wash, drains SW.

11.27 " | Transmission line, bears about N. 40° E. and S. 40° W
15.102 Point for the cor. of lots 15 and 16,

Set 1 in. T-iron post, 24 ins. lomg, 20 ins. in the
ground, with cadmium plated. cap mkd.

L15[L16
17.18 * |Transmission line, bears about N.'40§ E. and S. 40° W. ‘ 5

20.136 | The cor. of lots 14, 15 and 21, hereinbefore described.

From the cor.;of 1ofs_36.§nd.3];_’ ‘? S
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Survey.of a Portion of the Subdivision, sec. 3, T. 6 S., R. 7 W,

23

CHAINS

0.15
4.966

7.44
9.80

9.932

12.06

14,43

14.898

19.864

N. 0°25' W., on the N. and S, center line of the SWY Sw
sec, 3.

‘Overgently rolling land through medium dense juniper
timber.

Road, bears E. and W.
Point for the cor. of lots 32, 36 and 37.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the

1 ground, with cadmium plated.cap mkd.

L32
L371L36
Transmission line, bears about N. 40° E. and S. 40° W.

Road, bears E. and W.

Point for the cor, of lots 29 and 32, falls on N. edge of
road.

Set 1 in. T-iron post, 24 ins. long, 12 ins. below sur-
face of road, with cadmium plated cap mkd.

L29
L32

A reference nail in face of juniper, 6 ins.
diam., bears N. 9°38' E., 16,1 ft, dist.

From which

A reference nail in face of juniper, 7 ins.
diam., bears S, 10°56' E., 38.1 ft, dist.

A reference nail in face of juniper, 12 ins.
diam., bears N. 39°40' W,, 27 ft, dist.

Center of state highway No. 215, bears S. 39°51' W. and
N. 39°51' E., thence enter dirt road, bears N.

Transmission line, bears about N. 40° E, and.S. 40° W

Point for the northeast cor. of lot 29, falls in N. and
S. road.

Set 1 in, T-iron.post, 24 ins, long, 12 ins. below sur-
face of road, with cadmium plated cap mkd.

L29’
From which

A reference nail 1n power pole, bears SW.,
57 ft. dist.

The southwest cor. of lot 23, hereinbefore described,

N. 0°25' W., on the N. and S, center line of the NW)
SW% sec. 3, -

Over gently rolling land through medium dense juniper
timber. Along N. and S. dirt road.

Telephone line, 15 wire, bears NE, and SW.

" OSDI— BLM R T FIELD NOTE PAPER
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Survey of a Portion of the Subdivision, sec. 3, T. 6 S., R, 7 W,

22 CLT T Y OM Gy

CHAINS
4.968

9.00

9.936

14.904

19.872

0.92

5.034

10,068

20,136

Point for the cor. of lots 22 and 23, falls on W. side
of road. .

Set 1 in. T-iron post, 24 ins. long, 22 ins. in the
ground, with cadmium plated cap mkd.

L22.
L23

End N. and S. road.
Intersect the E.-W, center line of the NW4SW% of sec. 3.

Point for the cor. of lots 13 and 22, and identical with
the NW.-SW., 1/64 sec. cor,

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L13
L22

Point for the cor. of lots 10, 11 and 13.

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L11(L10
L13

The cor, of lots 10 and 11, hereinbefore described.

From the cor. of lots 14, 15 and 21.

S. 89°58'15" W., on the E. and W. center line of the NWy
SWY sec. 3,

Over gently rolling land through medium dense juniper
timber.

Center of state Highway No. 215, bears N. 36° 01' E. and
S. 36°01' w,

Telephone line, 15 wire, bears NE, and SW,
Point for the cor. of lots 13, 14, 21 and 22,

Set 1 in. T-iron post, 24 ins. long, 20 ins. in the
ground, with cadmium plated cap mkd.

L13|Ll4
L221L21
The cor. of lots 13 and 22, hereinbefore described,

thence over private land.

Intersect the W. boundary of sec. 3, at the point for th
N.-S. 1/64 cor. of secs, 3 and 4.

Survey of Highway 215, through the Southwest }

of se¢tion 3 for alignment only -
From a point 0.21 chs. N. of secs. cor. 3, 4, 9 and 10.

Thence, along the center line of road.

N. 39°51' E., 21.53 chs. At this point, the center line

of the highway is 25 ft. to
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Survey of Highway 215, through the Southwest % of section 3

for alignment only

TCHAINS |

N. 16°58' E., 10.57 chs. At this point, the center line
of the highway is 11.4 ft. to
the right.

N. 36°01' E., 9.49 chs, At this point, the center line
of the highway is 2.5 ft. to th
left,

bench mark, bears N. 23°57' W,,
51.6 ft. dist., monumented with
a brass tablet set in cement
block, 8x8 ins., 6 ins. above
ground, with brass tablet mkd.

T 62

——

1934

N. 30°03' E., 6.00 chs. Intersect the E. and W. center
line of sec. 3. End of road
survey at a point 0,569 chs.
N. 89°53' E. of lot cor. 7 and
8.

From this same point, a U,.S.G.S.

GENERAL, DESCRIPTION

Section 3, Township 6 South, Range 7 West, is located
about 10 miles northeast of Dugway Proving Grounds. The
highway from Dugway to Clover, enters section 3 at the
southwest cornmer and bears irregularly northeast through
the section. Section 3 is rolling land covered with a
heavy growth of juniper timber and sagebrush undergrowth,
The soil is rocky, sandy gravel. The area drains in a
southwesterly direction by numerous washes draining into
the main wash alongside the highway. Section 3 was sub-
divided to establish lots for the future townsite of
"Terra', which will be located in the southwest %. There
are several homes in the area already built and several
more under construction. The only water supply noted was
several small wells on the private property.
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CERTIFICATE OF SURVEY

1 Glen B. Hatch , HEREBY CERTIFY ‘upon honor that,
in pursuance of special instructions bearing date of the 11 day of March , 19 64,

I have dependently resurveyed a portion of the north boundary (First Standard

Parallel South) and a portion of the subdivisional lines and surveyed a porti

of the subdivision of section 3, Township 6 South, Range 7 West

of the  Salt Lake Meridian, in the State of Utah , which |
are represented in the foregoing field notes as having been executed by me and under my direction; |
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes,

(Date) (Cadastral Surveyor)
1/21/65 /%44 /5 Xé @Z%Z
(Date) (Cadastral Surveyor)

CERT!FICATE OF APPROVAL

SUBMITTED FOR APPROV,'L .
2 5 165 BUREAU OF LAND MANAGEMENT,

Date s e e Washington, D. C.

The foregoing field notes of the  dependent resurvey of a portion of the north
boundary (First Standard Parallel South) and a portion of the subdivisional
lines and the survey of a portion of the subdivision of section 3, Township

6 South, Range 7 West.

executed by Glen B. Hatch, Cadastral Surveyor

having been critically examined and found correct, ate hereby approved.

APR 6 1965
(Date) \—""(Chief, Divjon of En,

S —— CERTHEICATE OF-TRANSCRIRT

I CERTIFY That thé'foregoigg transcript of the field notes of the above-described surveys in

Tl is a true copy of the original field notes.

e m-t-) (Chief Diuision onf B H ?w
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FIELD NOTES

OF THE

DEPENDENT RESURVEY

OF THE

FRACTIONAL WEST 2 MILES

OF THE

NORTH BOUNDARY

AND

SECTIONS 3 AND 4

QF

TOWNSHIP 22 SOUTH, RANGE 2% WEST

Of the SALT LAKE

Meridian,
In the State of UTAH
EXECUTED BY

GERALD W, HOCHSTRASSER, SURVEYING TECHNICIAN, UNDER THE SUPERVISION OF
GLEN B. HATCH, CADASTRAL SURVEYOR
Under special instructions dated MAY 15 , 19 63 , which provided for the surveys
included under Group Number 465 , approved May 16, 1963 ,
and assignment instructions dated June 4 , 19 63

Survey commenced July 16 ,19 63

Survey completed August 20 , 19 63
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NOTE PAPER

| The west boundary was surveyed by John T. Brecken in 1896

The north, east and south boundaries and the subdivisionall
lines were surveyed by John T, Brecken in 1896, and the
xepord,appears in the field notes of T. 22 S., R, 2% W,

and concurrently resurveyed by Glen-B. Hatch in 1963 unde
Group' 465, Utah, and the record appears in the field notei
of T, 22 S., R, I W.*

ractiohal
The following (field notes are those of the dependent re-
survey of the Awest 2 miles of the north boundary and of
sections 3 and 4 of T, 22 S., R. 2% W.

The survey was executed with a W, & L. E, Gurley solar
transit No. 600539, It is equipped with full vertical
circle and improved Smith-type telescopic solar attach-
ment, and conforms to the standard instrumental specifi-
cations of the Bureau of Land Management. The instrument
was in good adjustment prior to the beginning of the sur-
vey and was maintained in precise adjustment throughout
the survey.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original corners, bearing trees, and othen
calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost cotners, but not until
exhausting every reasonable possibility of finding direct
evidence for the control of each particular corner,

The cost of the field and office work incurred in the
execution of the retracements and resurveys herein de-
scribed are payable from the current appropriations for
"Management of Lands and Resources," Bureau of Land
Management.

Lines connecting previously established corners were run
by random and true method, but for simplification of the
record, the random lines are omitted from the field notes.

Measurement$ herein contained were made with a narrow
steel tape, 5 ¢hains in length, graduated every link for
the first 100 links, and thereafter at intervals of 10
links. The tape was tested by comparison with a one
chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical
angle of eat¢h interval ascertained with a clinometer in
good adjustment; horizontal equivalents alone are entered
in the field notes, All lines of the survey were run by
direct method where the lines were accessible; lines inac-
cessible were run by triangulation or traverse methods.
Distances to topography on lines run by triangulation and
traverse are approXimate as scaled from reliable U.S.G.S.
topographic sheets. The details of such triangulations
and traverses have been thoroughly checked and verified,
and in order to simplify the record, the diagrams and re-
ductions are omitted from these field notes.

The direction of the lines of the survey were determined
by reference to true meridians established on line by
altitude observations on the sun. The lines were carried
forward by sustained angulation, being supplemented by
numerous other altitude observations on the sun taken
throughout the progress of the survey.

73b (April 1963)
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Dependent Resurvey of a Portion of Township 22 Soﬁth, Range 2% West

2

A

CHAINS

4.00

16.50

— 22,00

—} tion 3 is at latitude 30°54'27.7" North, and a longitud

The geographic position of the southeast corner of sec-h’L
e

112°06'26.69" West, as_adjusted from section lime.ties
U.5.G.S. triangulation station MNihif (WSES) QSGS)?, -datid
tude 38°51"55:190% N’ anddongitude. 112 “1355 1,721 Hug
1bcated 8, 67°31720" Ny 20836 sheol flist), Eram themes.|
of secs. 21, 22, 27 and 28, T. 22 S., R, 3 W,

The magnetic declination was read at a numberrpf stations|
throughout the township and the average of these read-
ings was found to be 16° E.

Dependent Resurvey of a Portion of the North
Boundary, Township 22 South, Range 2% West.

Reestablishment of the Survey Ex-
ecuted by John T, Brecken in 1896

Beginning at the cor. of secs. 2, 3, 34 and 35 on the N.
bdy. of the Tp., monumented with a sandstone, 14x11x5 ins.|,
firmly set, mkd. and witnessed as described in the offici

record, ' ar

At the cor. point

Set an iron post, 30 ins., long, 2% ins, diam., 18 ins. in
the ground and in a mound of stone, 3 ft. base to top,
with brass cap mkd. : .

T21S R24W
S34[S35
53[S2
T228
1963

from which

A cedar, 10 ins, diam., bears N, 42°15' E., 31 1ks.
dist,, mkd, T21S R2%W S35 BT.

A pinon, 14 ins. diam., bears S. 50°45' E., 45 1ks.
dist., mkd, T22S R24W S2 BT, )

A pinon, 16 ins, diam., bears S. 27°5! W., 71 1ks,
dist,, mkd. T22S R2LW S3 BT.

A spruce, 4 ins, diam., bears N, 75°15' W., 50 1ks,
dist., mkd. T21S R2iW S34 BT,

Deposit the original stone alongside the iron post.
5. 89°54' W., bet. secs, 3 and 34,

Over broken mountainous land through medium dense pinon
and juniper and scattered spruce timber,

Desc. by triangulation 120 ft., over W, slope of spur,
Ravine, drains $,; thence along broken S, slope,

Ravine, drains SE,; asc, about 80 ft. over E. slope of
spur,

Spur, projects S.; desc. about 80 ft. over SW. slope.

GPO 832857}




NOTE PAPER

[N

S ?J

CHAIND

31.00

37.80
39.78

47.80
54.90
57.50

59.67

79.56

. . Dependent -Resurvey of a Portion of the North Boundary of T, 22

Fork of N, Cedar Ridge Canyon, intermittent stream, course

SE.; enter medium dense spruce and cedar; asc. about 200
ft. over NE. slope. :

End of triangulation; leave dense timber.

Point for the % sec. cor. of secs, 3 and 34 at proportion-
ate dist,; there is no remaining evidence of the original
cor. : : ‘ : '

Set an iron post, 30 ins. long, 2% ins. diam,, 12 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T21S R2iW

834 -
S3
T22s
1963

from which

A spruce, 18 ins, diam,, bears S, 15° W., 53 1lks.
dist., mkd, T22S R24WyS3 BT

A cedar, 10 ins, diam., bears N, 67°45' W., 100 1lks.
dist., mkd. T21S R24W%S34 BT,

jAsc. 125 ft. over broken NE. slope.

Low spur, projects NE.; desc., 35 ft. over N. slope.

[Draw, drains NE.; enter aspen; asc. 155 ft. over NE. slope
[Leave aspen; enter dense oak brush.

Point for the W, 1/16 sec. cor. of secs. 3 and 34 at
proportionate dist.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
Wwith brass cap mkd.

T21S R2iW
534-
S3
T22S
1963

W1/16

sc. 220 ft. over broken NE. slope through scattered
hogany and spruce.

e cor., of secs, 3, 4, 33 and 34, monumented with a sand-
tone, 18x10x4 ins,, firmly set, mkd. and witnessed as
escribed in the official record.

t the cor. point
et an iron post, 30 ins. long, 2% ins. diam., 12 ins, in
he ground, and in a mound of stone, 4 ft. base to top,
ith brass cap mkd.
T21S R2iW

85331834

84183

T228

1963

deposit the original stone alongside the iron post.

35

SR 25U,
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Depende

nt Resurvey of a Portion of the North Boundarv of T

4

22

CHAINS

4.40
13.30

26.60

32.61

The cor. is located on top of a spur that projects SE,

Land, mountainous.

Soil, rocky and gravelly. ) ) .
Timber, pinon, cedar, mahogany and scattered spruce,
Undergrowth, sagebrush, manzanita and oak brush,

S. 89°03' W., bet. secs. 4 and 33.

Over broken mountainous land through scattered mahogany

and spruce.
Asc. 50 ft. over point of spur,
Slope changes to NE.; asc. 35 ft,

Leave spruce; slope changes to E.; asec. 80 ft,

Spur, projects S.; leave mahogany; desc, 60 ft, over
rocky W. slope.

The closing cor. of Tps. 21 and 22 8., R. 2% W., monu-

mented with an iron post, 2% ins. diam,, firmly set,
with brass cap mkd.

T225|T21s
R3W|R24W

S33
S1 |2==,
S4 CC

T228
1963

From this cor., the E. } sec. cor. of sec. 1, T, 22 S.,

R. 3 W., bears N. 0°06"' W., 10.18 chs. dist., and isg
monumented with a 2% in, iron post, set, mkd. and
witnessed as described in the official record.

Land, mountainous.

Soil, rocky and gravelly,

Timber, scattering mahogany and spruce.
Undergrowth, sagebrush and manzanita,

Dependent Resurvey of a Portion of the Subdivi-
sion of T. 22 S., R, 2% w,

Reestablishment of the survey executed
by John T, Brecken, in 1896,

From the cor. of secs, 2, 3, 10 and 11, monumented with
a sandstone, 15x10x5 ins., firmly set, mkd. and witnessed

as described in the official record.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 16 ins. in
the ground, and in a mound of stone, 3 ft. base to top,

with brass cap mkd.

T22S R2iW

83]s2
510(s11

1963

GP 419&Y




from whlch

A spruce, 12 ins. diam . bears N. 60 15' E., 66 lks.
dist., mkd. T22S R23W S2 BT. -

A spruce, 14 ins. diam., bears S. 52° E., 42 lks.
dist.,, mkd, T22S R2iW S11 BI.

A pine, 20 ins. diam., bears S. 77°45' W., 42 1lks. K
dist,, mkd, T22S R2%W S10 BT. ji

~ A spruce, 15 ins. diam., bears N. 24° W., 22 lks.
dist., mkd. T22S R24W S3 BT,

deposit the original stone alongside the iron post, 7
N. 0°10' W., bet. secs. 2 and 3. /
Over mountainous land through medium dense timber.
Desc. 305 ft, over broken NE. slope. Co
.60 | Wash, 6 ft, deep, 30 lks. wide, drains NE.
2.00 | Small spur, projects NE. | ' !ﬁ
2.90 | Wash, 2 ft. deep, iO ft.vwide,‘drains NE. J
6.50 | Spur, projects NE.

9.80 | Wash, 3 ft. deep, 20 lks. wide, drains NE. 7i‘1
11.50 | Low spur, préjects ﬁE. |

14.40 | Wash, 3 ft, deep, 20 lks. wide, drains NE.; leave dense u‘é
spruce, pine and fir; enter dense mahogany-and cedar. e

18.70 | Draw, drains NE,; asc. 30 ft: over SE, slope.
22.50 | Spur, projects NE,; desc. 90 ft. over steep NE, slope.

27.50 { Trough Canyon; wash, 15 ft. deep, 50 lks. wide, drains ;
SE,; asc. 110 ft. over W, slope of spur. ‘

40.40 | Point for the % sec. cor. of secs. 2 and 3 at proportion-
ate dist,; there is no remaining evidence of the original
cor. : : . :

‘Set an iron post, 30 ins. long, 2% ins. diam., 20 ins, in
the ground, and in a mound of stone, 3 ft. base to top, ;
with brass cap mkd. L

T22S R2%W

~s3?sz ‘
1963

from which

A spruce, 12 ins, diam., bears S. 38°45' E., 100 1ks|.
dist., mkd. ¥ 52 BI.

A spruce, 12 ins. diam., bears N, 37°30' W., 30 lks.
dist., mkd. % S3 BT.- .

Asc, gradually along bottom of draw.: : v

3 [4

T 42.00 | Wash in bottom of draw, 1 ft. deep, 6 1ks. wide, drains .
SW.; asc. 240 ft, over SE, slope through scattered RS

mahogany and cedar. ﬁ£:

1
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_Dependent Resurvey of a Portion of the Subdivision of T. 22 §., R, 2% W,

—

CHAINS

64.20
71.90
79.00

80.80

92.00

101.88

5.00

17.00

30.00

40.20

Spur, projects SW.; asc. 20 ft. over top of spur.

‘ Ridge, bears NW. and SE,; desc. 65 ft. over N, slope.

Enter dense spruce and pine; slope changes to NW,

Point for the 1/16 sec. cor. of secs. 2 and 3 at propor-
tionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T225 R2%W
1/16
s3|s2
80
1963

from which

A spruce, 10 ins. diam., bears S. 80°45' E., 40 lks
dist.,, mkd. 1/16 S2 BT.

A spruce, 12 ins. diam,, bears N. 65°15' W,, 29 lks.

dist., mkd, 1/16 S3 BT.
Desc. 350 ft. over NW. slope.

Fork of North Cedar Ridge Canyon; stream of water, 1 1k,
wide, 1 in. deep, course S. 80° E,; asc. 235 ft. over S.
slope through dense mahogany, pinon and cedar.

The cor. of secs. 2, 3, 34 and 35 on the N, bdy of the
Tp., previously described.

Land, mountainous,

Soil, rocky and gravelly, -

Timber, pine, spruce, fir, mahogany, cedar and pinon.
Undergrowth, oak brush, sagebrush and manzanita.

From the cor. of secs. 2, 3, 10 and 11.
N, 89°57' W., bet. secs. 3 and 10.

Over broken mountain land through dense spruce, fir and
pine timber,

By triangulation, asc., about 160 ft. over broken NE.
slope.

Wash, 6 ft. deep, 30 lks, wide, drains NE,
Spur, projects NE.; desc. about 40 ft. over NW. slope.

Ravine, drains NE.; asc. about 480 ft. over broken NE,
slope.

Spur, projects N.; thence along broken N. slope.

End of tfiangulatibn.h

The % sec. cor. of sees. 3 and 10, monumented with a
sandstone, 14x10x3 ins,, firmly set, mkd. and witnessed
as dgscribed in the official record.

At the cor. point

GPO 842857 :
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,Depen@aanResurvey.qf a,Porqiqn of ;he qudivisiqn of T. 22 8., R. 2% W.

CHAING 1
Set an irom post, 30 ins. long, 2% ins. diam., 6 ins. in :
the ground, and in a mound of stone, 3 ft base to top, :
with brass cap mkd,

T225 R2LW - :
g 83 S ¥
< SlO o - iif
1963 - : A

from which ; \

A spruce, 16 ins, diam,, bears S. 34°30' E., 32 1lks. |
N dist., mkd ¥’ s10 BT :

A pine, 14 ins, diam,., bears N. 44° W., 14 1lks. t |
dist., mkd. % 83 BT, b

deposit the original stone alongside the iron post.

N. 88°44' wW., beginning new measurement. i

Asc. 50 ft. over N. slope through medlum dense pine, '
spruce, fir and pinon. "l

2,60 {' Spur, projects N.; thence by triahgulation; desc. about %ﬁj
350 ft. over broken NW, slope, ° RE

"35.00 | Ravine, drains NE.; asc. about 100 ft. over NE. slope. J’u
39.17 | The cor, of secs, 3, 4, 9 and 10, monumented with a i
sandstone, 14x10x7, f1rm1y set, mkd. and w1tnessed -as i
described in the official record : P
At the cor. point ’ ' %?[
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in

‘the ground, and in a mound of stone, 3 ft. base to top,

with brass cap mkd.

T225 R2iW

8483 | i
- 89[s10 - : 3

1963
from which ‘ - ‘

A mahogany, 12 ins. diam,, bears N, 28° E., 40 lks, R
dist., mkd. T22S R24W S3 BT,

A mahogany, 8 ins. diam., bears S, 24°30' W., 12 -
lks. dist,, mkd, T22S R2%W S9 BT, ;

A spruce, 5 ins, diam., bears N, 19 30' W., 15
11ks,. dist,, mkd, T22S R2%W S4 BT,

Deposit the original stone alongside the iron post,

Land, mountainous, .

Soil, rocky and gravelly. .

Timbet, pine, fir, spruce, pinon, cedar and mahogany.
Undergrowth, oak brush, sagebrush and manzanita. At

N. 0°02' W., bet. secs. 3 and 4.

Over broken mountaiﬁbué land through medium dense pine,

‘ fir% sgguce Eimbfr by triangulation; desc, about 320 ft.
73b /(Apru 1963) USDI—-BLM FIELD NOTE PAPER




40

8

Dependent Resurvey of a Portion of the Subdivision of T, 22 S., R. 2% W,

CHAINS ‘
35.00 {Small canyon; wash, 4 ft. deep, 20 lks. wide, drains E.;
" |asc. about 60 ft. over S. slope.

38.47 |} End of triangulation.

The % sec. cor. of secs. 3 and 4, monumented with a sand-
stone, 14x8x5 ins,, firmly set, mkd. and witnessed as
described in the official record.

At the cor, point
Set an iron post, 30 ins. long, 2% ins, diam., 12 ins. in
the ground, and in a mound of stone, 3 ft. base to top,

with brass cap mkd.

T22S R2LW
%

4|83
1963
from wh;ch

A cedar, 7 ins, diam., bears S. 51°45' E., 68 1lks,
dist., mkd. T22S R2%W % S3 BT, ~

A spruce, 12 ins, diam., bears S. 43°15' W., 86 lks.
dist., mkd. T22S R23W % s4 BT,  ° '

Deposit the original stone alongside the iron post.

N. 0°29' W., beginning new measurement.,

Asc. 65 ft, over S. slope through dense mahogany and
cedar and heavy oak brush, )

7.10 Spur, projects SE.; desc., 185 ft. over steep,NE. slope.

15.40 |Trough Canyon; wash, 8 ft. deep, 50 lks. wide, drains SE, ;
asc, 125 fr. along W. slope of spur,

20,50 {Point for the.N. 1/16 'sec. cor, of secs., 3 and 4 at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins, in
the ground, and in a collar of stone to top, with brass
cap mkd.

T22S R23W
N1/16
34253
1963

Asc. 205 ft. over W. slope.

41,00 |Point for the 1/16 sec. cor. of secs. 3 and 4 at propor- Q
tionate dist. ‘

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd. ’ ' ,

T22S R24W

1/16 :
saés3 , i |
"8 , . )

1963

GPO 8328577
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Dependent Resurvey of a Portion of the Subdivision of T. 22 S., R. 23 W.
CHAING

This cor. is located on the W. edge of the top of a spur
that projects S.

42,00 |Top of ascent; desc., 40 ft. along W. slope. i
47.00 |[Head of draw, drains SW.; asc. 210 ft. over SW. slope.

62.42 |The cor, of secs. 3, 4, 33 and 34 on the N. bdy of the Tp.}
previously described.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, fir, cedar mahogany and pinon.
Undergrowth, oak brush, sagebrush and manzanita.

From the cor. of secs. 3, 4, 9 and 10,

S. 89°09' W., bet. secs, 4 and 9. %

fir timber.

Over mountainous land through dense pine, spruce and

Asc, 125 ft, over NE. slope. J
L

7.40 [Ridge, bears NW, and SE.; thence by triangulation; desc.

‘labout 440 ft., over ledgy and broken SW, -slope.

32,00 |Wash, 10 ft. deep, 50 lks. wide, drains S, .’1

32.52 |The closing cor., of secs. 4 and 9 on the W, bdy. of the
Tp., monumented with an iron post, 2% ins., diam., firmly
set, mkd., and witnessed as described in the field notes
of the 1963 resurvey of T. 22 S., R. 3 W, {J

From this cor.,, the cor. of secs. 12 and 13, T, 22 S,,
R. 3 W,, bears S, 0°31' E,, 8.22 chs, dist., monumented
with an iron post, 2% ins. diam., firmly set, mkd. and
witnessed as described in the field notes of the 1963
resurvey of T, 22 S., R, 3 W,

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, fir, cedar, pinon and mahogany.
Undergrowth, oak brush, sagebrush and manzanita. ‘

GENERAL. DESCRIPTION !

The land in sections 3 and 4, T. 22 S,, R. 2% W,, is
entirely mountainous. The elevation of the township
ranges from about 7700 ft, above sea level in the lowest
reaches of the canyon bottoms on the E., bdy. of sec. 3, to
about 9000 ft. above sea level on the ridge top in the SW,
corner of sec., 4. Drainage is almost entirely to the SE.
Drainage in the SW. cor. of sec. 4 is to the S.

The land is covered with a dense growth of mahogany and
oak brush north of Trough Canyon., The land south of
Trough Canyon is covered with a dense growth of spruce,
fir, pine, mahogany, pinon and cedar,

The soil is rocky and gravelly. There is no water in the ¥
area, A trail road enters the areaabout 5,00 chains W, of :
the cor. of secs. 3, 4, 33 and 34 on the N, bdy. and runs
-1 in a southeasterly direction for about % mile, where it
ends, There is no other access to the area.

r573b :(Aptu 1963) USDI——BLM ) FIELD NOTE PAPER
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. uu CERTIFICATE OF SURVEY
I GLEN B. HATCH , HEREBY CERTIFY upon honor that,
in pursuance- of special instructions bearing date of thel3  day of MAY , 1963 ,

I have gypervised the dependent resurvey of the west 2 miles of the north

boundary and sec. 3 and 4 of T. 22 S., R. 2% W.,

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed ¥HEIunder my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

(Date) (Cadastral Surveyor)
7
January 17, 1964 ,/ ﬁ o
(Date) i (Cadastral Surveyor}
Glen B. Hatch, Cadastral Surveyor 1

CERTIFICATE OF APPROVAL
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The west B mile of the north boundary and the north 4
miles of the west boundary were surveyed by A, J.
Stewart, Jr. in 1874, and the record appears in the
field notes of T. 22 S., R. 3 W. The east 5% miles
of the north boundary, the south and east boundaries,
and ‘the south 2 miles of the west boundary were sur-
veyed by John T. Breckon in 1896, and the record
appears in the field notes of T. 22 S., R. 3 W. A
portion of the subdivision was surveyed by A. J.

‘Stewart, Jr. in 1874 and the remainder was surveyed

by John T. Breckon in 1896, and the record appears in
the field notes of T. 22 S., R. 3 W.

The following field notes are those of the dependent
resurvey of the east 3 miles of the north boundary,

the east boundary, and the east 3 miles of the south
boundary, and a portion of the subdivision of T, 22 S.,
R. 3 W. :

Before restoring the cormers, the lines of the origi-
nal survey were retraced and a diligent search made
for any evidence of the original corners, bearing
trees, and other calls of the original field note
record,

The rules of proportionate measurement were applied
to ascertain the position of the lost corners, but
not until exhausting every reasonable possibility of
finding direct evidence for the control of each par-
ticular corner.

Distances to topography on lines run by traverse or
triangulation are approximate as scaled from reliable
U.S.G.S. topographic sheets. The details of such
traverses and triangulations have been thoroughly
checked and verified, and in order to simplify the
record, the diagrams and reductions are omitted from
these field notes. i

"The direction of lines of this survey were determined

by reference to true meridians established on line

by altitude observations on the sun. The lines were
carried forward by sustained angulation, being supple-
mented by other numerous altitude observations on

the sun taken throughout the progress of the survey.

The geographic position of the southeast corner of
the township is at a latitude 38°50'15.4" North,

and a longitude 112°07'58.88" West, as adjusted

from section line ties to U.S.G.S. triangulation
station "White Pine Peak", located S. 67°31'20" W.,
202.36 chs. dist. = from the cor. of secs. 21, 22, 27
and 28, Township 22 South, Range 3 West.

The magnetic declination was read at a number of
stations throughout the township and the average of
these readings was found to be 16° E.

Dependent Resurvey of the East Bouhdary, T.22 S., R.3 W,

Re-establishment of the survey executed by John T.
Breckon in 1896, with establishment of corners for
T. 22 S., R. 2% W. on this line.

Beginning at the cor. of Tps. 22 S., Rs. 2% and 3 W.,

5735 (Apeil 1963) - USDI-—— BLM
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Dependent Resurvey of the East Boundary, T. 22 S., R. 3N .

CHAINS

2.60

9.20

11.19

30.83

which is monumented with a sandstone, 18x10x7 ins.,

firmly set, mkd. and w1tnessed as described in the offic-:
| ial record. i

From,which the original bearing trees:
A cedar, 6 ins. dlam., bears N, 15° E., 77 1lks.
dist., mkd. T22S R2%W S33 BT (Record N. 27°
35" E., 73.1ks.) .
A pinon, 12 ins. dlam., bears N. 25 30':W
57 1ks. dist., mkd. T22S R3W S36 BT. (Record:
N. 11°45 W., 53 lks. )

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., on

| solid sandstone, and in a mound of stone -4 ft. base

‘to top, with brass cap mkd.

T228
. R3W  R23W
336|333
84
T23S R3W
1963

Deposit the original stone alongside the iron post.

| N. 0°16' W. along the E. bdy. of sec. 36.

Over mountainous land through dénse pinon and cedar
timber.

Asc. 10 ft. over S,kslope.

Top of sandstone ledge; 20 ft. high, bears NW. and SE.;
thence by triangulation. 'Desc., about 160 ft. over ledgy
N. slope.

Bottom of canyon, drains SE.; asc. about 20 ft. over SW,
slope. End trlangulatlon.

Point for the *1/16 sec.,cor. of sec, 36 at proportionate
dist. ’ .

Set an iron post, 30 ins. long, 2% 1ns.'dian.; 12 ins.
in the ground, and in a mound of stone 3 ft.. base to
top, with brass cap mkd. .

- ) T2258
o R3W R2%W
1/16 $36
140
1963

Thence by triangulation, asc. ‘about 400 ft. over broken
SW. slope of spur through medium dense pinon and cedar.

Point for the 1/16 sec. cor. of sec. 36 at proportionate
dist. End triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. : '

T22s] -
R3W [R23W
1/16 S36
120.
1963
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39.86

40.40

50,46

51.70

58.00

(e
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Dependent -Resuxrvey of the East Boundary, T. 22 S., R. 3 W.

From which

A cedar, 8 ins. diam., bears S. 15° W., 45 lks.
dist., mkd, 1/16 536 BI.

" A pinon, 4 ins, diam., bears S. 60° W s 49 lks,
dist., mkd., 1/16 S$36 BT,

Asc, 165 ft, over SW; slope through scattered pinon
and cedar timber.

Point for the W. % sec. cor. of sec, 33, T. 22 S., R, 2%
W., at midpoint bet. closing cor. at secs. 28 and 33
and cor. of secs. 33 and 36 on the 5. bdy,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S
RIW|R24W
%
‘ $33
1963
From which
A pinon, 14 ins. diam., bears S, 80° 29

lks, dist., mkd. ¥ S33 BT,

There were no other suitable bearing trees
available.

The 1/16 sec. cor. at 120 chs. T, 22 S.,
“R. 3 W., bears 5. 0°16' E, 9.03 chs, dist.

Spur, projects SE.; asc. 100 ft. over SE. slope of spur;
continue through scattered pinon and cedar timber.

Point for the 1/16 sec, cor. of sec. 36 at proportionate
dist,

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock and in a mound of stone, 5 ft. base to top, with
brass cap mkd.

T228
R3W |R2iW
1/16 S36
100
1963

From which’

A.pinon, 10 ins, diam,, bears N, 65° W., 39
lks. dist,, mkd. 1/16 S36 BT,

;There were. no other suitable bearing trees avail-
able.

; Asc, 10 ft. over NE, slope.v

Top of ascent slopes E. thence by triangulation‘ desc.
160 ft. over broken NE. slope.

Ravine, drains SE.; asc. 240 ft. over broken ledgy

8. glope through scattered pinon and cgdg: timber.

I".""m:m: ,.-mgr:;:“'?:;a D TTIIIL T oel L m R L N . F'ELD NOTE PAPER
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Dependent Resurvey of the East Boundary, T, 22 8., R. 3 W.

CHAINS

70.10 Point for the 1/16 sec. cor. of sec. 36 at proportionatd
dist. End triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground, and in a mound of stone, 3 ft., base to
top, with brass cap mkd.

T228
R3W |R2iW
1/16 36
80
1963

There were no suitable bearing trees available.

Asc. 150 ft. over broken and ledgy S. slope; continue
through scattered pinon and cedar timber.

75.60 Spur, projects SE.; asc., 10 ft. over S. slope.

78.20 South Cedar Ridge, bears E, and W.; enter dense
mahogany, cedar, spruce, and fir timber; desc. 30
ft. over N. slope.

79.72 The closing cor. of secs., 28 and 33, T, 22 S., R. 2%

W., monumented with a limestone, 18x10x7 ins., firmly
set, mkd. and witnessed as described in the official

record, - :

From which the original bearing trees:

A cedar, 10 ins. diam., bears N. 39° E.,
6 lks. dist., mkd. T22S R24W CC S28 BT.

A dead pinon, 8 ins, diam., bears S. 79° E.,
30 1ks. dist., mkd. T22S R24W CC S33 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S
R3W [ T2%W

S28
S36 §§§CC

1963
From which a new bearing tree

A fir, 20 ins. diam., bears S. 40° E,,
66 lks. dist., mkd, T22S R2%W CC S33 BT.

Deposit the original stone alongside the iron post.

The 1/16 sec. cor. of sec. 36 at 80.00, T. 22 S,,
R. 3 W., bears S. 0°16' E, 9.62 c¢hs. dist.

Thence by triangulation, desc. 360 ft. over steep and
broken N. slope through dense fir, pine anhd cedar

timber.

89.73 Point for the S. 1/16 sec. cor. of sec. 36 at propor-
tionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,

GPO 836
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CHAINS
in the ground, .and.in a mound of stone, 3 ft. base to
top, with brass cap mkd, . T
T22S .
R3W [R2%W
T : -§'1/16
836
1963
From which
A spruce, 8 ins. diam., bears N. 65°30' W,,
16 1ks, dist., mkd. 1/16 S$36 BT.
A spruce, 10.ins. diam., bears N. 25° W.,
29 1ks. dist., mkd. 1/16 S36 BT,
Desc. 240 ft, over N. slope.

105.50 5. Cedar Ridge Canyon; wash, 15 ft. deep, 50 lks. wide,
drains ‘E.; leave fir and spruce; enter scattered juni-
per and pinon; asc. 200 ft. over steep S. slope,

109.37 Point for the E. % sec. cor. of sec. 36 at proportionate
dist. falls at the base of a small ledge, 4 ft. high,
bears E. and W. There is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stome, 5 ft. base to top, with
brass cap mkd.

T228

R3W |R2iW

%

$36

1963

There were no suitable bearing trees available,
End of triangulation.
Asc, 190 ft. over S. slope, continuing through scatter-
ed juniper and pinon timber.

112.90 Top of sandstone ledge, 30 ft. high, bears E. and W.;

| asc. 50 ft, over S. slope.

118.22 Point for the W. % sec. cor. of sec. 28, T. 22 S.,

R. 2% W., at midpoint bet., closing cors. of secs. 28
and 33 and secs. 21 and 28,
Set an iron post, 30 ins., long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. )
T228
o ' . R3W [R2iW
%
528
1963
From which
A ceddr, 5 ins, diam., bears N. 5°30' E.,
14 1ks, dist., mkd. % S28 BT,
.. A cedar, 12 ins. diam., bears S.50°15' E.,
18 1ks, dist,, mkd. % S28 BT.

73b (Aprll 1963) UBDI——BLM- . . _
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CHAINS

121.80

131.00

142.60

148.64

8.09

Dependent Resurvey:of the :East Boundary,of'T;jZZ'S., R. 3 W.

The E. % sec. cor. of sec. 36, T. 22 S., R.'3 W.,
bears S. 0°16' E. 8.85 chs, dist, o :

Asc., 80 ft. over S, .slope.

Ridge, bears E. and W.; thence by triangulation;
desc. 360 ft, over steep N. slope; enter dense fir
and spruce, :

Mill Canyon, drains SE.; leave fir and spruce; enter
medium dense pinon and juniper; asc. 360 ft. over

steep S. slope.

Point of rocky spur, projects S. 15° E.; end of

.triangulation. Asc. 80 ft. over S. slope.

The cor; of secs., 25 and 36; monﬁmented with a sand-
stone, 14x10x3 ins., firmly set, mkd, and witnessed
as described in the official record.

From which the original bearing trees:

A cedar, 8 ins, diam., bears S. 64°10' W.,

10 1lks. dist., mkd. T22S R3W S$S36 BT.

- (Record: S. 35°15' W., 6 1lks.)

A pinon, 12 ins. diam., bears N. 36°35' W,,

46 1ks. dist., mkd, T22S R3W S25 BT.

(Record: . N. 26°45' W., 52 1ks.)
At the cor. point
Set an irom post, 30 ins, long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to

top, with brass cap mkd.

T228
R3W R2iW

525
. 1963 -

Deposit the“original stone alongside the iron post.

Land, mountainous.

.80il, rocky and gravelly.

Timber, spruce, fir, pinom, cedar, and juniper.
Undergrowth, sagebrush and grass in bottom of §. Cedar
Ridge and Mill Canyons. : :

N. 0°24' W., along E. bdy. of sec, 25.

Over broken mountainous land through dense mahogany,

pinon, cedar and juniper timber; asc, 50 ft. over S.
slope,

The closing cor. of secs, 21 and 28, T. 22 S., R. 2% w.,

monumented with a sandstone, 12x10x6 ins., firmly set,
mkd. and witnessed as described in the official record.

From which the original bearing trees:

A fallen pinon, mostly decayed, is NE.‘of
the .cor. and .is mkd. T22S R2%W CC S21 BT,

A dead cedar, 4 ins, diam.,lbears S. 33° E.,
12-1ksf dist,, mkd. T22S R23W CC S28 BT.

6

PO 836
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. Dependent Resurvey of the East Boundary of T. 22 S., R, 3 W,

—

12.50
18.70
23.30

36.10

38.89

45,00

47.03

At the cor., point

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T228
R3W R2iW
s21
SZS,EEECC

1963
From which new bearing treés:

A cedar, 16 ins. diam,, bears N, 35° E.,
20 lks, dist., mkd. T22S R2iW CC S21 BT.

A cedar, 8 ins. diam., beafs S. 30° E,,
17 1ks, dist., mkd. T22S R2iW CC S28 BT,

The cor. of secs. 25 and 36, T. 22 S., R. 3 W., bears
S§. 0°24' E., 8.09 chs. dist.

Deposit the original stone alongside the iron post.
Asc. 50 ft, over S. slope.

Slope changes to SW.; asc. 30 ft,

Spur, projects SW.; desc. 30 ft. over NW. slope.
Draw, drains SW.; asc. 185 ft. over S. slope.

Ridge, bears NW. and SE.; enter dense fir, spruce and
pine; desc. 100 ft. over NE, slope.

Point for the E. X sec. cor. of sec. 25 at proportionate
dist.; there is no remaining evidence of the original
cor,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T22S
R3W  R24W
4
525
1963

From which

A spruce, 10 ins. diam., bears S. 27° W,,
30 1ks. dist., mkd. ¥ S25 BT,

A spruce, 26 ins. diam., bears N. 43° W.,
48 1ks. dist., mkd, ¥ S25 BT,

-Desc. 240 ft. over broken NE, slope through dense pine,

spruce and fir,

Wash, 6 ft, deep, 20 lks. wide, drains NE.; enter dense
cedar and mahogany; desc. 30 ft. along E. slope.

Point for the W. % sec. cor. of sec. 21, T, 22 S.,
R. 2% W., at midpoint bet. closing cors. of secs. 21
and 28 and secs. 16 and 21,

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground, and in a mound of stone, 6 ft. base to

756 (April 1963) USDI— BLM
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Dependent Resurvey of the East Boundary of !.'22 S., BRI W

Timber, pine, fir, spruce, pinon, -bo.nny x’ged cedar,

i‘.‘h!'ﬂl?

top, with brass cap mkd.

T22S - ;
R3W R2AW ’ ;
K E Lo

s21

1963

From which

A spruce, 10 ins. diam., bears N. 48°30' E.,
18 1ks. dist., mkd. % S21 BT,

A cedar, 12 ins. diam., bears S. 20°15" E.,
16 1ks. dist., mkd. ¥ S21 BT.

.The E. ¥ sec. cor. of sec. 25 T 22 S., R. 3 W., bears
S. 0°24' E. 8.14 chs, dist.

Desc. 40 ft. over E.‘slope.'
49.20| Draw, drains E.;.asc. 30 ft. over SE. slope.

53,20 Spur, projects E.; desc. 230 ft. over steep NE. slope;
enter dense pine, spruce and fir,

57.70 Top of ledge, 30 ft. hlgh, bears NE. and‘SW.; desc, 40
ft. over NE. slope. : _

58.333 Point for the N. 1/16 sec..cor. of sec..25 at propor-
tionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stome,-3 ft. base to
top, with.brass cap mkd.

T228
R3W R24W
N 1/16
825
1963

From which
A spruce, 16 ins. diam., bears S, 69° W.,
36 lks, dist., mkd. N 1/16 S25 BT,

A spruce, 16 ins. diam., bears N, 27°15' W
21 1ks. dist., mkd, N 1/16 S25 BT.

Desc. 20 ft. over N. slope.

59.00 Wash, 10 ft. deep, 30 lks. wide, drains NE,; desc.
125 ft. over broken NE. slope.

63.50 Small spur, projects NE.

70.00 Newt's Canyon with small stream of water, 2 lks. wide,
2 ins. deep, course SE.; asc. 40 ft. over SE, slope,

77.78 The cor. of secs. 246 and 25 on the East boundary, mon -~
umented with an iron post, 2% ins. diam., firmly set
in the ground, wmkd. and witnessed as described in the
1961 record of the tenonuuented corners in T, 22 8.,

R. 3 W, . . ) ;

Land, uountainou&.
Soil, mostly sandy and rocky, aandy loan on S. slope.
of Newt's Canyon. .
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Dependent Resurvey of. the East Boundary of T, 22 S., R. 3 W.

and juniper; some aspen in bottom of Newt's Canyon.
Undergrowth, sagebrush and grass.

DY

N. 0°18' E., along E.- bdy. of sec. 24,
Over broken mountainous land through medium dense timber

- By trialgulation; asc. gradually over S. slope.

36

1.00 Spur, projects SW.;'desc. 40 ft, over NW. slope,

) 3.50,“ Baée oerﬁur, beafs NE. and SW.; asc, 40 ft. over broken
SW. slope through medium dense pine, cedar, mahogany
and pinon.

"8ﬁ19s~ 'ihé clbsing co}. of éecs.'16:and 21, T. 22 s., R. 2% W.,
monumented with a sandstone, 14x8x6 ins., firmly set,
mkd, and witnessed as descrlbed in the official record
From which the original bearing trees:

A pine, 24 ins. diam., bears N. 76°40' E,,
113 1ks, dist., mkd. T22S R24%W CC S16 BT.
(Record dist. 117 lks.)
At the cor, point
Set an iron ‘post;, 30 1ns. long, 2% ins. diam., 4 ins.
in the ground, and in a mound of stone, 3 ft. base to
- top; with brass cap mkd,
T22S
R3W R25W
Si6
- 1963
. .From which a new bearing tree:
A pine, 24 ins. diam., bears S. 80°45' E,,
89 1ks. dist,, mkd, T22S R2%W CC S21 BT.
The cor. of secs. 24 and 25, T. 22 S., R. 3 W., bears
S. 0°18' W., 8.19 chs, dist.
Deposit the original stone alongside the iron post,
sc, 400 ft. over broken SW, slope through dense juniper
pinon and cedar and scattering,pine.
26.41 | Point for the S, 1/16 sec. cor, of sec, 16, T. 22 8.,
R. 2% W. at proportlonate dist,
4Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,
T22S.
R3W|R2EW
S 1/16
516
e ol 1963
31.10 Rocky spur, brojecté‘SE.; asc, 40 ft, over NE. slope.
(Apiil 1963) " USDI—<BEM - R FIELD NOTE PAPER
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Dependent Resurvey of the East Bowndary of T. 2218.,

R. 3 W,
Cname ) . AR

Prom which

A pinon, 12 ins. diam., bears $. 12° 15; .
123 1ks. dist., wkd. S 1/16 516 B¥, ' .

No other suitable bearing trees availadle,

Asc. 100 ft. along broken E. slope, through medium dense
mshogany, pinon and cedar.

36.19 Point for the E. X sec. cor. of sec, 24 at proportionate
dist.; there is no remaining evidence of the original
cor. -

Set an iron post, 30 ins., long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, wvith brass cap mkd.

T22s
R3W R2\W

k
s24
1963

Prom which

A cedar, 30 ins. diam., bears S. 45° W,,
30 1ks. dist., wkd. k 524 BT,

There were no other suitable bearing trees
available,

Asc. 50 ft. along broken E. slope,

44.63 Point for the W. ¥ sec. cor. of sec. 16, T. 22 s.,
R. 2% W., at midpoint bet, closing cors. of secs.
16 and 21, and secs. 9 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd,

- T228
RIW R24W
: x
516
1963

Prom which

A pinon, 6 ins. diam., bears S, 21°05' E.,
90 lks. dist.; mkd, § S16 BT.

Ko other suitable bearing trees within limits.

The E. k sec. cor. of sec. 24, T. 22 8., R. 3 W,
bears S, 0°18' W., 8.44 chs. dist.

Asc. 160 fr. along broken E. slope; continue through
med{um dense pinon, mahogany snd cedar, ‘

35.60 Ravine, dreins 8. 15° E.; asc. 180 ft. over SW. slope,

62.8% Point for the K. 1/16 sec. cor. of sec. 16, ‘l'.j 22 8.,
R. 2§ ¥,, at proportionate dist. :

Set an tron post, 30 ins. long, 2% ins, diam., 10 ins.
in the ground, and in & mound of stons, 3 ft, base to
top, with brass cap mhd. o

2

s
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Dépefident Resurvey of the East Boundary of T. 22 S., R. 3 W.
‘ CHAINS
¢ . T2258
C R3W|R2LW
- N 1/16
516
1963
From which .
A cedar, 30 ins. diam., bears.S. 85° E,, 11
lks, dist., mkd. N 1/16 S16 BT.
° A pinon, 12 ins. d1am., bears S. 45° E 20
lks, dist.,, mkd. N 1/16 S16 BT.
Asc. 70 ft. over SW, slope.

65.60 | S. crest of ridge, bears NW. and SE,; thence across
top of ridge.

66,90 | Top of ridge,.beatrs NW, and SE.

68,60 | N, crest of ridge, bears NW. and SE.; thence by

: - triangulation; enter scattering pine, spruce and
fir; desc. 210 ft. over steep NW. slope.

72.38 | The cor., of secs. 13 and 24, monumented with a sand-
stone, 14x10x6 ins., firmly set, mkd. and witnessed
as descrlbed in the official record End triangu-
lation.

At the cor., point
Set an iron post, 30 ins. long, 2% ins., diam., 6 ins.
in the ground, and in a mound of stone, 5 ft. base
to top, with brass cap mkd.
T228 :
R3W  R2iW
513
524|516
1963
From which
A fir, 8 ins. diam., bears S. 51° W., 35 lks,
dist., mkd. T22S R3W S24 BT. .
There were no other suitable bearing trees
available,
Deposit the driginal stone alongside the iron post.
Land, mountainous.
Soil, rocky and gravelly,
Timber, pine, fir, spruce, mahogany, cedar, pinon and
juniper.
Undergrowth, sagebrush and grass.
N. 0°04' E., along the E. bdy. of sec. 13,
Over mountainous 1and through scattered pine, fir and
. spruce tlmber desc, 275 ft, over broken NW. slope,

8.50 | Ravine, dralns NE )

367 (ApFil 1963) OSDI—BEM - ¢ o FIELD NOTE PAPER
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CHAINS

8.69

9.50

a

10.80
14,60

28.73

29.90
31.50

33.00

40,32

CCATART

The closing cor. of secs. 9 and 16, T. 22 S., R. 2% W.,
monumented with an iron post, 2% ins. diam,, firmly
set, mkd. and witnessed as described in the 1961

record of the remonumented corners in T, 22 S.; R, 2%
W.

The cor. of secs. 13 and 24, T, 22 S., R. 3 W., bears
S. 0°04' W., 8.69 chs. dist. T

Asc. 20 ft. over SE. slope.

Small spur, projects NE.; desc., 325 ft. over broken
NE. slope; continue through 'scattering pine, spruce
and fir. ... ’ T LT L

Small draw, drains.NE,

Small spur, projects NE,

Point for the S. 1/16 sec, cor. of sec. 9, T. 22 5.,
R. 2% W., at proportiomate dist. ’ S L

Set an' iron post,.30 ins. leng, 2% ins. diam., 16 ins.

]: in the ground, and in a mound of stone, 3 ft, base to

top, with brass cap mkd.

T22S
“R3W . - R2AW~
S 1/16
89
1963

Small spur, projects.NE;
Unimproved roéd, bears E.kand W.

Bottom of Strawberty Canyon; stream of water 2 ins.
deep, 2 lks. wide, course E.; asc. over rocky S.

slope through.scéttering pinon, cedar, juniper and
pine. ) ‘

Point for the E. % sec. cor. of sec. 13 at proportion-
ate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins.‘lqng; 2% ihs.‘diam., 6 ins,
in the ground, and in a mound of stone, 3 ft. base to

‘top, with brass-cap mkd. -

T225
~ - :R3W .- R23W. -
%
S13¢- - o -
- 1963 - .
. . ’.'.4',': CI' .
From which .
A cedar, 6 ins. &iaﬁ.; BeérstS; 37° W., 22
lks. dist., mkd. % 513 BT, .
" A cedar, 10 ins. diam., bears N, 27°301 W.,
73 lks, dist., mkd.-% 813.BT, .. .
T -~ ST B
Asc, 40 ft. over E. slope of low spur, continuing
through scattering cedar and heavy sagebrush,
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48.77 Point for the W. % sec. cor. of sec, 9, T, 22 S,, R, 2%
W., at midpoint bet. closing cors., of secs. 9 and 16,
and secs. 4 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a mound of stone 3 ft, base to
top, with brass cap mkd.
. T22S .
" R3W, R2%W
%
S9
1963
From which
A cedar, 6 ins. diam.; bears N, 34° E.,
50 lks. dist., mkd. % S9 BT.
A cedar, 8 ins, diam., bears S, 13° E.,
18 1ks. dist., mkd. % S9 BT.
The E. % sec. cor. of sec, 13, T. 22 S., R. 3 W,, bears
S. 0°04' W., 8.45 chs. dist.,
Continue to asc, gradually along E. slope.

60.48 . | Point for the N 1/16 sec. cor, of sec. 13, at propor-

tionate dist,
Set an iron post, 30 ins. long, 2% ins, diam., 20 ins,
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.
T22S
R3W |[R2iW
N 1/16
513 .
1963 .
. From which
“A_cedar, 8 ins.idiam.; bears N. 50° W.,
28 1ks. dist., mkd, N 1/16 S13 BT,
There were no other suitable'bearing
trees available,
..Asc, 160 ft. over E, slope..

80.64 The cor. of secs., 12 and 13, ménumented with a limestone
12x10x3 ins., firmly set, mkd. and witnessed as des-
cribed in the official record.

From which the original bearing trees:
A spruce, 18 ins., diam., bears S. 46°30' W.,
35 1ks, dist., mkd. T22S R3W S13 BT.
A tree stump, 30 ins, diam., sawed off,
bears N. 30° W,, 28 lks. dist. (Record
bearing N. 33°10' W.)
'Ax the.cpr. poihfrn
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
-in the ground, with brass cap mkd.

r_?p (April 1963)
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]

. T22s

TRIW  RZAW
512
313l59
1963

From which a new bearing tree:

A spruce, 28'ins. diam., bears N. 20°45' W.,
58 lks, dist., mkd. T22S R3W S12 BT,

Raise a mound of stome, 3 ft. base, 2% ft.
high, W. of cor. and deposit original stome
alongside the iron post.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, fir, .cedar, juniper, pinon and
some aspen in Strawberry Canyon.

Undergrowth, heavy . sagebrush on N. % mile and oak
brush on N. 5,00 chs. . .

-The closing cor. of .secs. 4.and 9, T. 22 S., R. 25 W,
-monumented with a limestone, 12x9x6 ins., firmly set,

N. 0°31' W., along E. bdy. of .sec. 12,

Over mountainous land through dense pine, spruce, fir
and cedar timber; asc. 80 ft. over E. slope; line is
approximately .1, 00 ch. W, of .a wash 10 ft, deep, 30
lks, wide, draining S.

mkd. and witnessed as descrlbed in the official record
From which the original bearing trees:

A dead cedar, 6 ins. diam., bears N. 24°30' E.,
7 lks, dist., mkd. T22S R24W $6 BT. (Record:
N. 52° E., 7 1ks. dist., mkd. T22S R2%W S4 BT.)

A fallen spruce, mostly decayed, bears S. 26° E
14 1ks. dist., mkd. T22S R24W S7 BT. (Record:
S. 17?30' Ef,-l4'1ks.'dist.; mkd. T22S R24W S9 BT.)

)

I destroy the markings on these trees.
At the cor. point . -

Set an iron post,-30 ins. long, 2% ins. diam., 24 ins.
in the ground w1th brass cap mkd.

TZZS :
R3W R2%W
S4
—CC
181289 -
1963

From which new bearlng trees:

A spruce, 12 ins. diam., bears N. 7°15' E.,
26 lks, dlst., mkd -T228 RZ%W CC S4 BT.
A spruce, 18 ins. dlam., bears 8., 59° E,
30 1ks. dist,, mkd, T225 R2%W CC S9''BT,

3

The cor. :of secs. 12 and . ‘13, T. 22 S.
R. 3 W., bears 8, 0°31' E., 8.22 chs. dist.

Raise a mound of stone, 3 ft. base, 2% ft. high,

ERELEES
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E. cor. and deposit the original stome
alongside the iron post,

Asc. 205 ft, along an E. slope; continue through dense
timber.

23.00 | Head of draw, drains S.; asc. 130 ft. over SW. slope;
enter dense mahogany and pinon.

27.70 Top of ledge, 10 ft. ﬁigh, bears NW, and SE.; S. crest 1
of ridge; thence across top of ridge. 3

35.70 N. crest of ridge, bears NW, and SE.; leave mahogany and
pinon; enter dense pine, fir and spruce., Desc. 130 ft,
over steep N, slope,

40.08 Point for the E, % sec. cor. of sec. 12 at proportionate
dist.; there is no remaining evidence of the original
cor.

Set an irom post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S !
R3W R2LW

%

s12

1963

From which s

A fir, 14 ins. diam., bears 5. 73° W.,
21 1ks, dist,, mkd. % S12 BT, .

A fir, 14 ins. diam., bears N. 77° W.,
26 lks. dist., mkd. % S12 BT,

: Desc._20rft.'qver N. slope; continue'through dense
timber,

43.50 Head of draw, drains E.; asc. 30 ft. over SE. slope.

48,18 Point for the W. % sec. cor. of sec. 4, T. 22 S., ‘

R. 2% W., at proportionate dist. bet. the closing cor. :
of secs. 4 and 9, .and closing cor. of Tps. 21 and 22 S.,
R. 2% W.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

ot s

T22S
R3W  R2%W
%
A
1963

From which

A cedar, 8 ins. diam., bears S, 77° E.,
38 1lks. dist., mkd. % S4 BT,

There were no other suitable bearing trees
available.

. Ihe:E. %;gecf.cqr.rsec.'lz,’i. 72 S., R. 3 W., '
bears S. 0°31' E., 8.10 chs. dist.

P ot - e e ot i
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CHAINS

52,50

54,10

57.80

60.12

66,50

68.17

74.70

78.50

80.16

This ‘cor. is located'on a small spur, projecting SE.
Desc. 15 ft, along E, slope,

Small draw, drains SE,; asc. 15 ft. over SE. slope.

" Spur, projects NE.; desc. 55 ft. over N.Aslope.

Leave dense timber; enter scattering cedar and dense
oak brush and chokecherry. i :

Point for the N. 1/16 sec. cor. of sec, 12 at propor-
tionate dist. ; ’

Set an iron post, 30 ins. long, 2% ins. diam,, 12 ins,
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd, ‘

T228
R3W R24W
N 1/16
S12
1963

From which

A fir, 24 ins, diam., bears S. 14° Ww.,
46 lks. dist., mkd. N 1/16 S12 BT,

A cedar, 20 ins. diam., bears N. 81° w.,
62 lks. dist., mkd. N 1/16 S12 BT.

Desc. 120 ft. over N. slope,
Draw, drains NE,.; asc. 40 ft. over SE. slope,

Point for the N. 1/16 sec. cor. of sec. 4, T. 22 S.,
R. 2% W., at proportionate dist. bet. closing cor. of
secs. 4 and 9, and closing cor. of Tps. 21 and 22 S.,
R. 2% w. .

Set an iron post, 30 imns. long, 2% ins. diam., 10 ims.
in the grourd, and in a mound of stone, 3 ft. base to
top, witl brass cap mkd. ‘ :

T22S
R3W  R2iW
N 1/16
. |S4
1963

From which

A cedar, 15 ins. diam., bears N. 45° E,,
89 1lks, dist., mkd. N 1/16 s4 BT,

There were no other suitable bearing trees
available,

Asc. 80 ft. over SE. slope.”
Spur, projects E.; desc. 90 ‘ft. over steep NE.;slope.
Enter dense aspen grove.

The cor. of secs. 1 and 12, monumented with a iimestone,
16x10x5 ‘ins., firmly set ‘amd dimly mkﬂ;“with 5. notches
on the S. ‘edge 'and 1 notch on the N. edge,

d e

SRR _s

R.3Y
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"~ CHAINS

1.80
5.30

7.99

and witnessed with a small mound of stone to West.
. From which the original bearing tree:

An aspen, 15 ins. diam., bears S, 85° W.,
87 1lks, dist., and was blazed; markings
were illegible. (Record: S. 87°30' W.,

92 1ks.)

There was no remaining evidence of -the
other original -bearing tree.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stome, 2 ft. base to
top, with brass cap mkd.
T22S
R3W  R2%W
51
312’34

1963
From which new bearing trees:

An aspen, 10 ins., diam., bears S, 66°30' W.,
20 lks dist., mkd, T22S R3W S12 BT.

An aspen, 10 ins, diam,, bears N, 35°15' W,,
22 lks. dist., mkd. T22S R3W S1 BT.

Land, mountainous. .

Soil, mostly rocky and gravelly; some sandy loam on the
- N. slopes.

Timber, pine, spruce, fir, pinon, cedar and juniper.
Undergrowth, oak brush, chokecherry, and sagebrush.

N. 0°06' W., along the E. bdy. of sec. 1.

O&er mountainous land tﬁrough dense aspeh timber; desc.
25 ft. over NE, slope.

Draw, drains NE.; asc. 15 ft. over SE. siope.
Spur, projécté E.; desc. 50 ft. over NE, slope.

Point for the 1/16 sec. cor. of sec. 4, T. 22 S.,
R. 2% W., at proportionate dist. bet, closing cor. of
secs. 4 and 9 and closing cor. of Tps. 21 and 22 8.,
R. 2% W,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.,
in the ground, and in a collar of stone to top, with
brass cap mkd,

T225
R3W  R2iW
1/16
S4
80
1963

From which

The cor. of secs. 1 and 12, T. 22 Ses
R. 3 W., bears S, 0°06' E., 7.99 chs. dist,

73b° (April 1963) USDI—<BLM
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CHAINS

12.70
13.70

25.90

28.91

39.09

10.00

21.00

21.20-

22.30

29.40

36.60

40.57

--in the ground, and in a mound of stone, 5 ft. base to

desc. 15 ft.

-Undergrowth, sagebrush.

H
i

Desc. 25 ft. over NE. slope.
Draw, drains SE,; asc. 350 ft. over SW. slope., i
‘Leave aspen; enter demse mahogany and oak brush.

Leave mahogany and oak brush; continue over SW. slope
through dense sagebrush. -

Point for the closiﬁg’cor._of‘Tps. 21 and 22 S., R, 2%
W., at proportionate dist.; there is no remaining
evidence of the original cor.

Set an irom post, 30 ins. long, 2% ins. diam., 16 ins.
‘top, with brass cap mkd.

T228 T218
R3W R2AW
833
Sl’S4 CC
T228
1963

From which

The E. % sec. cor. of sec. 1, T. 22 S.
‘R. 3 W., bears N. 0°06':W., 10 18 chs. dist.

Asc, 100 ft. over SW. slope through heavy sagebrush
and scattering juniper.

The E. % sec., cor. of sec. 1, monumented with an iron
post, 2% ins, diam., firmly set, mkd. and witnessed as
described in the 1961 record of the remonumented corner
inT. 22 S., R. 3 W, .

N, 0°02' W., beginning new measurement.
Asc. 140 ft. over SW,. slope, changing to S. slope.

Head of draw, drains SE.; enter medium.dense aspen;
asc, 100 ft, over SE. slope.

Road, graded, bears NE, and SW., this road prov1des
main-access to this area; leave aspen,

Log fence, 4 ft, high; bears NE. and SwW.

Top of ridge, bears NE. and SW., thence over rolling
land along W. crest of ridge, through heavy sagebrush;

Begin ascent; asc., 30 ft. over SE. slope.

Small, rocky spur, projects SW,; desc, 20 ft. over NW.
slope. - :

The cor. of Tps, 21 and 22 8., R. 3 W., monumented with
an iron post, 2% ins, diam,, firmly set, mkd. and witr
nessed as descrlbed in the 1961 record of the remonu-
mented corners in T. 22 S., R. 3 W,

Land, mountainous.
8011, rocky and gravelly
Timber, aspen.
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-Dependent - Resurvey of a Portion of the South Boundary, T. 22 S., R. 3 W.

CHAINS

7.97

19.94

23.50

31.50°

37.56

Dependent Resurvey of a Portlon
of the
South Boundary, T. 22 S., R. 3 W

From which

‘desc., 120 ft., over S, slope."

"End of triangulation.

Re-establishment of the survey executed by:John T.
Breckon in 1896 with re-establishment of cors. per-
taining to T. 23 8., R. 3 W. on this line."

From the cor. of Tps. 22 S., Rs. 2% and 3 W., previous-
ly described.

S. 88°37' W., along the S. bdy of sec. 36,

Over broken mountainous land through dense juniper and
pinon timber. asc, 130 ft. over ledgy NE. slope.

The N. % sec. cor. of sec. 4, T. 23 S., R. 3 W,, mon-
umented with a sandstone, 12x6x4 ins., firmly set, mkd.
and witnessed as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S
% s4
T23S R3W
1963
From which

A pinon, 15 ins. diam., bears S, 9°00' W.,
11 1ks. dist., mkd. % S4 BT.

There were no other suitable bearing trees
‘available.

Asc. 275 ft. over ledgy NE, slope; continue through
medium dense juniper and pinon.

Point for the E. 1/16 sec. cor. of sec. 36, at propor-
tionate dist.

Set an iron post, 30 ins, long, 2% ins, diam., 8 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S R3W

E1/16 836
1963

A pinon, 12 ins, diam., bears N, 10°15' E.,
15 1ks. dist., mkd. E. 1/16 S36 BT.

Asc, 35 ft, over ledgy NE, slope.

Ridge, bears NW, and SE,.; thence by trlangulatlon,

Draw, drains S.; as¢. 120 ft. over SE. slope.

a; (Aprit 1963)
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CHAINS

39.88

5.30

7.92

23.00
27.00

11.00

16.00

The S. 3 sec, cor. of sec., 36, monumented with a sand-
stone, 16x10x4 ins., firmly set, mkd. and witnessed
as described in the official record.

- At the cor. point

Set an iron post, 30 ins.long, 2% ins. diam., on solid

rock, and in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T228  R3W
% S36

T23S R3W
. 1963

Froﬁ which

A pinon; 12 ins. diam., bears N. 70° E,,
18 1ks. dist.,, mkd. T22S R3W S36 BT.

A pinon, 6 ins. diam., bears N. 67°15' W.,
44.1ks, dist., mkd. T22S R3W % S36 BT,

Deposit the originai stone alongside the iron post.

N. 89°39' W., beginning new measurement.

Ledge, 10 ft, high, bears NW. and SE.; desc. 70 ft.
over SW. slope. '

The closing cor. of secs. 4 and 5, T. 23 S., R. 3 W,
monumented with a sandstone, 14x10x6 ins., firmly set,
mkd. and witnessed as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

-

T225 R3W
536

Tss[sh

cC
T23S R3W
1963
From which

A cedar, 8 ins. diam., bears S. 86° E.,
19 lks. dist., mkd. T23S R3W CC S4 BT,

A pine, 18 ins. diam., bears S. 34° W.,
49 1ks, dist., mkd. T23S R3W CC S5 BT.'

Deposit the original stone alongside the iron post,

Thence by triangulation; desc, 40 ft. over SW. slope
through scattering juniper and pinon.

Draw, drains S.; asc. SOIft; over SE. slope,
Spur, projects S,; desc. 120 ft. over SW. slope,
Draw, drains S.; asc. 100.ft. over E. slope.

Spur, projects SE,; desc. 140 ft., over SW. slope.
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34.00

39.00

5.00

7.85

Ravine, drains SE.; asc. 160 ft. over E, slope.
End of triangulation.

The cor. of secs. 35 and 36, monumented with a sand-
stone, 15x10x6 ins.,, firmly set, mkd. and witnessed

. as described in the official record.

At the cor. point,

“Set an ironm post, 30 ins. long, 2% ins. diam., 15 ins.

in the ground, and in a mound of stone, 3 ft. base to

"top, with brass cap mkd.,

T22S. R3W
S35|536
©T23S . R3W
S5
1963

. From which-

A pinon,hio ins.‘diam., bears N, 52° E,, 43
lks. dist., mkd. T22S R3W S36 BIT.

A pinon,“12 ins.‘diam.; bears N, 71° W., 49
lks. dist., mkd. T22S R3W S35 BT.

Deposit the original stone alongside the iron post.

Land, mountainous.

Soil, sandy and rocky.

Timber, scattering juniper and pinon.
No undergrowth,

N. 87°30' W., along the S. bdy. of sec. 35.

Over mountainous land through dense pinon and juniper
timber; asc, 120 ft, over E., slope.

Spur, projects S.; desc. 40 ft. over W, slope.

The N. % sec. cor. of sec. 5, T, 23 S,, R. 3 W., mon-
umented with a sandstone, 18x14x10 ins., firmly set,
mkd. and witnessed as described in the official record.

At the cor., point

Set an iron post, 30 ins. long, 2% ins, diam., 8 ins.

in the ground, and in a mound of stone, 3 ft. base
~ to top, with brass cap mkd.

T22S  R3W

. %85
T235 R3W.
1963

,‘FrOm which

A pinon, 12 iﬁs. diam., bears S. 40° W.,54
1ks, dist,, mkd.: T23S R3W % S5 BT.

There were mo other suitable bearing trees
available. -

Deposit the original stone alongside the iron post.

3736 (April 1963)  USBI—BLM
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8.50
13.00
18.00
25.00
32.00

37.98

5.06

7.89

Thence by triangulatiom.

Desc. 20 ft. over W. slope.

Draw, drains S,; asc. 50 ft. over E. slope.

Spur, projects S.; desc. 150 ft. over W. slope,

Draw, drains S.; asc. 70 ft. over SE. slope.

Spur, projects. S.; desc. 170 ft. over SW, slope.

Draw, drains S.; asc. 280 ft. o§er ledgy E. slope.

The S. % sec. cor. of sec. 35, monumented with a sand-
stone, 16x13x7 ins,, firmly set, mkd. and witnessed

as described in the official record.

From which the original bearing trees:

A cedar, 9 ins. diam., bears N. 31°30' E.,
50 lks. dist,, mkd, ¥ S BT.

A pinon, 10 ins. diam., bears N. 44° W.,
22 1ks. dist., mkd. % S BT.

At the cor. point

Set an iron post, 30 ins. long 2% ins. diam., 10 ins,
in the ground, and in a mound of stone, 3 ft, base
to top, with brass cap mkd.

T225S R3W
¥ 835
T23S R3W
1963

Deposit the original stone alongside the irom post,

S. 89°40' w., beginning new measurement.

By triangulation.

Desc. 150 ft. over ledgy W. slope through scattered
Juniper and pinon.

Top of sandstone ledge, 100 ft. high, bears NW. and SE.;
desc. abruptly.

Point for the closing cor. of secs. 5 and 6, T. 23 s,,

R. 3 W., at proportionate dist.; there is no remaining
evidence of the origimal cor.

The point for the cor. falls at the base of the sand-
stone ledge.

Set an iron post, 30 ins. long, 2% ins. diam., on
solid sandstone, and in a mound of stone, 4 ft, basge
to top, with brass cap mkd.
T228 R3W
835
86'83
cc
T3S R3W
1963

GPO
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20.00
30.00

39,45

7.89

25.73
30,30
39.45

From which . E o

A point on the.ledge, 1 ft, up from the base of
the ledge, bears West &4 lks. dlSt., and is mkd.
XBO.

Spur, projects S.; desc, 70 ft. over W. slope.

Draw, drains SE.; asc, 30 ft. over NE. slope.

Point for the cor. of secs. 34 and 35, at proportionate
dist.; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd.

T22S R3W
534835
T238 R3W
S6.
1963

From which

A pinon, 12 ins. diam., bears N. 79°50' W.,
57 1ks. dist., mkd. T22S R3W S34 BT,

There were no other suitable bearing trees
available.

Land, mountainous.

Soil, rocky and gravelly.
Timber, juniper and pinon.
No undergrowth.

S. 89°40' W., along the S. bdy. of sec. 34.

Over mountainous land through scattered pinon and jun-
iper timber; asc. 40 ft. over SE. slope.

Point for the N, % sec. cor. of sec. 6, T. 23 S., R. 3
W., at proportionate dist.; there is no remaining
evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T22S R3W

% sé6
T235 R3W
1963

There were no sultable bearing trees available,

" Thence by triangulation; asc, 260 ft. over SE. slope

through dense juniper and pinon.,

End of triangulatiom.

Spur, projects SE.; desc, 200 ft. over SW, slope.

The S. % sec. cor. of sec, 34 monumented with an iron

post, 1 in. diam., firmly set, mkd. and witnessed as
described in the.official record.

6735

(Aprit 1969)
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Dependent Resurvey of a Portion of the South Boundary of

24

T. 22'S., R.

CHAINS

14,30

19.89

23,30
28.50

35.30

39.78

7.90

15.20

26.30

N. 89°11' W., beginning new measurement.
Desc. 25 ft. over SW. slope,

Draw, drains SE.; asc. 120 ft. over NE. slope.

" The closing cor. of Tps. 23 S,, Re. 3 and 4 W., monu-

mented with an iron post, 3 ins, diam., firmly set,
mkd. and witnessed as described in the official record.

Thence by triangulation. Asc. 160 ft. over NE, slope.

Spur, projects SE.; desc. 140 ft. over SW. slope. End
triangulation.

Point for the W. 1/16 sec. cor. of sec. 34, at propor-
tionate dist.

Set an irom post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T22S  R3W
W 1/16 S34
1963

There were no suitable bearing trees available,
Thence by triangulation; desc. 80 ft. over SW. slope,
N. Fork of Willow Creek, small stream of water, 1 1k,
wide, 1 in. deep, course SE.; asc. 80 ft. over NE.
slope.
Spur, projects SE,; desc. 80 ft. over SW. slope.
Ravine, drains SE.; asc, 80 ft, over NE. slope.
End of triangulation.
The cor. of secs 33 and 34, monumented with an iron
post, 3 ins. diam., firmly set, mkd. and witnessed
as described in the official record.
Land, mountainous, -

Soil, rocky and gravelly,
Timber, pinonm, cedar, juniper, pine, fir and spruce,

* Undergrowth, oak brush, sagebrush, and manzinita.

Dependent Resurvey of a Portion
of the

North Boundary of T, 22 S,, R. 3 .

From the cor. of Tps: 21 and 22 S., R. 3 W., W. bdy.
of T. 21 s,, R. 2% w,

N. 89°55' W., bet. secs, 1 and 36,

. Over mountainous land through heavy sagebrush; desc,

90 ft. over W. slope,
Small draw, drains SW.; ase. 10 ft,

Spur, projects SW.; enter scattering spruce and mahog-
any; desc, 300 ft. over SW. slope. '

FChokecherry Creek, Qtream oi watér 3vin§ﬁ déép, 3 ikS.

wide, flows . S.; asc. 345 ft, over E; slope,

i

GP

0 836 -



47.30

50.40

© 62.20

67.20
71.60

75,00

77.20

8.60 |.
13.10°

25 .
3w

B

r::*ﬂﬂ»&»?antion of: the North Boundary of T..22-S.,.R.

73

3w,

Point for the % sec, cor. of -secs, 1 and 36, at propor-
tionate dist,; there is no remaining evidence of the
original cor. - - : ,

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins,
in the ground, and in a mound of stone, 3 ft. base
to top, with brass cap mkd, :

T21S-  R3W
y 536
sl
- T228
1963

From which

A cedar, 15 ins. diam., bears S. 24° W., 34
lks. dist., mkd, % S1 BT.

There were no other suitable bearing trees
available,

Asc., 100 ft. over E. slope through scattering mahogany.
Spur, projects S,; desc., 200 ft, over SW, slope,.
Leave mahogany; thence by triangulation.

Draw, drains S.; medium dense aspen in bottom of draw;
asc. 120 ft, over SE. slope,

Spur, projects SE,; desc. 80 ft. over SW. slope.
End of triangule:ion.

Draw, drains SE,; enter medium dense aspen; asc. 100
ft. over SE. slope.

Point for the cor. of secs. 1, 2, 35 and 36, at propor-
tionate dist,; there is no remaining evidence of the
original cor.

‘Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T21S R3W
S35|S36
S2|81
T228
1963

There were no suitable beaiing trees available,

Land, mountainous,

Soil, rocky and gravelly clay.

Timber, spruce and mahogany on slopes of Chokecherry
Canyon; aspen in main draws,

Undergrowth, sagebrush,

N. 89°55' W., bet. secs. 2 and 35.

Over mountainous land through‘scattered aspen; asc.
200 ft., over SE. slope..

Leave aspen.

5 e TR - T R T

Ridge, bears NE, and SW., desc. 230 ft _over W, slope

" FIELD NOTE PAPER
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Dependent ‘Resurvey of a Portion of the North Boundary of T, 22

26

By, Ry .
i

CHAINS
through heavy sagebrush. -

14.80 Main access road, unimproved, bears NE, and SW.

15.30 Barbed wire fence, bears NE, and SW.

24.10 Enter medium dense aspen.

31.10 Draw, drains NE,; asc. 120 ft., over SE. slope, contin-
uing through medium dense aspen.

38.60 Point for the % sec. cor. of secs. 2 and 35, at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd, :
T21S R3W
835
X S2

T22s

1963
There were no suitable bearing trees available.
Asc. 155 ft, over SE. slope through medium dense aspen.

46.60 Spur, projucts SE.; top-of steep ascent; asc, gradually
to top of ridge.

70.80 Pole fence, bears NW. and SE.; top of ridge; desc. 25 f
over SW. slope.

74.40 Unimproved dirt road, bears irregularly NW, and SE.

77.20 Point for the cor. of secs. 2, 3, 34 and 35, at
proportionate dist,.; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
‘in the ground, and in a mound of stone, 3 ft. base
to top, with brass cap mkd.
T21s R3W
S34 (S35
S3{s2
T22S
1963
Land, mountainous.
Soil, mostly rocky and gravelly,
Timber, aspen.
Undergrowth, sagebrush and -grass.
N. 89°55' W., bet. secs. 3 and 34.
Over mountainous land through dense sagebrush; desc,
365 ft. over SW. slope.
2.30 Enter aspen grove and heavy chokecherry,

10.30 Leave aspen and chokecherry.

38.60 Point for the % sec. cor. of secs. 3 and 34, at
proportionate dist,; there is no remaining evidence
of the original cor, '~ .. R ‘ SR

ey , 74FEJ!=EEH
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¢ . Depepndent, Resurvey.of a Portion-of the North .Boundary of T. 22 S., R, 3 W.

56,90

69.30

77.20

51,70 -

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in a mound of stone 3 ft. base to
top, w1th brass. cap mkd.

T21S  R3W
", S34
* 5
' T228
11963

From which

;An aspen, 10 ins. diam., bears N, 55° E., 80
lks. dist., mkd. % S34 BT.

An aspen,-6 ins. diam., bears S. 81°30' E.,
66 1lks. dist., mkd. % S3 BT.

This cor. fal}s on top of a’focky spur that projects
S.

Desc. 100 ft. over rocky SW. slope through medium sage-
brush.

Draw, drains SE.; aspen in bottom of draw; asc., 40 ft.

10ver NE. slope,

"Small spur, projects S.; desc. 20 ft. over SW. slope;

enter dense aspen.

Draw, drains SE., asc. 220 ft. over rocky NE. slope,
changing to E. slope; continue through dense aspen and
chokecherry.

The cor. of secs. 3, 4, 33, and 34, monumented with a
sandstone, 16x10x6 ins., firmly set and mkd. as des-
cribed in the official record.

There was no remaining evidence of the original aspen

| bearing trees. .

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd, ’
T21§  R3W
533|534

84]83

T22S

1963

From which

An aspen, 8 ins. diam., bears N. 59°15' E.,
30 1ks. dist., mkd. T21S R3W S34 BT.

An aspen, 6.ins, diam., bears S, 66° E,, 25
1ks. dist:;tmkd. T22S R3W S3 BT.

An aspen, 14 ins. diam., bears §. 3°30' W
12 lks. dist., mkd. T22S R3W -S4 BI,

An aspen, 7.ins. diam., bears N.-32° W., 23
1ks. dist., mkd. T21S R3W S33 BT. '

Land mountalnous.

i i N

i

o
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Dependent Resurvey of a Portion of the Notth Boundat§’s
‘ CHAINS '

'Soil, rocky and gravelly. .
‘Timber, aspen.
Undergrowth, sagebrush and chokechefry

i
;
i
|

Dependent Resurvey of a Portion
of the
Subd1v151on of T. 22 S., R. 3 W,

Re-establishment of the Survey Executed by John T.
Brecken in 1896.

“From the cor, of- secs. 35 and 36 _on the S. bdy. of the
Tp. previously described., : :

N. 0°04' w.,,bet.-seéé.-35 and 36,

Over broken mountainous land through medium dense
pinon and juniper; asc. 120 ft. over broken and ledgy
E. slope.

11.04 Point for the 1/16 sec., cor. of secs. " 35 ‘and 36, at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft, base to .
top, w1th brass cap mkd _ 7 ) e

T228 R3W
1/16
$35{836
- 140°
1963

From which

A pinon, 14 ins. dlam., bears S. 40° E E., 41
lks. dist., wkd. 1/16 140 $36 BI.

There were no other suitable bearlng trees
available.

Asc, 180 ft, over E. slope. f
21.60 | ‘Head of draw, drains SE.; aSC.’24O ft.‘over'SW. slope,
29.60 Spur, projects SE.; desc 20 ft. over NE, slope.

30.41 Point for the 1/16 sec. cor, of secs, 35 and 36 at
proportionate dist.

Set an iron post, 30 ins, long, 2% ins, diam., on
solid rock, and in a mound of stone, 4 ft. base to
top, with brass cap mkd,

. T228  R3W..
/16 - i
835|836 ‘
© 120
1963

Thence "by triangulation. Desc, 40 ft, over NE. slope,
through medium dense pinon-and juniper.

36.00 | ‘Draw, drains SE.; asc, 240 ft. ‘over SE. slopei
. L . R i

i
. slope.

45,00 Ridge, bears NE. and W.; desc. 120 ft, over

Jrowrmeics

: E : P ._.....d ‘. _:
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" Dependent Resurvey of a Portion of the Subdivision of T. 22 S,, R. 3 W.
) CHAINS .

49.78 | Point for the 1/16 sec. cor. of secs. 35 and 36, at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 10 inms.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T22S  R3W
_'1/16 L
s35[s36 P

100 . ; y
1963
From which j

A pinon, 14 ins, diam., bears N. 45° W., 53 ;
lks. d1st., mkd. 1/16 100 S35 BT. ” \

There were no other suitable bearing trees
available.

Desc. 160 ft.along W. slope of spur; continue through
medium dense pinon and juniper.

60.60 | Top of spur, projects NW.; desc. 200 ft. over NE. slope.

66.60 | S. Cedar Ridge Canyon, drains NE.; asc, 80 ft., over SE.
slope.

69.15 | Point for the 1/16 sec. cor. of secs, 35 and 36 at 'J {
proportionate dist, o

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.

in the ground, and in a mound of stone, 3 ft. base to !\
top, with brass cap mkd.

i

T22S R3W
1/16 1
835536 |
80 {
1963 i
. I
From which J

A pinon, 10 ins, diam,, bears S, 55°30' E., i
17 lks. dist., mkd. 1/16 80 S36 BT. I

There were no other suitable bearing trees
available, ’

Asc. 200 ft. over SE. slope.
80.00 | Spur, projects E.; desc. 120 ft, over NE. slope. 1
86.00 | Draw, drains S. 70° E.; asc. 320 ft. over SW. slope. i ;

100.10 | End of triangulation;. spur, projects E.; desc. 180 ft. S F
over NE, slope.

106.50 Draw, qfains E.; asc. 2Q}ft. over SE. slope.

107.90 | Point for the % sec. cor. of secs. 35 and 36, at pro-
portionate dist.; there is no remaining evidence of
| the original cor.

‘Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in.a mound of stone, 3 ft. base to
top, with brass cap mkd.

73b (Aprit 163) ~USDI--—BLM o ' FIELD NOTE PAPER L
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110.80

117.60

121.70

127.27

133.90

146,64

‘At the cor. point

"T225 ~ R3W- BN

¥
sasisse
1963

From which

A cedar, 6 ins. diam., bears N. 88° E., 33
lks. dist., mkd., % S36 BT. :

A cedar, 6 ins. diam., bears N, 85°45! W.,
27 1lks. dist., mkd. % S35 BT.

Asc, 80 ft. over SE. slope.

Spur, projects E.; desc., 80 ft. over NW, slope through
scattered spruce, cedar and pinon.

Draw, drains S, 80° E,; asc. 40 ft. over S. slope.

Point of ledge, 15 ft. high, bears E. and W.; asc.
200 ft. over SW. slope, - e -

Point for the N. 1/16 sec. cor. of secs., 35 and 36, at |
proportionate dist, - .

* Set aw iron post, 30 ins. long, 2% ins, diam,, 12 ‘ins.

in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T22S R3W
N 1/16
$35|836

1963

From which

A cedar, 10 ins. diam., bears S. 20° w.,
20 lks. dist., mkd. N 1/16 S35 BT.

There were no other suitable bearing trees
available, N
Asc. 140 ft. over SW. slope through medium pinon,
mahogany and cedar. )

Ridge, bears E. and W.; enter scattering spruce; desc.

360 ft. over N. slope.

Point for the cor., of secs. 25, 26, 35 and 36, as
determined from the remaining original bearing trees:

© A dead pinon; 12 ins. ‘diam., bears N. 8§0° W.,
16 lks. dist., scribe marks illegible,

A spruce, 18 ins. diam., bears N. 18° E., 12
Tks. dist., mkd, T22S R3W_S25_BT. . ’ .

A pinon, 14 ins, diam., bears 8. 15° W., 8
lks. dist., ‘mkd. T22S R3W S35 BT. ‘

e

Set an irom post, 30 ins, .long, 2% ins, diéma, 15 ins.
in the ground, and in a mound of stone, 3 ft, ‘base to
‘top, with brass,hap-mkd.j'i': R :

N
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CHAINS

11.00
14.50

28.00

39.56

T228 - R3W

526 [525
835|836

1963
From which new bearing trees:

A cedar, 10 ins, diam., bears S. 73°15' E.,
18 1lks. dist., mkd. T22S R3W S36 BT,

A cedar, 14 ins, diam., bears N. 73°15' W.,
" 25 lks. dist., mkd. T22S R3W S26 BT.

Land, mountainous,

Soil, rocky and gravelly.

Timber, mostly pinon and juniper; spruce, pine and fir
in the canyons; mahogany on the higher ridges.
Undergrowth, sagebrush, oak brush and manzanita.

From the cor. of secs. 25 and 36, on the E. bdy. of the
Tp. previously described,

S. 85°50' W., bet. secs, 25 and 36.
Over mountainous and broken land through scattered pinon
and juniper; by triangulation; desc. 320 ft. over ledgy
SW. slope.
Ravine, drains S.; asc. 80 ft, over SE, slope.
Spur, projects S,; desc., 200 ft. over SW. slope.
Mill Canyon; wash, 10 ft. deep, 50 lks. wide, drains
SE.; enter dense spruce, pine and fir; asc, 150 ft.
over NE, slope,
End of triangulation.
The % sec. cor, of secs. 25 and 36, monumented with a
sandstone, 26x10x3 ins,, firmly set, mkd. and witnessed
as described in the official record.
Prom which the original bearing trees:

A fir, 40 ins, diam., bears S. 54°30' W., 12

lks. dist.; scribe marks were grown over and

illegible. (Record: S. 20° W., 18 lks.)

There was no remaining evidence of the other
bearing tree.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T22S R3W
s25

¥ 336
1963

From which a new bearing tree:

A fir, 12 ins, diam,, bears N. 34°30' E.,
32 1ks, dist,, mkd, T22S R3W % S25 BT.

7’5 (April 1963) - USDI .- BLM
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Dependent -Resurvey ‘of a Portion of the Subdivision of T.22 8.,/ R, 3

32

CHAINS

1.00
2.30
7.90

12.10
19.50
25,10
28.80
34,40

38.40

38.82

‘ Draw, drains N.; asc. 180 ft. over NE, slope,
» Draw, drains N;é asc. 50 ft. over NE. slope,

Draw, drains - N.; asc. 110 ft. over NE, slope.

* The cor. of secs, 25, 26, 35 and 36.

¢

3

Deposit the'otiginalﬂétone alongside the iron post,

N. 89°24' W., beginning new measurement.

Asc. over broken NE, slope of ridge through dense pine,
spruce and fir,

Asc. 10 ft.
Spur, projects NE.; desc, 45 ft. over NW. slope.
Draw, drains N.; asc. 75 ft, over NE. slope.

Spur, projects N.; desc. 45 ft. over NW. slope.
Spur, projects N.; desc. 95 ft. over NW, slope.
Spur, projects N.; desc. 90 ft. over NW. slope.

Spur, projects N.; enter scattering mahogany, pinon,
and cedar; desc., 10 ft. over NW. slope.

Land, mountainous, :

Soil, rocky on E. slope of Mill Canyon; sandy loam

and gravelly on W. slope, ' :
Timber, scattered juniper, cedar, pinon and mahogany
on E, slope of canyon; dense aspen in bottom of canyon;
dense pine, spruce and fir on W. slope of canyon.
Undergrowth, sagebrush and manzanita. ‘

12,30

15.20

19.87

32.70

N. 2°30" W., bet. secs. 25 and 26. -

" Mill Canyon; stream of water, 1 in. deep, 3 lks. wide,

" proportionate dist. -

‘Asc. 320 £ over SW. slope.

Over mountainous land throuéh dense pine, fir, spruce
and mahiogany; desc. 360 ft, over NW. slope, changing
to N. slope.

Leave dense timber; continue through medium dense
manzanita ‘and scattering timber.

course, SE.; dense pine, fir and spruce in bottom of
canyon; asc. 60 ft. over SW, slope.

Point for the S, 1/16 sec, cor. of secs. 25 and 26, at

Set an iron post, 30 ‘ins. long, 2% ins. diam., 8 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T22S R3W
S 1/16
526 |25

© 1963

Spur, projects SW.; desc. 50 ft. over NW. slope.

. ey
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phndant’ Resiirvey.-of a Portion of. the Subdivision of T. 22:8., R, 3 W,

..Thé % séc. cor. of secs. 25'and-26, monumented with a
limedtone, 14x10%4 'ins,, firmly set, mkd. and witnessed
as described in the official record.

o3

VAt the, COr. poin: ir:& .f : e .f i

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins,
in the ground, and in a mound of stone, 3 ft. base to
.top, with brass cap. mkd.

T225 R3W

%
$26 525
1963

From which

A cedar, 18 ins, diam., bears N, 80° E
13 1ks. dist., mkd. % S25 BT.

A cedar, 10 ins. diam;, bears S, 45° W., "
15 1lks, dist., mkd. % S26 BT.

Deposit the original stone alongside the iron post.

N. 2°07' E., beginning'new measurement .

Desc., 30 ft. over NW. slope through' dense mahogany,
scattering cedar, and oak brush.

2.00{ .Draw, drains SW.; asc. 470 ft. over S. slope.

19.85| Point for the N. 1/16 sec. cor. of secs. 25 and 26, at {4
proportionate dist. ‘:ﬂ!‘

Set an irom pot, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S R3W | ¥
N1/16 11
S26 (825
1963

From which

A cedar, 8 ins. diam., bears N, 42° E
12 1ks. dist., mkd. N1/16 S25 BT.

A cedar, 12 ins. diam., bears N. 85° W.,
24 1ks. dist., mkd, N1/16 S26 BT,

‘Asc, 170 ft. over §, slope through dense mahogany and
scattering cedar. .. .

25.70|: ‘Ridge, bears E. and W.; desc. 380 ft. over rocky N, ¥}
. slope through scattering mahogany. i

31.10 Sandstone ledge, 15 ft high bears E. and W ‘ ?

33.00 Enter dense pine, spruce and fir.

39.70f ' The cor. .of secs. 23 24 25 ‘and 26 monumented with a
limestone, 14x9x7 ins., firmly set, mkd, and witnessed
as described in the officialxrecord.

; From which the: original bearing trees: ' .. L ﬁ
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.60

3.00

19,57

23,50

34.60

36.00

A spruce, 20 ins, diam., bears N. 85° E,,
18 1ks. dist., mkd. T228 R3W S24 BT,

A pine, 22 ins, diam., bears S. 8° W., 33
lks. dist., mkd. T22S R3W S26 BT.

<At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S  R3W
82315824
$26[S25

1963

Deposit- the original stone alongside the iron post.

Land, mountainous.

.80il, rocky and gravelly.

Timber, pine, fir, spruce, mahogany and cedar,
Undergrowth, oak brush, sagebrush and manzanita,

From the cor. of secs. 24 and 25, on the E. bdy. of the
Tp. previously described. . .

S. 89°12' W., bet. secs, 24 and 25,

Over mountainous land through scattered mahogany and

-pine; by traverse; asc. 10 ft. over E, slope.

Spur, projects SW.; desc, 80 ft. over W. slope.

Base of spur, bears NE. and SW.; desc. gradually along

-S. slope along bottom of Newt's Canyon, through medium’

dense cedar.

Point for the E. 1/16 sec. cor. of secs. 24 and 25, at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 5 ft. base to
top, with brass cap mkd,

T22S R3W
: S24
me 2
1963

From which

A'cedar, 12 ins. diam., bears S. 37°15' W
51 lks, dist., mkd. E1/16 S25 BT, .

.y

The cor. is located on the'N.. side of Newt's Can&on‘
which drains irregularly SE., and is 6.:ft. deep, 20
lks, wide. :

Continue along bottom of canyon.

Newt's Canyon, drains SE.; asc., 245 ft. 6ver brokén NE.

- slope through dense pine, spruce, fir and cedar,

3

Small draw, drains NE.; continue to asc.

Small :draw, drains NE.; continue to asc.
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39.14 | Point for the % sec, cor, of secs. 24 and 25, at propor- &
. ’t;onate dlSt., there is no remaining ev1dence of the i
orignal cor.

Set an iron post, 30 - ins. long, 2% ins. diam., 20 ins. ; 3 
in the ground, and in a mound of stone, 3 ft. base to
top, with brass c§p mkd. A

1 '
T225  R3W Hin
¥ §g£ ly
S§25
A 1963 |
From whiéﬁ ’ o ) }

A spruce, 18 ins. diam., bears N. 15° E., 24 |
lks. dist., mkd. % S24 BT. '

A spruce, 24 ins. diam., bears S. 10° W., 29 .
lks. dist., mkd. % S25 BT. iR

Asc. 150 ft. over NE. slope’ through dense spruce, pine,
fir and cedar.

50.70 | Spur, projects NE,; desc. 30 ft. over NW. slope.
55.30 | Draw, drains NE.; asc, 65 ft. over NE, slope, S

58.71 | Point for the W. 1/16 sec, cor. of secs. 24 and 25, at
proportionate dist, nj-s

Set an’ iron post, 30 ins. long, 2% ins, diam., 20 ins.
in the'ground, and in a mound of stome, 3 ft, base to
top, with brass cap mkd. )

T22S  R3W |
524 b
W1/16 5% 325
1963

From which

A spfuce, 12 ins, diam., bears S. 5° W., 42
lks, dist., mkd. W1/16 S25 BT,

Asc, 125 ft. over NE, slope through dense pine, fir, ‘
spruce and cedar. Pl

78.28 | End of traverse.
The cor. of secs. 23, 24, 25 and 26,

Land, mountainous. ' q:
Soil, mostly rocky and gravelly,
Timber, pine, fir, spruce and cedar. o
Undergrowth, sagebrush, oak brush and manzanita. 1

N. 4°40' E., bet. secs, 23 and 24. 1

Desc. 200 ft. over steep N. slope through dense pine,
spruce, fir and cedar, and scattering mahogany.

9.00 | Bottom of canyon, drains E.; asc. 200 ft, over steep S. ’
slope; continue thiough dense timber, R

18.87 | Point for the S, 1/16 sec, cor. of éeés. 23 and 24,
. at proportionate dist,.

Y35 (April 1968)  USDI——BLM : o FIELD NOTE PAPER i’ |
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Set an iron post, 30 ins.- long, 2% ins. diam., 8 ins,

in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd, :

T22S R3W
S1/16
$23 (524
1963

From which

A mahogany, 6 ins. diam., bears S. 72° E,,
5 lks. dist., mkd., S1/16 S24 BT,

A cedar, 5 ins, diam., bears N, 63° W., 11
lks, dist., mkd. S1/16 S23 BT.

Asc, 40 ft. over S. slope.

21.50| Spur, projects'E.;;thence by triangulation; desc. 200
ft. over steep NE. slope.

33.00| Newt's Canyon; small stream of water, course SE,; leave
dense timber; enter scattering mahogany and cedar; asc.
240 ft. over steep SE. slope., '

37.74] Point for the % sec. cor. of secs. 23 and 24, at
proportionate dist.; there is no remaining evidence
of the original cor, )

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
'in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T22s R3W

%
S23|s24
1963

From which

A cedar, 10 ins, diam.,_ bears S, 62° E., 19
lks. dist., mkd. % S BT,

There were no other suitable bearing trees
available, ’ ) )

Asc. 200 ft. over SE, slope.
53.00| Ridge, bears SE. and NW.; thence across top of ridge,
56.61| End of triangulation.

Point for the'N;!l/16 sec. cor. of_éecs.:23 and 24, at
proportionate dist, ‘ )

Set an irom post, 30 ins. long, 2% ins. diam.,'6 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with btass cap mkd. . < o
" T228  R3W
N1/16

..823|s824 -
1963

From which .

A cedar, 10 ins. di;m;, Béafs's; 75°-E;, 34
lks. dist., mkd. N1/16 S24 BT, N

[ RER s s
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There were no other suitable bearing trees
available.

Desc. 180 ft. ovetr NE., slope; enter dense spruce, fir,
pine and cedar.

75.48 | The cor. of secs, 13, 14, 23 and 24, monumented with an
iron post, 2% ins. diam., firmly set, mkd. and witnessed
as described in the 1961 record of the remonumented i
corners in T, 22 S., R. 3 W, '

Land, mountainous,

Soil, rocky and gravelly. .

Timber, pine, spruce, fir, cedar, mahogany and pinon.
Undergrowth, sagebrush, oak and manzanita.

From the cor. of secs. 13 and 24 on the E. bdy. of the j
Tp., previously described. i

N. 88°44' W., bet. secs. 13 and 24.

Over broken mountainous land through medium dense timber;
by triangulation; asc. 240 ft,over N, slope through head
of draw. ' ' i

6.00 | Wash, 10 ft. deep, 20 1lks. wide, drains NE.; slope R
changes to NE. [

11.60 { End of trianéulationi ridge, bears NW. and SE.; desc.
80 ft. over SW. slope through medium dense mahogany and Va"i
juniper. i (

15.20 | Sandstone ledge, 15 ft. high, bears NW. and SE.
17.20 | Head of draw, drains S.; asc, 30 ft. over ledgy E. slope; i
24,20 Spur, projects S.; desc, 100 ft. over SW. slope.

28.40 | Head of draw, drains SW.; desc. 125 ft. along ledgy
S. slope.

33,20 | Point of spur, projects W.; desc. 140 ft. over W. slope.

34,20 | Top oflledge, 20 ft. high, bears N. and S.

36.32 | Point for the % sec. cor. of secs, 13 and 24, at propor- i
tionate dist.; there was no remaining evidence of the ‘
original cor.

in the ground, and in a mound of stone, 2 ft. base to
top, with brass cap mkd. i

T22S R3W ‘B
S13 LB

¥ 52 [

1963 |

|
i
|
Set an iron post, 30 -ins. long, 2% ins. diam., 20 ins. d
I

¢ . . .

This cor. falls on the point of a ‘small spur that pro- V‘
jects W.; there were no suitable bearing trees available b

Desc. 340 ft. over W. slope through medium dense maho-
gany, cedar, juniper, spruce, pine and fir. ]

50,00 Draw, drains S.; asc. 80 ft., over SE. slope.-
54,10 | Dirt roéd,'uﬁimproﬁed, bearS'irregularly N. gnd S, 0

54.48 | Point for the W. 1/16 sec. cor. of secs. 13 and 24 at
’ ptoportionate dist. :

3b (April 1963) USDI—BLM ' ' i " EIELD NOTE PAPER
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Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stomne, 4 ft. base to top, with
brass cap mkd. .

T228 R3W

513
W1/16 S24

1963

There were no suitable bearing trees available,

Asc. 80 ft. over SE. slope; continuing through medium
dense timber.

56.90 | Spur, projects SW.; desc. 40 ft. over W. slope.

60.00 | Draw, drains S.; asc. 40 ft, over SE. slope.

63.60 | Spur, projects S.; desc. 90 ft. over SW. slope.

70.80 Draw, drains SE.; asc. 50 ft. over NE. slope.

72.64 | The cor. of secs, 13, 14, 23 and 24,

Land, mountainous.

Soil, rocky and gravelly,

Timber, pinon, cedar, juniper and mahogany on entire mile

pine, spruce and fir on W, % mile,
Undergrowth, oak brush, sagebrush and manzanita.

N. 0°10' E., bet. secs., 13 and 14.

Over mountainous land through dense pine, spruce, fir,
cedar and mahogany.

Desc. 70 ft, over NE. slope.

5.50 | Draw, drains irregularly SE.; asc. 280 ft. over steep
SE. slope.

19.55 | Point for the S. 1/16 sec. cor. of sece. 13 and 14, at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins, diam,, 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T22S R3W
S1/16
S14|s13
1963

From which

A cedar, 10 ins, diam,, bears S. 45°10' E,,
19 lks. dist., mkd. S1/16 S13 BT.

A cedar, 14 ins, diam., bears N. 58°20' W
15 1ks, dist., mkd. S1/16 S14 BT.

‘s

Asc. 310 ft. over SE, slope; continue through dense
timber,

25.00 | Road, unimproved, bears NE, and SW. approximately 3 chs,
thence curves NE,

26.40 | Same road, bears SE. approximately 4.00 chs,, and NE,

_— |
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37.80 | Small spur, projects E.; desc. 10 ft. over gentle NE.
slope.

39.10 The % sec. cor. of secs. 13 and 14, monumented with an
iron post, 2% ins. diam., firmly set, mkd. and witnessed
as described in the 1961 record of remonumented cormers
in T. 22 5,, R. 3 W.

N. 0°08" W,, beginning new measurement.
Desc, gradually over genéie,NE. slope.

~1.50 Small draw, drains E.; asc. 65 ft. over S. slope.

7.10 ‘Ridge, bears E. and W.; desc. 120 ft. over NE. slope.

10.10 Leave timber; thence through heavy sagebrush.

17.50 Enter dense aspen, sbruce, cedar, fir and pine.

20.50 Leave dense timber; road, unimproved, bears W, and E.
to Strawberry Canyon; thence through scattering juniper
and cedar.

26.50 | Head of draw, drains E.; asc. 140 ft. over SE. slope.

40.01 The cor., of secs. 11, 12, 13 and 14, monumented with an
iron post, 2% ins. diam,, firmly set, mkd. and witnessed
as described in the 1961 record of the remonumented cor-
ners in T. 22 S,, R. 3 W,

Land, mountainous. '
Soil, mostly rocky and gravelly; sandy loam in timbered
areas, , }
Timber, pine, spruce, fir, cedar and aspen.
Undergrowth, chokecherry, .sagebrush and manzanita.
From the cor. of secs, 12 and 13, on the E. bdy. of the
Tp., previously described.
West, bet. secs. 12 and 13,
Over mountainous land through scattering fir, spruce,
pine, and dense mahogany, oak brush and manzanita; asc.
40 ft, over E. slope.

6.50 Spur, .projects S.; desc. 60 ft. over SW. slope.

14.00 | Draw, drains S.; asc, 40.ft. over SE. slope.

18.17 Point for the E. 1/16 sec. cor. of secs. 12 and 13, at
proportionate dist. -

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 4 ft. base to top, with
brass cap mkd.
T22S  R3W
S12
E1/16 S13

1963
This cor. is located on the E. edge of a small spur
and at the base of a small ledge, 3 ft. high that bears
N. and S,

F3b" (April 1963) USDI—— BLM S ’ a ) '~ FIELD NOTE PAPER
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CHAINS
20.00
26.28
30,10

35.00

36.34

41.90
46.60

51.00

64.80
66.90

72.68

9.90
15.80

17.80

[

" Spur, projects-S.; desc, 45 ft, over W. slope.

Draw, drains S.; asc. 50 ft. over E. slope.,
Spur, projects S.; desc. 110 ft. over W. slope.

Ravine, drains SE.; enter dense pine, spruce, fir and
aspen; asc. 25 ft. over E., slope.

Point ‘for the % sec. cor. of secs, 12 and 13, at pro-
portionate dist.; there is no remaining evidence of
the original cor. .

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in.a mound of stone, 3 ft. base to

- top, with brass cap mkd.

T225 R3W
512
¥ 813
1963

From which

A spruce, 10 ins. diam., bears S. 15° E,, 33
lks, dist., mkd. T22S R3W % S13 BT.

A spruce, 8 ins. diam., bears N. 50° W., 24
lks. dist., mkd. T22S R3W % S12 BT.

Asc. 145 ft, over E, slope.
Spur, projects SE.; desc, 15 ft. over SW. slope.
Draw, drains SE.; asc, 135 ft. over steep E. slope.

Top of steep ascent; leave dense timber; asc. 160 ft,
over SE. slope through scattering Juniper and heavy
sagebrush

Wash, 3 ft. deep, 10 lks. wide, drains SE.

Enter dense mahogany, cedar and aspen,
The cor. of secs. 11, 12, 13 and 14,

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, fir, spruce, cedar, mahogany, aspen and
juniper,

Undergrowth, sagebrush, oak brush and manzanita,

20,14 |

N. 0°24' E., bet, secs. 11 and 12.

Over mountainous land through dense aspen timber; asc,
155 ft. over SE. slope.

Leave timber.
Barbed wire fence, bears NE. and Sw,
Small wash, drains NE.

Point for the §. 1/16 sec. cor. of secs, 11 and 12, at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. d1am.,§24 ins.
in the ground, with brass cap mkd. ¢

GPQ 83
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| 23,20

40.28

3.80

34.50

. .., -~ T225 R3W

‘ ‘ S1/16

S11[s12
1963

Raise a mound of stone, 3 ft. base, 3 ft. high, W, of
cor. L -

‘Asc, 160 ft. over SE._élope through dense -sagebrush,

'Rbéd, graded, bears NE. and SW.

The % sec. cofﬂ'ofvsecé; 11 and 12, monumented with
a sandstone, 14x8x5 ins., firmly set, mkd. and witnessed
as described in the official record.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
) | T22S R3W
A
S11|s12
1963

:Depos{t the originai stone alongside the iron post and

raise a mound of stone, 3 ft. base, 3 ft. high, W. of
cor,

N. 1°01' E., beginning new measurement.
Asc, 20 ft. over SE. slope.

Ridge; béars NE. and SW.;(thence By triaﬁgulation; desc,

- 320 ft. over NW. slope through dense spruce and pine.

The cor. of secs. 1, 2, 11 and 12, monumented with a
sandstone, 16x10x6 ins., firmly set, mkd. and witnessed
as described in the official record.

From which the original bearing trees:

A spruce, 12 ins, diam., bears N. 0°40' E.,
82 lks, dist., mkd, T22S R3W S1 BT. (Record
bearing: N. 16° E.)

A spruce, 30 ins. diam., bears S, 27°%5' W.,
43 1ks, dist,, mkd. T22S R3W S11 BT. (Record:
S. 34°45' W., 30 lks.) .

A spfuce, 20 ins, diam., bears N. 4°15' W.,
61 1lks. dist., mkd. T22S R3W S2 BT. (Record:
N. 2°40' W., 64:1ks.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground, and in a mound of -stone, 3.ft. base to

top, with brass cap mkd.

T22S  R3W
s2fs1 .
S11[s12

- 1963

From which a‘newAbearigg tree:

736 (April 1963y < ‘USDI~iBEM
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T
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A spruce, 6 ins. diam., bears S. 75°5' E.,
39 1ks. dist., mkd. T22S R3W S12 BT. :

Deposit the original stone alongside the iron post.

Land, mountainous.

Soil, rocky and gravelly.

Timber, aspen, spruce, pine and scattering mahogany.
Undergrowth, sagebrush, - .

V

9.60

17.80

-24.50

24,80
25.40
27.40

35.60

51.50

69.00

71.20

From the cor. of secs. 1 and 12, on the E, bdy. of
the Tp., previously described. :

S. 85°45" W., bet. secs. 1 and 12,

Over mountainous land through dense aspen timber.

Asc, 300 ft, over N. slope.

Head of draw, drains E.; continue ascent over E. slope.

Point for the E, 1/16 sec. cor of secs. 1 and 12, at
proportionate dist.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. :

T22S R3W
S1
El/16 S12
1963

Asc. 90 ft. over E. slope; leave aspen.

Ridge, bears N. and S,; scattering mahogany along top
or ridge; desc. 115 ft, over W. slope through dense

sagebrush.

0ld fence line, bears N, and S.
Road, graded, bears N, and §S.
Ba;bed-wire fence, bears N. and S.

Point for the % sec. -cor. of secs. 1 and 12, at propor-

tionate dist.; there is no remaining evidence of the
‘original cor. :

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. :

T22S - R3W
S1
% S12

1963

Desc, 260 ft. over W. slope.’

Branch of Chokecherry Creek; stream 2 lks. wide, 3 ins.
deep, course NW.; asc. 120 ft, over N. slope; enter
dense spruce, .pine, and aspen.

Spur, projects NW.; desc. 80 ft. over W. slope.

The cor. of secs. I, 2; 11 and 19, o

S—

.

GPO 8
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Land, mountainous,

Soil, rocky and gravelly.:

Timber, spruce, pine, aspen.and mahogany.

Undergrowth, sagebrush, chokecherry, manzanita and grass|

N. 4°14' W.,.bet. secs..l and 2.

! Over mountainous land through dense pine and spruce; by
o triangulation; desc. 160 ft. over W. slope.

10.50 | Branch of Chokecherry Creek; stream of water, 2 lks,.
wide, 3 ins. deep, course W.; leave pine and spruce;
enter scattering cedar and mahogany; asc. 80 ft. over
S. slope.

13.50 | Spur, projects W.; desc, 80 ft. over NW. slope.

21.00 | Chokecherry Creek; stream of water, 3 lks, wide, 3 ins. :
deep, course SW.; asc. 320 ft. over SE. slope. o

38.00 } Spur,.projects.E.; desc. 40 ft. over NE., slope.
!

End of triangulation. . . ”;[

42.54 | Point for. the % sec. cor. of secs. 1 and 2, at propor-

tionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. .j:‘
in the ground, and in a mound of stome, 3 ft. base to T
top, with brass cap mkd. v
T225S  R3W ol
% L
s2|s1 1
1963 -

From which

An aspen, 12 ins, diam., bears S. 26° E., , |
56 1ks, dist., mkd. % S1 BT. 3

An aspen, 10 ins. diam., bears N. 23° W., i
25 lks,. dist., mkd. % S2 BT, . ‘%"

43,00 | Draw, drains SE.; asc., 150 ft. over SW. slope,
50,00 | Spur, projects SE.; esc. 520 ft. over broken SE, slope. E;ﬁ‘
63.50 | Draw, drains SE. :

85.28 | The cor. of secs. 1, 2, 35 and 36 on the N, bdy. of the :
Tp., previously described. ‘

Land, mountainous.

Soil, rocky and gravelly.

Timber, spruce, ‘pine, aspen, mdhogany and cedar.
Undergrowth, sagebrush, chokecherry, manzanita and grass

From the cor. of secs. 34 and 35 on the S. bdy. ofvthe ‘
Tp., previously described ‘ i

N 0 22' W., bet. secs. 34 and 35

(¥ 3

Over mountainous land through scattered pinoﬁ and cedar
timber; asc. 40 ft, over S, slope.

3b (April 1963) USDI——BLM | ' T i FIELD NOTE PAPER
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2.30

8.50

11.08

19.50
30.00

30.51

49.95

55.50

68.00

69.39

Dependent Resurvey of a Portion of the Subdivision of T. ZZ_Snsfﬁ‘pSQW.

Spur, projects SE.; thence by triangulatiom; desc. 100
ft. over NE. slope. -

Ravine, drains SE.; asc. 40 ft. over SW. slope.

Point for the 1/16 sec. .cor. of secs. 34 and 35 at
proportionate dist.

Set .an iron post, 30 ins. long, 2% ins. diam., on solid
rock and in a mound of stone, 5 ft. base to top, with
brass cap mkd.

T22S R3W
1/16
$34 835
140
1963

Asc. 160 ft. over SW. slope.

-Spur, projects SE.; desc. 80 ft. over NE. slope.

Draw, drains SE,; asc. 20 ft, over S. slope.

Point for the 1/16 sec, cor. of secs., 34 and 35 at _
proportionate dist. : ‘

Set an iron post, 30 ins. long, 2% ins. diam., 6 iné.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd. '

T22S R3W
1/16
S34|835
120
1963

Asc, 480 ft, over S. slope.

Point for the 1/16 sec. cor. of secs. 34 and 35 at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd,

T22S R3W
1/16
§34]s35
100
1963

Asc. 200 ft, over S. slope.
Ridge, bears E. and W.; desc., 400 ft. over N. slope,

South Cedar Ridge Canyon; stream of water, 2 lks. wide,
1 in. deep, course E.; asc. 40 ft, over S. slope.

Point for the 1/16 sec. cor. of secs. 34 and 35 at
proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stoneé, 3 ft. base to
top, with brass cap mkd.
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88.82

108.26

118.70

127.69

132,00
147.13

T225 R3W
1/16
534|835
80
’ 1963

Asc. 280 ft. over SW slope.

Point for the S. 1/16 sec. cor. of secs, 34 and 35, at
proportionate dist.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground, and in a mound of stone, 3 ft base to
top, with brass cap mkd.

T225 R3W
S1/16
$34|835
1963

Asc, 480 ft, over SW, slope.
End of triangulation,

Point for the % sec. .cor. of secs. 34 and 35 at propor-
tionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T225 R3W
%
$34 (835
1963

Asc. 160 ft, over SW, slope.
Ridge, bears E. and W.; enter scattering spruce, pine,

cedar, and mahogany; desc. 360 ft, along W. slope along
E. side of wash in bottom of draw draining irregularly

. N.

Point for the N. 1/16 sec. cor. of secs, 34 and 35 at
proportionate dist.

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd,
T22S. R3W
N1/16
§34|835
1963

From which

.A sprﬁce, 12 ins. diam,, bears S, 58° E
24 lks, dist,, mkd. N1/16 S35 BT,

A spruce, 24 ins; diam,, bears N, 58° W
17 1ks, dist,., mkd, N1/16 S34 BT,

Desc, 240 ft. over N. slope,
‘Enter dehse spruce, ﬁahogany, cedar ahd aspen,
The cor., of secs, 26 27, 34 and 35, monuﬁénted with a

sandstone, 20x14x6 ins., firmly set, mkd. and witnessed
as described in the official record,

b (April 1963)
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Dependent Resurvey.of a Portion of the Subdivision of T. 22/5., R, 31

CHAINS

1,60
3.90
7.00
16.70

19.58

20.80

From which the original bearing trees:

An aspen, 12 ins, diam., bears N, 85° E,,
10 1ks. dist,, mkd. T22S R3W S26 BT.

An aspen, 10 ins, diam., bears S. 4° W.,
6 lks. dist., mkd. T225 R3W S34 BT,

An aspen, 12 ins, diam., bears N. 46° W.,
45 1ks, dist.; scribe marks are illegible.

At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.
T22S R3W
5271826
S34(835
1963

From which a new bearing tree:

A pine, 24 ins. diam., bears N. 48° W.,
57 lks, dist., mkd. T22S R3W S27 BT.

Déposit the original stone alongside the iron post,

Land, mountainous.

Soil, rocky and gravelly.

Timber, spruce, pine, aspen, mahogany and cedar.
Undergrowth, sagebrush, chokecherry, manzanita and grass,

|praw, drains N.; asc. 20 ft. over NE; slope.

From the cor. of secs, 25, 26, 35 and 36.
N, 88°28' W., bet. secs, 26 and 35.

Over mountainous land through dense spruce, pine, pinon,
cedar and mahogany; desc. 33 ft, over NW. slope,

Draw, drains NE.; asc. 235 ft, over broken NE, slope.
Spur, projects NE,

Dfaw, dfains NE,

Spur, projects NE.; deéc. 15 ft. over NW,. slope.

Point for the E, 1/16 sec. cor, of secs., 26 and 35 at
proportionate dist,

Set an iron post, 30 ins, long, 2% ins. diam., 5 ins., in
the ground, and in a mound of stone, 4 ft, base to top,
with brass cap mkd,

T225 R3W
526

. E1/16.§§§ .

1963
There were no suitable bearing trees available,

Desc. 15 ft. over NW. slope,

t - T O

GPOD



IOTE PAPER

Dependent Resurvey. of a Portion of the Subdivigion-of T. 22 S., R. 3 W.

47

IS
-

35

CHAINS

21.90 Spur, projects N.; thence by triangulation; desc. 160
ft. over NW, slope.

30.50 _;Draw, drains N.; asc. 200 ft. over NE. slope.

39.16 Point for the % sec, cor, of secs. 26 and 35 at propor-
tionate dist.; there is no remaining evidence of the
original cor. End triangulation.

Set an iron post, 30 ins, long, 2% ins. diam., 2 ins.
in the ground to solid rock, and in a mound of stone,
6 ft. base to ‘top, with brass cap mkd.
' T22S R3W
526"
% 535
1963
From which
A cedar, 24 ins. diam., bears S. 40° W., 46
lks. dist., mkd. % S BT.
There were no other suitable bearing trees
i available.

39.80 Spur, projects NE.; desc, 160 ft, over broken NW. slope.

54.00 Ravine, drains NE.; asc. 240 ft. over broken NE. slope.

60.30 | - Spur; projects NE.; desc. 145 ft. over broken NW, slope.

70.00 | *Small draw, drains NE.

71.60 Small spur, projects N.

78.32 The cor. of secs. 26, 27, 34 and 35.

Land, mountainous.
Soil, rocky and gravelly.
Timber, spruce, pine, cedar, pinon and mahogany.
Undergrowth, sagebrush, chokecherry, manzanita and gras
N. 0°16' E., bet. secs. 26 and '27.
Over mountainous land through medium dense aspen and
spruce timber, By triangulation; desc. gradually along
bottom of draw on E. side, of small wash, drains N,
1.00 Same wash, drains NE,; asc. 60 ft. over SE. slope
through medium dense spruce, pine, cedar, aspen and
mahogany.
7.50 Spur, projects NE.; desc, 200 ft. over N. slope.

16.00 Mill Canyon; stream of water, 2 lks. wide, 2 ins. deep,
course E,; asc. 80 ft. over S. slope.

19.32 Point for the S. 1/16 sec. cor. of secs. 26 and 27 at
proportionate dist. : )

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
- in the ground, and in a mound of stone, 3 ft. base to
top, w1th brass cap mkd
TZZS R3W
S1/16
527|526
1963
20.50 Spur, projects E.; desc. 80 ft. over NE. slope. End
; triangulatlon. :

25i00 Small canyon, ﬂrains SE.; asc. 360 ft. over SW. slope.

38.64 The % see. cor, of secs. 26 and 27 monumented with a
sandstone, 20x9x6 ins., firmly set, mkd and witnessed
as described in the official record '

. From-which-the original bearing tree:
‘A dead pinon, 12 ins. diam., bears S. 40° W., 22
) lks. dist., mkd. % S BT.
785 (Ageil 1963) * USDY— BLM C7 ' " FIELD NOTE PAPER
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At the cor. point

Set an iromn post, 30 ins. long, 2% ins, diam., 10 ins.
- in the ground, and in a mound of stome, 5 -ft. base to
top, with brass cap mkd. o

T22S R3W
s % )
s27(s26
. 1963
From which a new bearing tree::

A cedar, 24 ins, diam., bears S. 80° .y 20 lks,
dist., mkd. % S'BT.

Deposit the original stone alongside the iron post.

N. 8°33' W., beginning new measurement. -
Asc. 200 ft. over SW. slope. : i
12.50 Spur, projects SE.; asc. 200 ‘ft. over NE. slope.

39.74 The cor. of secs. 22, 23, 26 and 27, monumented with |
a limestone, 12x10x6 ins., firmly set, mkd. and witness1
ed as descnlbed in the official record

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground, and in a mound of stone 3 ft. base to
top, with brass cap mkd. Coe

T22S R3W
5221823
527|526
1963
From which ‘

A spruce, 14 ins, dlam., bears N. 72°50' E.,
226 1lks. dist., mkd TZZS R3W 523 BT.

There were no other su1tab1e bearing trees available.

Deposit the original stome alon331de the iron post.
Cor. falls in old E. - W, fence line.

Land, mountainous. - «

So11, rocky and gravelly.

Timber, spruce, pine, cedar, mahogany and aspen.
Undergrowth, sagebrush, chokecherry and manzanita.

Re-establishment of the survey Executed by John T
Brecken in 1896

From the cor. of secs. 23, 24, 25 and 26,
N. 89°20' w bet. secs, .23 and 26,

- Over mountainous land through dense pine, spruce, fir
- and cedar timber; desc. 60 ft, over N. slope,

2.60 Draw, drains NE.; asc, 280 ft. over NE. ‘slope.:
16.00 Ridge, bears NW. and SE.; asc. 120 ft. over SE. slope.n#

Cor. of fence bears N. 12 1ks, dist., with fence beari
SE. and irregularly W.; thence parallel to fence.

33.30 Enter dense mahogany,
38,20 Spur, projects SE.; desc. 50 ft, over SW. slope,

40.46 The % sec. cor. of secs. 23 and 26, monumented with a
limestone, 18x14x8 ins., fitmly set, mkd, and uitnessed
as described in the offict‘l tecord

At the cor. point

Set an:iron post, 30 ‘ine. leng, - 2& ins. dum., 8 ins,

in the ground, and in uound of stone, 4 ft,
top, wi &I bran c.p *S ) ’ bﬂse to
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2.00

6.30

16,30~

21.58

29.00
43.16

15.00 -

22.00

37.47

- Head of draw, drains S.; asc, 40 ft, over SE. slope.

‘Ravine, drains SE.; asc. 120 ft. over NE. slope.

" Set d4n iron post, 30 ins. long, 2% ins. diam., 24 ins.
“in the ground and in a collar of stone to top, with

‘Slope changes to ‘E.; asc, 320 ft,

- Land, mountainous.

T22S R3W
523
& 526
1963
From which
A mahogany, 10 iné, diam., bears S. 12° W., 24
lks, dist,, mkd. % S26 BT. '

A mahogany, 5 ins. diam., bears N. 29° W., 24
lks. .dist., mkd. % $23 BT..

Deposit the original stone alongside the iron post.

N. 89°53' W., beginning new measurement.

Desc. 40 ft. over sw; élope through dense mahogany;
along fence line,

Spyr, projects SE.; thence’by triangulation; desc. 120
ft. over SW. slope.

Point for the W. 1/16 sec, cor. of secs. 23 and 26 at
proportionate dist. End triangulation.

brass cap mkd.
T22S R3W
S23
Wi/16 538
1963
From which

A fir, 18 ins. diam., bears N. 1°45' E.,
82 lks. dist., mkd. WL/16 S23 BT.

A fir, 12 ins. -diam., bears S. 15°30' W.,
39 1ks. dist., mkd. W1/16 S26 BT.

Asc. 160 ft. ovérrNE.'slope through dense fir, spruce
and cedar,

The cor. of secs. 22, 23, 26 and 27.

Soil, ‘rocky and gravelly.
Timber, fir, pine, spruce, cedar and mahogany.
Undergrowth, sagebrush, oak brush, chokecherry, manzanit:

Re-~establishment of the Survey Executed by A. J.
Stewart, Jr. in 1874

N. 6°54' E.; bet. secs. 22 and 23.

Over mountainous land along E. slope through dense aspen
scattering spruce, fir, pine and cedar, and heavy under-
growth of oak and chokecherry.

Head of small draw, drains E,.
Head of draw, drains SE.; asc., 80 ft. over SE. slope.

Point for the % sec. cor. of secs. 22 and 23 at propor-
tionate dist.; there is no remaining evidence of the
original cor. .

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stome to top, with
brass cap mkd.

T225 R3W

szzTSz3

55
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I

From which ;

An aspen, 8 .ins, diam., bears N. 3° E., 19
" 1ks, diqﬁ., mkd.'%-823 BT,

-An aspen, -10 ins, diam., bears N. 70°15' W
38 lks, .dist., mkd. % S22 BT.

sc. 50 ft. over SE. slope.
49,50 Road, graded, bears NE, and SW.'
57.50 Spur, projects E.; desc., 280 ft, over NW. slope.

74.94| ~ The cor. of secs. 14, 15, 22 and 23, monumented with a
' ‘sandstone, 16x10x6 ins., firmly set, mkd., and witness-
ed as described in the official .record; there is no
remaining evidence of the original bearing trees.

At the cor. point.

~ Set an iron post, 30 ins long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T22S R3W

S15(S14
5221823

1963
Frgm which

An aspen, 10 ins. diam., bears N. 12°30' E.,
47 lks. dist., mkd. T22S R3W S14 BT.

A spruce, 20 ins. diam., bears S. 26°10' E.,
72 1ks. dist., wkd. T22S R3W S23 BT.

An aspen, 8 ins. diam., bears S. 54°40' W
5 1ks. dist., ‘mkd, T228 R3W 822 BT.

An aspen, 10 ins. diam., bears N. 77° W., 29
lks. dist., mkd. T22S R3W S15 BT.

Deposit the original stone alongside the iron post,

_ Land, mountainous,
8011, rocky and gravelly.
Timber, dense aspen and scattering spruce, fir, pine
and cedar,
Undergrowth, sagebrush, chokecherry, oak brush and
manzanlta

Re-establishment of ‘the Survey Executed by John T,
,Brecken in 1896 .

‘From the cor., of secs;'i3;,L4;_23‘and~24, previousiy
described, ‘ o

' N. 89°57' W., bet. 'secs. 14 ‘and 23.
Over mountainous land; asc, 320 ft. over NE. slope
through dense pine, .spruce, fir and cedar. ‘

'
N
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.Dependent Resurvey of a Portion of the Subdivision of T. 22 S., R. 3 W.

CHAINS

16.40

19.70

19.89

22.30
25.50
28.70
35.80

39.78

Low ridge, bears NW. and SE.; desc. 15 ft. over SW.
slope. ) ' ’

Small dréw, drains SE.

Point for the E. 1/16 sec. cor. of secs. 14 and 23 at
proportionate dist. ' ‘

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a mound of stone, 3 ft. base to

top, with brass cap mkd. '
T22S R3W

S1l4
El/16 553

1963
From which

A cedar, 10 ins. diam., bears S. 33°30' W.,
116 1ks. dist., mkd E1/16 S23 BT.

A cedar, 8 ins. diam., bears N. 25°50' W.,
16 1ks. dist., mkd. E1/16 S14 BT.

Asc. 170 ft. over broken SE. slope.
Small spur, projects SE.
Small draw, drains SE.
Small spur, projects SE.
Wash, 6 ft. deep, 30 lks. wide, drains SE.
The % sec. cor. of secs. 14 and 23, monumented with a
sandstone, 12x12x2 ins., firmly set, mkd. and witnessed
as  described in the official record.
From which the original bearing tree:
A spruce, 24 ins. diam., bears §. 13°20' E.,
50 lks. dist., mkd."% S BT. (Record bearing:
S. 15° E.) '

At the cor., point

*Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and ih a collar of stone to top, with
brass cap mkd.

T22S R3W
S14

% 523
1963

From which a new bearing tree:

A cedar, 8 ins. diam:., bears N. 54°50' W.,
124 1ks. dist., mkd. % S14 BT.

Deposit theyoriginal'stone'alongside the iron post.

S. 89°25' W., beginning new measurement.
Asc.-80 ft.-over SE. slope; leave timber which bears
N.& S.; enter dense sagebrush.

73b  (April 1963) USDI——BLM -
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CHAINS
0.30

7.90

13.00
13.10

13.30
15.90
34.00

34.85

40.85

7.40

38.68

41.50

50.40

' Ridge, bears NE. and SW. : ' ; :
Barbed wire fence, bears NE. and SW.

"Road, graded, bears irregularly NE. and SW.; desc. 80

Land, mountainous.’

Fence, bears NW. and SE.

Low spur, projects SW.; thence by triangulation; asc,
80 ft. over SE. slope.’

ft. over SW. slope. ' Enter dense aspen timbEr.:

Head of Nephi Canyon, drains NW,; asc., 160 ft. over NE.
slope.

Point of spur, projects N.; end of triangulation; desc. |
80 ft. over NW. slope. :

Road, graded, curves SE, and SW.

The cor. of secs. 14, 15, 22 and 23.

Soil, rocky and gravelly. ~

Timber, fir, spruce, pine, cedar and aspen.

Undergrowth, chokecherry, oak brush, sagebrush and
manzanita.

20.00 Spur projects NE.; desc. 480 ft. over NE. slope; enter

P01nt for. the % sec. cor. of secs. 14 afld 15 at propor-

_in the ground, and in a mound of stomne, 3 ft., base to
~ top, with brass cap mkd,

- course NW.; asc. 140. ft..over SW. slope.

N. 0°23' E., bet. secs. 14 and 15.

Over mountain land through dense aspen timber. By’
Eriangulation; desc: 240 ft. over NW. slope.

Draw, drains NE.; asc, 200 fc. over SE.~slope.

medium dense pine, spruce, fir and cedar.

End of triangulation.

tionate dist.; there is no’ remalnlng evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.

T22S  R3W

%
515|814
1963

From which

A pine, 16 ins. d1am., bears §. 34°05'
34 lks. dlst., mkd. % S14 BT

A pine, 12 ins. dlam., bears N. 23 55' W
24 1ks. dist., mkd. % 515 BT. S : '

Desc. 120 ft. over NE"sldpe.

Neph1 Canyon, stream of water 3 1ks.’ wide, 2 ins. deep,

Yie /

. !
Spur, projects W., desc. 20 ft. over N. slope.g

=
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CHAINS
/53,50.
77.00

77.36

1.50
6.70

11.30

25,00

40.06

Draw, drains SW.; asc. 250 ft. over SE. slope.

"Spur, projects W.; dgsc..15 ft. over NW. slope.

The cor. of secs. 10, 11, 14 and 15, monumented with a
sandstone, 16x6x3 ins., firmly set, mkd. and witnessed
as described in the official record.

From which the original bearing trees:

A spruce, 20 ins. diam., bears N, 20° E., 30
lks. dist., mkd T22S R3W S11 BT. (Record:
N. 10° E., 27 1lks. dist.)

A spruce, 10 ins. diam., bears S. 88° E., 32
lks. dist., mkd T22S R3W S14 BT.

A spruce, fallen and decayed, bears S, 15° W.,
30 lks., dist., mkd T22S R3W S15 BT.

There is no remaining evidence of the other
_original bearing tree.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 imns.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.
T22S R3W
S10/S11
S15|S14
1963

From which a new bearing tree:

A spruce, 8 ins, diam., bears S, 48° W., 46
lks. dist., mkd T22S R3W S15 BT.

Deposit the original stone alongside the iron post.

Land, mountainous.

Soil, rocky and gravelly.

Timber, fir, pine, spruce, cedar and aspen.
Undergrowth, chokecherry, sagebrush, oak brush and man-
zanita.

From the cor. of 11, 12, 13 and 14.
S. 88°33' W., bet. secs. 11 and 14,

Over mountainous land through scattered aspen timber;
asc. 35 ft. over SE. slope.

Barbed wire fence, bears N. and S.; leave aspen.
Road, graded, bears N. and SE.

Ridge, bears N, and S.; desc. 485 ft, over broken SW.
slope. ' 4

Enter dénse_mahogany‘and sprpce;

Point for the % sec. cor. of secs. 11 and 14 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

.‘;,""f' (April 1963) USDI—. BLM
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CHAINS

47.00

77.20

80.12

23.00

39.98

42.30

66.00

79.96

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd. : Cod :

T22S° R3W
o) 811
AT

1963

Erom which

A cedar, 24 ins. diam., bears N. 22°35' E.,
92 1ks. dist., mkd. % S11-BT.

A pine, 12 ins. diam., bears S. 46°55' E.,
56" 1ks. dist., mkd. % S14 BT. -

Thence by triangulation; desc. 160 ft. over SW. slope.
Canyon, drains NW.; asc. 480 ft. over NE. slope.

Point of spur, projects N. 70° W.; desc. 40 ft. along
N. slope. End triangulation.

The cor. of secs, 10, 11, 14 and 15.

‘Land, mountainous.

Soil, rocky and gravelly.

Timber, fir, spruce, pine, cedar and mahogany.
Undergrowth, chokecherry, sagebrush, manzanita and oak
brush. -

> R3W,

N. 0°27' W., bet. secs. 10 andlll.

Over mountainous land. By triangulation; desc. 800 ft.

~over steep NW. slope through medium dense spruce, pine,

fir and cedar.

Chokecherry Creek; stream of water, 5 lks. wide, 4 ins.
deep, course SW.; asc. 640 ft. over SE. Slope,

Point for the % sec. cor. of secs. 10 and'll at propor-
tionate dist.; there is no remaining evidence of the
original cor. )

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd. )

T22S° R3wW
%
510|s11
- 1963
There were no suitable bearing trees available,

Asc. 80 ft. over SE.‘slape.:

'HigH'SPUr, projects SW.; desc. 320 ft. over NW. slope.

Water Canyon; stream of water, 2 lks. wide, 3 ins, deep,

~ course SW.; asc. 440 ft. over SE. slope.

End of ﬁriangulation.

The cor. of secs. 2, 3, 10 and 11, monumented with a
sandstone, 20x12x6 ins., firmly set, mkd. and witnessed

A

GPO 8
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16.00

20.00
27.00

34.50

39.50

40.94

“The cor. is located at the base of a sandstone ledge,

"sagebrush.

as described in the official record.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 5 ft. base to top, with
brass cap mkd. ‘
T22S R3W

S3|S2

$10|S11

1963

From which °

"A cedar, 14 ins. diam., bears S. 18° E., 22
lks. dist., mkd. T228 R3W S11 BT.

There were no other suitable bearing trees avail-
able. i

Deposit the original stone alongside the iron post.

10 ft. high, bearing N, and S.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, fir, spruce and cedar.

Undergrowth, chokecherry, oak brush, manzanita and

" Chokecherry Creek; stream of water, 5 lks. wide, 3 ins.

‘asc, 200 ft. over E. slope.

"W. slope.

From the cor. of secs. 1, 2, 11 and 12,
N. 87°5' W., bet. secs. 2 and 11.

Over mountainous land, By triahgulation; desc. 700
ft. over NW. slope through dense fir, spruce, pine and
aspen.

deep, course SW.; leave dense timber; enter heavy oak
brush and chokecherry; asc. 320 ft. over broken SE.
slope.

Draw, drains SE.
Spur, projects SE,; desc. 80 ft. over SW. slope.

Ravine, drains SE.; enter scattering mahogany and cedarj
Spur, projects S. End triangulation; desc. 20 ft. over

Point for the % sec. cor. of secs. 2 and 11 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S R3W
e
LT

' 1963

'3 - (April 1963) - USDI-— BLM
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Dependent Resurvey of a Portion of the Subdivision ‘of T. 228, R 3 R
cruaues I
From which
A mahogany, 8 ins. diam., bears N. 26°10' E.,
60 lks. dist., mkd. ¥ S2 BT,
A cedar, 12 ins. diam., bears S. 85°30' E.,
39 lks. dist., mkd. % S11 BT, '
Continue by triangulation. Desc. 200 ft. over W. slope
48.50 Ravine, drains S.; asc. 400 ft. over E. slope.
64.00 Spur, projects S.; desc. 360 ft. over W. slope.
75.00 Ravine, drains ST; asc. 240 ft. over E. slope.
81.88 End of triangulation.
The cor. of secs. 2, 3, 10 and 11.
Land, mountainous.
Soil, rocky and gravelly.
Timber, pine, fir, spruce, cedar and mahogany .
Undergrowth, sagebrush, chokecherry, oak brush and
manzanita. '
N. 0°55' W., bet. secs. 2 and 3.
Over mountainous land; asc. 720 ft. along E. slope
through heavy oak brush and sagebrush.
32.00 Spur, projects S. 10° W.; enter dense aspen; asc, 40
ft. along W. slope.
40.90 Point for the %'sec; cor. of secs. 2 and 3 at propor-
tionate dist.; there is no remaining evidence of the
original cor. .
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins,
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
T225 R3W
%
83 |s2
1963
From which
An aspen, 4 ins. diam., bears S, 15° E., 47
lks. dist., mkd. % S2 BT.
An aspen, 4 ins. diam., bears N. 17° W., 58
lks. dist., mkd. % S3 BT.
Thence along W. slope through dense aspen, ascending
gradually.
67.60 Leave aspen; asc. 80 ft. along W. slope.
82.04 The cor. of secs. 2, 3, 34 and 35 on the N. bdy. of
the Tp., previously described.
Land, mountainous.
Soil, rocky and gravelly.
Timber, aspen on N. 60 chs.
Undergrowth, oak brush and sagebrush.
—

. GPO &
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3 W
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~ CHAINS

3.00

11.18

18.90

25.90

30.79

42.70

50.40

From the cor. of secs. 33 and 34 on the S. bdy. of the

" Tp., previously described.

N. 0°20' W., bet. secs: 33 and 34.

_Over broken, mountainous land; desc. 20 ft. over N.

slope.

Creek, intermittent stream of water in bottom of wash,
4 fr. deep, 50 lks. wide, course SE,; enter medium
dense pine, spruce and cedar; asc. 100 ft. over S.
slope. ' ' o '

Point for the 1/16 séc. cor. of secs. 33 and 34 at pro-
portionate dist. '

Set an irom post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd.

T22S  R3W
1/16
833|834
140
1963

From which

A cedar, 8 ins. diam., bears S. 56°15' W.,
12 1ks. dist., mkd. 1/16 S33 BT.

There were no other suitable bearing trees
available,

Continue by triangulation; asc. 60 ft. over S. slope.

Spur, projects SE.;’end of triangulation; asc, 80 ft.
along E. slope.

Spur, projects SE.; desc. 80 ft. over NE. slope.

Point for the 1/16 sec. cor. of secs, 33 and 34 at
proportionate dist. '

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, and in a mound of stome, 3 ft. base to

" top, with brass cap mkd.

T22S  R3W
1/16
S33 s34
120
1963

From which

‘A spruce, 14 ins. diam., bears N. 84°40' E.,
37 lks. dist., mkd. 1/16 S34 BT,

There were no other suitable bearing trees
available.

Desc, 80 ft., over NE. slope.

'N. Fork of Willow Creek Canyon,‘draihs SE.; leave

dense timber; asc. 100 ft. over SW. slope.

Point for the'i/16 sec. cor. of secs. 33 and 34 at
proportionate dist. - _

36 (April 1963)- ~USDI——BLM
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Dependent . Resurvey of 'a Portion: of -the Subdivision of T. 22:8yy

CHAINS

 set an iron post, 30 ins. long; 2% iﬁs.zdigm.i 6 ins,
in the ground, and in a mound of stone, 5 -ft. base to
top, with brass cap mkd.

T22S R3W _
"1/16 -
$33|s34

. 100
1963

Asc. 280 ft, over-SW.‘slope.

70.01 Point for the 1/16 sec. cor. of secs. 33 and 34 at pro-
portionate dist. ) . ’

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft, base to
" top, with brass cap mkd.

T22S  R3W
1/16
$33 (s34
80
1963

From which

A spruce, 10 ins, diam., bears N. 45° E., 4
lks. dist., mkd. 1/16 S34 ‘BT, ‘

There were no other suitable bearing trees
available. ‘

Asc. 240 ft. over SW, slope thfough dense mahogany and
scattering pine and cedar.

"79.90 | Ridge, bears NW: andFSE.;‘desc. 120 ft. over broken
NE. slope. T : :

-

85.00 ‘Draw,'drains‘E.; asc, iZO‘ft. over SE, slope,

89.62 Point for the S: 1/16 sec. cor. 6f secs, 33 and 34 at
proportionate dist, o ’

" Set an iroﬁ post, 30 ins;,lbng,_Z% ins. diam., 8 ins.
"'in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap ‘mkd.

T22S R3W
s1l/16
$33|s34
1963
From which

A mahogany, 8 ins. diam., bears E., 21 1ks.
dist., mkd. S1/16 S34 BT,

~There were no other suitable bearing trees
available, - ‘

Asc, 80 ft. over SE. slope.

92.50 Small ridge, bears E. and W.; enter scattering pine
and mahogany; desc, 40 ft. over NE. slope. - :

96.50 Draw, drains NE.; asc. 140 ft. over SE. slope.

104.80 Spur, projects NE.; desc. 40 ft. over N. slope.
. - - - 4
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Dependent Resurvey of a Portion:of the Subdivision of T. 22 S., R. 3 W.

CHAINS

109.23

124.00

139.64

146.45

148.45

.50

10.10

Point for the % sec. cor. of secs. 33 and 34 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

~ Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd.

T22S R3W

%
$33|834
1963

Thence by triangulation; desc. 240 ft. over NE. slope.

N. Fork of South Cedar_RidgeACanyon, drains SE.; asc.
500 ft. over S, slope.

End of triangulation.

Ridge, bears NW. and SE.; enter aspen; desc. 40 ft.
over N, slope.

The cor. of secs, 27, 28, 33 and 34, monumented with a
sandstone, 20x10x4 ins., firmly set and mkd. as des-
cribed in the official record; there is no remaining
evidence of the original aspen bearing trees.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft, base to
~ top, with brass cap mkd.

T22S R3W

5281827
S33(S34

1963
From which

An aspen, 5 ins. diam., bears N. 21° E., 38
lks, dist., mkd, T22S R3W S27 BT.

An aspen, 8 ins. diam., bears S. 58° E., 23
lks. dist., mkd. T22S R3W S34 BT.

There were no other suitable bearing trees
available,

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, fir, spruce, cedar, pinon and mahogany.
Undergrowth, chokecherry, manzanita, oak brush and
sagebrush. ‘

From the cor. of secs. 26, 27, 34 and 35.
N. 88°47' W., bet. secs. 27 and 34.
Over mountainous land; desc. 15 ft. over W. slope.

Small wash in bottom of draw, drains N.; asc. 95 ft.
over E. slope through dense aspen and scattering pine.

" Spur, projects N,; desc. 95 ft, over NW. slope.

73b (April 1963)
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Dependent Resurvey of a Portion of the Subdivision of T. 228}, R,

CHAINS

19.77

23.10

28.80

39.54

56.60
62.40

79.08

42,10

e

Point for -the E. 1/16 sec. cdr.kof'secs.'27'and 34 -at
proportionate dist, - '

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins.

* in the ground, and in a mound of stone, 3 ft. base to
" top, with brass cap mkd. h

T22S  R3W
527
E1/16 255

1963

. From which

A pine, 10 ins. diam., bears N. 5° E., 25
lks. dist., mkd. E1/16 527 BT. o

A pine, 12 ins. diam., bears §S. 25° W., 26
lks. dist., mkd. E1/16 S34 BT.

‘Desc. 50 ft. over NW, slope:

Draw, drains N.; asc. 220 ft. over NE, slope through
dense pine, spruce and fir. o - :

Spur, projects N.; asc. gradually along N, slope.

Point for the % sec. cor. of secs. 27 and 34 at propor-
tionate dist.; there is no remaining evidence .of the
original cor.

- S8et an irom post, 30 ins. long, 2% ins. diam., 18 ins.

in the ground, and in a mound of stome, ‘3 ft. base to
top, with brass cap mkd.

T22S R3W
S27°

% S34
1963

From which

A pine, 20 ins. diém., bears N. 40° E., 40
lks. dist., mkd, T22S R3W % 527 BT,

A’pine, 24 ins.idiam., bears S, 2° E., 49
lks. dist., mkd. T22S R3W % S34 BT,

Continue along N. slope.

Small draw, drains NE.; asc. 445 ft. ovér N. slope,
changing to NE. slope, ‘

Leave dense timber.

Enter dense aspen.

The cor. of secs. 27, 28, 33 and 34.
iand, mountainous.

Soil, rocky and gravelly.
Timber, pine, fir and aspen,

Undergrowth, chokeqherry,_sagebrush, oak and manzanita,

Re-establishment of the Survey Executed by A. J. Stewart
Jr., in 1874.- - : o o

GPO



19.94

20.50

39.88

‘15.00:

33.00:

Wt Rearitvey of a Portion: of the: Subdivision of T. 22 8., R. 3 W,
I cmane

N 0°18' E., bet. secs. 27 and 28

5 Oven mountainous land; by triangulation, desc. 120 ft.
over NE, slope through dense aspen and scattering pine,
spruce, fir and cedar.

e , .

Ravine, drains SE., enter scattering mahogany, asc., 80

ft. over SW, slope, -

Point for the S. 1/16 sec. cor. of secs. 27 and 28 at
proportionate dist End triangulatlon.

Set an iron post,- 30 ins.. long, 2% ins, dlam., 10 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd,.

,,,,,,, T22S R3W
s1/16
S28|s27
1963

From which

.A’ﬁahogany, 5 ins. dlem , bears S. 36° E ,
80 lks, dist., mkd Sl/16 BT.

There were no other su1tab1e bearlng trees
avallable

.Continue by triangulation.

Spur, projects SE.; asc. 80 .ft. over E. slope, changing
to SE. slope. o ) :

Spur, projects E.; desc. 40 ft. over NE, slope. End
triangulation.

The % sec. cor. of secs. 27 and 28, monumented with a
sandstone, 15x6x4 ins., firmly set and mkd. as des-
cribed in the official record; there was no remaining
evidence of the original aspen bearing tree.

* At.the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, and in a collar of stone, 2 ft., base to
top, with brass cap mkd.

T225 R3W

x
528|827
. 1963

From which )

An aspen, 8 ins. diam., bears S. 70° E
8 lks. dist., mkd. % S27 BT..

.. “An aspen, 12 ins. diam., bears N. 20° W.,
-5 1lks. dist., mkd. % S28 BI..

Deposit the original stome alongside the iron post.

N. 0°09' E., beginningjnew meesurement.
By triangulationr Aéé. 280 ft, over SE. slope,

Road, graded bears NE. and SW.

P R T T FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the:Subdivision of ‘. 22 §:, R.:3

62

CHAINS
17.00

27.70

41.01

6.80

13.10

17.30

26.10
28.10

36.56

Ridge, bears NE. and SW.; thence over top of ridge.

Sandstone ledge, 10 ft. high, bears NE, and SW.; end
triangulation; desc. 160 ft. over top of spur, projects
N.:© - o s : o

The cor. of secs, 21, 22, 27 and 28, monumented with a
‘sandstone, 14x10x3 ins., firmly set, mkd. and witnessed
as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. :

T228 R3W

§21[822
528 (527

1963
From which

A pine, 6 ins. diam., bears N. 38° W.,
78 lks, dist., mkd. T22S R3W S21 BT.

There were no other suitable bearin
trees available, :

From this cor., U.S.G.S. triangulatién station "White
Pine Peak", bears S. 67°31'20" W., 202.36 chs. dist.

Land, mountainous.

Soil, rocky and gravelly, : . _
Timber, aspen, pine, spruce, fir, cedar and mahogany.
Undergrowth, chokecherry, sagebrush, oak brush and
manzanita,

From the cor. of secs. 22, 23, 26 and 27. ‘ ' .
N. 86°16' W., bet. secs. 22 and 27.

Over mountainous land; asc. 160 ft. over E. slope
through scattering pine and mahogany; along old fence
line,

Spur, projects S.; desc. 120 ft,.over W. slope; end of
fence line.

Enter dense aspen.

Road, graded, bears N. and S.; slope changes to NW.;
desc. 120 ft, over broken NW. slope.

Head of draw, drains NW.
Leave aspen.

Point for the % sec. cor. of ‘secs. 22 and 27 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diaﬁ., 10 ins,
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd. - :

T22S R3W
822
% s27
1963
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CHAINS

40,00 -

55.00
60.00

73.12

33.00

36.47

39.00

43.50 |

52.00
56.50

64.00

.Head of draw, -drains N.; asc. 360 ft. over NE. slope.

The cor. of secs, 21, 22, 27 and 28.

From which

* A spruce, 12 ins. diam., bears N. 2° E.,
. 3 1ks. dist., mkd. % S22 BT.

A spruce, 6-iﬂs. diam., bears S. 1°30" W.,
12 :1ks. dist., mkd. % S27 BT.

Desc. 80 ft, over NW. slope.
Draw, drains N.; asc. 240 ft.:éver NE; slope.

Spur, projects N.; desc. 80 ft. over NW. slope.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, fir, aspen and cedar.
Undergrowth, chokecherry, sagebrush and oak brush.

Over. broken mountainous land; desc. 1040 ft. over

..Spur, projects SW.; asﬁ. 807ft. along W. slope.

N. 7°10' E., bet. secs. 21 and 22.

broken N. slope through dense pine, spruce and cedar.

Bottom of canyon; stream of water, 2 lks. wide, 3 ins.
deep, course NE.; asc. 70 ft. over SE. slope.

Point for the % sec. cor, of secs. 21 and 22 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S R3W
%
S21|s22
1963
From which

A cedar, 24 ins. diam., Bears S. 56°30' W.,
24 1ks, dist,, mkd, % S21 BT.

There were no other suitable bearing trees
- available.

Asc. 40 ft. over SE. slope.

Spur, projects NE.; thence by triangulation; desc. 120
ft. over NE. slope. -

Chalk Creek, with stream of water, 3 lks. wide, 3 ins.
deep, course NW,; asc. 240 ft, over SW. slope.

Spur, projects NW,.; desc. 200 ft, overkN. slope.

Canyon, drains W.; asc. 240 ft; over S. slope.

»

“(April 1963)
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- Dependent Resurvey of a Portion of the Subdivision of T. 22

CHAINS

72.94

21.15

23.50

29.95
35.00

36.47

End of triamgulation.

The cor. of secs. 15, 16, 21 and 22, monumented with a
sandstone, 32x12x5 ins., firmly set, mkd. and witnessed
as described in the official record.

From which .the original bearing tree:

A dead mahogany, fallen and decayed, bears
N. 80° W., 20 1lks. dist., scribe mks.
illegible. .(Record: N. 80° W., 10 lks. dist.)

At the cor. point

- Set an iron post, 30 ins. long, 2% ins. diam., 14 ins;

in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. N

T225 R3W:
816|815
821822

1963

From which new béaring trees:

A spruce, 16 ins, diam;, bears N. 34° E.,
21 1ks. dist., mkd. T22S R3W S15 BT.

A cedar, 107ins. diam., bears é. 80° W.,
22 1ks, dist., mkd. T22S8 R3W S21 BT,

There were no other suitable bearing
"~ trees available. )

Land, mountainous.
Soil, rocky and gravelly.

-Timber, pine, spruce, fir, cedar, mahogany and aspen.
-Undergrowth, chokecherry, sagebrush, oak brush and

manzanita.

From the cor. of secs. 14, 15, 22 and 23, previousiy
described, '

N. 87°52' W., bet. secs. 15 and 22.
Over mountainous land through dense aspen and scattered
spruce and pine; by triangulation; asc. 400 ft. over

NE. slope. *

End of triangulation; top of ascent; thence across top
of ridge. Leave timber; enter dense sagebrush.

Ridge, bears N. and S.; desc. gradually over top of
ridge.

Aspen log fence, bears NW,Vand SE. -

Begin steep descent; desc. 25 ft. over NW. slope.

Point for the % sec. cor. ofvsecs. 15 and 22 at propor-
tionate dist.; there is no remaining evidence of the .
original cor.

Set an iron post, 30 ins. long, 2% ins. diam,., 5 ins.

in the ground, and in a mound of stone, 5 ft. base to
top, with brass cap mkd.

S‘;?RI'3AW.
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CHAINS

45.20

52.70

59.80

72.94

2.00

15.00

22.00
30.00

36.78

42.50 | Small draw, drains SW.; asc. 25 ft. over SE.

71.00

T228 W‘R3W ;

Desc. 30 ft. over NW. slope. .
slope.

Spur, .projects SW.; desc. 160 ft.
dense mahogany and oak brush.

over SW. slope. Enter

Draw, drains S.; asc. 80 ft. over SE. slope.

Spur, projects SW.; desc. 600 ft. over broken W. slope

through medium dénse pine, spruce and cedar.
Small draw, drains SW,
15 16, 21 and 22.

The cor. of secs.

Land, mountainous.
Soil, rocky and gravelly.

: Timber, pine, fir, spruce, cedar, mahogany and aspen.

Undergrowth, dense sagebrush and oak brush.

Re-establishment of’the Survey Executed by John T.
Brecken in 1896.

N. 0°07' W.,.bet, secs. 15 and 16.
Over mountainous land; by triangulation; desc. 40 ft.
over NW, slope through medium dense pine, spruce, cedar

and mahogany.

Canyon, drains SW.; asc. 400 ft. over SE. slope.

Spur, projects SW.; asc. 80 ft. along W. slope, changing

to SW. slope.

Spur, projects W.; desc. 200 ft. over NW. slope.

Ravine, drains W.; asc. 210 ft. over SW. slope.

Point for the % sec. cor. of secs. 15 and 16 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an irom post, 30 ins. long, 2% ins. diam., 5 ins.
in the ground, and in a mound of stonme, 4 ft. base to
top, with brass cap mkd.

T22S R3W
¥
16 |S15
1963
From which

A pine, 18 ins. diam., bears S. 85° E., 38
1ks, dist., mkd. % S15 BT.

There were no other suitable bearing trees
available. . ) . ,

Continue by‘triangulation;_asc. 160 ft. over SW. slope.

I
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Dependent Resurvey of a Portion of the Subdivision of T, 22 5., R, -3 W,

CHAINS

44,50

56.00

73.56

26.50

36.76

Ridge, bears NW. and SE.; end of triangulation; desc. '
560 ft. over broken N. slope, changing to NW..slope.

Head of draw, drains NW.; slope changes to Nw;

The cor. of secs. 9, 10, 15 and 16, monumented with a
sandstone, 14x10x6 ins., firmly set, mkd. and witnessed
as described in the official record. -

From which the original bearing trees:

A pine, 24 ins. diam., bears N, 10°30' E.,
25 1ks. dist., mkd. T22S R3W S10 BT.

A pine, 24 ins. diam:, bears S, 40° W., 10~
lks. dist., mkd. T22S R3W S16 BT.

A spruce, 30 ins; diam., bears N. 10°15' W.,-
25 1lks. dist., mkd. T22S R3W S9 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T22S R3W

891510
816|815

1963
Deposit the original stone alongside the iron post.

Land, mountainous.

Soil, rocky and gravelly. :

Timber, pine, spruce, fir, cedar and mahogany.
Undergrowth, oak brush, chokecherry, sagebrush and
manzanita. ) .

From the cor. of secs. 10, 11, 14 and 15.
S. 89°14' W., bet. secs. 10 and 15.

Over broken mountainous land; by triangulation; desc.
850 ft. over SW. slope through medium dense pine,
spruce, cedar and mahogany.

Nephi Canyon, drains NW.; asc. 400 ft. over NE, slope.

Point for the % sec. cor. of secs. 10 and 15 at propor-
tionate dist.; there is no remaining evidence of the
original cor. '

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd.

T228 R3W
510
¥ 815
1963

From which

A pine, 18 ins. diam., bears N, 15° E., 24
lks. dist., mkd. % S10 BT.

A pine, 24 ins. diam., bears S. 10° W., 29




6 ar

lks, dist., mkd. X S15 BY. .
Continpe by triangulation; asc. 113 ft. over NE. slope.
éﬁur, ir&jﬁcti N.;’deic; 430 ft. over broken NW. slope.
Spur, projects NW.

Ravine, dtlini~x. 20° W.; asc. 450 ft. over NE, slope.

Spur, projects N.; end triangulation; desc. 160 ft. over
NW. slope.

The cor. of secs. 9, 10, 15 and 16.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, cedar and mahogany.

Undergrowth, sagebrush, chokecherry, oak brush and man-
zanita,

N. 0°26' E., bet. secs. 9 and 10.

_Over mountainous land; by triangulation; desc. 640 ft.
over NW. slope through mediuw dense pine, spruce, cedar
and mahogany.

Ravine, drains WB.; desc. 240 ft. over N. slope.

Chokecherry Creek, with stream of water, 6 lks. wide,
5 ins. deep, course W.; asc. 400 fr. over SW. slope.

Point for the Xk sec. cor. of secs. 9 and 10 at propor-
tionate dist.; there {s no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd.

T228 R3W

k
$9|S10
1963

From which

A mahogany, 8 ins. diam., bears N. 30° E., 5
1ks, dist., mkd. % S10 BT.

There were no other suitable bearing trees
available.

Asc. S0 ft. over SW. slope.

Spur, projects SW.; thence by triangulation; desc, 100
ft. over NW. slope.

Cedar Springs Canyon, drains SW.; asc. 440 ft, over SE.
slope.

End of trinnguiacion.
" The cor. of secs. 3, 4, 9 and 10, monumented with a

sandstone, 18x10x6 ins., firmly set, wkd. and witnessed
as described in the official record.

OTERSNAS et L e
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Dependent Resurvey of a Portion of the Subdivision of T. 22 8., R. 3 W,

CHAINS

.60

6.70
13.10
27.70

36.10

36.50
40.70

63.10

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd. ; :

T22S  R3W

5483
89810

1963
From which

A cedar, 8 ins. diam., bears N. 42°10' E., 29
lks. dist.,, mkd. T22S R3W S3 BT.

A cedar, 16 ins. diam., bears S. 52° W,, 21
lks. dist., mkd. T22S R3W S9 BT.

There were no other suitable bearing trees
available.

Land, mountainous.

Soil, rocky and gravelly.

Timber, pine, spruce, cedar, fir and mahogany.
Undergrowth, dense oak brush, sagebrush, chokecherry,
and manzanita.

i

From the cor. of secs. 2, 3, 10 and 11.

N. 89°36' W., bet. secs. 3 and 10.

Over mountainous land through scattered pinon and maho-
gany timber and dense oak brush; asc, 20 ft. over E.

slope.

Spur, projects S.; thence by triangulation; desc. 80
ft. over W. slope. :

Draw, drains S5.; asc., 210 ft. over E. slope.
Spur, projects S.; desc, 460 ft. over W. slope.
Ravine, drains S.; asc. 160 ft. over SE. slope.
Point for the % sec. cor. of secs. 3 and 10 at propor-
tionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins., diam., 6 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T228 R3W

S3
% S10
1963

There were no suitable bearing trees available,
Continue by triangulation; asc. to top of small spur.
Small spur, projects S.; desc, 80 ft. over SW. slope.
Draw, ‘drains S.; asc. 200 ft. over SE, slope,

Spur, projects S.; desc. 460 ft. over W. slope,
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Dependent Resurvey of a Portion of the Subdivision of T. 22 8., R. 3 W.

CHAINS

64.70

72.20

38.60

40.84

63.20

81.88

mahogany., oak, chokecherty and scattering aspen.

Cedar Springs Canyomn; intermittent stream of water,
course S.; asc. 120 ft. over E. slope through dense

The cor. of secs. 3, 4, 9 and 10;

Land, mountainous.

Soil, rocky and gravelly.

Timber, scattering aspen, mahogany and cedar.
Undergrowth, oak brush, chokecherry, manzanita and
sagebrush.

_in the ground, and in a mound of stome, 3 ft. base to

N. 4°20‘ W., bet. secs. 3 and 4,

Over mountainous land; asc. 400 ft.along E. slope
through dense oak brush and mahogany.

Small draw, drains SE,

Point for the % sec. cor. of secs. 3 and 4 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
top, with brass cap mkd.

T22S R3W

%
S4|s3
1963

From which

An aspen, 10 ins. diam., bears S. 15° E., 47
1ks. dist., mkd., % S3 BT,

An aspen, 8 ins. diam., bears N. 17° W., 58
lks., dist., mkd. % S& BT.

Asc. 540 ft. over E. slope, changing to SE. slope,
through dense aspen.

Spur, projects SE,; desc. 20 ft. along E. slope.

The cor. of secs. 3, 4, 33 and 34 on the N, bdy. of
the Tp., previously described.

Land, mountainous.

Soil, rocky and gravelly.

Timber, mahogany and aspen.

Undergrowth, oak brush, sagebrush and manzanita.

35 (Apeil 1963)
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Township 22 South, Range 3 West

CHAINS

" The land in the E. % of T. 22 S., R. 3 W, is entirely

. corner of sec. 2.

-27. There are other unimproved roads providing access
- to Strawberry and Newt's Canyons and to the N. boundary

General Description

t

mountainous. The drainage is divided by a high ridge
that extends from the NE, cor. of the township through
the W. boundary of sec. 27. The elevation ranges from
about 6800 ft. above sea level im the SE. corner of
sec. 36, to about 9500 ft. above sea level 1n the NW.

The soil is principally rocky and gravelly and covered
with a very shallow layer of humid soil. The SE. cor.
of sec. 36 is mostly deep canyons with numerous sand-
stone ledges. and little vegetation. Much of the area
is covered with a dense growth of fir, pine, spruce,
cedar, aspen, pinon, and mahogany timber. Extensive
logging- operations have taken place in secs. 12, 13
and 24, There is no activity at this time. Much of
the area is covered with a dense growth of sagebrush,
oak brush, manzanita and chokecherry undergrowth. A
graded, dirt road enters the township in the NE, cor.
of sec. 1, following very nearly along the top of the
high ridge that extends through. the township, and leave%
the area at about the middle of the W. boundary of sec.

of the township.

Solitude Guard Station is located in the NW. part of
sec. 23. 1Indian Springs Guard Station is located
approximately.3 of a mile N. of the NE, cor. of the
township.

Most of the deep canyons draining to the W. have small
streams of water and are fed by numerous springs.

There are small. intermittent seeps along the bottoms
of the canyons. draining to the E. :
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CERTIFICATE OF SURVEY

I, Glen B. Hatch , HEREBY CERTIFY /upon honor that,
in pursuance of special instructions bearing date of the 15 day of May , 1963
I have dependently resurveyed the East Boundary, the East 3 miles of the

South Boundary, the East 3 miles of the North Boundary, and a-portion of
the Subdivisional Lines of T. 22 S., R. 3 W.

of the Salt Lake Meridian, in the State of Utah ~, which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

(Date) (Cadastral Surveyor)
January 14, 1965 ' % / ﬁ%/
(Date) (Cadastral Surveyor) -

CERTIFICATE OF APPROVAL

SUBMITTED FO‘?A';AZP;E{U&S‘L BUREAU OF LAND MANAGEMENT,
Date : Washington, D. C.

The foregoing field notes of the dependent resurvey of the East boundary, the East
3 miles of the South boundary, the East 3 miles of the North boundary, and
a portion of the subdivisional lines of T. 22 S., R. 3 W,

executed by Glen B. Hatch, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

APR 2 1 1965
(Date)

et RANCODINT

o
T FIRARTS ORI T

I CERTIFY That the foregoing tipt of the field notes of the above-described surveys in

a true copy of the original field notes.

(Date) {Chief, Divigian of Eaci :'jnﬂ ——
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DEPENDENT RESURVEY
OF

PORTIONS OF THE SUBDIVISIONS

OF

TOWNSHIP 15 SOUTH, RANGE 1% WEST

Of the SALT LAKE Meridian,

the State of UTAH

EXECUTED BY

Andrew Nelson Cadastral Surveyor
nder special instructions dated __November 19 =, 19 62 _, which provided for the surveys
ncluded under Group Number 463 , approved __ November 20, 1962 ,

sssignment instructions dated November 26 , 19 62
Survey commenced ___ November 27 .19 _62

Survey completed ____November 28 ,19 62
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Dependent Resurvey of T. 15 S., R, 1% W.

Township 15 South, Range 1% West, Salt Lake Meridian,
Utah: the N. portion of the East boundary was origin-
ally surveyed by Charles Mogo, Deputy Surveyor, in 1856,
and resurveyed by Stewart & Stewart, Deputy Surveyors,
in 1898; the West boundary was originally surveyed by
Perinend Dickard, in 1871, and resurveyed by Stewart &
Stewart, in 1898; the South boundary (Third Standard
Parallel South), the North boundary, portion of the East
boundary, and.the subdivisions were surveyed by Stewart
& Stewart, in 1898.

Request for this survey was made by the District Manager,
Bureau of Land Management, Fillmore, Utah, for the rees-
tablishment of the corner of sections 23, 24, 25 and 26,
Township 15 South, Range 1% West. The following field
notes are those of a dependent resurvey of a portion of
the subdivisional lines adjacent to and necessary for
the reestablishment of the above cormer.

The survey was made with a Gurley transit No. 600539,
equipped with full vertical circle and improved Smith-
type telescopic solar attachment, and conforms to the
standard instrumental specifications of the Bureau of
Land Management. The instrument was in good adjustment
during the survey. The directions were determined by
the solar-type method.

The measurements were made with a narrow steel tape, 8
chains in length, graduated every link for the first 100
links and the remainder at intervals of 10 links. The
tape was tested by comparison with a standard steel tape
1 chain long and found correct. The measurements were
made on the slope and the vertical angle of each inter-
val was ascertained by two clinometers in good adjust-
ment. Horizontal equivalents only appear in the field
note record.

The geographic position for the % cormer between secs.
24 and 25 is in latitude 39°29' N., and longitude 111°
59' W., as determined by scaling from U.S5.G.S. Scipio
North Quadrangle sheet. The magnetic declination was
not determined.

Dependent Resurvey of Subdivisions, T. 15 S., R. 1% W.

Reestablishment of Surveys Executed by
Stewart & Stewart, Deputy Surveyors, in 1898

Beginning at the original % sec. cor. of secs. 25 and
26, which is marked by a sandstone, 16x12x4 ins., loose-
ly set, plainly marked % on W. face, and witnessed by a
mound of stone, 3x2 ft. W, of cor.

At cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to rock, and supported in a large mound
of stone to top, with brass cap mkd.

¥
T15S |R13W
§26|525
1962

Corner is located on a steep, récky SW. slope, about
1 ch. N. and 20 ft. above bottom of draw, draining NW,

USD] ~- BLM " FIELD NOTE PAPER
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Dependent Resurvey of T. 15 S., R. 1% W,

CHAINS

5.80
22.20

32,80

33.40

40.07

9.40

9.70

20.70

T
4

KRote: From this cor. the cor. of secs. 25, 26, 35 and
36, bears S. 0°40' E., 39.97:chs. dist, and is marked
by a sandstone, 8x8x12 ins., showing, firmly 'set, proper-
ly marked, and witnessed by stumps of original bearing ,
trees; cor. is set in an E-W wire fence. = - :

Thence 7 : _ . ‘ ;
N. 0°38' W., on N. half-mile bet. secs. 25 and 26,

Over broken land, through short undergrowth and few
widely scattered cedars; asc. 80 ft. over steep, rocky
SW. slope. : T

Top of ascent .on W. slope of rocky point; destend NW.
slope, 250 ft. to sec. cor.

Wire fence bears nearly E-W; base of steep descent,
continue over low rolling N. slope, through sagebrush.

Ifrigation ditch, 5 lks. wide, drains W, from NE,

Wire fence at 5. edge of cultivated land, bears NE.
and SW. " T

Point for the cor. of secs. 23, 24, 25 and 26; at
proportionate dist.; there is no remaining evidence of
the original cormer. Cor. point falls in field and is
liable to be disturbed; therefore, I bury a limestone,
13x11x9 ins., marked with 2 grooves on S., 1 groove on
E. and X on top, over broken glass, 14 ins. below sur-
face, and establish a witness cor. to same, N, 0°22' E.,
0.72 chs, dist. from true cor. point. ‘

At witness cor. point .

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd. - “

T158 R14W
'8231324
526|525
Wwce
1962

raise a mound of stone, around cor.

The witness cor. is set in an irregular wire fence at
N. side of field, bears westerly and about N. 80° E.

Land, rolling and broken on S. part; nearly level,
improved land on N, end.

Soil, rocky and sandy clay.’

Undergrowth, sagebrush,

From true reestablished cor.

N. 89°42' E., bet. secs, 24 and 25.

Over nearly level field. ‘ |

Wire fence at E{ edge of field, bears NE. and SW.
Irrigation ditch, drains SW.; enter broken land; through
short undergrowth and scattered cedar and pinon; ascend

steep W. slope.

Top of rocky spur, 315 ft. above sec. cor., projects N.;

descend broken, rocky NE, and N. slopes, 225 ft}

3o ar:

GPO &
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Dggendgnt’Rgsurvey of Subdivisions, T. 15 S., R. 1% W,

’Fﬁ CHAINS

39.33 | The original %.sec. cor. of secs. 24 and 25, which is
marked by a limestone, 24x14x4 ins., firmly set in ground|
plainly marked ¥ on N, face, and witnessed by a scattered
mound of stone, N. of cor.

At cor. point

Set an irén'poét, 30 ims. loné, 2% iﬁs. diaﬁ., 24 ins.
-in the ground, original cor. buried on W. side of post;
brass cap mkd.

TISS Rl%w
524

% 535
1962

‘rebuild and énlérge the mound of stome, N. of cor. i&; |
Corner is located on rocky N. slope.. :A‘ﬂ
' ' ' !

Land, nearly level, improved land on W. end; remainder
steep and broken. -
Soil, clay loam and rocky. i1
Timber, scattered scrub cedar and pinon on slopes. il

From the true reestablished cor. of secs. 23, 24, 25 and s
26, L

N. 89°37' W., bet. secs. 23 and 26. '}g?'i
Over nearly level valley land, across fields. " ,]
10.80 | R-o-W fence parallel to railroad,

13.60 | Union Pacific Railroad, bears N. 56°48' E, and S, 56°
48' W

16.00 | Power line, parallel to R.R.

16.40 | R-o-W fence, bears with railroad.

21,50 | Chicken Creek, 10 lks. wide, in wash 15 ft. deep, drains |
SW. ‘ :
L

23.30 | Oiled road, bears SW. and NE. ‘ ~ !
i

24,00 | Fence, bears with road; continue across fields. '

26.50 | NE, cor. of house, bears S. of line about 25 lks. dist.

27.00 |  Leave farm land, bears about N-S; begin ascent of 175 {%
ft. over rolling E. slope. ‘ - 5

39.00 | Top of ridge bears N. and S.; gentle descent to i

39.33 | The original % gec, cor. of secs, 23 and 26, which is
marked by a limestone, 17x13x7 ins., firmly set in the
ground, plainly marked % on N, face, and witnessed by a
small mound of stone, N. of cor.

At cor. point. : ol |

Set an iron post, 30 ins. Iong, 2% ins. diam., 24 ins.
in the ground, original cor. buried alongside of post; §
braes ‘cap mkd,

W (Aprit 1963) - UBBI——BLM- ~ ~° oo T “ 7 “FIELD'NOTE PAPER’
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Dependent Resurvey of Subdivisioms, T. 15 S., R. 1% W,

o

0.72

2.50

7.20

10.80

11.40

12.00

29.00

38.00

40.07

T15S R1iW
y 523
S26
1962

raise a large mound of stone, N. of cor.
Corner is located on gentle W. slope.

Land, nearly level valley on E. portion and low hills
on W. part,.

Soil, clay loam and rocky.

Timber, none.

Undergrowth, sagebrush.

From the true reestablished cor. of secs, 23, 24, 25
and 26.

N. 0°22' E., bet. secs., 23 and 24.
Over nearly level land, across field.

The witness sec. cor. in fence line at N, edge of
field, hereinbefore described.

Chicken Creek, drains W.
R-o-W fence, parallel to railroad.

Union Pacific Railroad, bears N. 56°48' E. and
S. 56°48' W,

R-o0-W fence, parallel to railroad.
Oiled road, bears with railroad.
Wire fence, bears with road; enter field.

Irrigation ditch, 5 lks. wide, drains W.; leave field;
gradually ascend rolling S. slope, 75 ft.

Top of low rise, 85 ft. above sec. cor., bears E. and
W.; gently descend N. slope, 15 ft. )

The original % sec. cor. of secs. 23 and 24, which is
marked by a limestone, 18x16x6 ins,, firmly set in
the ground, marked % on W. face; no accessories.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with original cor. buried alongside of
post; brass cap mkd.

1
T15S|R1% W
R23|R24

1962

raise a mound of stone, around cor.

Cormer is located on a gentle NW. slope, in wire fence
bearing E. and W.

Land, nearly level valley and rolling.
Soil, clay loam and gravelly.

Timber, nomne.

Undergrowth, sagebrush.




Township 15 South, Range 1% West

" General Description

.The land embraced within this limited resurvey area is
rolling to broken hills bordering a small valley along
Chicken Creek, flowing westerly through secs. 23, 24

and 26. The Union Pacific Railroad, and oiled road,

between Nephi and Lynndyl, extends across these sections
Mills, a small settlement is located about 1% miles from
the reestablished section corner. !

e
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CERTIFICATE OF SURVEY

I, Andrew Nelson, Cadastral Surveyor » HEREBY CERTIFY jupon honor that,
in pursuance of special instructions bearing date of the 19thday of November , 19 62,

I have dependently resurveyed portion of the subdivisions of Township 15

South, Range 1% West

of the Salt Lake Meridian, in the State of Utah » Which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special mstructlons, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

February 3, 1965 M’»&L«v 1 \JLL’&M
(Date) (Cadastral Surveyér)
(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

SUBMITTED FOR APPR%\GIéL BUREAU OF LAND MANAGEMENT,
Date sazzze WAR S Washington, D. C.

The foregoing field notes of the dependent resurvey of portion of the subdivisions

of Township 15 South, Range 1% West

executed by Andrew Nelson, Cadastral Surveyor,

having been critically examined. and found correct, are hereby approved,

MAY 5 1965

(Date)

CERTIFICATE OF TRANSCRIPT

» is a true copy of the original field notes,
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A PORTION OF THE SOUTH BOUNDARY,

A PORTION OF THE WEST BOUNDARY

AND

A PORTION OF THE SUBDIVISIONAL LINES

OF

TOWNSHIP 21 SOUTH, RANGE 7 EAST

Of the SALT LAKE Meridian,
the State of UTAH
EXECUTED BY
GLEN B, HATCH, CADASTRAL SURVEYOR
nder special instructions dated ___June 29 , 19_62 , which provided for the surveys

nd supplemental special instructions dated February 15, 1963,
ncluded under Group Number 458 , approved __June 29, 1962 ,

assignment instructions dated June 29 , 19 62 .

Sutvey commenced __September 13 ,19 62
Survey completed . Apxil 23 ,19 83
; ,
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Township 21 South, Range 7 East

137

U

The north boundary (Fourth Standard Parallel South) was
surveyed by A. D. Ferron in 1873, retraced in 1921 by
Howard W, Miller and dependently resurveyed by Allen L.,
Tuft concurrently with this survey. The west boundary,
the west, 3 miles of the south boundary, the north 1%
miles of the east boundary and sectiops 1 to 11 inclusive
15 to 21 inclusive, and 28 to 33 inclusive, were surveyed
by A, D, Ferron in 1873, The north 1% miles of the east
boundary and the line between secs. 11 and 12 were
dependently resurveyed by Howard W. Miller and Andrew
Nelson in 1910, who also retraced between sections 1 and
12, 11 and 14, 14 and 15, 15 and 22, 21 and 22, 27 and 28
33 and 34, the west 3 miles of the south boundary, and
surveyed the east 3 miles of the south boundary, the
south 4% miles of the east boundary and sections 12, 13,
14, 22, 23, 24, 25, 26, 27, 34, 35 and 36. In 1919,
Howard W, Miller dependently resurveyed the north 2 miles
of the west boundary. The following field notes are
those of the dependent resurvey of a portion of the west
boundary, a portion of the south boundary and a portion
of the subdivisional lines of Township 21 South, Range 7
East,

Before restoring the corners, the lines of the original
survey were retraced, and a diligent search made for any
evidence of the original corners, bearing trees or other
calls of the original field note record. The rules of
proportionate measurement were applied after exhausting
every reasonable possibility of finding any evidence of
the lost corners.

The survey was executed with a W, & L, E, Gurley Solar
Transit No. 570621 constructed in accordance with the
standard instrumental specifications of the Bureau of
Land Management. The instrument was in good condition
prior to the beginning of the survey and was maintained
in proper adjustment throughout the progress of this
survey.

Corners on east-west lines were set on the true latitudi-
nal curve; lines connecting previously established cor-
ners were run by random and true method, but for simpli-
fication of the record the random ! ines are omitted from
the field notes.

Measurements herein contained were made with a narrow
steel tape, 8 chains in length, graduated every link for
the first 100 1links and thereafter at intervals of 10
links. The tape was tested by comparison with a one
chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical
angle of each interval ascertained by a clinometer in
good adjustment; horizontal equivalents alone are entered
in the field notes. All lines of this survey were run by
direct method where the lines were accessible; lines in-
accessible were run by traverse or triangulation methods.
Distances to topography on lines run by traverse or tri-

angulation are approximately as scaled from U.S.G.S. topog

graphic sheets. The details of such traverses or tri-
angulations have been thoroughly checked and verified,
and in order to simplify the record the diagrams and re-
ductions are omitted from these field notes.

The direction of the lines of this survey were determined
by reference to true meridians established on line by
altitude observations on the sun. The lines were carried
forward by sustained angulation being supplemented by
other numerous altitude observations on the sun taken
throughout the progress of the survey.

e i - e

735 (April 1963)
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Township 21 South, Range 7 East

CHAINS .
The geographic position for the southeast corner of sec.

33 is at latitude 38°56'26" N.. and longitude 111°07'45" W
as adjusted from traverses to U.S.G,S,. triangulation
station "Ferron," at latitude 39°01'00,343" N, and
longitude 110°59'26.179" W,, located S. 3°20'44™ W., 79.1}
chs, dist, from the south % sec. cor. of sec. 35, T. 20 s.
R. 8 E.

The magnetic declination was read at a number of stations
throughout the township and the average of these readings|
was found to be 17°30' East.

Dependent Resurvey of a Portion of the S, Bdy. of T. 21 S.}
R. 7E, g .

Reestablishment of the Survey executed by A, D.
Ferron in 1873 and the Retracement of Howard W,
Miller and Andrew Nelson in 1910, with establish-
ment of north % sec. cors. pertaining to T. 22 S.,
R. 7 E.

Beginning at the cor. of secs, 33 and 34, on the south
bdy. of the Tp., monumented with a 3 in. iron post, set,
mkd. and witnessed as described in the field notes of the
1910 Retracement, )

From this cor., the closing cor. of secs. 3 and 4, T, 22
S., R. 7 E., bears E. 1,94 chs. dist,., monumented with a
2 in. iron post, set, mkd, and witnessed as described in
the field notes of the 1910 survey of T, 22 S., R. 7 E,
S. 89°27' W., along the S. boundary of sec. 33.

Over rolling land through dense pinon and juniper timber.
Desc. 80 ft., over NW, slope.

16.20 |Bottom of small draw, 30 ft. deep, drains N,

28,30 Leave timber, bears NW. and S.; thence over nearly level
land through medium greasewood and shadscale.

32.18 Cor. of wire fence, with fence bearing NE, and S. 89°27'
W.; thence along fence line. ‘

38.09 Point for the N. % sec. cor, of sec. 4, T, 22 S., R. 7 E,
at midpoint bet, the closing cor. of secs. 3 and 4, and
the closing cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in
the ground, with brass cap mkd.

% s4
T228 R7E
1962

Cor. is set in E., W, fence line.
41.02 Point for the S, % sec, cor. of sec. 33 at proportionate

dist., Latitudinal control by fence line. There is no
remaining evidence of the original cor,
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Dependent Resurvey of a Portion of the South
Boundary of Township 21 South, Range 7 East
CHAINS
Set an iron post, 30 ins., long, 2% dins. diam., 24 ins, in
the ground, with brass cap mkd.
T21S R7E
% 833 -
1962
Cor, is set in E,, W. fence line.
S. 89°11' W,, beginning new measurement, and along fence
line,
8.00 Leave greasewood, bears irregularly N, and S,

10.30 Cor. of fence, with fence bearing N.; continue along fence
line.

37.10 The closing cor, of secs, 4 and 5, monumented with a 2 in,
iron post, set, mkd, and witnessed as described in the
field notes of the 1910 retracement of the south boundary
of T, 21 S,, R, 7 E.

40.99 The cor. of secs. 32 and 33, monumented with a 3 in. iron
post, set, mkd. and witnessed as described in the field
notes of the 1910 retracement of the south boundary of
T. 21 s., R, 7 E,

Land, rolling, east portion; nearly level, west portion,.
Soil, sandy clay, with exposed sandstone, east portion.
Timber, dense pinon and juniper, east portion.
Undergrowth, greasewood and shadscale, west portion.

S. 89°09' W., along fence line on the S. bdy. of sec. 32.
Over nearly level desart land.

36.07 Point for the N, % sec, cor. of sec., 5, T. 22 S,, R, 7 E,,
at midpoint bet. the closing cor. of secs. 4 and 5, and
the closing cor, of secs. 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.
¥ S5
T22S R7E
1962
No accessories available.
Cor, set at cor, of east, west, and south fences.

40,81 The % sec. cor. of secs. 5 and 32, monumented with a 1 in.
iron post, set, mkd., and witnessed as described in the
field notes of the 1910 retracement of the south bdy. of
T. 21 S., R, -7 E. This cor. now functions as the S, % sec
cor, of sec, 32, T, 21 §,, R, 7 E,, only I remark to read

¥ 832 .
1962
1910
Cor. set on cor. of fence from east and north,

73b (April 1963)

USDI -~ BLM FIELD NOTE PAPER

e e .




140
4

Dependent Resurvey of a Portion of the
South Boundary of Township 21 South, Range 7 E.

CHAINS
S. 89°18' W., beginning new measurement,

11.85 | Irrigation ditch,.ZO lks. wide, 3 ft. deep, drains NE.

25.10 | Irrigation ditch, 10 lks. wide, 1 ft. deep, drains SE,;
enter cultivated land.

34.48 | Wire fence, bears N, and S,; leave cultivated land.
35.00 Gravel road, bears NW. and S.

35.22 { The closing cor. of secs. 5 and 6, T. 22 S,, R, 7 E.,
monumented with a 2 in. iron post, badly rusted and
marred by road equipment. I replace with an iron post,
2% ins. diam., 30 ins. long, set 24 ins. in the ground
and in a collar of stone, with brass cap mkd.

T21S R7E
S32
SG’SS
cc .

T228
1962

35.30 | Power line, bears S. and N, about 2.00 chs,, thence NW,

40.77 | The cor. of secs. 31 and 32, monumented with a 3 in. iron
post, set, mkd. and witnessed as described in the field
notes of the 1910 retracement of the S, bdy. of T, 21 8.,
R. 7 E,

Land, nearly level desert.

Soil, loamy clay.

No timber.

Undergrowth, shadscale and greasewood.

S. 89°21' W., along the S, bdy. of sec. 31.

Over nearly level desert land through rabbit brush and
shadscale.

11.65 | Irrigation ditch, 10 1ks. wide,>2 ft. deep, drains SE,

34.46 | Point for the N, % sec. cor. of sec, 6, T. 22 S,, R, 7 E.}
at proportionate dist, between the closing cor. of secs,
5 and 6 and the Tp, cor. of Tps. 21 and 22 S., Rs, 6 and
7 E.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd,

% S6
T22S RJE
1962

38.15 | Road, unimproved, bears NW, and SE. .

40.35 | The % sec. cor. of secs. 6 and 31, monumented with a 1
in. iron post, set, mkd. and witnessed as described in
the field notes of the 1910 retracement of the S. bdy.
of T. 21 S., R. 7 E, This cor. now functions as the S.%
sec. cor. of sec, 31, T, 21 S., R, 7 E., only, and was
remarked

3

GPO 83 285%
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Asaot -~ - - - Dependent Resurvey of a Portion of the South :
S A Boundary of Townshlp 21.- South, Range 7 East
c ;.:.; o L : _2_621_ :
S o N ‘ 1962 S

1910

S. 89°24' W., beginning new measurement.
11.85 |Road, unimproved, bears SE. and curves NE,
13.40 |Irrigation ditch, 10 lks. wide, 3 ft. deep, drains S. Y
13.80 {Road, unlmproved bears S. and NE. . q
34.80 Irrlgatlon dltCh 20 1ks. w1de, 3 ft. deep, drains SE, Tj

"40.47 |The cor. of Tps. 21 and 22 S., Rs. 6 and 7 E., monumented

with a 3 in. iron post, set, mkd. and witnessed as describpd

in ‘the official record. . This cor. is situated on fence

line bearlng(N ,0°07' W. and S. 0°07' E.

Land nearly level desert - i : ;

Soil, loamy clay.

No tlmber.
Undergrowth, rabbit brush and shadscale.

[

¢ -

T

Dependent Resurvey of a Portion of the West Bdy. of T.21S. ‘ .

R. 7 E. o
v
Reestablishment of the Survey Exe-
cuted by A, D, Ferron, in 1873.
' ) |
|
From the cor. of Tps. 21 and 22 S., Rs, 6 and 7 E., here- gl
inbefore described. f’ !
N. 0°07' W., bet. secs. 31 and 36, along fence line. 4
Over gently rolling desert land.
Asc. 45 ft. over gentle SW. slope.
|
15.60 |Top of ascent, slopes W.; desc. gentle NW. slope. '
22.50 |Wash, 30 lks. wide, 3 ft. deep, drains irregularly S.; ii ‘
asc, gentle S. slope. i
23.30 |Power line, bears NE. and SW. ' '
32,30 |Wash, 10 lks. wide, 3 ft. deep, drains E. 1.00 ch. to ‘ﬁ
junction with wash from N., thence irregularly S. ‘
37.70 |Wash, 15 lks. wide, 3 ft. deep, drains irregularly S. .
: - f
40.70 [Same wash, drains irregularly §S :
40.73 [Point for the }% sec. cor. of secs. 31 and 36, at propor- }

tionate dist. falls in wash. There is no remaining evi-
dence of the original cor.

40.83 Point selected for the Witné;s % sec. cor. of secs. 31 and
36.. .
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_ 6 _
Dependent Resurvey of a Portion of the Mast:
" Boundary of Township 21 South, Range 7 East

CHAINS

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone, with brass cap mkd.

T218
R6E R7E

%
$36]831
W%
1962

Continue along fence line over gentle S. slope; asc. 50
ft.

44.15 ] Same wash, drains irregularly S. from NW,

64.80 | Top of ascent, bears 1rregu1ar1y E. and W.; desc, 45 ft.
over gentle NE. slope.

81.46 | Point for the cor. of secs. 25, 30, 31 and 36 at junction
of property line fences from the N,, S., and E,, and is
accepted as the best evidence of the position of the
original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 2% ins. in
the ground, and in a collar of stone, with brass cap mkd,

T21S8
R6E R7E
825(830 . -
536531

1962

Land, gentle rolling desert,
Soil, sandy clay.

No timber.

Undergrowth, shadscale,

N. 0°07' W., bet. secs. 25 and 30,

Over nearly level land through rabblt brush and shadscale
along fence line.

3.12| Telephone line, bears N,  80° E. and S. 80° W
9.16| Fence parallels highway.

10.33| Center line of State nghway No. 10, bears N. 85°15' E.
and S, 85°15' W.

18.50| Wash, 10 1lks. wide, 2 ft. deep, drains W,
31.40| Fence, bears NE, and SW.

35.30] Irrigatiomn canal 20 1ks. wide, 4 ft. deep, flows SE
enter clay hills, Asc. 70 ft. over S. slope.

37.30) Low ridge, bears E. and W.; desc. 35 ft. pver‘N. slope.
38.80( Draw, drains-'B.; asc. 40 ft. over S. slope.
40.06| Point for the % sec.’éor. of secs. 25 and 30 at propor-

tionate dist.; there is ne remaining evidence of the
original cor.
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7
I Dependent Resurvey of a Portion of the West i
© .. . poéndary of Toimship 21 South, Range 7 East '

Set .an iron’Post;, 30:ins. long, 2% ins. diam.; 24 ins. in
the ground, and in a collat of stone, to top, with brass
-cap mkd. T . . :
218
RﬁE' R7E

-0 T 825(830 : .
1962 - :

~

Asc. 50 ft. over S, slope.

43.50 | Ridge, bears E. and W.; desc. 30 ft. over NE. slope.

PR S,

47.10 | Telephone line, bears’NE; and SW.

48.50 | Draw, drains E.; asc. 35 ft. over S. slope.
51.00 | Spur, projects E.; desc. 40 ft. over N. slope.
55.10 | Draw, drains E,; asc..50 ft.-over. S. slope.
59.10 | Spur, projecas E.; desc.ASS ft. over N, slope.

63.00 | Base of spur, bears E. and W.; thence ovér nearly level
land.

71.90 | Wash, 15 lks. wide, 3 ft. deep, drains E.
80.12 | The cor. of secs. 19, 24, 25 and 30, monumented with a é
limestone 4x8x12 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

' Set. an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd. . SIS

R6E R7E i

S24(519
§25|830

1962

Bury original stone cor. alongside iron post, and deposit
glass around post, 6 ins. below ground,

Land nearly level desert N and S. portlon, low clay
hills, center portion. o

Soil, sandy clay.

: No timber. )

Undergrowth, shadscale and rabblt brush.

ﬁlTO;IQF E., bat;‘seca.:IQ ana 24,
Over nearly lenel deaart land; ’
11.50 | Wash, 20 lks. wide, 10‘ft. deep, drains SE.
14,00 | Wash, 15 lks. wide, 8 ft. deep, drains SE. N
20.50 | Base of slcpe, bears NW and SE., asc, 75 ft. over SW. -
) .| -slope. K ol : . 7 . . 3

~

30.80 | Spur, projeafs SE.# desc: 50 ft. over NE, slope.

38.50 | Wash, drains SE.; asc. 15 ft. over SE. slope of low knell.
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, 8
Dependent Resurvey of a Portion of the West
Boundary of Township 21 South, Range 7 East

CHAINS
40,00

40.71

41.20
51.80

81.42

2.10
31.50

40,71

48.10

Top of ascent; desc. 15 ft. over NE. slope.:

Point for the % sec. cor. of secs. 19 and 24 at propor-
tionate dist. There is no remaining evidence of the
original cor. ST

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a.mound of stone, 5 ft. base to
top, with brass cap mkd,

.-T21s .
R6E R7E

. 3.
824|519

S 1962
Dese. 15 ft. over NE, slope,
Base of . knoll, thence over nearly level land,
Wash, 15 lks. wide, 3 ft..deep,.drains SE,
Point for the cor. of secs. 13, 18, 19 and 24 at propor-
tionate dist.; there is no remaining evidence of the

original cor. .

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

-T218 . . e
R6E .R7E

S13i818
§24|519

1962

- Land, rolling, south portion; neatly level, north portio

Soil, clay.
No timber.
Undergrowth, shadscale. -

N. 0°19' E., bet. secs. 13 and 18.

Over nearly level desert land.

Wash, 10 1ks. wide, 2 ft. deep, drains NE.

Wash, 10 lks. wide, 2 ft. deep, drains SE.

Point for the % sec. cor. of secs. 13 and 18 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,

base to top, with brass cap mkd,

T21s
R6E R7E

%
S13|s18
1962

Wash, 50 1ks. wide, 10 ft. deep, drains SE.; enter rol-
ling lapd;‘asc. 10 ft. over SW, slope.
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Dependent Resurvey of a Portion of the West
‘Boundary of Township 21 South, Range 7 East
CHAINS

54.10 | Spur, projects SE., thence oveér serles of small spurs
about 20 ft. high, projecting E,

69.50 | Spur, projects E.; desc., 15 ft. over NE. slope.

78.50 | Wash, 20 lks., wide, 2 ft. deep, drains SE.; asc., 15 ft,

~over SE, slope.

81.42 | The cor. of secs. 7, 12, 13 and 18, monumented with a 2
in. iron post, set, mkd. and witnessed as described in
the field notes of the 1919 resurvey of a portion of the

~east boundary of T. 21 S., R. 6 E.
Land, -gently rolling desert.
Soil, rocky clay.
No timber.
Undergrowth, shadscale.
Reestablishment of the Resurvey Exe-
cuted by Howard W, Miller, in 1919
N. 0°20' E,, bet, secs. 7 and 12.
Over broken, mountainous land.
Asc. abruptly about 400 ft. over broken ledges on S.
slope by triangulation.
4.50 Spur, projects SE.; desc. about 400 ft. over precipitous
NE. slope. End one triangulation, beginning of another.

24,00 | Approximate dist. to base of descent, bears NW. and SE.;
thence over nearly level land.

36.85 | End triangulationm.

40.755| The % sec. cor. of secs. 7 and 12, monumented with a 1
in. iron post, badly deteriorated and broken, mkd. as
described in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. : -
T21S
R6E R7E
%
s12]s7
- 1962
Thence by triangulation; asc. about 350 ft. over broken
§. slope.

50,40 | End triangulation; spur, projects E,; thence by triangu-
lation; desc. about 300 ft. over steep, broken N. slope.

65.00 | Approximate dist, to draw, drains irregularly E.; asc.
about 280 ft. over S, slope.

81.51 | The cor. of secs, 1, 6, 7 and 12, monumented with a 2 in.

1 iron post, set, mkd., and witnessed as described in the
official record.

73b (April 1963)
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Dependent Resurvey of a Portion of the West
Boundary of Township 21 South, Range 7 East

26.30

40.85

55.20
73.10

81.70

Land, mountainous, broken.

Soil, rocky clay, exposed sandstone,
No timber.

Undergrowth, shadscale.

Dependent Resurvey of a Portion of the Subdivision of
Township 21 South, Range 7 East

Reestablishment of the Survey Executed by A, D,
Ferron in 1873, and the Retracement of Howard W,
Miller and Andrew Nelson in 1910.

From the cor. of secs. 1 and 12, on the east boundary of
the Tp., monumented with a 3 in. iron post, set, mkd,
and witnessed as described in the official record.

S. 88°14' W,, bet. secs. 1 and 12,
Over rolling land,
Asc, 80 ft. over NE, slope.
Spur, projects E.; thence along spur.
Point for the % sec. cor, of secs. 1 and 12 at propor-
tionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, to bedrock, and in a mound of stone, 3
ft, base to top, with brass cap mkd,
T21S R7E
S1

¥ o513
1962

Continue along spur,
Desc. 45 ft. over W, slope.
Wash, 10 lks. wide, 2 ft, deep, drains SW,
The cor., of secs. 1, 2, 11 and 12, monumented with a
sandstone, 9x12x15 ins., firmly set and plainly mkd.
as described in the official record.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.
T21S R7E

$2i81

S11/s12

1962
Land, rolling desert,
Soil, clay.

No timber,
Undergrowth, shadscale.

GPO 832
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© ° Depéndent Resurvey of a Portion of the Sub-
® division of Township 21 South, Range 7 East

e AN

—craAmNS -
Reestablishment of the Survey Executed :
" by A. D, Ferron, in 1873.c -~

N 0 23' E., bet. secs, 1 and 2 : Cot

3

Over nearly 1eve1 desert land

L

3.30 |Fence, bears N. 89°45' W and S, 89°20' E,
‘>3.49‘_ Road, unlmproved, parallels fence.
.:5.46- Wash 10 1ks. wide,- 3 ftgvdeep, dralns NE, i
21.70 |Wash, 50 lks. wide, 2 ft. deep, dralns NE.
29,70 |Wash, 40 1ks..wide,;4 ft;‘deep; draius irregularly E.
33,40 [Wash, 15 1ks, wide,72 ft. deep, drains E,
35.90 Wash, 10 lks, wide, 2 ft. deep; drains E, !
40.59 |Point for‘the % sec. cor. of secs, 1 and 2 at propore |
tionate dist.; there is no remaining evidence of the

orlglnal cor.

Set an iron post 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

"
T21S R7E: *é {

%
~s2{s1 ¥
1962

No accessories available,

42,40 | Wash, 10 lks, wide, 2 ft, deep, drains SE.

52.20 |Wash; 5 lks. wide, 2 ft, deep, drains SE,

46.80 |Wash, 10 lks. wide, 1 ft. deep, drains SE, j ‘
|
|

65.90 |Road, unimproved, bears NE, and SW, ; g:

66.50 |Low ridge, bears:E, and W,; desc., 10 ft.‘over N. slope.
71.20 [Small draw, drains NW,; asc. 20 ft. over SW. slope° g
72,00 {Spur, projeets NW,; dese° 50 ft. over'Nﬁ. slope. | il
74.50 |Small draw,.drains NW,; asc. 36 fe. over SW. slope. ’
75.80 Small spur, prOJects NW., desc° 30 ft. over NE. slope. ki

«

77.00 Small draw, dra1ns NW., asc, 20 ft. over SW. slope, ¥

<

78.20 |Small spur, projects NW,; desc, 20 ft. over NE, slope.

81.67 |The true point for cor. of secs, 1, 2, 35 and 36, on the
N. bdy. of the Top., from which its witness cor. bears

N. 88°52' E,, 50 lks. dist., monumented with a 2% in.
iron post, set, mkd. and witnessed as described in the
1962 field notes of the dependent resurvey of the Fourth
Standard Parallel South (south bdy. Qf T 20 8., R. 7 E.).

Land, nearly level to gently rolling e
Soil, clay s

73b (April 1963) USDI--BLM FIELD NOTE PAPER



148

12
Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

1.65
8.30
39.85

41,32

45.85
57.15

79.15

82.64

No timber.
Undergrowth,_shadscalg.

'Land, nearly level desert.

Reestablishment of the Survey Executed

by A. D. Ferron, in 1873, and Retrace-

ment Executed by Howard W,-Miller .and.
Andrew Nelson, in 1910.

. « *

From the cor. of secs. 14, 15, 22 and 23, monumented with
a 2 in. iron post, set, mkd. and witnessed:as descriped
in the official record.

N. 1°02' E., bet. secs. 14 and 15.

Over nearly level desert land.

Road, ﬁnimproved, bears irregularly N. and S,

Same rbad, bears'irregﬁlarly N. and 8.

Wash, drains NE.

Point for the % sec., cor. of secs. 14 and 15 at propor-
tionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam.,; 24 ins,
in the ground, with brass cap mkd,

-T21S R7E
1

(3
815514 .
1962

Bury a cedar posf, 4 ins. diém., 2 ft,in the ground
alongside iron post. : ) :

Wash, 70 1ks. wide, 12 ft. deep, drains NE,
Wash, 50 1lks. wide, 15 ft. deep, drains irregularly E,

Wash, 10 lks. wide, 3 ft. .deep, drains about 3,00 chs.
E.; thence N.

The cor. of secs. 10, 11, 14 and 15, monumented with a

. sandstone, 5x11x15 ins., firmly -set, mkd. and witnessed

as described in the official record.
At the cor, boint
Set an iron post; 30 iné.ﬂlong, 2% ins. diam., 16 ins.

in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T21S R7E
s10/s11 .
S15[si& . -
.- 1962

Bury original stone cor, albngside iroanost.:;
) Lo o G
Soil, clay. :

No timber, .
Undergrowth, shadscale and scattered greasewood.

T
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS th . . d i
g e S Or ok 08t Lhka Zand T Pe b caa" SR e R o b
in the official record. . ‘

West, bet. secs. 11 and 14.
Over nearly level desert land through scattered grease-
wood and shadscale.

40.59 |The ? sec. cor, of secg. 11 and 14, monumented with a 1
in, Iron post, set, mkd. and witnessed as described in
the official record.
S. 89°31' W,, beginning new measurement.

9.40 |[Wash, 70 lks. wide, 12 ft. deep, drains SE.

35.50 |Wash, 10 lks, wide, 5 ft. deep, drains N,

40,31 |The cor. of secs. 10, 11, 14 and 15.
Land, nearly level desert.
Soil, clay.
No timber.
Undergrowth, scattered greasewood and shadscale, east
portion; shadscale, west portion.
Reestablishment of Survey Executed by A,D.Ferron, in 1873.
N. 1°24' W., bet. secs, 10 and 11.
Over nearly level desert land.

8.85 |Wash, 60 lks. wide, 10 ft. deep, drains irregularly E.

41.48 [Point for the % sec. cor. of secs, 10 and 11 at propor-
tionate_ dist.; there is no remaining evidence of the
original cor. g
Set an iron post, 30 ins, long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T21S R7E
%
S10|s11
1962
No accessories available.

45.95 |Wash, 100 lks. wide, 8 ft. deep, drains NE.

54,65 |Wash, 150 lks, wide, 10 ft, deep, drains NE,

59,45 |Wash, 50 lks. wide, 10 ft, deep, drains E,.

63.45 |Wash, 300 lks, wide, 15 ft, deep, drains irregularly E.

82.96 |The cor. of secs, 2, 3, 10 and 11, monumented with a
limestone, 5x10x16 ins., firmly sét, mkd. and witnessed
as described in the official record.

At the cor. point
Set an iron post, 30 ins,. long, 2% ins. diam., 24 ins, in
the ground, with brass cap mkd.
T21S R7E

S3|s2

S10(s11

1962
Bury original stone cor. alongside iron post.
Land, nearly level desert.
Soil, clay.
No timber.
Undergrowth, shadscale,
From the cor, of secs. 1, 2, 11 and 12,
N. 88°53' W,, bet. secs, 2 and 11,

73b (April 1963)
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

41,73

23.10
27.40

41.28

4.17
24,60
31.30
35.80

40,21

59.60
65.50
77.80

79.80
80.62

Over nearly level desert land.

The % sec, cor, of secs. 2 and I;i monumented with a sand-

stone, 5x6x10 ins,, firmly set, d. and witnessed as de-

scribed in the official record.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T21S R7E
s2
% 511
1962

S. 88°11' W., beginning new measurement ,
Low clay ridge, bears NW. and E.

Wash, 20 1ks. wide, 3 ft. deep, drains SE.
The cor. of secs. 2, 3, 10 and 11.

Land, nearly level desert.
Soil, clay

No timber

Undergrowth, shadscale,

N, 1°56' E., bet. secs. 2 and 3.

Over nearly level desert land.

Fence, bears N. 89°45' W., and S. 89°45' E.
Wash, 300 lks..wide, 15 ft, deep, drains NE.
Wash, 150 lks. wide, 10 ft. deep, drains E,
Wash, 200 lks, wide, 12 ft. deep, drains E.

Point for the % sec. cor. of secs, 2 and 3 at groportion-
gg% dist,; there is no remaining evidence of the original

Set an iren post, 30 ing, lon§, 2% ins, diam., 24 ins. in
the gigund, and in a collar of stone to top, with brass
cap .

T21S R7E

%
s3|s2
1962

No accessories available.

Wash, 10 lks, wide, 3 ft. deep, drains E.
Wash, 20 1ks, wide, 4 ft. deep, drains E.
Road, unimproved, bears irregularly E, and W,

Wash, 10 1lks. wide, 2 ft, deep, drains E,

. of . 4 and t
e, o uainte % 20 31234804, 35 postie e Py of the
witnessed as described in the 1962 field notes of the de-

dependent resurvey of the Fourth Standard Parallel South
(south bdy, of T. 20 S., R. 7 E,).

Land, nearly level desert.
Soil, clay.

— ﬁ
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Dependent Resurvey of a Portion of the Sub- l
division of Township 21 South, Range 7 East

CHAINS

No timber. .

Undergrowth, shadscale.

Reestablishment of the Survey Executed by A. D. Ferron in
1873 and Retracement Executed by. Howard W, Miller and
Andrew Nelson in 1910.

From the cor. of secs., 33 and 34 on the S. bdy. of the
Tp., hereinbefore described.

N. 0°19' W., bet. secs. 33 and 34.

Over rolling land, through dense pinon and juniper timber.
Desc. 170 ft. over rocky NW. slope.

21.00 | Leave dense timber, bears NE, and SW,

25.90 | Draw, drains NE.; asc. 50 ft. over SE. slope.

27.80 | Spur, projects NE. about 6.00 chs.; desc. 55 ft, over NW,
slope,

31.90 | Draw, drains NE.; asc. 30 ft. over SE. slope.

33.70 | Spur, projects NE. about 5.00 chs.; desc., 15 ft. over NE,
slope..

40,29 | The % sec. cor. of secs. 33 and 34, monumented with a
limestone, 6x10x20 ins., set, mkd., and witnessed as de-
scribed in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.
T21S R7E
¥
$33|s34
1962
Bury original stone cor. alongside iron post.
N. 1°11' W., beginning new measurement.
r
Over gently rolling land.
4,50 | Fence, bears NE. and SW.

11,30 Fence; bears SW. and NE.

40,40 | The cor, of secs. 27, 28, 33 and 34, monumented with a
2 in. iron post, set, mkd, and witnessed as described
in the official record.

Land, rolling, broken south portion;bgently rolling north
portion. .
Soil, rocky sandy clay, south portion; clay, north portiog.
Timber, dense pinon and juniper, south pogtion; none,
north portion,

-1 Undergrowth, shadscale and greasewood, north portion,

78b (April 1963)
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

4.10
11.05
17.40

41.31

9.60
20.50
21;20
32.20
32.65

41.03

N. 0°39' W., bet, secs. 27 and 28.

Over nearly level land.

Wash, 10 1ks. wide, 4 ft. deep, drains E.

Fence, bears SE.and NW. about 1.50 chs.; thence W.

Wash, 40 lks. wide, 6 ft. deep, drains SE,

The % sec. cor. of secs. 27 and 28, monumented with a
limestone, 10x11x14 ins., firmly set, mkd. and witnessed
as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, with brass cap mkd,

T21S R7E

%
828|527
1962

No accessories available.

N, 0°58' W.,, beglnnlng new measurement,

Wash 10 1ks. w1de 1 ft. deep, drains SW.

Fence, bears N. 0°40' W., and SE.

Fence, bears NW.

Gravel road, from Moore to Dry Wash, bears NW. and SE.
Fence, bears NW.

The cor. of secs. 21, 22, 27 and 28., monumented with a
2 in. iron post, set, mkd. and witnessed as described in
the official record.

Land, nearly level desert.

Soil, clay.

No -timber.
Undergrowth, shadscale.

36.30

40.67

N. 0°40' W., bet. secs. 21 and 22.

Over gently rolling land.

Wash, 20 lks. wide, 2 ft deep, dralns NE.

The % sec. cor. of secs. 21 and 22 monumented w1th a
sandstone, 6x10x12 ins., set, mkd. and w1tnessed as .
described in the official record

At the cor. point

Set an iron post, 30 ins, long, 2% ins. dlam., 26 ins. in
the ground with brass cap mkd

i
GPO 832881
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

3.14
32.90
35.40
38.20

40.39

40.72

.60
14.70

40.585

T21S R7E

%
s21|s22
1962

Bury original stone cor. alongside iron post.

Deposit broken glass around iron post, 6 ins. below
ground, '

N. 0°40' W., beginning new measurement.
Fence, bears N. 3°50' W. and S. 3°50' E.
Wash, 150 lks. wide, 5 ft. deep, drains NE,
Wash, 60 lks. wide, 6 ft. deep, drains NE.
Wash, 200 lks. wide, 5 ft. deep, drains NE.

Point selected for the witness cor. of secs. 15, 16,
21 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S RJE
WwcC

§161815
§21}822
1962

Point for the cor. of secs. 15, 16, 21 and 22, at re-
cord dist. of the 1910 retracement, falls in wash,
200 lks. wide, 5 ft. deep, draining irregularly E.
There is no remaining evidence of the original cor.

Land, nearly level.
Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor. of secs. 14, 15, 22 and 23.

N. 89°58' W., bet. secs. 15 and 22.

Over nearly level land.

Road, unimproved, bears irregularly N. and S.
Wash, 10 lks. wide, 4 ft. deep, drains NW.

Point for the % sec. cor. of secs. 15 and 22 at record
dist. of the 1910 retracement.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. i

(April 1963)
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

62.65
74.65
80.05

81.17

34.18
39.50

40.95

55.80
64.70
74.40

81.90

T21S R7E
. S15
53
1962

Wash, 20 lks. wide, 3 ft. deep, drains N.
Wash, 60 1ks. wide, 5 ft. deep, drains NE.
Wash, 200 lks. wide, 5 ft. deep, drains NE.

The true point for cor. of secs. 15, 16, 21 and 22 at
record. dist.

Land, nearly level desert.

Soil, clay.

No timber.

Undergrowth, shadscale, scattered greasewood.

Reestablishment of the Survey Executed by A. D. Ferron,
in 1873, ‘

N. 0°03' W., bet. secs., 15 and 16.

Over gently rolling land.

Fence, bears NNE. and SSW.; enter cultivated land.
Irrigation ditch, 10 lks. wide, 1 ft., deep, drains E.
Point for the % sec. cor. of secs. 15 and 16 at propor-
tionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. '

T21S R7E
%
S16|S15
1962
No accessories available.
Fence, bears E. and W.; leave cultivated land.
Road, unimproved, bears irregularly E. and .
Wash, 10 lks. wide, 3 ft. deep, drains irregularly E.
Point for the cor. of secs. 9, 10, 15 and 16 at propor-
tionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
891510
516|515
1962

No accessories available.

T
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

Land, nearly level desert.

. Soil, loamy clay.
No timber. '
Undergrowth, shadscale in desert land.
From the cor, of secs. 10, 11, 14 and 15.
S. 89°50' W,, bet., secs. 10 and 15.
Over nearly level desert land.

1.50 | Center of stock pond, about 2.00 chs. x 3.00 chs.

39.30 | Irrigation ditch, 10 lks. wide, 3 ft. deep, drains SE,

41.32 | The % sec. cor. of secs. 10 and 15, monumented with a
limestone, 7x12x18 ins., firmly set, plainly mkd. and
witnessed as described in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.
T21S R7E
s10
% §15
1962
Bury original stone cor. alongside iron post.
No accessories available.
S. 89°04' W., beginning new measurement,
41.39 | The cor. of secs. 9, 10, 15 and 16.
Land, nearly level desert.
Soil, loamy clay.
No timber.
Undergrowth, shadscale, with widely scattered rabbit brush.
N. 2°05' W,, bet, secs. 9 and 10.
Over nearly level desert .land.
1.55} Road, unimproved, bears NE, and SW,
6.40 | Wash, 10 1ks. wide, 3 ft. deep, drains NE.

13,10 { Wash, 10 lks. wide, 2 ft, deep, drains E.

39.40 | Wash, 15 l1ks. wide, 4 ft. deep, drains E.

40.98 Tﬁe % sec. cor. of secs. 9 and 10, monumented with a lime-
stone, 6x10x12 ins., firmly set, mkd. and witnessed as
described in the official record
At the cor. point
Set an iron post, 30 ins., long, 2% ins., diam., 24 ins. in

R the ground, with brass cap mkd.

73b (Aprit 1963)
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

11.60
15.15
26.75
32.50
39.05

40.50

32.70

41.17

T21S R7E
%

S9s10
1962
Bury original stone cor. alongside iron post.

No accessories available.

N. 0°08' E., beginning new measurement.

Wash, 10 lks. wide, 4 ft. deep, drains E.

Road, unimproved, bears E. and W.

Fence, bears E. and W,

Wash, 50 1lks, wide, 10 ft. deep, drains SE.

Wash, 150 lks. wide, 10 ft. deep, drains SE.

Point for the cor. of secs. 3, 4, 9 and 10 at propor-
tionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E

S4183
§9|510

1962
No accessories available.

Land, nearly level desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor. of secs. 2, 3, 10 and 11,
S. 88°40' W., bet. secs. 3 and 10.

Over nearly level desert land.

Fence, bears N, and S,

The % sec., cor. of secs. 3 and 10, monumented with a
limestone, 6x8x10 ins., and an old fence post set along-
side. I accept this as a perpetuation of the original
cor. point, ’

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T21S R7E
s3
s10
1962 .

Bury stone and old fence post alongside iron post,

s

GPO 832857
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Dependent. Resurvey of.a Portion of the Sub-
-division of Township 21 South, Range 7 East

S. 88°12' W., beginning new measurement. "
1.30 | Wash, 30 lks. wide, 12 ft. deep, drains S, 75° E.

4,70 | Wash, 20 1ks., wide, 5 ft. deep, drains NE,

19.70 | Wash, 50 lks, wide, 5 ft. deep, drains SE, Do

40.80 | The cor. of secs. 3, 4, 9 and 10.

Soil, clay.
No timber.

1
{
Land, nearly level desert. ‘i
Undergrowth, shadscale. ‘

N. 2°42' E., bet., secs. 3 and 4.
Over nearly level desert land. o
1.40 | Wash, 20 lks., wide, 3 ft, deep, drains SE. ,
7.70 | Road, unimproved, bears E. and W.
32,70 | Wash, 50 lks. wide, 6 ft, deep, drains E, .
33.30 | Wash, 50 lks. wide, 7 ft. deep, drains irregularly E.
. \
37.00 | Wash, 20 1lks. wide, 4 ft, deep, drains E. g !
40,54 | Point for the X sec., cor. of secs. 3 and 4 at propor-
tionate dist.; there is no remaining evidence of the
original cor. ;
Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, and in a collar of stone to top, with 1 g
brass cap mkd.
T21S R7E . 1

X
S4|s3
1962

]
Over gently rolling desert land. o ;
43.30 | Wash, 300 lks, wide, 15 ft. deep, drains irregularly E.
51.10 | Wash, 10 lks. wide, 3 ft, deep, drains irregularly E.
60.10 | Road, unimproved, bears NW. and irregularly E. ? L
78.30 | Wash, 10 lks., wide, 2 ft. deep, drains irregularly E. %

80.00 | Power line, bears NE. and SW,; with unimproved road i
alongside. |

81.39 | The cor. of secs. 3, 4, 33 and 34, on the N, bdy. of the
Tp., monumented with a 2% in, iron post, set, mkd, and
witnessed as described in the 1962 field notes of the
Pourth Standard Parallel South (South bdy..of T, 20°S.,

R. 7 E.).
Land, nearly level South portion; gently rolling North ﬁ
portion, :
Soil, loamy clay.
No timber.

-+ Undergrowth, shadscale. \

736 (Aprll 1963) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

crame From the cor. of secs., 32 and 33, on the S. bdy., of the
Tp.

N. 0°32' W., bet. secs., 32 and 33.

Overrnearly level desert land.

3.50 Road; unimproved, bears irregularly E, and W,

6.00 | Irrigation ditch, 5 lks. wide, 2 ft. deep, drains NE,
28,50 | Wash, 15 1ks., wide, 3 ft. deep, dtains E,

31,70 | Wash, 10 lks. wide, 2 ft, deep, drains irregularly E.

40.83 | Point for the % sec. cor. of secs. 32 and 33 at propor-
tionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.

T21S R7E

1
$32(s33

1962
61.80 | Fence, bears E. and W,

81.66 | Point for the cor. of secs. 28, 29, 32 and 33 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
529528
§32(s33
1962
No accessories available.
Land, nearly level desert.
Soil, loamy clay.

No timber.
Undergrowth, shadscale,

From the cor. of secs., 27, 28, 33 and 34.

N. 89°59' W., bet. secs. 28 and 33.

Over nearly level desert land.

40.45'| Wash, 30 lks. wide, 6 ft. deep, drains NE.

40,84 | Point for the % sec. cor. of secs. 28 and 33 at propor-
tionate dist.; there is no remaining evidence of the

original cor. : i

‘Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone to top, with
brass cap mkd. : :
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Dependent Resurvey of a Portion of the Sub-
divisién of TownsShip 21'South, Range 7 East

”F C_“Auﬂ! . N
’ T21S R7E

528

S33

1962

55.25 | Stock pond dam, begrs N. about 3.00 chs. and S. about
8.00 chs,, thence along N, edge of pond,

59.20 | NW. edge of pond.

69.70 | E. edge of small.stock pond, about 2.00 chs. long.

71.20 | W. edge of pond, enter cultivated land.

81.68 | The cor., of secs. 28, 29, 32 and 33.

Land, nearly level desert E. portion; cultivated W,
portion.
Soil, loamy clay.
No timber.
Undergrowth, shadscale, sage brush and greasewood E,
portion.
N. 0°53' W., bet, secs. 28 and 29,
Over gently rolling desert land.
3.80 | Irrigation ditch, 5 lks. wide, 2 ft. deep, drains SE.

18.15 | Fence, bears NW. and SE.

40.84 | The % sec. cor. of secs. 28 and 29, monumented with a
sandstone, 5x10x10 ins., firmly set, mkd. and witnessed
as described in the official record,

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 18 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T21S R7E
%
$29|528
1962
Bury original stone cor. alongside iron post,
N, 0°32' W., beginning new measurement.
4,20 | Road, unimproved, bears E. and W,
5.80 | Road, ﬁnimproved, bears NE, and SW.
6.20 | Fence, éarallels road,

20,35 Fenée, bears E, and W,

30,60 | Irrigation ditch, 10 1lks. wide, 2 ft. deep, drains E.

35.75 Fence,.bears E.

| 40.42 | Fence, bears E. and W, and power line, bears E. and W.
int selected for the witness cor. of secs. 20, 21, 28
and 29,

673b (April 1963)
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t Dependent Resurvey of & Portion of the Sub-
.division of TownBhip 21 :South, Range 7 East

CHAINS

40.92

16.25

19.30

40.83

40.43

40.83

Set an iron post, 30 ins, long, 2% ins. diam., 24 1ins.
in the ground, and in & collar of stone to top, with
brass cap mkd. '

T21S R7E
wecC

.-52077821 .
. 829(S28

1962 A‘

Point for the cor. of secs. 20, 21, 28 and 29, at inter-
section of gravel road from E. N. and W, These roads

are along the section lines as told to me by interested
land owners, and is accepted as the best evidence of the

gosition of the original cor. Bury-a-stone-mkd. X 10 ins,
elow ground. i ) . . .

Land, nearly level desert S. portion; level farm land

‘N. portion., . : o

Soil, loamy clay.

No timber. .

Undergrowth, shadscale S. portion.

- Fence, bears SE. and NW, about 0.50 chs.; therce W..

" Point .for the % sec. cor. of secs. 21 and 28, on center

- Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. be-

- which its witness cor. béars 5. 0°32' E., 50 ¥ks. dist.

From the cor. of secs. 21, 22, 27 and 28.
5. 89°51' W., bet, secs, 21 and 28..

Over nearly level land,

Gravel road from Dry Wash to Moore, bears SE; and W,;
thence along road.

line of gravel road, and at proportionate dist. Gravel
road is along sec. line as told to me by interested land
owners, ) -

low surface of road, with brass cap mkd,

T21S R7E
$21
% 528
1962

from which

An iron post, 30 ins. long, 2% ins. diam., set
24 ins. in the ground, and in a collar of stone
to top, for a reference monument, bears N., 17
ft. dist., with brass cap mkd. .T2ISR7ES21 RM

17' 1962, and an arrow pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., set
24 ins. in the .ground and in a collar of stone, .
for a reference monument, bears S. 17 ft. dist.,
with brass cap mkd. T21SR7ES28 RM 17' 1962, .-
and an arrow pointing to the true cor.

S. 89°28" Wy béginning new measurement.
Power‘line,'bears N, and S. 0.50 ch., thénce W.
True point for the cor. of secs. -20, 21, 28 and 29, from
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Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

Land, nearly level farm land. _ (o
Soil, loamy clay. Do
No timber, ;
No undergrowth. j

N. 0°42' W,, bet. secs. 20 and 21.

Over level farm land, along gravel road, with fence line
and telephone line paralleling road on W. side and power
line paralleling road on E. side,

28.05 |Pences, bears E., W., and N,

s

40,54 [Point for the k sec. cor. of secs. 20 and 21 on the center|
line of gravel road, and in line with property line fences
to the E, and W.; and is accepted as the best evidence of
the position of the original cor.

At the cor. point

Set an iron post, 6 ins. long, 1 in. diam., 12 ins. below
surface of road, with brass cap mkd.

T21S R7E
X
$20{s21

1962

from which vé {

An iron post, 30 ins. long, 2k ins. diam., set 24 ins|
in the ground, for a reference monument, bears E. 25
ft. dist., with brass cap mkd. T21SR7E S21 RM 25°' i
1962, with an arrow pointing to the true cor. -

I

An {ron post, 30 ins. long, 2% ins. diam., set 24 |
ins. in the ground, for a reference monument, bears b
W. 25 fc, dist,, with brass cap mkd. T21SR7E $S20 RM ; |
25' 1962, with an arrow pointing to the true cor. I

N, 0°42' W,, beginning new measurement.

Continue along gravel road.

9.60 |SW, cor. of house, bears E. about 1.50 chs, dist,
12.05 |SW, cor. of house, bears E.; about 1.50 chs. dist.
12,60 |[SE. cor. of house, bears W.; about 1.70 chs, dist,

19.70 SW., cor. of house, bears E.; about 1,50 chs. dist. !

20.40 ence, bears W, ,‘V

23,70 'ence, bears E,

28,65 ence, bears E,

36.45 ence, bears W,

41.72 oint for the cor. of secs. 16, 17, 20 and 21 on center
ine of gravel road, and in line with property line fence

o E,; and is accepted as the best evidence of the posi-
— ion of the original cor.

780 (Agril 1963) USDI—— BLM FIELD NOTE PAPER



162

26

Dependent Resurvey of a Portion of the Sub-

CHAINS

1.80
10.60
19.90

40.54

20.03
41.05

~ division of Township 21 South, Range 7 East
At the cor. point » ‘ »

Set an iron post, 6 ins. long, 1 in. diam.,_lZ ins. in
below surface of road, with brass cap mkd.

T21S R7E

S17s16
'§20 521

1962
from which

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
N. 60°15' E., 30.8 ft. dist., with brass cap mkd
T21SR7E S16RM 30.8' 1962, with an arrow pointing
to true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
S. 45° E., 38.9 ft. dist., with brass cap mkd
T21SR7E S21 RM 38.9' 1962, with an arrow pointing
to true cor.

Land, level farm_land.

Soil, loamy clay.

Timber, cottonwood trees around houses.
No undergrowth,

From the true point for cor. of secs. 15, 16, 21 and 22,
N. 89°27' W., bet. secs. 16 and 21

Over nearly level meadow land and farm land.

Fence, bears W. and S. 3°50' E., thence along fence line.
Wash, 50 lks. wide, 5 ft. deep, drains SE;

Fence, bears N.; enter meadow land;

Point for the % sec. cor, of secs. 16 and 21 at inter-
section of property line fences from N., S. and W.; it

is accepted as the best evidence of the position of the
original cor.

-At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd

T21S R7E
S16

Y1
1962

No accessories available.

5. 89°52' W., beginning new measutement.
Along fence line,
Pence, bears N.; leave meadow land.

The cor. of secs., 16, 17, 20 and 21.
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Dependent Resurvey of a Portion of the Sub-
‘division of Township 21 South, Range 7 East

4,60
12.25
16.80
20.15

39.30

40.71

23.20

24,15

26.10
40,30

Land, nearly level meadow and farm 1énd.
Soil, loamy clay.

[No timber.

No undergrowth.

N. 0°38' W., bet. secs. 16 and 17.

Over level farm land, along gravel road.
Fence, bears W,

Fence, bears W,

SE, cor, of house, bears W.,, 1.00 ch. dist.
Fence, bears E, and W,

NW, cor. of house, bearsE., about 1.00 ch, dist,

NE. cor. of basement house, bears W., about 1,50 ch. dist,

Point for the % sec. cor, of secs. 16 and 17, at inter-
section of gravel road bearing N, and S,, and road bear-
ing E. and W.; and is accepted as the best evidence of
the position of the original cor.

At the cor. point

Set an iron post, 6 ins, long, 1 in. diam., 12 ins. be-
low surface of gravel road, with brass cap mkd.

T21S R7E

%
S17|516
1962

from which

An iron post, 30 ins. long, 2% ins. diam., set 24
ins., in the ground, for a reference monument, bears
N. 32°45' E,, 41.7 ft. dist., with brass cap mkd.
T21SR7E S16 RM 41.7' 1962, with an arrow pointing
to true cor.

An iron post, 30 ins. long, 2% ins, diam., set 24
ins. in the ground, for a reference monument, bears
S. 37°15' E., 36.9 ft, dist.,, with brass cap mkd.
T21SR7E S16 RM 36.9' 1962, with an arrow pointlng
to. the true cor,

N. 0°25' W., beginning new measurement,
Fence, bears S. 0°25' E, and N, 16°35' E,
Telephone line, parallels fence.

Center line of Utah nghway No. 10, bears N, 16°35' E.,
and S, 16°35' W, . -

Power line, parallels highway. .

Point for the cor, of secs. 8, 9, 16 and 17, in line with
gravel road to S., and property line fences to E. and W.,

and is accepted as the best evidence of the pogition of
the original cor.

673b (Aprll 1963)
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28

Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHANS | At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd. )

T21S R7E

S81S9
S17|slé

1962

Land, level farm land.
Soil, loamy clay.

No timber.

No undergrowth.

From the cor. of secs. 9, 10, 15 and 16.

S. 89°59' W., bet. secs, 9 and 16.

Over nearly level desert land.

11,85 Road, unimproved, bears NE, and curves SW.

35.15 Same road, bears NW, and SE,.

41.50 Point for the % sec. cor. of secs. 9 and 16, at inter-
section of proporty line fences from the W. and S,.; and
is accepted as the best evidence of the position of the
original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins. in
the ground, with brass cap mkd.

T21S R7E

S9
% 516
1962

No accessories available.

S..89°18' W,, beginning new measurement.
Along fence line.

20.45 Wash, 20 lks. wide, 4 ft. deep, drains S.; enter farm land.
35.27 Fence, parallels highway; leave farm land.
35.32 Telephone. line, parallels highway,

35.67 Center line of Utah Highway No. 10, bears N. 16°35' E,
and S, 16°35' W.

36.32 Fence, parallels ﬁighway.

36.52 Powef line, paraliels highway.

40,66 The cor. of secs. 8, 9, 16 and 17.

Land, nearly level desert, E. portion; level farm land,

W, portion,
Soil, loamy clay,
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29 .
Dependent Resurvey of a Portion of the Sub- i
division of Township 21'South, Range 7 East :

CHADS | No timber.
Undergrowth, shadscale and rabbit brush East portion.

N, 0°56' W., bet, secs. 8 and 9.
Over gently rollingidesert land,
Asc, 40 ft. over gentle SE. slope.
11.40 Road, unimproved, bears'NW; and SE, i
14,60 Road, unimproved, bearé E. and W, $
21.607 Wash, 40 lks, wide, 6 ft. aeep, drains E.

40,15 The % sec. cor, of secs. 8 and 9, moﬁumented with a sand-
stone, 4x5x10 ins., firmly set, mkd. and witnessed as

described in the official record.

At the cor. point

Set an iron post, 30 ins, long, 2% 1ns. diam., 24 ins.
in the ground,. with brass cap mkd.
T21S R7E
%
s8ls9
1962 -
i

Deposit original stone cor. alongside iron post.

Cor. located on fence line, bears E., and W, ﬂ

N. 0°56' W., Beginning.new measurement.,
Asc, 70 ft, over SW, slope.

13;60 Waéh, 5 iks. wide, 10 ft. deep, drains SW.

24,50 U, S. Geological Survey elevation marker, bears E.,, 51
lks. dist., monumented with a brass tablet, set in a
concrete block 6x8x8 ins. above ground, mkd.

1923
ELEVATION ;
ABOVE SEA LEVEL P
6313 FT,

9 W

26.10 Wash, 40 lks. wide, 6 ft, deep, drains SW,; asc., 20 ft. 4
over S, slope of clay knoll. .

30,60 Wash, 40 1ks. wide, 8 ft deep, drains SW.; enter clay
"hills.

34.20 Top of knoll; desc. 50 ft, overvNE. slope.

37.80 Draw, drains E,.; asc, 80 ft. over steep S. slope.

39.90 Spur, projects E,; desé. 40 ft, ovér NE. slope.

41.20 The cor. of secs. 4, 5, 8 and 9, monumented with a sand-

stone, 4x7x10 ins., f1rm1y set, mkd, and w1tnessed as,
described in the official record.

73b (April 1963) USDI— BLM FIELD NOTE PAPER
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30

Depeﬁdent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

.65
14,60
18.56
36.00

41.05

2.87
3.10

3.48

4.20
20.65
31.05

36.80

41.05

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in
the ground, with brass cap mkd.

T21S R7E
55|84
S8(S9
1962

Bury original stone cor. alongside iron post.
No accessories available,

Land, gently rolling, south portion; mountainous, north
portion. ' .
Soil, clay.

No timber. . .

Undergrowth, shadscale and rabbit brush,

From the cor. of secs. 3, 4, 9 and 10.
S. 89°26' W., bet. secs. 4 and 9..
Over nearly level desert land,
Wash, 30 1ks. wide, 5 ft. deep, drains SE.
Wash, 15 1ks, wide, 3 ft. deep, drains SE,
Fence, bears N, and S,
Power line, bears NE. and SW.
Point for the % sec. cor. of secs. 4 and 9 at proportion-
ate dist.; and on property line fence, bearing E. and W.
There is no remaining evidence of the original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T21S R7E

3 S4

“ 89
1962

S. 89°50' W., beginning new measurement.
Fence, parallels highway.
Telephone line, parallels highway.

Center line of Utah Highway No. 10, bears N. 25°00' E,,
and S. 25°00" W,

Fence, parallels highway.
Wash, 40 1lks. wide, 7 ft, deep, drains irregularly E.>
Wash, 30 1ks. wide, 5 ft. deep, drains NE,

Base of spur, projects from W.; asc. 90 ft, over NE.
slope.- '

The cor. of secs. 4, 5, 8 and 9,

-
GPO 83265
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31

Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

167

4.00

13.70
32.50

39.96

48.50

51.20
53.50

80.37

10.83
13.73
13.90
40.50

Land, nearly level desert,
Soil, clay.

No .timber,

Undergrowth, shadscale.

N. 3°43' E., bet. secs, 4 and 5,
Desc. 80 ft. over NE. slope.

Base of descent, bears NW, and SE.; thence over nearly
level desert land.

Wash, 10 lks. wide, 3 ft. deep, drains E.
Wash, 40 lks. wide, 8 ft. deep, drains NE.

Point for the % sec. cor. of secs. 4 and 5 at propor-
tionate dist.,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
:
S5|s4
1962

Raise a mound of stone, 3 ft. base, 2 ft. high, W, of cor

Wash, 150 lks. wide, 12 ft. deep, draims irregularly
E., enter gently rolling land.

Wash, 20 lks. wide, 10 ft, deep, drains irregularly E.
Wash, 80 lks. wide, 15 ft. deep, drains SE,

The cor. of secs. 4, 5, 32 and 33 on the N. bdy. of the
Tp., monumented with an iron post, 2% ins, diam., set,
mkd. and witnessed as described in the 1962 field notes
of the Fourth Standard Parallel South (south bdy. of

T. 20 S., R. 7 E.).

Land, nearly level desert, south portion; gently rolling
north portion.

Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor. of secs. 31 and 32, on the S, bdy. of the
Tp.

N. 0°28' W., bet. secs. 31 and 32.

Over nearly level farm land.

Gravel road, bears NW, and SE,

Fence, bears NW, and SE.

Power line, bears N, and SE.

Point for the % sec. cor. of secs. 31 and 32 at propor-

tionate dist.; there is no remaining evidence of the
original cor.

E’b (April 1963)
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32

Dependent Resurvey of a Portion of the Sub-

division of Township 21 Soyth, Range 7 East

CHAINS

54.00
61.10

81.00

40.56

40.86

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E

1
$31|s32
1962

No accessories available.

Cor. situated along power line.

Irrigation ditch, 5 lks. wide, 1 ft. deep, drains E.
Fence cor., with fences bearing N., E. and W.

Point for the cor. of secs. 29, 30, 31 and 32, at
intersection of property line fences from the S., N.,
E. and W.; and is accepted as the best evidence of the
position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
830S29
S§31832
1962
No accessories available.
Land, nearly level farm land.
Soil, loamy clay.

No timber.
No undergrowth.

From the cor. of secs. 28, 29, 32 and 33.
S. 87°50' W., bet. secs. 29 and 32. A
Over level farm land.

Fence, bears N. and S,

Point selected for the witness % sec. cor. of secs. 29
and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
W S29
C 832

1962

No accessories available.

Point for the % sec, cor. of secs. 29 and 32, on center
line of road, bears N. and S., and in line with property
line fence to W, Bury a stone mkd X 6 ins. below
ground.

S. 89°37' W., beginning new measurement.

e

s
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33
Dependent Resurvey of a Portion of the Sub-
— division of Township 21-South, Range 7 East
CHAINS
.30 |Fence, bears N, 83y &nd W.
40.62 |The cor. of secs. 29, 30, 31 and 32.
Land, level farm land. *
Soil, loamy clay.
No timber.
No .undergrowth. .
S. 89°40' W., bet. secs. 30 and 31,
Over level farm land, along fence line.

20.18 |Fence, bears S.

40,13 |Point for the % sec. cor, of secs. 30 and 31 at propor-
tionate dist., and on property line fence, bears §,
89°38' W. and N, 89°40"' E,

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.
T21S R7E
§30
% S31
1962
No accessories available.
S. 89°38' W., beginning new measurement.
Continue along fence line. ]
1.15 |{Wash, 30 lks., wide, 5 ft. deep, drains SE.

10.35 {Road, unimproved, bears NW, and SE.

16.90 - Irrigation ditch, drains SW.; asc. 30 ft, over SE. slope
of small knoll.

20.50 |Top of ascent, slopes S.; desc. 50 ft. over SW. slope.

40.13 |The cor. of secs, 25, 30, 31 and 36, on the W. bdy. of
the Tp., hereinbefore described.

Land, nearly level farm land.

Soil, loamy clay.

No timber.

No undergrowth.

From the cor. of secs. 29, 30, 31 and 32.
N. 0°47' W., bet. secs. 29 and 30.

Over level farm lahd, along fence line.

40.32 |Center line of Utah Highway No. 10, bears N. 61° E. and
S. 61° W. .

40,59 |Point for the % sec. cor. of seg¢s. 29 and 30, on center
line of oldfencé to the 8., and in lime with property
line fence to the E.; and is accepted as the best eyi-
dence of the position of the original cor.

At the cor. point

673b (April 1963)
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34

Dependent Resurvey of a Portion of the Sub-
division of T. 21 §., R. 7 E..

CHAINS

w25
3.88
30.65
33.45
36.20

41.65

20.40

39.97

Set an iron post, 30 ins. long, .2Z% ins. diam., 24 .dms. i
the ground, and in a collar of stone to top, with brass
cap mkd. ) ) ‘ : . " .

T21S R7E

y
$30(s29 S
1962 o s At -

N. 0°36"' E., beginning new measurement,.

Over rolling desert land.

Asc. 75 ft. over SW. slope.

Fence, bears N, 61° E., and.S. 61° W.

Powef line, bears NE. and SW. |

Road, unimproved, bears NW, and SE.

Irrigation cénal, 20 1ks. wide, 2 ft. deep, drains SE.
Spur, projects SE.; desé. 30 ft. over NE. slope.

Point for the cor. of secs. 19, 20, 29 and 30, at pro-
portionate dist. From this point, the original cor.
was found N, 45° W., 2.33 chs. dist., which is a sand-
stone, 2x10x14 ins., plainly mkd., and lying loose upon
a pile of trash on old cabin site. According to state-
ments of interested land owners, this is not the
original position of the cor. and.is not accepted as
such.

At proportionate dist.

Set an iron post, 30 ins. long, 2% ins.'diam., 24 ins.
in the ground, and.in a collar of stoné: to top, with
brass cap mkd,

T21S R7E

819(s20
5830529

1962
Bury original stome cor. alongside iron post.

Land, level farm land, south portion; rolling desert,
north portion. S 0

Soil, clay.

No timber. .

Undergrowth, shadscale, north portion.

- Prom the true point for cor. of secs. 20, 21, 28 and 29

'

S. 89°11' W., bet. secs. 20 and 29.
Along gravel road, over level farm land.
Pence, bears N,

Fence, bears N, and S, -
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Dependent Resurvey of a Portion of the Sub-
division: of Township 21'South, Rdnge 7 East
- CHAINS
40.48 Point for the:%)sec. cor. of seecs. 20 and 29 at intersec-
- tion of gravel road to E. and Utah Highway No. 10, and is
accepted as the best evidence of the position of the
original cor.; highway under construction and cor. point
not monumented.
S. 89°06' W., beginning new measurement.

0.42 | Point selected for the witness % sec. cor. of secs. 20
and 29.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd. ‘
"T21S RJE

S20 W

529 C

1962
Cor. situated on power line, bears N. and E.

0.54 | U. S. C. & G. S. Bench Mark, bears S., 17 lks. dist.,
monumented with a brass tablet, set in cement block,
6x8x8 in. above ground, with brass cap mkd.

U40
1934
4.92 | Fence, bears N. and 5.
40.08 | The cor. of secs. 19, 20, 29 and 30.
Land, level farm land.
Soil, loamy clay.
Timber, cottonwood trees along the W. portion.
No undergrowth.
S. 88°03' W., bet., secs. 19 and 30.
Over rolling desert land.
Asc. 30 ft. over NE. slope.

7.47 | Telephone line, bears NW. and SE.

8.25 Spur, projects SE.; desc. 30 ft. over SW. slope.

12.05 | Irrigation ditch, 5 lks. wide, 2 ft. deep, drains SE.

14.15 | Road, unimproved, bears NW. and SE.

14.85 | Fence, bears NW, and SE.; enter farm land.

24.00 | Fence, bears N. and S.; leave farm land, enter gently
rolling desert.

29.15 | Irrigation canal, 20 lks. wide, 3 ft. deep, flows NE.

39.76 | The % sec. cor. of secs. 19 and 30, monumented with a
limestone, 5x8x1l ins., loosely set, dimly mkd., as
described in the official record.

At the cor. point

@5 b (April 1963)
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Dependent Resurvey of a Portion of the Sub-
division of Township 21'South, Range 7 East

14

19

23

25

19.
34.

40.

3.

12.

19.

41,

CHAINS

40

50

51

0.30

40

.15

00

.90

00

.30
.80

.40

65

Set an iron post, 30 ins. leng, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. '

T21S R7E
S19
% 830 -
1962
Bury original stone cor. alongside iron post. .

No accessories available.

S. 88°15' W., beginning ﬁew measurement .
Telephone line, bears NE. and SW.
Wash, 30 1lks, wide, 10 ft. deep, drains SE.

The cor. of secs. 19, 24, 25 and 30 on the W. bdy. of
Tp., hereinbefore described.

Land, rolling desert.

Soil, clay.

No timber.

Undergrowth, shadscale, rabbit brush, willows along
canal.

From the cor. of secs. 19, 20, 29 and 30.

N. 0°47' W., bet, secs. 19 and 20.

Over gently rolling desert land.

Road, unimproved, bears irregularly‘E. and W.
Fence, bears NW. and SE.

Fence, bears E. and w.

Fence, bears E. and W.

Wash, 30 lks. wide, 5 ft. deep, drains E,
Wash, 20 lks. wide, 2 ft. deep, drains SW.
Fence, bears irregularl& W. and SE.
Irrigation ditch, drains E.

Irrigation canal, 20 lks. wide, 4 ft.'deep, flows E.

Point for the % sec. cor. of secs. 19 and 20, on
property line fence, bearing E. and W.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, with brass cap mkd.
T21S8 R7E

%
S19(s20
1962

No accessories available.
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Dependent Resurvey of a Portion of the Sub-
. _ De : -

N. 0°47' W., begimming new measurement,

40.16 | Point for the cor, of secs. 17, 18, 19 and 20, at inter-

i section of property line fences from N., E., and W., and
is accepted as the best evidence of the position of the
original cor.

At the cor. point
_ Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stome to top, with
brass cap mkd.

. T21S R7E

S18(S17
819|520

1962

Land, gently rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

From the cor., of secs. 16, 17, 20 and 21.
~ 8. 88°11' W,, bet, secs. 17 and 20,

Over level farm land. ?i ;
0.42 | Fence, bears N, and S,; enter farm land.
19.95 | Fence, parallels highway. |

20.70 | Center line of Utah Highway No. 10, bears N, 15°00' E, | 'I
and S, 15°60%' W, o

21.33 | Fence, parallels highway.

21.35 | Power line, parallels highway.

40,46 | Point for the % sec. cor. of secs, 17 and 20, at inter- i
section of property line fences from the N, and W.; and
is accepted as the best evidence of the position of the
original cor.

At the cor. point

Set an iron post, 30 inms. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

[, -

T21S R7E
S17 '
% 520 :
1962

No accessories available.

S. 89°24' W., beginning new measurement.
Along fence line, leave farm land.
33.35 | Irrigation camnal, 15 1lks. wide, 5 ft. deep, drains N. 2y

40,18 | The cor. of secs. 17, 18, 19 and 20,

573t (April 1963) USDI-—— BLM FIELD NOTE PAPER
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- Dependent Resurvey. of a Portion of the Sub-

division of Township 21 South, Range 7 East

CHAINS

Land, level farm 1and east portlon, level desert west
portion.

Soil, loamy clay.

No tlmber.

Undergrowth, shadscale and rabb1t brush west port1on.

10,40
16.80
23,10
24.80
25.90

40,28

8.20
20.00

38.54

S. 89°34' W., bet. secs. 18 and 19.

Over nearly level desert land, along fence line.
Teiephone line, bears NE, and sw:

Wash, 30 lks. wide, 6 ft. deep, drains SE.

Wash, 20 lks. wide; 6 ft. deep, drains SE,

Wash, 20 lks. wide, 6 ft, deep,‘draips SE.

Wash, 10 lks. wide,“3 ft. deep, drains SE.

Point for the % sec. cor. of secs. 18 and‘19 at inter-
section of fence to E. and fence to N.; and is accepted
as the best evidence of the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% -ins. diam., 24 ins.
in the ground, with brass cap mkd.

T21S R7E
518
% 57
1962

No accessories available.

S. 86°09' W., beginning new measurement,
Wash, 10 1ks. wide, 3 ft deep, dralns SE.
Enter low rolllng hllls.

The cor. of secs. 13, 18, 19 and 24 on the W. bdy. of the
Tp., hereinbefore descrlbed

Land, nearly level desert.
Soil, clay. :

No timber.

Undergrowth, shadscale,

17.50
19.55
24.00

25.35

From the cor. of secs. 17, 18, 19 and 20.

N. 0°06' E., bet, secs, 17 and 18,

Over nearly level desert land., along fence line;
Cement lined canal, 10 lks. wide, 3 ft, deep,  drains NW.
Fence, bears E, s

Telephone line, bears NE, and SW,

Fence, bears NE. and SW.




NOTE PAPER

39

Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

175

.- 27.00
27.40
40.48

63.50
77.00
78.80

80.96

40.64

Same canal, drains RE.
Road, unimproved; bears NE. and SW.

Point for the % sec. cor. of secs. 17 and 18 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T21S. R7E
¥
s18]s17
1962

Wash, 10 lks, wide, 3 ft, deep, drains SE.
Wash, 10 lks. wide, 6 ft, deep, drains SE.
Wash, 20 lks, wide, 10 ft, deep, drains SE,
Point for the cor. of sécs. 7; 8, 17 and 18 at proportion-

ate dist.; there is no remaining evidence of the original
cor.,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.

T21S R7E

S7[S8
S18(s17

1962

Land, nearly level desert.
Soil, clay. '

No timber.

Undergrowth, shadscale.

From the cor. of secs., 8, 9, 16 and 17.

S. 89°10' W., bet, secs. 8 and 17.

Over level farm land, along femce lire.

Point for the % sec, cor. of secs. 8 and 17 at intersec-
tion of property line fences, from the E., S., and N.; and
is accepted as the best evidence of the position of the
original cor.

JAt the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in
the ground, with brass cap mkd.

T21S R7E

S8
1S v
1962

Lo accessories available.

S. 88°11' W., beginning new measurement.

73b (Apeil 1963) USDI— BLM

FIELD NOTE PAPER

o st W

s o
AR e

-
-~



178

40

Dependent Resurvey of a Portion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

1.65
5.10
30.00

39.12

40,90

60.40

60,70

68.40

78.39_'

Road, unimproved, bears N, and S.

Telephone line, bears NE. and SW. -

Wash, 20 1lks. wide, 4 ft. deep, drains SE.

Leave farm land, enter gently rolling dese:t.v

Cement-lined canal, drains NE. .

Wash, 10 1ks. wide, 2 ft. deep, drains SE.

The cor. of secs. 7, 8, 17 and 18,

Land, level farm 1ahd, east portion; gently rolling
desert, west portion.

Soil, loamy clay.

No timber. . .

Undergrowth, shadscale west portion,

NE. slope of spur,

- ‘Fence, .bears NW, and SE,

‘Tp., hereinbefore described,

S. 85°10' W., bet, seés. 7 and 18,

Over gently roiling &esert land,

Wash, 30 lks. wide, 10 ft. deep, drains SE.
Waéh; 10 1ks. wide, 6 ft. deep, drains SE.

Wash, 30 lks. wide, 5 ft. deep, drains sE.

Point for the % sec, cor. of secs. 7 and 18 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd, :

T21S R7E
S7
% 518
1962
Wash, 40 lks. wide, 5 ft. deep, drains SE.

Wash, drains SE.; asc., about 300 ft. over broken, ledgy

Point of ledgy spur, top of ledge, -50 ft. high, bears NW.
desc, abruptly 250 ft. over ledgy, precipitous SW. slope]

The cor. of secs. 7, 12, 13 and 18, on the W. bdy. of thﬁ

Land, gently rolling desert, east portion; broken,
mountainous, west.portien.

Soil, clay, with exposed sandstone, west portion,
No timber, o

Undergrowth, shadscale.

From the cor. of secs. 7, 8, 17 and 18.-

N. 0°17" E., bet. secs., 7 and 8. «-
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41
Dependent Resurvey of a Portion of the Sub-
division of Township 21 South! Range 7 East
CHAINS
Over mountainous land.
5.50 Wash, 10 lks. wide, 2 ft. deep, drains SE.

22.50 | Enter clay hills; asc. 150 ft. over SW. slope.

27.90 Fence, bears NE, and SW,

34.40 Spur, projects W,; desc., 60 ft. over N, slope,.

36.00 Draw, drains NW,; asc, 20 ft. over SW, slope.

36.80 Top of ascent, slopes NW.; desc. 50 ft. over N. slope.

40.48 Point for the % sec., cor. of secs. 7 and 8 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T21S R7E
%

s7|s8

1962
Desc. 50 ft. over N. slope.

44 .50 Draw, drains E,; asc, 55 ft. over S, slope.

53.90 Small draw, drains SE.; asc, 320 ft. over steep, precipi-
tous SW. slope.

62.25 Point of ledge, 30 ft. high, on ridge, bears E, and W,;
desc. 340 ft. over steep N, slope.

80,96 Point for the cor. of secs. 5, 6, 7 and 8 at proportion-
ate dist.; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
T21S R7E

S6 (S5

57|58

1962
Land, mountainous, broken.
Soil, clay, exposed sandstone.
No timber.
Undergrowth, shadscale,
From the cor. of secs. 4, 5, 8 and 9.
S. 88°20' W., bet. secs. 5 and 8,
Over mountainous land.
Asc. 70 ft. over NE. siope.

5.10 Top of ascent on N, side of clay knoll; desc, 120 ft,

over WW. slope.

10.20 Telephone line, bears NE, and SW.

673b (April 1963)
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42

Dependent Resurvey of a Portien of the Sub-
division of Township 21 South, Range 7 East

CHAINS

15.80

29.90

39.07

50.35

57.35
63.05
69.15

75.80

77.90

78.14

Draw, drains N.; asc. 60 ft. over series of small spurs,
projects S,

Top of ascent, S, side of clay knoll; desc. 50 ft. over
SW. slope. '

Point for the % sec. cor. of secs. 5 and 8 at proportion-
ate dist.; there is no remaining evidence of the original

cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stome to top, with brass
cap mkd. :

T21S R7E
S5
% 58
1962

Desc. 25 ft., over W, slope.

Wash, 20 lks. wide, 4 ft, deep, drains N.; asc., 30 ft.
over rolling NE. slope.

Wash, 30 lks, wide, 5 ft. deep, drains irregularly NE,
Spur, projects NE.; desc. 25 ft, over NW. slope,
Wash, drains N.; asc. 40 ft., over NE. slope.

Spur, projects N., 4,00 chs. to end; desc. 50 ft.. over
W. slope. .

Wash, 20 lks. wide, 5 ft, deep, drains N,; asc., 10 ft.
along N. slope.

The cor. of secs. 5, 6, 7 and 8.

Land, mountainous.,
Soil, clay.

No timber.

Undergrowth, shadscale.

3.40

13.90
21.50
38.30
38.90

39.02

S. 88°30' W., bet. secs, 6 and 7.
Over mountainous land,
Desc. 30 ft. over NW, slope.

Small draw, drains NE, about 10.00 chs,, thewce E,; asc,
120 ft. over SE. slope,

Spur, projects NE.; desc. 65 ft. over NW, slope.

Draw, drains NE.; asc. 140 ft. over broken SE. slope.
Spur, projects SE,; desc. 30 ft. over SW, slope.

Draw, drains SE,; asc, 40 ft.-over NE. slope.i

Point for the % sec. cor. of secs. 6 and 7 at proportion-
ate dist.; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins. loﬁg, 2% ins.- diam., 24 ins, in

the ground, and in a collar of stone to top, with brass
cap mkd, .

r
:

cPdatﬁg
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Dependent Resurvey of a Portion of the Sub-
7 @ivision.of-Township 21 South, Range 7 East

_
crAms T21S R7E
56
Y57
A 1962

39,60 |Spur, projects SE.; desc. abruptly 50 ft.‘overbledgy SW.
slope,

40,90 |Draw, drains S.; asc, abruptly 230 ft. over broken, pre-
cipitous E, slope,

46.30 |Top of ascent; mesa, bears S. and NE., enter scattered
pinon and juniper timber; desc. 20 ft. over NW, slope,

60,60 |Draw, drains N.; asc., 30 ft. over NE, slope.

74.20 [West edge of mesa, bears NW. and SE.; desc. 100 ft. over
SW. slope, leave timber.

78.47 |The cor. of secs. 1, 6, 7 and 12 on the W. bdy. of the
Tp., hereinbefore described.

Land, mountainous.
Soil, rocky clay.
Timber, scattered pinon and juniper, west portion; none,
east portion,
Undergrowth, shadscale. '
From the cor. of secs. 5, 6, 7 and 8,
N, 1°51' E., bet, secs. 5 and 6.
Over mountainous land,
Desc. 30 ft, over N, slope.
2,35 |Wash, 50 lks., wide, 10 ft, deep, drains irregularly E.
4,60 |Wash, 100 1ks, wide, 15 ft. deep, drains irregularly E.;
asc, 140 ft. over steep SE, slope.

19,60 |Top of ascent, bears W. and NE,; enter pinon and juniper
timber; desc. 80 ft. over NW, slope.

40.50 [Point for the % sec, cor. of secs. 5 and 6 at proportion-
ate dist,; there is no remaining evidence of the original
cor.

Set an iron post, 30 ins, long, 2% ins. diam., 12 ins. in
the ground, to bedrock, and in a mound of stone, &4 ft.
base to top, with brass cap mkd,
T21S R7E
ssTss
1962
Desc, 105 ft, over NW, slope.

60.50 |Wash, 80 lks, wide, 8 ft. deep, in draw, drains SE,; asc.
100 ft. over steep SW, slope.

63.10 |S. edge of mesa, bears irregularly E., and W.; asc. 40 ft.
over gentle SW, slope.

— 77.25 |Small wash, drains SE.

673b (April 1963)
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Dependent Resurvey of a ?6rtion of the Sub-
division of Township 21 South, Range 7 East

CHAINS

81,12 |The cor. of secs. 5, 6, 31 and 32 on the N. bdy. of the
Tp., monumented with a 2% in. irom post, set, mkd, and
witnessed as described in the 1962 field notes of the
Fourth Standard Parallel South (south bdy. of T. 20 8.,
R. 7 E,). : ; : ’

Land, mountainous,

Soil, rocky clay,

Timber, scattered pinon and juniper.
Undergrowth, shadscale and rabbit brush.

General Description

The portion of Township 21 South, Range 7 East, covered
in these field notes is nearly level desert land, with
farm land in secs. 8; 9 and 16 to 33 inclusive.  Secs.

5, 6, 7 and 8 are mountainous land with scattered juniper
and pinon timber, No timber in remainder resurveyed,
Shadscale, rabbit brush and greasewood undergrowth in
desert area. There were no springs or water holes noted
in the towmship, o ~

Utah Highway No. 10 enters the township on the west bdy,
of sec. 30 and bears NE. through the township, leaving on
the N, bdy. of sec. 4. There are numerous unimproved
roads throughout the township. : :

The town of Moore is located in sections 20 and 21.-

The elevation is about 6,000 ft, above sea level. The
drainage is generally east.
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1 CERTIFICATE OF SURVEY

I, Glen B. Hatch , HEREBY CERTIFY upoa honor that,
in pursuance of special instructions bearing date of the29thday of Jume , 1962 ,
and supplemental special instructions dated February 15, 1963,

I have dependently resurveyed a portion of the south boundary, a portion of

the west boundary, and a portion of the subdivisional lines of Towvmship 21

South, Range 7 East,

of the Salt Lake Meridian, in the State of Utah » which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

h m(ﬁ;t‘e)h (Cadastral Surveyor)
November 30, 1963 Mﬁ
(Date) Cadastral Surveyor)

CERTIFICATE OF APPROVAL

SUBIMITTED FOR APPROVAL

Uate DEC 9 1964 BUREAU OF LAND MANAGEMENT,

Washington, D. C.

The foregoing field notes of the dependently resurveyed portions of the south bounda
the west boundary and of the subdivisional lines of Township 21 South, Rang

7 East,

~<ceuted by Glen B, Hatch, Cadastral Surveyor,

having been critically examined and found correct, are hereby approved.

JUN 21 1985
(Date)

(Chief, Div

~ ~CERFHHEATE-OF-FRANSERIPF
LalA L4223 & g § -

I CERTIFY That the foregoing t of the field notes of the above-described surveys in

true copy of the original field notes.

R — (Chisl,-Divisios ol Eaginessing). —
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OF THE
DEPENDENT RESURVEY
{
‘1
'
A PORTION OF THE SUBDIVISIONAL LINES
oF
TOWNSHIP 20 SOUTH, RAMGE 7 EAST ;
i
4
Of the ______ SALT LAKE Meridian, 2
In the State of UTAR
EXECUTED BY L
GLEX B, BATCH CADASTRAL SURVEYOR
ALLRM L. TUFT CADASTRAL SURVEYOR ,
|
Under special instructions dated JUNE 29 , 1962 ., which provided for the surveys ?4
{
included under Group Number 438 , mapproved JUNE 29, 1962 , ‘
and assignment instructions dated JWME 29, , 19 62
Survey commenced . JULY 26, ,19 62

Survey completed ___ SEFTIMERR 10 , 1962
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Resurvey of the South Bdy.(Fourth Standard Parallel South) T.20S.,R7E.

- 1~ The S; Bdy., (Fourth Standard Parallel South), the E.
~ | Bdy., the E. 4 #iles of the N. Bdy., the §. 1 mile of the
W..Bdy. and all the subdivision, except sec, 6 and por-
tions of secs. 5, 7, 18, 19 and 30 were surveyed by A. D.
Perron in 1873.
- The E. Bdy. was resurveyed by A. D. Ferron in 1882.
The W. 2 miles of the N. Bdy. was surveyed by C.
Jarvis in~1909. .
The W. Bdy. of sec. 7, and the remaining portion of
sec. 7, was surveyed by A. D. Perron in 1909.
The N. Bdy. of sec. 4 was resurveyed by J. Dougall iﬁ

1911,
The W. Bdys. of sec. 7 and 31 was resurveyed and the 0

remaining portions of secs. 5, 18, 19, 30 and sec. 6 was

surveyed by H, W, Miller and W. H. Good in 1921.

The following field rnotes are those of the dependent
resurvey of the S. Bdy.(Fourth Standard Parallel South),
the E. Bdy., the N, Bdy. and a portion of the subdivision
.Jof Township 20 South, Range 7 East.

Before restoring the cors., the lines of the original i
survey were retraced and a diligent search made for any ‘
evidence of the original cor. or other calls of the ori-
ginal field note record. - . -

The rules of proportionate measurement were applied
after exhausting every reasonable possibility of finding
direct evidence of the lost corner.

The survey was executed with a W. & L. E. Gurley
Solar Transit No. 570621 constructed in accordance with the
standard instrumental specifications of the Bureau of Land|
Management. ~ The instrument was in good condition prior ;
to the beginning of the survey and was maintained in : j
proper adjustment throughout the progress of this survey.

Corners on east-west lines were set on the true latitud-
inal curve. Lines connecting previously egtablished ,
corners were run by random and true metHod, but for sim- il
plification of the record the random lines are omitted 1
from the field notes.

Measurements herein contained were made with a narrow
steel tape, 8 chains in length, graduated every link for
the first 100 links and thereafter at intervals of 10
links. The tape was tested by comparison with a one chain
standard steel tape and found to be correct. Measurements|
were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment;
horizontal equivalents alone are entered in the field
notes. - All lines of this survey were run by direct method
where the lines were accessible; lines inaccessible were
run by traverse or triangulation methods. Distances to
topography on lines run by traverse or triangulation-are L
approximately as scaled from U. S. G. S. topographic sheet
The ddtails of such traverses or triangulations have been q .
thoroughly checked and verified, and in order to simplify i
the record the diagrams and reductions are omitted from

these field notes.

The direction of the lines of this survey were determined
by reference to trué meridians established on line by
altitude observations on the sun. The lines were carried
forward by sustained angulation being supplemented by
other numerous altitude observations on the sun taken
throughout the progress of the survey.

1o
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Dependent Resurvey of the South Bdy.(Fourth Standard Parallel South)T.20 §.

CHAINS

: . | The geegraphic position for the southeast corner of the

N | township is at latitude 39°01' 46"N. and longitude

111°04'25"W. as adjusted from traverses to U..S. G. s.
triangulation station. "Ferron", at-Lat. 39°01'00.343"
N. and Long. 110°59'26.179"W., located S. 3%20%44'.,

] 79.13 chs. dist. frem ‘the south % sec. cor. of sec.
35,-T. 20 S., . R. 8 E.» - The magnetic declination was read

at a number of stations throughout the township and the

average of these readings-was found to be 17°30' East.

RN | X ~

. R - - o . T
Dependent Resurvey of the South Boundary, (Fourth Standarfi
-Parallel South), Township 20 South, Range' 7 East.

-~ -~

Reestablishment of the Survey Exeéuted by A. D. Ferron in
1873 and the Retracement of Howard W, Miller in 1921.

B ~ -

Beginning at the cor. of Townships 20 and 21 South,
Ranges 7 and 8 East, monumented with a 3 in. iron post,
set, mkd. and witnessed as described -in the official
record. s ~ AT -

5.88°52'W., bet. secs. 1 and 36.. N

Over néafiy lével desert laﬁd; D
18.50 | Road, unimprovéd, bears north and south.

23.60 Wash, 50 1ks. wide,VQO‘ft. deep, drains nérch.
37.00 ﬁhsh,>50 lks. wide, 20th. deep; drainS'north;

40.45| Point for the standard % sec. cor. of sec. -1 and 36 at
proportionate dist.; there is no remaining evidence of
the original cor. - : - : 3 !
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd. : 5 ~ :
SC
- - : ‘T208 R7E

§36
) o s1. .
: T21s - y AT
- - 1962 -
~ - deposit- glass around iron post, 4 ins. below ground.

41.75| Wash, 40 lks. . wide, 5 ft. deep, drains north.
56.10| Wash, 30 1lks, wide, 15 ft..deep, drains north,

80.40 | Point selected for the witness standard cor. of secs.
1, 2, 35 and 36. -~ : ~ s
b o N
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. Cn 5
~ : -~ 86 ST
: T20S RJE

- . 535836 .

-1 SZVSI
WwC

GFO §



e e

. Jdeposit glass arqund ird# post, 6 ina. below ground and
 raise a‘mound of steme, 2.ft, base, 1% ft. high, north of
cor. .

80.99 }True point for the standard con.-of sees. 1, 2, 35 and 36
| at propertionate dist., falls in -wash, 30 lks. wide, 4 ft.
deep, drains NW, and is deemed unsafe; there is no remain-
ing evidence of the origimal coxr. for moenumentation.
""" Land, nearly level desert.

Soil, clay. . R S ,
{No timber. !
Undergrowth, shadscale. -~ -~ . - S J

5.88°52'W., bet. secs. 2 and 35.
dver ﬁearly levél desert land.

' 40,05|Wash, 80 1ks.. wide, 25 ft. deep, drains north.
40.45|Point for the standard % sec. cor. of secs. 2 and 35 at i

proportionate dist.; there is no remaining: evidence of :
the original. cor.

Set an iron post, 30 imns. long, 2% ins.Adiam., 24 ins. in
the ground, with brass cap mkd.

sC
T20S R7E ‘

%535

52 .
T218 :
v . - 1962 :

deposit glass around iron post, 4 ins. below ground, and
raise a mound of stone, 2 ft. base, 1% ft. high, north of !
jecor.. - . : . { !

[ . 3 . 3

Asc. 80 ft. over east slope of clay knoll.

49.60 {Top of knoll, desc. 35 ft. over west slope.

N

54.10 [Wash, 50 1ks. wide, 35 ft. deep, drains north.

60.45 [Wash, 50 lks. wide, 30 ft. deep, drains NE., asc. 80 ft.
over NE. slope.

80.90 |Point for the standard cor. of secs. 2,3,34 and 35 at pro-
portionate dist.; there 'is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

SC i
T20S R7E

8341[835 3.
$3 §2

T218 -

1962

73b (Apeil 1063) USDI—BLM - : FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary(Fourth Standard Parallel South),T.20 EL
CHAINS

deposit glass around iron post, 4 ins. below gfound, and
raise a mound of stone, 2 ft. base, 1% ft. high, north of
cor.

Land, nearly level desert.
Soil, sandy clay.

No timber.

Undergrowth, shadscale.

$.88°52'W., bet. secs. 3 and 34.

Over nearly level desert land.

13.50 | Road, unimproved, bears N.70°W. and §.70°E.
20.90 | Wash, 20 lks. wide, 10 ft. deep, drains S.80°ﬁ.

40.45 | Point for the standard % sec. cor. of secs. 3 and 34 at
proportionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins, in
the ground, and in a collar of stone to top, with brass
cap mkd.
sc
T20S R7E

y 834

S3
T21S
1962

deposit glass around iron post, 4 ins. below ground.
43.11) Fence, bears north and south.

55.70 | Wash, 40 lks. wide, 10 ft. deep, drains irregularly east.
80.34 | Power line, bears north and south.

80.90{ Point for the standard cor. of secs., 3, 4, 33 and 34 at
proportionate dist.; there is no remaining evidence of thL
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

SC
T20S R7E

833834
84|83
T218
1962

deposit glass around iron post, 4 ins. below ground, and
raise a mound of stone, 3 ft. base, 2 ft. high, north of
cor.

Land, nearly level desert.
Soil, sandy clay.

No timber.

Undergrowth, shadscale.

GPO 84
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the South:Boundary (Fourth Standard Parallel So.), T.20 S., R.

7 E.

hﬁ;ﬁg@dtvﬁy<6f

CHAINS

1.62

2.17
3.00

40.45

57.20

80.90

S. 88°52' W., bet, secs. 4 and 33,
Over gently rolling desert land.
Telephone line, bears north and south.

Center line of State Highway No. 10, bears about N. 18°
30' E. and S. 18°30' W.; asc. 25 ft. over east slope.

Point of small Elay spur, siopes south, thence asc. 50
ft. along rolling south slope.

Point for the standard % sec. cor of secs. 4 and 33 at
proportionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

sc
T20S R7E

S33
3y ==
S4
T21S
1962

deposit glass around iron post, 4 ins. below ground, and
raise a mound of stone, 2 ft. base, 1% ft. high, north
of cor.

Asc. 110 ft. over SE. slope.

Top of -ascent, slopes south, desc. 110 ft. over rocky
SW. slope.

Péint for the standard cor. of secs. 4, 5, 32 and 33 at
proportionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone to top, with

-brass cap mkd.

SC
T20S R7E

§32(833
85|84

.T218
1962

.deposit glass around.iron post, 4 ins. below ground,

and raise a mound of stome, 3 ft. base, 2 ft. high,
north of cor.

Land, gently rolling east portion; mountainous west por-
tion. '

Soil, clay east portion; rocky, sandy clay west portiom.
Timber, none.

Undergrowth, shadscale and scattered sagebrush.

WL(Awu 1963) USDI——BLM
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Dependent: Resurvey: of the So.

" Boundary (Fourth Standard Parallel South),

T. 20 S.

CHAINS

2.14

21.40

22.82
33.50

38.60

40.45

41.50

59.70
67.35

78.70

80.90

S. 88°52' W., bet. secs. 5 and 32..
Over rolling desert land.
Desc. 15 ft. over gentle SW. slope.

Fence, bears north and south 0.55 chs., thence west..

Wash, 20 1ks.

wide, 8 ft. deep, drains SE , asc, 40 ft.
over NE, slope. : . .

Telephone line, bears north and south.

Small clay spur, slopes SE., desc. 10 ft. over SW. slope.

Wash, 20 lks. wide, 8 ft.
over NE, slope.

deep, drains SE., asc. 5 ft.

Point for the standard % sec. cor. of secs. 5 and 32 at
proportionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, with brass cap mkd.

Sc
T20S R7E

$32
) =
S5
T21S
1962

deposit glass around iroﬁ post, 4 ins. below ground,
and raise a mound of stone, 5 ft. base, 1% ft. high,
north of cor.

From this cor., a fence bearing east and west, bears
south, 0,38 chs. dist.

Wash, 20 lks. wide, 10 ft. deep, drains SE., asc. 165
ft. over NE. slope. Enter scattered timber.

over SW. slope.

Spur, slopes SE.; desc. 50 ft.

Bottom of canyon,drains SE.; asc.100 ft. over NE. slope.
Ridge, bears NW. and SE., thence across top of ridge.
Fence bears north, and south 0.72 chs.; thence east.

Point for the standard cor. of secs. 5, 6, 31 and 32
at proportionate dist.; there is no remaining evidence
of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

SC
T20S R7E

T218
1962

from which

GPC
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. Resurvey of. the $o.Boundary(Fourth Standard Parallel South), T. 20 S., R 7.E.

CHAINS

10.70
15.45
20.85

40.45

40.64

66.15

76.00

80.90

‘A juniper, 4 ins. diam., bears S.64°45'E., 55 lks.
dist., mkd. S 5 BT.

A plnqn pine, 10 ins.- dlam., bears s .60°W., 16 lks.
dist., mkd. T218 R7E S6 BT.

A pippn pine, 4 ins. diam., bears N.89°W., 27 lks.
dist., mkd, S31 BT,

Land, rolling desert east portion; mountainous west por-
tion.

Soil, rocky, sandy clay.

Timber, scattered to medium plnlon and Junlper, west por-
tion, o

Undergrowth, shadscale and sagebrush east portion.

S.88°52'W., bet. secs. 6 and 31.

Over mountainous land through medium dense tlmber.

Asc., 20 ft. oﬁef genfle:SE. slope.

Desc. 95 ft. over éteep‘sws siope.‘

Bottom of canyon, drains SE.; asc. 50 ft. over NE. slope.
Spur, slopes SE..from west;;asc. 70 ft. along spur.

True point for the staﬁdard:% sec.:cor. of secs., 6 and 31

at proportionate dist. falls in wash, drains north, and
is not monumented.

Asc. 15'ft. over east’slope.

Point selected for the witness standard % sec. cor. of
secs. 6 and 31.

Set an iron post, 30 ins. long, 2% ins., diam., 16 ins. in
the ground, and in a mound of stone, 3 ft. base to top,

with brass cap mkd.
~ . 8C
T20S R7E

From which
A pinon plne, 7 ins, dlam., bears N.27° 15 Ww., 78 1ks|
«dlst., mkd .- kll! ‘ : .

Asc. 120 ft. over NE. slope.

Ridge, bears irregularly east and west, desc.. 60 ft. over
SW. slope.

Bottom of canyon, drains. SE., asc. 120 ft. over NE. slopej
The standard cor. of Tps. 20 and 21 S., Rs. 6 and 7 E.,

monumented with a;3 in. irom post, set, mkd. and witnessed
as described in the official record.of the 1921 survey.

€735 (April 1963)
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Dependent Resurvey of the South Boundary, (Fourth Standard

Parallel South)T, ZP

CHAINS

11.45
21.00

40.67

51.60
53.30
54.35
56.10

81.34

Land, mountainous.-
S0il, rocky clay. .
Timber, medium growth of juniper and pinion.

- Undergrowth, shadscale_and sagebrush.

Dependent Resurvey of the East Bounddry ef Township
20 South, Range 7 East

Reestablishment of the Survey -Executed by A. D. Ferron
in 1882. '

From the cor. of Tps. 20 and 21 S., RS. 7 and 8 E.,
hereinbefore described.

N.0°27'W., bet. secs. 31 and 36,

Over gently rolling desert land.

Desc. 10 ft. over gentle N. slope.

Wash, 10 lks. wide, 2 ft. deep, drains N. 75° E., asc.
10 ft. over SE. slope. : : :

Road, unimproved, bears N. 80° E. and S. 80° W., desc.
35 ft. over gentle north slope.

Point for the % sec. cor. of secs. 31 and 36 at propor-

-tionate dist.; there is no remaining evidence of the

original cor. :

Set an iron post, 30 iﬁs. long, 2% ins. diam., 24 ins. in

the ground, and in.a collar of stone to top, with brass
cap mkd.
T20S
R7E RSE
%

$36 531
1962

deposit glass around iron post, 4 ins. below ground.
Desc. 35 ft. over gentle north slope.
Wash, 20 1ks. wide, 4 ft. deep, drains N.20°E,
Wash, 20 1ks. wide, 15 ft. deep, drains east.
Wash, 20 1lks. wide, 4 ft. deep, drains east.
Wash, 10 lks. wide, 4 ft. deep, drains east.
The cor. of secs. 25, 30, -31 and 36, monumented with a
sandstone, 7x9x11 ins., set, mkd. and witnessed as des-
cribed in the official record. . .

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and .in a mound of stone, 3 ft., base to .top},

with brass cap mkd.
: : - T208
R7E RSE .,

SZS|S30

S36LS31
1962

GPO 43
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bury original stone cor. alongside. iron post,-and deposit
glass around iron post, 4 ins. below ground.
Land, gently rolliné desert.
Soil, clay,
No timber. e
Undergrowth, shadscale.
N.0°30'W., bet. secs. 25 and 30.
Over gently rollihg desert land.
Desc; 10 ft. over'gentlé NW. slope
3.90 Wash; drains NE,; asc. 20 ft.'over SE. slobe.

14.50 Ro;d, uﬁimproved; bears N.30°E. and 5.50°W.

17.30 | Low élay spur, slopes NE.; desc. 50'ft. ovér north slope.

27.25 | Road, unimproved, bears N.40°W. and S.40°E.

37.40 | Wash, 5 lks. wide, 2 ft. deep, drains west; asc. 10 ft.
over. south slope.

37.80 | Low clay spur, slopes west; desc. 30 ft. over north glope

40.44 | Point for the X sec. cor. of secs. 25 and 30 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.
T20S
R7E RBE
X
525530
1962
deposit glass around iron post, 4 ins. below ground.

41.35 | Wash, 5 lks. wide, 1 ft. deep, drains west, desc. 40 ft.
along gently rolling west slope.

49.20 | Wash, 6 lks, wide, 2 ft. deep, drains west.

57.70 | Wash, 10 1lks. wide, 3 ft. deep, drains west.

72.10| Road, unimproved, bears N.85°W, and §.85°E.

77.75| Wash, 10 1ks, wide, 2 ft. deep, drains west.

80.88 | Point for the cor. of secs. 19, 24, 25 and 30, at pro-
portionate dist.; thdre is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a mound of stome, 3 ft. base to top,
with brass cap mkd. I
T208
R7E R8E
| 824‘819
T 825 1830
1962
3736 (April 1963) USDI—— BLM FIELD NOTE PAPER
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CHAINS

Dependent Resurvey of the East Boundary of Township 20 South, B!W_z

deposit glass around irom post, 4 ins. below ground.

land, gently rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

N.0°30'W., bet. secs. 19 and 24.
Over nearly level desert land.

6.50 Wash, 5 lks. wide, 2 ft. deep, drains west.

11.40 | Wash, 5 lks. wide, 2 ft. deep, drains west.

13.10 | Road, unimproved, bears S.40°E., from S.60°W.

16.55 | Wash, 5 lks. wide, 2 ft. deep, drains west.

19.25 Wash, 5 lks. wide, 2 ft. deep, drains west.

23.75 | Wash, 5 lks. wide, 2 ft. deep, drains N.80°W.

27.65 Wash, 5 lks. wide, 2 ft. deep, drains west.
40.44 | Point for the ¥ sec. cor. of secs. 19 and 24, at propor -
tionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.

T20S

R7E RSE

X
524|519

1962
deposit glass, around iron post, 4 ins. below ground.
55.50 | Road, unimproved, bears N.80°E. and S.60°W.
61.55 | Irrigation canal, 6 lks. wide, 2 ft. deep, flows N.S50°E.

66.50 Gravel road, bears east and west, thence along east side
of gravel road, bears north.

72.45 | Road, unimproved, bears N.30°E. and S.10°W.

73.55 Irrigation ditch, 5 lks. wide, 2 ft. deep, flows east.
73.85 | Road, unimproved, bears X.80°W. and S. 60°E.

74.75 | Pence, bears north and SE.

78.68 | Point selected for the witness cor. of secs. 13, 18, 19
and 24,

Set an irom post, 30 ins. long, 2§ ins. diam., 22 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
vith brass cap mkd.

.

TP w,



79.45

80.88

1.50

14.40

39.00
40,20

40.44

11

B e . SR

T20s

R7E RBE
WC

s13s18
S24]519

1962° .

Ferron Creek, with stream of water, 15 1lks. wide, 1 ft.
deep, flows irregularly E.

True point for the cor. of secs. 13, 18, 19 and 24, at

. proportionate dist. falls in creek bed and is not

monumented.

Land, nearly level desert.
Soil, clay.

No timber,

Undergrowth, shadscale,

N. 0°30' W., bet. secs, 13 and 18,

Over ievel farm land and along gravel road.

Leave creek bed.

Cattle guard, falls 20 lks. E. of 1 inch iron post,
with brass cap mkd.

4C310
E FERRON GUARD

. SE SE S13
T20S R7E
1953

House, bears W., about 2.00 chs, dist,
House, bears E.,, about 2,50 chs. diét.

Point for the % sec. cor. of secs. 13 and 18 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins., long, 2% ins. diam., 6 ins,
below surface of gravel road, with brass cap mkd.

T208S
R7E  R8E

%
513|s18
1962

from which

An iron post, 30 ins, long, 2% ins. diam., set
24 ins. in the ground, for a reference monu-
ment, bears N.60°45'W,, 38 ft, dist., with
brass cap mkd. T20S R7E S13 RM 38' 1962, and
an arrow pointing to the true corner.

(April 1963)
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CHAINS

45,70

46.95

50.50
59.95
61.90

80.88

Dependent Resurvey of the East Boundary of T, 20 8., R. 7 E.

deposit glass around iron post, 4 ins. below
ground. '

An iron post, 30 ins. long, 2% ins. diam., set
24 ins. in the ground, for a reference monu-
ment, bears N. 45°45' E., 25.7 ft, dist., with
brass cap mkd, T20S R8E S18 RM 25.7' 1962, and
an arrow pointing to the true corner,

deposit glass around iron post, 4 ins. below
ground,

Corral and water tank, bears E,, about 2.00 chs, dist,

Gravel road, curves NW,; asc. 50 ft. over south slope
of knoll.

Top of ascent; desc. 30 ft. over gentle N, slope.
Gravel road, bears N. from SW., thence along road.
Oiled road, thence along road.

The cor. of secs. 7, 12, 13 and 18, at intersection of

oiled road from S., and oiled road from E, and W.; accord-

ing to local residents, this is the true cor. point, and
is accepted as such.

At the cor. point
Drive a nail flush with oiled road.
from which

An iron post, 30 ins. long, 2% ins. diam., set 20
ins. in the ground, for a reference point,

bears S. 45°57' E,, 44.5 ft, dist., with brass
cap mkd, T20S R8E S18 RM 44.5 ' 1962, and an
arrow pointing to the true cor.

deposit glass around iron post, 4 ins. below
ground,

An iron post, 30 ins. long, 2% ins. diam., set
20 ins. in the ground for a reference monu-
ment, bears S. 48°25' W., 48.2 ft. dist., with
brass cap mkd. T20S R7E S13 RM 48.2' 1962, and
an arrow pointing to the true cor.

deposit glass around iron post, 4 ins. below
ground,

Land, level farm land.
Soil, loamy clay.
No timber.

GP
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CHAINS

10.70
14.85

32.00

- 40.42

40.45

43.80

49.25
52.40
52.55
54.65
54.80
66.55
66,90

67.95

69,60
72.30
75.30
78.40
80.84

N.0°41'W., bet. secs. 7 and 12,

Over level farm land and along gravel road, from Molen to
‘Clawson.’

House, bears east, about 2,00 chs. dist.
Irrigation ditch, 5 lks. wide, 2 ft. deep, drains east.

Leave gravel road, curves NW. to NE.; asc. 25 ft. over
south slope of knoll.

Point for the X sec. cor. of secs. 7 and 12 at propor-
tionate dist.; there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.
T20S8
R7E RSE
¥
S12187
1962
deposit glass around iron post, 4 ins. below ground, and
raise a mound of stone, 3 ft. base, 1% ft. high, west of
cor.
Cor. is located in small swell along east side of road.

Wash, 3 lks. wide, 1 ft. deep, drains §.50°W., asc. 60
ft. over south slope.

Top of ascent, bears NW, and SE., desc. 20 ft. over
gently rolling NE. slope.

Gravel road, bears north from SW.

Leave road, turns N.55°W.

Fence, bears N.55°W. and S.55°E.

Road, unimproved, bears N,60°W. and S.60°E.

Irrigation ditch, 3 lks. wide, 2 ft. deep, drains S.60°E.
Irrigation ditch, 5 lks. wide, 2 ft. deep, drains S.80°E.
Fence, bears N.80°W. and S.80°E.

Irrigation ditch, 5 lks. wide, 2 ft. deep, drains irregu-
larly south.

Fence, bears N.85°E. and S.85°W.
Small draw, drains SE.; asc. 20 ft. over SW slope.
Small spur, slopes SE.; desc., 15 ft. over NE. slope.
Small draw, drains SE.; asc., 15 ft, over SW. slope.
The cor. of secs. 1, 6, 7 and 12, monumented with a sand

stone, 4x12x17 ins., set, mkd and witnessed as described
in the official record.

673b (April 1963)
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Deperrdent Resurvey of -the East Boundary of T. 20 §., R. 7 E.

CHAINS
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T20S y : -
R7E RSE ‘

S1[s6_ -
§12(87 -

1962

N

bury original stbne cor. alongside iron post, and raise
a mound of stone, 3 ft. base,’ 1% ft. high, west of cor.

Land, level farm land south portion gently rolling
desert north portion, - h

Soil, loamy clay.
No timber.
Undergrowth, shadscale in desert portionm.

N.0°30'W., bet. secs. 1 and 6.
Over rolling desert land.
* Desc. 10 ft. over NE. slope.

8.10 Wash, in small draw, drains N.80° E., asc,. 130 ft. over
: sbuth slope.

27.90 Road, unimproved, bears east ‘and west. ‘
30.90 | Top of small knoll, desc. 15 ft. over NW. slope.

33.90 Wash, in small draw, drains SW.; asc. 15 ft. over SE.
slope.

38.00 Spur, slopes NE.; desc. 5 ft. over NW slbpe.

40.13 Point for the % sec. cor. of secs. 1 and 6 at. propor-
tionate dist.; there is no- remaining evidence of the
or1g1na1 cor.

Set an irom post, 30 ins. long, 2% ins. diam , 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.
- 'T208
R7E R8E
¥
S§1[S6

1962
Desc. 165_ft. over north slope.- i T nbeed
63.65 Wash, 20 lks. wide; 6 ft: deep, drains irregularly north
66.00 | Same wash, drains irregularly ‘north.
67.20] Same wash, drains east.

70.00| Small spur, slopes NE., desc. 10 ft. over 'NW. nlope.

74.85| Wash, 30 lks. wide, 8 ft deep, drains Rl., asc. 15 ft.
over SE. slope.

GPO 83
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14.90

17.10

17.90
21.80
35.60
36.65

40.57

Small spur, slopes NE., desc. 15 ft. over NW. slope.
Wash, 40 lks. wide, 10 ft. deep, drains east; asc. 20 ft.
,over south slope. .
The cor. of Tps. 19 and 20 S., RS. 7 and 8 E., monumented
with a limestone, 6x10x14 ins., set, mkd. and witnessed
as described in the official record.
At the cor. point
Set an irom post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to top
with brass cap mkd.
T19s -
R7E R8E
$361831
_81s6
T20S
1962
bury original stone cor. alongside iron post.
Land, rolling desert.
Soil; clay.
No timber.
Undergrowth, shadscale.
Depehdent Resurvey of the North Boundary of Township 20
South, Range 7 East
Reestablishment of the Survey Executed by A. D. Ferron
in 1873. ‘
S.89°26'W., bet. secs. ] .and 36.
Over rolling desert land.
Desc. 15 ft. over SW. slope.
Power line, bears north and_south.‘
Wash, 30 lks. wide, 10 ft. deep, drdains SE.; asc. 55 ft.
over NE. slope.
Spur, slopes NE.; desc. 15 ft. over NW. slope.
Wash, 15 lks. wide, 3 ft. deep, drains north; asc. 50 ft
along rolling north slope.
Wash, 80 lks. wide, 20 ft. deep, drains north.
. . J . : N
Wash, 10 lks. wide, 4 ft. deep, drains north.
Wash, 4 lks. wide, 1 ft; deep, drains norfh.
Top of ascent, slopes north; desc. 10 ft. over NW.slope.
The % séc. cor: of éecs..l and 36, monumented with a

limestone, 4x4x8 ins., set, mkd. and witnessed as des-
cribed in the official record.

735 (Apeil 1963)

USDI— BLM

FIELD NOTE PAPER

—

st st o, )
U P U,

VRN



- 202

16

Dependent Resurvey of the North Boundary “of Township '20 ‘8., R.

CHAINS
At the'cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar 'of stone to top, with

brass cap mkd. o B
T198 R7E

%536 i

§1
T208
1962

bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 2 ft. high, north of cor.

N.89°47'W., beginning new measurement.

0.75 | Wash, 5 lks. wide, 2 ft. deep, drains NE.; asc. 150 ft.
over SE. slope.

20.85 | Ridge, bears north and south; desc. 75 ft. over NW. slopq.
33.50 | Draw, drains'NE.; asc. 45 ft. over SE. slope.

40.40 | Point for the cor. of secs. 1, 2, 35 and 36, at propor-
tionate dist.; there is no remaining ev1dence of the
original cor.
Set an iron post, 30 ins. long 2% ins. dlam ; 20 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd. - to

"T19S R7E

$351836
S2|s1

T208
" 1962

cor. is located on point of spur, slopes NE.

Land, rolling desert.
Soil, clay.
Undergrowth, shadscale.
No timber.

N.89°47'W., bet. secs. 2 and 35
Over rolling desert land
Desc. 85 ft. over west slope.

11.00 | Enter wash 20 1lks. wide, 5 ft. deep, drains. irregularly
west; desc. 25 ft. over gentle west slope.

16.80 | Leave wﬁsh drains SW.
27.00 Enter sagebrush bears 1rregu1ar1y north and south

32.30 | Road, unlmproved bears N 15°W and S. 40°E

2

32.61 FEnce bears N.15°W. and S 40°E

GPO 8
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‘Dependent Resurvey of the North Boundary of Township 20 S., R. 7 E. !
CHAINS . |

33.55 |[Irrigation ditch,. 10 lks,. wide, 2" ft. deep, drains south. :

34.75 |Pole corral. S o . f;ﬂ
37.10 |North cor. of log shed.
39.50 | Irrigation ditch, 3 lks. wide, 1 ft. deep, drains south. Lo
40.40 | Point for the X sec. cor. of secs. 2 and 35, at propor- i i

tionate dist.; there is no remaining evidence of the i
original cor. N

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in j ,%
the ground, and in a collar of stone to top, with brass
cap mkd, .
T19S R7E

S
§2

7208 ° 1o
1962 | o

raise a mound of stone, 3 ft. base, 1% ft. high, north of
cor.

43.48 | Pence, bears north and south.

55.10 | Irrigation ditch, 5 lks. wide, 2 ft. deep, drains S.60°E. “1 ’(
61.67 | Pence, bears north and south.

77.17 | Road, unimproved, bears NW. and SE.

78.30 | ¥rrigation canal, 30 lks. wide, 6 ft. deep, with stream ‘ i
of water, 3 lks. wide, 1 ft. deep, flows S.70°E. q4

80.80 | Point for the cor. of secs. 2,3,34 and 35, at measurement
in latitude, and local control longitudinally mkd. by an
old property fence, bearing N. and S; this fence is
accepted as marking the N. and S. sec. line. There is no
remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a mound of stone, 3 ft. base, to top, iy
with brass cap mkd.

T19S R7E

$34|835 S
s3s2

T208
1962

deposit glass around iron post, 4 ins. below ground.

Land, gently rolling desert east portion; nearly level
west portion. . ,

Soil, sandy blue clay.

No timber. o A
Undetgrowth,fshadqcale and sagebrush.

N, 89°47' W., bét. secs. 3 and 34. . -

N

73b (April 1963)’ USDI — BLM ) FIELD NOTE PAPER
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Dependent Resurvey of the North Boundarv of Township 20 8., R, 7
CHAINS

Over nearly level desert land.
Asc. 25 ft. over east slope of small knoll..

3.90 | Top of knoll; desc. 25 ft. over west slope,

7.00 | Base of knoll, themce over nearly level desert land,
14.65 | Wash, 20 lks. wide, 6 ft. deep, drains 8 .80°E.

16;75 Wash, 80 iks. wide, 20 ft. deep, drains irregularly east.|
22.80 | Wash, 80 lks. wide, 25 ft. deep, drains irregularly east.
25.40 | Enter farm land.
27.87 | Power line, bears north and south.
30.95 | Irrigation ditch, 5 lks. wide, 1 ft. deep, drains NE,
31.10 | Fence, bears N.40°E. and S.40°W.

32.87 | Center line of State Highway No. 10, bears N.40°E. and
S.40°W.

34,57 | Pence, bears N.40°E. and S.40°W.
37.05 | Irrigation ditch, 20 lks. wide, 5 ft. deep, drains south.
40.45 | Point for the ¥ sec. cor. of secs. 3 and 34, at propor-
tionate measurement in latitude, and local control
longitudinally, mkd. by an old property fence bearing,
N. and S; this fence is accepted as marking the N. and

S. center line of secs. 3 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass ¢ap mkd.

T19S R7E
3 S34
83

T20s
1962

deposit glass around iron post, 4 ins. below ground.
60.75 | Fence, bears north and south.

61.i5 Irrigation ditch, 8 lks. wide, 2 ft. deep, drains NE,
61.85 | Irrigation, canal, 30 lks. wide, 4 ft. deep, flows u.3o°ﬂ.
65.45 Fence,,bears N.60°W, and §.40°E.

65.95 | Road, uniﬁproved, bear; N.60°W. and S.40°t.

73.05 | Telephone line, bears N.60°W. and S.40°E.

81.80 | The cor. of secs. 3, 4, 33 and 34, monumented with a
sandstone, 8x10x12 ins., set, mkd. and witnessed as des-

-cribed in.the official.record.

. .
At the cor. point" RN CRm

GPFO ¢
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205

"
- CHAIMS | oot ap iron post, 30 ins. long, 2% ins. diam., 24 ins.
in_the_ground and in a collar of stone to top, with
i brass cap mkd. :
f T19S R7E
§ '833[834
] S&(S3° o
- T208
1962
bury original stone cor. along51de iron post.
Land, nearly level farm land.
Soil, loamy clay.
Timber, none.
Reestablishment of the Resurvey Executed by J. Dougall
in 1911 o
"N: 89°49' W., bet. secs. 4 and 33.
_Over mnearly level desert land.

40.075 | Point for the S. % sec. cor. of sec. 33, T. 19 S., R. 7E{,
at mid point bet. the cor. of secs. 3, 4, 33 and 34, and
the closing cor. of secs. 32 and 33
Set an iron post, 30 ims. lomg, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap m%d.

T19S R20E
% s33
T20S
1962

40.98 Point .for the N. % sec. cor. of sec. 4, at mid point bet.
the cors. of 3, 4, 33 and 34 and cor. of 4 and 5; there
is no remalnlng ev1dence of the or1g1na1 cor.

‘Set an iron post, 30 ins. 1ong, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd
" ‘ T19$ R7E’

% 84

T20S

1962
raise a mound of stone, 3 ft, base, 2 ft. high, north
of cor.
Asc. 150 ft. over east slope of spur.

62.00 Top of ledge, 50 ft. high, on spur, slopes south, about
4.00 chs. to end, desc. 65 ft. over SW. slope; enter
scattered tlmber.. ..

78.10. Wash dralns south; asc. 20 ft. over SE. slope.

80.15 | The closing cor. of secs. 32 and 33, T. 19 S., R. 7 E.,
monumented with a 2 in. iron post, set, mkd. and wit-
nessed as described in the official record of the 1911
survey.

81.96 The cor. of secs. &4 and 5, T. 20 8., R. 7 E., monumented

with a 3 in. iron post, set, mkd. and witnessed as des-
crlbed 1n the official record ‘
Land nearly 1eve1 desert east portlon mountainous west
portion. = = |
Soil,clay east portlon, rocky, gravelly clay west port1on.
Timber,. scattered plnon and Junlper, west portion; none
- east portion..
Undergrowth, shadscale.
e (A1l 1063y ~ USDI——BLM o ' o FIELD NOTE PAPER
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‘Dependent Resurvéy of the :North Boundary, Townshim*ZG 8,; R. 7 E

CHAINS
Reestabllshment of the Survey Executed by C, Jarvis 1n
1909 with establishment of S, % sec. cors. for secs.
31 and 32, T. 19 S., R, 7 E.

N. 89°57' W., alongvfﬁe north boundary of sec. 5.

Over mountainous land, -through medium pinon and juniper
timber.

Asc. 70 ft. over NE. slope,

7.20 | East edge of bench, bears north and south -asc. 20 ft
over gentle east slope. .

17.40 | Top of ascent, bears north and south; desc. 30. ft. over
gentle west slope.

38.13 | Point for the south % sec. cor. of sec. 32, T. 19 s.,
R. 7 E., at mid point bet. the closing cor. of secs,
32 and 33 and the closing cor. of secs. 31 and 32,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 5 ft. base to
top, with brass cap mkd.

T19S R7E
¥ 832

1962
Desc. 30 ft. over west slope.
39.00 Draw, drains south; asc. 25 ft. over éast‘sfbbe.
40.01 | The % sec. cor. of secs. 5 and 32, monumented with a 1
in. iron post, set, mkd. and w1tnessed as described in
the official record This cor. will now function as the
north % sec. cor. of sec. 5, T, 20 S. .» R. 7 E., only,
I remark

% S5

62
1910

from which

‘The or1g1na1 bearlng tree, a cedar, 12 ins. diam.,
bears S. 19° E., 15 lks. dist., mkd. % S 5 B T.

I destroy the marks on the or1g1nal bearlng tree
pertalnlng to sec. 32.

West, beginning new measurement.
Asc. 10 ft. over gentle east slope.

3.00 | Top of ascent, thence over nearly 1eve1 bench 1and

11.90 | Wash, 30 lks. w1de, 10 ft deep, dralns 1rregu1ar1y soutHh

38.06°| The closing cor. of secs.;31 and 32, T.;19‘S;; R. 7 E.,
monumented with a 2 in. iron post, set, mkd. and wit-
nessed as described in thecofficial record. -

:i»v:;: TSR OéPOB\‘
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- Bependent Resuryvey, of the North Boundary of Township 20 §,,R. 7 E.

, CHAINS

3$9.91 | The cor. of secs. 5 and 6, T. 20, 8., R. 7 E., monumented
with a 3 in. iron post, set, mkd. and witnessed as des-
cribed in the official record
Land, mountainous
Soil, rocky clay.

Timber, medium juniper and pinion.

Unﬂergrowth shadscale and scattered sagebrush.
N.89°58'W., along the north boundary of sec. 6.
Over gently rolling bench land,

Asc. 110 ft. over SE. slope

4.50 Wash -30 1ks. wide, 6 ft. deep, dralns S. 30 E.

22.30 | Clay ridge, bears north and south; desc. 10 ft. over
gentle west slope.

35.90 | Top of shale ledge, desc. abruptly 30 ft. over west slope

36.00 | Draw, drains irregularly south; asc. 20 ft. over abrupt
NE. slope.

38.09 | Point for the south % sec. cor. of sec. 31 T. 19 S., R.
7 E., at proportionate dist. bet. the closing cor. of
secs. 31 and 32, and the cor. of Tps. 19 and 20 S., Rs.
6 and 7 E.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in
the ground, and in a mound of stone, 4% ft. base to top,
with brass cap mkd.
- T19S R7E

531

1962
Asc. 10 ft. over NE. slope.

39.97 | The % sec. cor. of eees. 6 and 31, monumented with a 1
in, iron post, set, mkd. and witnessed as described in
the official record. This cor. will now function as the
north % sec. cor. of sec. 6, -T. 20 S., R. 7 E. only, and
was remarked.

%56
62
1910
from which
The original bearing tree, a cedar, 10 ins. diam.,
bears S.46°E., 3 lks. dist., mkd. % S 6 BT.
I destroy all marks on the original bearing tree
.portaining to sec.:3l. .-
N. 89’53'W., beginning new measurement.
Over rolling bench land through medium timber.
) : Lol bl . L3

Eﬁsr (April 1963)

"USDI —— BLM ’ FIELD NOTE PAPER




2038

Deperident Resurvey of the North Bounda

CHAINS

14.30
16.30
19.20

30.35

34.00
38.60

39.80

8.80
38.20

40.78

64.40

73.55

thh 10 lks wide, 5 ft deep, drains east.

22

Asc. 40 ft.. over rolling south slope. 2
Spur, slopes south; desc. 50 ft. over west’ slope.
Draw, drains south; asc. 20 ft. over SE. slope.

Spur, slopes south; desc. 35 ft. over> west slope.

Draw, drains irregularly south; asc. 20 ft. over east

slope.

Spur, slopes south, desc. 35 ft. over west slope.

Draw, drains SE.; asc. 20 ft. over NE. slope.

The cor. of Tps., 19 and 20 S., RS, 6 and 7 E., monumentgd

with a 3 in. iron post, set, mkd. and witnessed as des-
cribed in the official record,

Land, mountainous.

Soil, rocky clay.

Timber, medium dense pinion and juniper.
Undergrowth, shadscale.

b

Dependent Resurvey of a Portion of the Subd1v1s10n of
T. 20 S., R. 72 E.

Reestabllshment of the Survey Executed by A D Ferron
in 1873.

From the true point for the .standard cor. of secs. 1, 2,
35 and 36, on the south boundary of the Tp., hereinbe-
fore described.

N.0°36'W., bet. secs. 35 and 36.
Over rolling desert land

Wash, 15 lks. wide, 5 ft. deep, dralns east.

0 J

Wash, 10 lks wide, 3 ft. deep, drains east.

Point -for the % sec. cor. of secs.v35'and 36, at pro-
portionate dist,; there is no remairning evidence of the
original cor.

‘Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, with brass cap mkd.

T20S R7E
%

§35{836

Al

1962 . O,

deposit glass around iron post, 4 ins. below ground, and
raise a mound of stone, 3 ft. base, 2 ft, hich, west of
cor. o

Wash, 10 1ks. wide, 4 ft deep drains east.

J

GPO 8342



" #APER | . 209 1 _'

’,Wt_;esurm.ofv'a Partion of tbe Subdivision of T. 206 S., R. 7 E.

CHAINS

-78.15 | Wash; 5 lks. wide, %6 ft. deep, drains east.

81.56 | Point for the cor. ’of -secs. 25, 26, 35 and 36, at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd. :

T208 R7E - °

, 526525
S35 836
1962

deposit glass around iron post, 3 ins. below ground.
Land, gently rolling desert. - : .

Soil, clay.

No -timber. - <7 ; : : ' ,
Undergrowth, shadscale ‘ ’ '

¢

From the cor. of secs. 25, 30,31 and 36, on the east
boundary of the Tp., herelnbefore descrlbed.

S. 89°00' W., bet secs. 25 and 36 g i
Over r0111ng desert land.
Asc. 15 ft. over gentle east slope.

25.20 | Top of ascent, bears north and 'south; desc. 45 ft. over ;
west slope. ‘ i

31.20 } Wash, 30 lks. w1de, 6 ft. deep, drains NW.; asc. 35 ft.
| over NE. slope. - : ~

38.80 | Spur, slopes north; desc. 30 ft over west slope.

40.55 | Point for the % sec. cor. of secs. 25 and 36, at pro-
portionate dist.3 there is mo’ remaining evidence of the g
original ecor. oo . : o

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T20S R7E
% §25 f

836
1962

depos1t ‘glass around iron post 3 ins. below ground. [

42.30 Draw, drains north asc, 45 ft. over east slope.

~ - . i
51.60 | Spur, slopes NW., desc 45 ft over NW.slope. j :Ev
¢ ‘ ‘ §

59.60 | Draw, drains NW., asc 15 ft 0ver NE slope.

) i

62.00 | Spur, slopes KW.; desc. 30 ft. over west slope.

72.85 | Wash, 60 lks. wide, 10 ft. deep, drains north; asc. 15 ft}
‘ over east slope.

73h (Agell 1963) USDI— BLM FIELD NOTE PAPER
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24

.Dependent .Resurvey of a Portion of the Subdivision of T. 20 8., R. 7 E

CHAINS

74.80

76.85

81.10

0.60

3.60
4.50
11.00

13.70

16.20
17.40
20.15

32.90

36.80 |

40.78

57.20
70.99

81.56

Small spur, slopes north; desc. 10 ft. over west slope.

Wash, 40 lks. wide, 8 ft. deep, drains north; asc. 20 ft

over NE. slope.
The cor. of secs. 25, 26, 35 and 36.

Land, rolling desert.
Soil, blue clay.

No timber.

Undergrowth, shadscale.

N. 0°56'W., bet. secs. 25 and 26.
Over rolling desert land.
Desc. 15 ft. over NE slope.

Wash, 10 lks. wide, 3 ft. deep, drains east; asc. 15 ft.
over SE. slope.

Spur, slopes NE.; desc. 25 ft. over NW. slope.
Wash, drains NE.; asc. 20 ft. over SE. -slope.

Spur, slopes NE.; desc. 15 ft. over NW. slope,

Wash, 5 1lks. wide, 2 ft. deep; drains NE.; asc. 15 ft.
over SE. slope.

Smallspur, slopes NE.; desc. 10 ft. over NW. slope.
Wash, drains NE.; asc. 35 ft. over SE. slope.
Spur, slopes east; desc. 40 ft. over north slope.

Wash; 10 lks. wide, 3 ft. deen drains east; asc. 25 ft.
over SE, slope.

Spur, slopes NE.; desc. 15 ft. over north slope.

_Point for the % sec. cor. of secs.- 25 and 36, at pro-

portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long. 2% ins. diam., 24 ins. in

the ground, and in a collar of stone to top, with brass
cap mkd.
T208 R7E
%
szslszs
1962

Thence over gently rolling land.

Wash, 20 1ks. wide, 3 ft. deep, drains N.6b°Wl

'Fence; bears north and S.76°W., thenge alohg'fence‘line.

Point for the cor. of secs. 23, 24, 25 and 26, at inter-
section of fences from the nmnﬁh ;north and east; and is
accepted as the best ev1dence of the posxtlon of the
original cor.. , ;

o

At the cor. point , | .

GPO 832



6.15

©21.10

40.85

56.70
59.20
81.70

. Set an irom post, 30 ins. long, 2§ ins,; diam., 24 ins.

No timber.

Land, nearly level desert.

| Over. nearly. leve] desert land.

211

25

" of 8 Portion of the Bubdivision of ¥. 200 S., R. 7 E.

in thg gound, and, 1n a collar of stone to top, with brass
cap mkd.

T208 WE
<7 523|833
~ _ 526|825
S A 1962
deposit glass around iron post, 3 ins. below ground.

Land, rolling desert.
Soil, blue clay.

Undergrowth, shadscale

From the cor. of secs. 19, 24, 25 and 30, on the east
boundary of the Tp.,hereinbefore described.

S.89°31'W., bet. secs. 24 and 25.
Over gently rblling desert land.
Desc. 30 ft. over west slope.

Wash, 5 lks[iwide, 2 ft. deep, dréiné'N.70°W}, thence
over nearly level land.

Fence, bears north and south.

Point for the % sec. cor. of secs. 24 and 25, at propor-
tionate dist.; there is no remaining ev1dence of the
eriginal cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with brass
cap mk@

' T208 RJE

524
¥ 525

1962 |
Irrigation ditch, 8 lks. wide, 2 ft.‘deép; drains N.70°E,
Same ditch, drains SE.
The cor. of secs. 23, 24, 26 and 26.
Soil, blue clayv

No timber.
Undergrowth, shadscale.

PN

N.0°12'W., bet. secs. 23 and 24.

Asc. 30 ft. over gentle south slope.

R o - A 2

73b (April 1963)
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26

Dependent Resurvey of a Portion of the Subdivision of T. .20 8., R. 7

CHAINS

13.30 Fence, bears east and west, top of ascent, bears east ang
west; desc. 35 ft. over gentle north slope,

28.30 Irrigation canal, 15 lks. wide, 3 ft. deep, drains S.70°ﬂ.

41.91 Point for the % sec. cor. of secs. 23 and 24, at inter-
section of old fences from north and west. A sandstone,
8x12x12 ins. lying upon the ground, no other rocks
around, and is accepted as the best evidence of the posi+
tion of the original cor.

At the cor. point. i
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd, o
T20S R7E
o
523|824
1962
raise a mound of stone, 3 ft. base, 1% ft. high, west of
cor. ’
N.1°00'W., beginning new measurement.

11.60 | Wash, 100 1ks. wide, 10 ft. deep, drains irregularly east].

19.07 | Fence, bears east and west; asc. 65 ft. over SE. slope.

21.50 | Irrigation ditch, 4 lks. wide, 2 ft. deep, ‘drains §.70°W.

25.00 | Top of ascent, slopes east; desc. 55 ft,. over NE. slope.

25.90 | Irrigation ditch, 10 lks. wide, 2 ft. deep, d‘rains $.60°H.

28,70 | Irrigation ditch, 10 lks. wide, 2 ft. deep, drains east,
thence over level farm land.

30.90 Road, unimproved, bears S.80°E. and north,

39.19 Cor. fence, bears east and north.

39.29 | Point for the cor. of secs. 13, 14, 23 and 24 at cor. of
fence bearing W. and §. and in line with the center of a
gravel road bearing E. and N. and is accepted as the best]
evidence of the position of the original cor.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd. ;
T20S R7E

S141813

523824

© 1962 -
Cor. is located alongside fence post, at’ east gide of
gate,
Land, nearly level desert south portion; level farm land
north portion.

_
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0.35
6.50

9.50

10.12

16.30

41.02

15.64

40.75

deep, flows irregularly east, from NW.

Soil, clay. Lo )
No timber.
Undergrowth, shadscale south portion.

From fhe true point for cor. of secs. 13, 18; 19 and 24,
on the east boundary of the Tp., from which it's witness
cor.. bears S.0°30'E., 2.20 chs. dist., hereinbefore des-
cribed.

5.89°45'W., bet. secs. 13 and 24.

Over nearly level meadow land, along south side of Ferron
Creek. .

Gravel, road, bears north and south.

Perron Creek, with stream. of water, 10 lks. wide, 1 ft.

Fence, bears N.20°W. and S.30°W.

Ferron creek, flows irregularly east, from irregularly
NW.

Ditch, drains north, enter medium dense willows and
greasewood.

Point for the ¥ sec. cor of secs. 13 and 24, at inter-
section of property line fences from south, east and
west; and is accepted as the best evidence of the positiof
of the original cor.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T20S R7E

$13
LETy

1962
No accessories available.
§.89°40'W., beginning new measurement.

Over level meadow land, along fence line through dense
willows.

Fence, bears S$.50°E., leave meadow land and willows,
thence along gravel road, bears west and SE.

The cor. of secs. 13, 14, 23 ahd 24,

Land, nearly level meadow and farm land.
Soil, clay.

No timber.

Undergrowth, willows, greasewood.

PFrom the cor. of secs. 1, 6, 7 and 12, on the east bound-
ary of the Tp., hereinbefore described.

8. 89°24'W., bet. secs.l and 12.

73b CApril 1963)
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Dependent Resurvey of a Portiom of the § ubdivision, T, 208, .17 ?.
CHAINS

Over gently rolling desert land.
Desc. 15 fr. over a SW. slope.

2.05| Wash, 10 lks. wide, 2 ft. deep, drains SE.; asc. 40 ft.
over gentle NE. slope.

7.70| Irrigation ditch, 20 lks. wide, 2 ft. deep, drains SE.
11.85] Road, unimproved, bears north and south.

16.90| Spur, slopes SE., desc. 90 ft. over SW. slope.

20.84 ) Pence, bears north and south. .

32.12] Pence, bears north and south.

34.50| Wash, drains SE., asc. 10 ft. over NE. slope.

40.11{ Point selected for the witness k sec. cor. of secs. 1
and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T20S R7E
WC
kF Sl
512
- 1962

raise a rmound of stone. 3 ft. base, 1kft. high, north of
cor.

40.76 |True point for the X sec. cor. of secs. 1 and 12, at pro-
portionate dist. falls in marsh, and is deemed unsafe to
perpetuate; there is no remaining evidence of the origina
cor.

-

41.65 | Center of small pond; asc.45 ft. over NE. slope.
43.04 | Pence, bears N.20°W. and S.20°E.

61.18 Pence, bears north and south.

67.60 | Spur, slopes SE.; desc. 25 ft. over SW. slope.

75.55 | Wash, 15 lks. wide, 3 ft. deep, drains SE.; asc. 10 ft.
over NE. slope

81.52 | The cor. of secs. 1, 2, 11 and 12, monumented with a
limestone 5x8x10 ins., set, mkd. and witnessed as des-
cribed in the official record.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and {n a mound of stone, 3 ft. base to
top, with brass cap mkd.
T208 R7E
82181
811812
1962

bury originmal stons cor. alongside irom post.

— 1
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6.20

11.10.
19.27
28.06

28.75

40.56

43.45
44.67.
45.85
47.00
55.80
57.70
58.60

72.30
80.82

> 29

215

;f e t Resu of & Portion of the Subdivision, T. 20 S., R. 7 E.

| Land, gently.rolling desert.

Soil, gravelly clay.
No timber.
Undergrowth, shadscale.

N. 0° 06' W., bet. secs. 1 and 2.
Over gently rolling éesert land.
Desc. 30 ft. ovef NE. slope.

Hash 10 lks, wide, 3 ft. deep, drains SE.; asc. 60 ft.
over SW. slope.

Spur, slopes SE.; desc. 60 ft. over NE. slope.
Fence, bears N. 80° W, and S. 80° E
Small log cabin on line.

Wash, drains SE., thence along west side of unimproved
road, bears north and SE.

Point for the % sec. cor. of secs. 1 and 2, at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins. in
the ground, with brass cap mkd.

T20S R7E

ssz1

1962

Set a cedar post 6 ft. long, 5 ins. diam., alongside iron
post, and raise a mound of stone, 3 ft. base, 1 ft. high
around post.

.Asc. 200 ft. over SW. slope.

Leave road, bears NW,

Fence, bears N.80°W. and S, 70° E.

Road, unimproved, bears N, 80° W. and 5. 70° E
Fence, bears N. 80° W. and S. 80° E

Irrigation ditch, 4 lks. wide, 1 ft. deep, drains SE.

Irrigation ditch, 5 lks, wide, 1 ft. deep, drains S. 70°E[

Cor. of fences, from north, south, east and west, thence
along fence line.

Ridge, bears east and west; desc. 35 ft. over north slopel

The cor. of secs. 1, 2, 35 and 36, on the north boundary
of the Tp., hereinbefore described.

Land, rolling desert.
Soil, clay.

No timber,

Undergrowth, shadscale.

'i{;ib (April 1963)
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Dependent Resurvey of a Portion of the Subdivision; T. 20 8.y K, 7°E.

CHAINS

From the standard cor. of secs. 2, 3, 34 and 35, on the
south boundary of the Tp., hereinbefore described.

N. 0° 46" W., bet. secs. 34 and 35.
Over rolling desert land.
Asc. 5 ft. over SE. slépe.
1.20 Small spur, slopes east; desc. 10 ft. over ﬁorth slope.
9.15 Wash, drains east;.;sc. 36 ft.zover SE. siopé.
14.60 4 Small spur, sloﬁeé NE;; desc: 60 :ft. over ﬁW. slope;

24,15 Wash, 20 1ks. wide, 15 ft. deep, drains NE.; asc. 35 ft.
over SE, slope.

29.40 Clay ridge, bears east and west; desc. 20 ft. over NE.
slope.

37.30 Wash, drains east; asc. 15 ft. over SE. slope.
41.15 Point for the % sec. cor. of secs. 34 and 35, at pro-
portionate dist.; there is no remaining evidence of. the

“original cor. ~o -

Set an iron post, 30 ins. long, 2% ins, dlam., 24 ins.
in the ground, with brass cap mkd.

T20S R7E

%
534|835
1962

raise a mound of stone, 3 ft. base, 2 ft. high, west of
cor.. . - ,

Asc. 10 ft. over SW. slope.

42,00 | Spur, slopes east;.desc. 30 ft. over NE. slope.

52.50 | Wash, drains east; asc. 20 ft. over SE. slope.

55.80 } Ridge, bears. east and west; desc. 95 ft. over NW. slope.
82.30 | - Point for the.cor. of secs. 26, 27, 34 and 35, at pro-
portionate dist.; there is no remalnlng ev1dence of the

original cor. . . A

Set an iron post,:30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T20S R7E

5271826
534|835

3 - 1962

deposit charcoal around irpn post, 3 ins. below ground,
3 3 = S0

Land, rolllng desert.,

Soil, blue clay.

No timber.

Undergrowth, shadscale.

GPO 8
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w of a Portion of the Subgdiwision, T. 20 8., R.. 7 E.

5. |.:From the cox. of sécs. 25, 26, 35 and 36.
8. 89° 24’ W., bet. secs. 26 and 35.
Over rolling desert land.
Asc. 45 ft over SE. slope.
2.60 Spur, slopes NE,.; degc. 20 ft. over NW, slope,
3.40 | Wash, drains north; asc. 15 ft. over NE. slope.
8.50 | Spur, slopes north; desc. 15 ft. over NW. slope.
10.80 thh,vdrains north; asc. 25 ft. over NE. slope.
16.20 ,Spuﬁ, slopes npfth;>deéc, 20 ft. over NW. slope.
18.20 Wash; drains nofth; asc. 15 ft. over NE. slope,
31.40 | Small clay knoll; desc. 15 ft. over gentle NW. slope.
40.53 Point for the % sec. cor. of secs. 26 and 35 at pro-
-portionate dist.; there is no remaining evidence of the
original cor,
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T20S R7E
% 526
835 .
1962
deposit glass around iron post, 3 ins., below ground.
Desc, 20 ft. along gentle north slope.
81.06 | The cor. of secs. 26, 27, .34 and 35.
Land, gentle rolling desert.
Soil, blue clay...
1 No tlmber
Undergrowth, shadscale
~ . ) :
N.0%57'W., bet. secs. 26 and 27.
Over nearly level desert land..
18.35 | Wash, 10 lks. wide, 6 ft. deep, drains N. 50° E
36.70 | Wash, 5 I'lks, wide, 2 ft, deep, drains N. 30° E
41.15 | Point for the % sec. cor. of sec. 26 and 27, at propor-
tionate dist.;there is no remaining evidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in|
the ground, with brass cap mkd.
T20S R7E
%
. 827|826
T 1962
ﬁi‘ﬁh 1963) USDI— BLM FIELD NOTE PAPER




213

32
CHAINS

raise a mound of stone, 3 ft. base, 2 ft. high, west of
cor.

49.89 | Fence, bears east and west.

51.10 | Road, unimproved, bears east and west.
61.40 | Wash, 5 lks, wide, 2 ft. deep, drains east.

68.51 | Fence, bears N. 30° E. and S. 60° W.

78.64 'Fence,>bears east and ﬁest.

79.80 | Road, unimproved, bears SE., and curves north.

82.30 | Point for the cor. of secs. 22, 23, 26 and 27, at inter-
section of property line fences, from east, north and
west; and is accepted as the best evidence of the posi-
tion of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass

cap mkd.

T20S R7E
$22|S23
527|826

1962-
Land, nearly level desert.
Soil, clay.
No timber.

Undergrowth, shadscale.

From the cor. of secs. 23, 24, 25 and 26.
5.89° 57' W., bet. secs. 23 and 26.

Over nearly level desert land.

38.35 | Road, unimproved, bears irregularly S. 70 E. and N. 70 W.
40.53 | Point for the % sec. cor. of secs. 23 and 26 at propor-
tionate dist.; there is no remaining evidence of the

original cor. - :

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T20S R7E
x 22
826
1962
deposit glass around iron post, 3 ins. below ground, and

raise a mound of stone, 3 ft. base, 2 ft. high, notth of
cor. ‘ e

64.07 | Fence, bears N. 40° E. and S. 48° W.

GPO 83
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Dependant Resurvey of a Portion of the Subdivision of T. 20 By, R, 7 E,

81,06 | The cor., of secs. 22, 23, 26 and 27,

Land, nhearly level desert.
Soil, clay.

No timber.

Undergrowth, shadscale. o

N. 1° 04' W., bet, secs. 22 and 23. b
Over nearly level farm land, along fence line. q
4.90 | Ifrigation ditch, 10 lks. wide, 3 ft. deep, drains east. ]
16.04 | Pence, bears east and west.

16.45 | House, bears west, 2.50 chs, dist.

27.03 | Pence, bears east and west, leave north-south fence line.
27.25 | Road, unimproved, bears west, from south.

29.30 | Wash, 10 lks. wide, 3 ft. deep, drains east; asc. 40 ft.
over south slope.

31.54 | Pence, bears N. 70° W, and S. 20° E.

36.55 | Low clay ridge, bears east and west; desc. 10 ft. over

gentle north slope.
40.07 | Point selected for the witness k sec. cor. of secs. 22
and 23. :
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. ‘
in the ground, with brass cap mkd. ;o
T20S R7E ‘ !
X Lo
W |
522Ts23 2 ;
1962 \ |
deposit glass around iron post, 3 ins. below ground, and
raise & mound of stone, 3 ft. base, 2 ft. high, west of
cor.
40.37 | True point for the k sec. cor. of secs. 22 and 23 at pro-
portionate dist, falls in cultivated land and is not
monmmented; there is no remaining evidence of the original
cor.
47.17 | Road, unimproved, bears east and west, leave cultivated
47.33 | Cor. of fences bearing north, south, east and west, _ ;%\
thence along fence line. i .

49,70 | Irrigation ditch, 5 lks. wide, 3 ft, deep, drains east. | f;;
54.00 | Wash, 15 1ks. wide, 10 ft. deep, drains S. 70° E. P
70.25 | Enter small patch of dense willows.

72.25 1 Leave willows.

735 (Apell 1963) USDI—— BLM FIELD NOTE PAPER
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Depepdent Resurvey of a Portion of the Subdivision of T. 20 8., R. 7]

CHAINS
73.32 | Fence, bears east and west.

73.45| Irrigation ditch, 5 lks, wide, 2 ft. deep, drains east.

75.91 Fence, bears east and west.

79.57 | Irrigation ditch, 5 lks. wide, 2 ft. deep, drains east.

80.74 | Point for the cor. of secs. 14, 15, 22 and 23, at inter-
section of north-south, east-west property line fences;

and is accepted as the best evidence of the position of

the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T20S R7E
815’814
822|823
1962
No accessories available,
Land, nearly level farm land.

Soil, loamy clay.
No timber.

From the standard cor. of secs. 3, 4, 33 and 34, on the
south boundary of the Tp., hereinbefore described.

N.0°54'W., bet. secs. 33 and 34.
Over nearly level desert land.
4.721 Telephone line, bears N. 40° E, and S. 40° W

6.00 | Center line of State Highway No. 10, bears N.18°30' E
and 5.18°30'W., approximately.

12.351 Wash, 10 lks, wide, 2 ft. deep, drains N. 70° E
24,00 ]| Enter low clay hills.

41.47 | Point f§r the % sec. cor. of secs. 33 and 34 at propor-
- tionate.dist.; there.,is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T20S R7E

R
$33|s34
1962
deposit glass arouynd iron post, 4 inms, below ground, and

raise a mound of stone 3 ft. base, 2 ft. high, west of
cor. . .

43.25] Wash, 30 lks. wide, 30 ft. deep, drains east; asc. 200
ft. over south slope.

GPO 83!
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*;75 Dependent Resurvey of a Portion of the Subdivision, T. 20'S., R. 7 E.

CHAINS
55.95 Spur, slopes SE.;.desc. 210 ft. over steep NE. slope.
63.10 Draw, drains east; asc. 200 ft. over steep south slope.
73.25 Spur, slopes east; desc. 370:ft. over steep north slope.
81.00 Bottom of: steep ‘slope; ‘desc. 30 ft. over a N, slope,
82.94 |. Point. for the cor. of.secs. 27, 28, 33 and 34, at pro-

portionate dist. in latitude, and at midpoint from the
extension. of property line fenceés to the north.
Set an iron post, 30 ihs. long, 2% ins.. diam., 24 ins.

. ~in the ground, with brass cap mkd. o

R . . T20S R7E .
5281527
S$33 {834
1962
deposit glass around iron post, 3 ins. below ground,
and raise a mound of stone, 3 ft. base, 2 ft. high, west
of cor.
Land, nearly level desert south portlon mountainous
north portion.
Soil, clay.
No timber. S
Undergrowth, sparse shadscale.
From the.cor. of secs. 26, 27, 34 and 35.
S. 89°22' W., bet. secs. 27 and 34.
Over, rolling desert land.
Desc. 25 ft. over NW, slope.
5.50 Wash, 30 iks w1de, 6 ft. deep, drains north; asc. 50
Do : ft. over east slope.'
12.00 Spur, slopes north desc. 50 ft. over west slope.
16.30 Wash, ‘drains north; asc. 20 ft. over NE. slope.
19.60 Spur, slopes north; desc. 25 ft. over NW. slope.
36.00 {.Wash, 50 :l1ks. wide, 10 ft. deep,, drains north; asc. 15
ft. over east slope.
40,52 Point for the % sec. cor. of secs. 27 and 34 at propor-
: . tionate dist.; there is no ;emalnlng evidence of the
. 1: original cor. . - :
' T Set an’ iron ﬁost :30 ins, long, 2% ins. diam., 24 ins.
.in the ground; with brass cap mkd.
C o T20S R7E
: o . 527
o o . %53

- A 1962

; raise anound‘of~stone, 3 ft, base, 2 ft. high, north

i of cor.

(Apeil 1083) ~ USDI——HIM o ) T > FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the:  Subdivision of T. 20 Sey R 7

CHAINS B
Asc. 30 ft. over east slope. . N ' :

43,47 | Fence, bears north and.south,

47.70 Spur,- slopes north; desc. 40 ft. over NW, slope.
57.46 | Telephone line, bears north and south.

'63.30 [ Wash, drains\porth; asc. 30.ft. over NE.Eslope.
68.06 | Fence, bears N, éO° W. aﬁa S.-§O°’E.' o

68.80 | Center-line of State.Highway.No, 10, on curve bearing
northwesterly and southerly; desc., 10 ft. over NW. slope

78.00 | Wash, drains north; asc. 10 ft. along north slope.
81.04 | The cor. of secs. 27, 28, 33 and 34.

Land, rolling desert.

Soil, clay,

Undergrowth, shadscale,
No timber. )

N. 1°03' W., bet. secs. 27 and 28.

Over nearly level farm land.

Desc., 70 ft. overrgentle north slope.

5.00 Thence along the remains of old State ﬁighway_No. 10.
13.40 Irrigation canal, 10 lks. wide, 8 ft. deep, drains east.
14.20 Irrigation ditch, 4 lks. wide, 2 £t. deep, drains east.

16.40 New State Highway No. 10, bears N, 1° W., and curves SE.
thence along highway. :

30.65 Irrigation ditch, 5 lks. wide, 3 ft. deep, drains east.

41.47 Point for the % sec. cor.. of secs. 27 and 28, on State
Highway No. 10, at midpoint between old fences parallel-
ing the Highway, and in line with the extension of a
property line fence to the east, and is accepted as the
best evidence of the position of the original cor. .~

At the cor. point
Drive a nail,. 2 ins. long,. flush with highway,
from which ‘

An iron post, 30 ins. long,.2% ins. diam., set 24
ins. in the ground, and in a collar of stone to top]
for a reference monument, bears S. 45° E,, 65 ft.
dist., with brass cap mkd, T20S R7E%S27-RM 65'

1962, with an arrow pointing to “true cor. point.

An iron post, 30 ins. long, 2% ins. diam., séet 24
ins. in the ground, and in a collar of stene to
top, for a reference monument, bears N, 45° W., 65
ft. dist., with brass cap mkd. T20S R7E%S28 RM 65' |
1962, with an arrow pointing to the true cor. point}

i

v
i

R R T R ]



223

37

o= **—:1—-
S

gurvey of a Portion.of the Subdivision, T, 20 S,, R. 7 E.

‘N..0°54' W., beginning new measurement,

‘QéQtﬁpgg gIbng highway through neériy level farm land. ]

40.00 | Point ‘for the cor. of secs. 21, 22, 27 and 28, on State

Highway No. 10, at midpoint between old fences parallel- il
irgthe highway, and in line with the "extension of a |
property line fence to the east, and is accepted as the b
“best ‘evidence ‘of the position of thé original cor. - il

¢

At the cor. point i .
Drive a nail, 2 ins. long, flush with highway, 1
from which ‘ ’
An iron post, 30 ins. long, 2% ins. diam., set 22
ins. in the ground, for a reference monument, ‘ 1
bears N. 45° E., 62 ft, dist., with brass cap : !

mkd. T20S R7E S22 RM 62' 1962, ‘with an arrow
point;ng to the true cor., point,

ground.

deposit glass around iron post, 3 ins. below { :E

An iron post, 30 ins. long, 2% ins. diam., set

24 ins. in the ground, and in a collar of stone
to top, for a reference monument, bears S. 45°

E., 62 ft. dist., with brass cdp mkd. T20S R7E ’
S27 RM 62' 1962, with an arrow pointing to the a
true cor. point,’

deposit glass around iron post, 3 ins. below
ground. {

Land, nearly level farm land.
Soil, clay. i é
No timber, L

From the cor. of secs. 22, 23, 26 and 27.

S. 88°46' W,, bet, secs, 22 and 27.

Over nearly level desert land to south, farm land to o
north, along an old fence line.’

17.89 | Fence, bears north and south.
26.40 | Irrigation ditch, 5 lks. wide, 3 ft. deep, drains N. !

38.10 | Wash, 100 1ks. wide, 15 ft. déep, drains NE. from SW.

'40.00 | Point selected for the witness % sec. cor. of secs. 22 .
and 27. Lo

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.

in the ground, with brass cap mkd.

T20S RJE Tyl

X 322 ' |
s27
WC
1962

FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivision of T, 20 S... R 7

CHAINS
40.55

55.90

56.20
62.70

81.10

7.00
11.50
20.03

$33.05
40.00

40.49

Soil, clay.

Point for the % sec. cor. of secs, 22 and‘27'at propor =~
tionate dist. falls in wash, 50 lks. wide, 10 ft. deep,
drains NE.from irregularly W., and is not monumented;
there is no evidence of the original cor.

Thence along wash.

Leave wash, drains irregularly E. ffpm_SW.; asc. 70 ft.
over SE. slope of knoll.

Road, unimproved, bears NE. and SW.
Top of knoll; desc. 60 ft. over SW. slbpe.
The true cor. point for secs. 21, 22, 27 and 28.

Land, nearly lével desert to south and west; farm land
to north and east.

No timber.
Undergrowth, shadscale, rabblt brush in desert area.

in the official record.

‘At the cor. point

-Irrigation canal, 20 lks. wide, 4 ft. deep, flows NE.

The cor. of secs. 3, 4, 9 and 10, monumented with a sand-
stone, 5x10x12 ins., set mkd. and witnessed as described

N

¢ -

Set an iron post, 30 ins. ‘long, 2% ihs._diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd
T20S R7E

S41S3

§91510

1962
Bury original stone cor. alongside iron post.
North, bet. secs. 3 and 4.
Over gently rolling desert lahd, éloné fence 'line.
Fence, bears E. and W.

Road, unimproved, bears E. and W.

Fence, bears E. and W.

New barbwire fence, bears E. and W. End N. and S. fence|

Point for the % sec. cor. of secs. 3 and 4, at propor-
tionate dist,, latitudinally, and in line with property
line fence from south, :

Set- an iron post, 30 ins., long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T20S R7E

%
s4|s3
1962

470
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39

23.75
- 25.63
40.90

3.80

7.20
16.40

20.37

28.70
30.90

41.47

56.70

58.22
67.40

g F’gﬁgﬁ:&t Resurvey of a Portion of the Subdivision of T, 20 §., R. 7 E.
CHADNS

raige a mound of stone, 3 ft. base, 2 ft. high, west of
cor.

N, 1° 08' W., beginning new measurement.
Road, unimproved, bears east and west,
Telephone line, bears east and west,

The cor. of secs. 3, 4, 33 and 34, on the north boundary
of the Tp., hereinbefore described.

Land, gently rolling desert,.

Soil, clay.

No timber.

Undergrowth, shadscale, sagebrush and rabbit brush.

From the standard cor. of secs. 4, 5, 32 and 33, on the
south boundary of the Tp., hereinbefore described.

N. 0° 15' W., bet. secs. 32 and 33.

Over mountainous land.

Asc, 50 ft., over SW. slope.

Small spur, slopes SE.; desc. 40 ft. over NE. slope,.

Wash, 20 lks. wide, 6 ft. deep, drains S. 80° E.; asc. 35
ft. over SW. slope.

Wash, 30 lks. wide, 6 ft. deep, drains S.10°W.; asc. 290
ft. over SW. slope.

Fence, bears east and west.

South rim of small mesa, bears NW, and SE., thence along
top.

North rim of mesa, bears NE. and SW.; desc. 360 ft. over
steep, broken NW. slope.

Point for the X sec. cor. of secs. 32 and 33 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T20S R7E

1
832|833
1962

No accessories available.
Desc. 240 ft. over steep, NW. slope.

Base of steep descent, bears west and NE,; desc. 30 ft,
over gentle NW., slope.

Telephone line, bears N.70°E. and §.80°W,

Wash, 30 lks. wide, 5 ft., deep, drains east; asc. 25 ft,
over SE, slope.

73b. (Apell 1963)
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Dependent Resurvey of a Portien of the Subdivisiomof Ty 20 8., Ry F_!

CHAINS
71.30 | Small spur, slopes NE.; desc. 60 ft. over morth slope.
80.80 | Bottom of descent; asc. 10 ft. over SE. slobe.

82.94 | Point for the cor. of;secs. 28,.29, 32 and 33 at propor-
tionate dist.; there is no remaining evidence of the
original cor. - ~ - s

Set an iron post, 30 ins. lomg, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.

T20S RVE

529(S28
832|533
1962

No accessories available.

. Land, meuntainous.
Soil, rocky clay.
No timber. .
Undergrowth, shadscale.

- - -y

From the cor. of secs. 27, 28, 33 and 34.
5. 88° 52' W., bet. secs. 28 and 33.

Over gently rolling desert land.

-

Desc. 20 ft. over gentle NW. slope}

39.94 Point for the % sec. cor. of;secslj28.andﬁ33 at propor-
tionate dist.; there is no remaining evidence of the
original cor. :

.Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
.T208 R7E

S528

%833

1962
raise a mound of stone, 3 ft; basé, 2 ft. high, north
of cor.

. Désc. 10 ft. over Nw.islope.
52.14 Telephone line, bears N. 50° E, and S. 50° W.

54.00 Wash, 25 lks. wide, 2 ft. deep, drains N. 40° W.; asc.
50 ft. over NW. changing to north slope.

79.88 The cor. .of secs. 28, 29, 32 and 33.
Land, gently rolling desert. 7
Soil, clay.

No timber. . e
Undergrowth, shadscale. B e

N. 2° 11' W., bet. secs. 28 and 29.
Over rolling desert land.

GPO 84
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..~ Dependent Resurvey of a Portion of the Subdivision of T. 20-S., R.

+ e e it A

it 7 E,

CHAINS
Desc. 20 ft. over series of small spurs and washes.

0.95 Wash 10 lks wide, 5 ft. deep, drains east.
8.35 | Wash, 20 lks, wide, 5 ft.'deep, drains east.

15.55 | Wash, 20 lks. wide, 4 ft. deep, drains east.

23.25 | Wash, 30 lks. wide, 8 ft. deep, drains east,

23.72 Fence, bears east and west ; asc. 35f& . over south slope.|

25,30 | Low clay ridge, bears east and wéét; desc. 45 ft. over
north slope. ‘

33.30 | Wash, 20 lks. wide, 5 ft. deep, drains east; asc. 40 ft.
over south slope.

41.50 | Point for the % sec. cor. of secs. 28 and 29 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.
T20S R7E
X
529|s28
1962
Asc, 65 ft. over south slope.

42.05 | Ridge, bears east and west; desc. 110 ft., over north
slope.

45.35 Wash, 10.1ks, wide, 4 ft. deep, drains east.

50,30 | Wash, 10 lks, wide, 5 ft, deep, drains-east; asc. 125 ft |
over south slope.

59.60 | Ridge, bears east and ﬁest; desc. 160 ft. over north
slope,

60.76 | Fence, bears east and west, enter farm land.

68.10 | Road, unimproved, bears east and west.

68.25 | Irrigation ditch, 5 lks, wide, 2 ft. deep, drains east.

80.10 | Irrigation ditch, 5 lks. wide, 2 ft;,deep, drains east.

80.50 | Road, unimbroved, bears east and west, leave farm land.

83.00 | The cor. of secs. 20, 21, 28 and 29, monumented with a
sandstone, 4x7x10 ins., set, mkd. and witnessed as des-
cribed in the official record.

At the cor. point
Set an irom post, 30 ins. long, 2% ins, diam,, 24 ins.
in the ground, gnd in a collay of stone to top, with
brass cap mkd. :
TZOS R7E
520]8521
529828
1 e
7ab (April 1063) USDI—— BLM ' FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivision, T. 20 §., R, 7 T

CHAINS

bury original stone cor. alongside iron post; and deposit
glass around iron post, 3 ins. below ground.

Land, rolling desert.
Soil, clay. i .
No timber.

Undergrowth, shadscale.

Frﬁm the true cor. point of secs. 21, 22,727 and 28;
S. 89° 50' W.,‘bet. secs., 21 énd 28. ’
Over level farm land. |

0.73. | Fence, bears north and south.

40.81 | Point for the % sec. cor. of secs. 21 and 28, falls in
cultivated land and is not- monumented. -

41.00 | Telephone line, bears north and south.

44,19 | Point selected for the witness % sec. cor. of secs. 21
and 28.

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T20S R7E
521a 1)

% §28 " C -
1962

deposit glass around iron post, 6 ins. below ground.
Cor. located on north-south fence line. .

Leave f&rm land, enter desert land.

60.35 Irrigation ditch, 5 1ks. wide; 2 ft. deep, drains south.
60.70 Irrig;tion canal, 10 lks. wide, 4 ft.’deep, flows south,
61.54 | Fence, bears north and south,

81.62 | The cor. of secs. 20, 21, 28 and 29.

Land, level farm land east portion; desert west portion.
Soil, clay.

No timber,
Undergrowth, shadscale west portion.

N. 0° 19' W., bet¢ secs. 20 and 21.

Over level farm land, ‘along east side of gravel road.
20.48 Pence, bears east and west.

40.71 | Point for the % sec. cor. of secs. 20 and 21, on a
north-seuth property line fence, and at intersection of
property line fence to west; and is accepted as the best

evidence of the position of the orig. cor.

At the cor. point

- Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.

GPO 83
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[‘E@péhié#t Resurvey of & Portion ‘of the Subdévision, T. 20 5., R. 7 E.

CHAINS

40.93

1 .from which. -~

the center line intersection of north-south, east-

from which

e An iron 'post, 30 ins. long, 2% ins. diam., set

below ground, with brass cap mkd.
T et ;':f" T208 R7E
‘_;_ Ll o ' . 4
P A 820821 ;
L B 1962 .

An iron post, 30 ins. long, 2% ins. diam.,
set 24 ins. in the ground, for a reference
monument, bears N. 0°37' W., 11.2 ft, dist.,
with brass cap mkd. T20S R7E S20/21 RM 11.2
1962, and an arrow pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam.,
set 24 ins. in the ground, for a reference
monument, bears S..0°19'.E., 11.2 ft. dist.,
with brass cap mkd. T20S R7E S20/21 RM 11.2
1962, and an arrow pointing to the true cor.

N. 0°37' W., beginning new measurement.
Continue over level farm land, along gravel road.

Point for the cor. of secs. 16, 17, 20 and 21, at
west gravel roads; and is accepted as the best evidence
of the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
below the ground, with brass cap mkd.

T20S R7E

8171516
S20(s21

1962

22 ‘ins. -in the ground, for a reference monument,
bears N. 48°55' E., 38.1 f£t. dist., with brass
cap mkd. T20S R7E S16 RM 38.1 1962, and an
arrow pointing to the true cor.

deposit glgSsZaround iron post, 3 ins. below
‘ground. ¢ Y o '

" FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivision, T. 20 §., R. 7

44

Y

CHAINS

26.40

36.10

40.22

i

An iron post, 30 ins. long, 2% ins. diam., set
22 ins. in the ground, for a reference monu-
ment, bears S, 41°56' E., 49.3 ft. dist., with
brass cap mkd. T20S R7E S21 RM 49.3' 1962, and
an arrow pointing to the true cor.

deposit glass around iron post, 3 ins. below
ground.

Land, level farm land,
Soil, loamy clay.
No timber.

N. 0°37' W., bet. secs. 16 and 17.

Over level farm land, along gravel road.

Irrigation canal, 30 lks. wide, 6 ft. deep, flows east.
0ld barn, bears E. 50 lks. dist.

Point for the % sec. cor. of secs. 16 and 17, on center
line of north and south gravel road, and in line with
center line of gravel road to east; and is accepted

as the best evidence of the position of the original
cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
below ground, with brass cap mkd.

T20S R7E

3
517|s16
1962

from which

An iron post, 30 ins. long, 2% ins. diam., set
22 ins. in the ground, with glass around post,
3 ins. below ground, for a reference monument,
bears N. 42°20' E., 47.2 ft. dist., with brass
cap mkd. T20S R7E S16 RM 47.2' 1962, and an

. arrow pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., set
22 ins. in the ground, with glass around iron
post, 3 ins. below ground, for a reference
monument, bears N. 51°48' W., 54.8 ft. dist.,
with brass cap mkd.. T20S R7E S17 RM 54.8' 1962,
and an arrow pointing to the true cor.

"
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Depéndent Resurvey of a Portion of the Subdivision of T. 20 S., R, 7 E.
"] CHAmNS
N, 0°37' W., beginning new measurement,
Continue along gravel road through farm land,
8.05 Irrigation canal, 5 lks, wide, 3 ft. deep, flows east.
16.63 House, bears E., 50 lks. dist.
24.16 House, bears E., 50 iks. dist.
37.00 Road, curves NW,, enter cottonwood trees and willows
along Ferron Creek,
38.00 Irrigation ditch, 20 lks. wide, 1 ft. deep, drains E.
39.00 Ferron Creek, 40 lks, wide, 2 ft. deep, flows S. 60° E,
40,70 Leave trees and willows, enter road.
40.86 Point for the cor. of secs. 8, 9, 16 and 17 at inter-
section of north-south gravel road and east-west
oiled road; and is accepted as the best evidence of
the position of the original cor.
At the cor. point
Drive a nail, 2 ins. long, flush with oiled road.
from which
An iron post, 30 ins. long, 2% ins, diam., set
22 ins. in the ground, with glass around post,
3 ins. below ground, for a reference monu-
ment, bears N. 43° E,, 64,7 ft. dist,, with
brass cap mkd. T20S R7E S9 RM 64.,7' 1962, and
an arrow pointing to the true cor.
An iron post, 30 ins. long, 2% ins. diam., set
22 ins. in the ground, with glass around iron post,
3 ins. below ground, for a reference monument,
bears N, 25°02' W., 72,3 ft. dist,, with brass
cap mkd. T20S R7E S8 RM 72.3' 1962, and an
arrow pointing to the true cor.
Land, level farm land.
Soil,.loamy clay.
Timber, cottonwood trees along Ferron Creek,
Undergrowth, willows along Ferron Creek,
N, 0°33' W,, bet. secs, 8 and 9,
Over level farm land, along gravel road,
3.30 Irrigation canal, 30 1lks, wide, 3 ft, deep, flows 5.75°E
11.00 Several buildings east and west of line, about 50 lks.
dist. . -
| 24.37 Road to east, continue along road. .
#5 (Aprll 1962) USDI— BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivision of T, 20 S.,

CHAINS

27.20

28,50

33.

00

40,57

18.

19

25.

26.

35,

39

40.

55

.45

20

00

00

.30

77

House, bears W., 50 lks. dist.

House, bears E., 50 lks. dist,

Shed, bears E., 50 lks. dist.

Point for the % sec., cor. of secs. 8 and 9, on center
line of gravelroad, and in line with property line
fences to east and west, and is accepted as the best
evidence of the position of the original cor. )

At the cor. point

Drive a nail, 3 ins. long, flush with gravel road.
from which

An iron post, 30 ins. long, 2% ins. diam.,
set 22 ins. in the ground, for a reference
monumernt, bears S. 28°49' E,, 41,2 ft, dist.,
with brass cap mkd. T20S R7E S9 RM 41,2'
1962, and an arrow pointing to the true cor.

An iromn post, 30 ins, long, 2% ins. diam., set
22 ins. in the ground, for a reference monu-
ment, bears S. 82°40' W., 31,7 ft, dist,, with
brass cap wkd. T20S R7E S8 RM 31.7' 1962, and
an arrow pointing to the true cor.

N. 0°33' W., beginning new measurement.

Continue along gravel road,
Leave gravel road, bears NW,

Irrigation ditch, 5 1lks, wide, 2 ft, deep, drains S,
40° E

Irrigation canal, 20 lke. wide, 10’ft. deep, flows E,
Road, bears S. 50° E. and north, thence along road.
Leave road, bears NW.

Road, unimproved, bears N, 80° E, and S, 80° W

The cor. of secs, 4, 5, 8 and 9, monumented with a 2 in.

iron post, set, mkd. and witnessed as described in the
official record of the 1921 survey.

Land, nearly level farm land.

Soil, clay.

No timber,

Undergrowth, shadscale, north of canal.

From the cor. of secs. 3, 4, 9 and 10,
S. 89°34' W., bet. secs. 4 and 9.
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12.92

14.80
15.74
22.65
40.76

41.22

63.70

2.75

16.00

40.83

24.30

81.52 .

6.65

. around iron post.

Over nearly leyel farm land.,

Asc. 40, ft. over gentle east slope. -

Leave Ji;’;“‘land, éntér medium éagebfush.

¥ence, bears porth and south. . ,

Road, unimproved, bears north and south.

Point for the % sec. cor. of secs. 4 and 9 at propor-
tionate dist.; there is no remaining evidence of the
original cor. B

Set an iron post, 30 ins.. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

TZOS R7E
'y S84 S4 :

1962'

raise a mound of stone, 3 ft. base, 1% ft. high, north
of cor.

' Telephone line, and old fence, bears north and south.

Wash, 15.1ks. wide, 2 ft. deep, drains south.
The cor. of secs, 4, 5, 8 and 9.

Land, nearly level farm east portion gently rolling
desert west portion.

Soil, clay.

No timber.

Undergrowth, shadscale and sagebrush west portion.

Irrigation canal, 30 lks. wide, 5 ft. déep, flows S.10°E.

Retracement of a portion of ‘the Survey executed by H.W.
Miller and W. H. Good in 1921.

N. 0° 55' W., bet. secs. 4 and_5..
Over rolling desert land. @

Wash, 50 lks. wide, 2 ft. deep, drains S. 40° E.; asc.
70 ft. over rolling SE. slope.

Road, unimproved, bears irregularly north and south.
01d broken fence, bears north, thence along fence line,.

iron -post, set, mkd. and witnéssed as described in the
official record. Eeb§ild mound of stone, 3 ft. base

9

N. 0° 55¢ ﬂ., beginning new measurement

Asc. 100 ft oyer SE. |lope

Spur, slopes east; desc, 35 ft.zovér north slope.

The % sec. cor. of secs. 47ghd 5, moﬁumente& with a1 i,

Eﬁb (April 1963)

USDI—— BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portioh of the Subdivision of T.-20 8., R.’7 E.

CHAINS
29.00 | Wash, 200 lks. wide, 20 ft. deep, drains east.

32.05 | Wash, 20 lks. wide, 3 ft. deep, drains east; asc. 10 ft.
over SE. slope.

34.60 | Small spur, slopes east; desc. 40 ft. over NE. slope.

41.36 | The cor. of sec. 4 and 5, on the north boundary of the
Tp., hereinbefore described.

Land, rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

Reestablishment of the Survey Executed by A, D, Ferron
in 1873.

From the standard cor. of secs. 5, 6, 31 and 32, on the
south boundayy of the Tp., hereinbefore described.

N. 0° 25" E., bet. secs. 31 and 32.

Over mountainous land through dense pinon and juniper
timber.

Asc. 45 ft. over gentle SE. slope of bench land
15.00 | Wash, 20 lks. wide, 10 ft. deep, drains SE

33.00 | North edge of bench, bears 1rregu1ar1y east and west;
desc. 255 ft. over steep, broken north slope. :

41.73 | Point for the % sec. cor. of secs. 31 and 32 at propor-
tionate dist.; there is no remaining eyidence of the
original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in
the ground, and in a mound of stone, 5 ft. base to top,
with brass cap mkd.
’ ‘ T20S R7E
%
§31[832
1962

Desc. 60 ft. over north slope.

45.90 | Draw, drains northj; desc. 105 ft. along east slope of
draw, - : ; . .

50.30 ) Wash, 15 lks. wide, 10 ft. deep, drains N. 70° E., con-
tinue descent.

57.10 | Same wash, drains N. 60° W.

. . . oo

59.90 { Wash, 25 lks. wide, 15 ft. deep, drains west.

75.40 | Wash, 25 lks. wide, 5 ft. deep, drains N, 75° E

83.46 | The cor. of secs. 29, 30, 31 and 32, monumented with a

2 in. iromn post, set,'mkd and witnessed as described in

the offlcial record of the 1921 survey.

Land, mountainous.
Soil, rocky clay, '

GPO 8¢
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Depéﬁdent‘RéSurﬁey of a Portion of the Subdivision of T. 20 S., R. 7 E.

CHAINS

39.94

65.25

79.88

5.00

21.05

38.36

4.80

4,84

13.35

-} Timber,. dense pinon and’ juniper.

Undergrowth, shadscale.

From the cor. of secs. 28, 29, 32 and 35;v
S. 89°15' W., bet. secs. 29 and 32. :

Over gently rolling desert land, through medium shad-
scale and .sagebrush.

Asc. along a gently rolling north slope.’
Point for the % sec. cor; of secs, 29 and 32 at propor-

tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T20S R7E
529
% $32
1962

Desc. along gently rolling north slope.

Wash, 5 lks. wide, 2 ft. deep, drains N. 75° E.; asc.
over gentle NE. slope. :

The cor. of secs. 29, 30, 31 and 32.

Land, gently rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

Retracement of a portion of Survey executed by H. W.
Miller and W. H. Good, in 1921

S. 86°28' W., bet. secs. 30 and.31.
Over mountainous land.
Wash, drains NE.; asc. 65 ft. over SE. slope.

Top of low spur, slopes SE.; asc. 290 ft. over broken
and ledgy SE. slope. Enter timber.

True point for the % sec. cor. of secs. 30 and 31 falls
on ledge where cor. cannot be perpetuated.

S. 86°28' W., beginning new measurement .

Top of white sandstone ledges, bears NE. and SW.

The witness % sec. cor. of secs. 30 and 31, monumented
with a 1 in. iron post, set, mkd. and witnessed as

described in the official record. Rebuild mound of
stone around iron .post.

Asc. 120 ft. over SE, slope.

Top of ascent, bears NE. and SW.; desc. 50 ft. over NW.
slope.

W)\ﬁn 1963) ~ USDI - BLM

" FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivision of T. 20 8., R.

CHAINS :
18.00 | Bottom of draw, drains NE.; asc. 100 ft. over 'SE. slope.

42.99 | The cor. of secs, 25, 30, 31 and 36, on the W. bdy. of
the Tp., monumented with a 2 in. iron post, set, mkd.
and witnessed as described in the official record.

Land, mountainous, broken.

Soil, rocky clay, exposed sandstone.
Timber, medium pinon and juniper.
Undergrowth, shadscale and sagebrush,

From the cor. of secs. 29, 30, 31 and 32.
N. 3°13' W., bet. secs. 29 and 30.
Over rolling desert land.

Asc. 50 ft. along east slope, over series of small
washes draining E.

28.22 | Fence, bears E. and W.; desc, 10 ft. over .NE. slope.

37.70 | Wash, 100 lks. wide, 1 ft. deep, drains E.; asc. 30 ft.
over S. slope.

41,10 | Small spur, slopes E.; desc. 35 ft. over N. slope.

42.19 | The % sec. cor. of secs. 29 and 30, monumented with a
1 in. iron post, set, mkd. and witnessed as described
in the official record. Rebuild stone mound around
iron post.

N. 3°18' W., beginning new measurement.

Desc. 50 ft. over N. slope, enter scattered juniper
timber. ‘

4.30 | Wash, 50 lks. wide, 5 ft. deep, drains E.; asc. 70 ft.
over S. slope.

8.35 | Spur, slopes E.; desc. 75 ft. over NE. slope.

14.65 | Wash, 50 lks. wide, 6 ft, deep, drains irregularly E.;
desc. 30 ft. over NE. slope.

19.30 | Wash, 20 lks. widé, 5 ft. deep, drains E.; desc. 90 ft.
over NE, slope. Leave timber.

41.06 | The cor. of secs. 19, 20, 29 and 30, monumented with a
. "2 in. iron post, set, mkd. and witnessed as described
in the official record.

Land, rolling desert.

Soil, rocky clay.

Timber, scattered juniper, north portion.
Undergrowth, shadscale.

Reestablishment of the Survey executed by A, D, Ferron,
in 1873.

From the cor. of secs. 20, 21, 28 and 29.
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1.15

1.90
21.50
29.70
37.20
40.82

9.00
15.45
25.95
40.60

40L12

. the ground, and in a cellar of stone to top, with brass

{Wash, 30 lks. wide, 15 ft. deep, drains irregularly north.

$. 89° 357 W., bet. secs. 20 and 29.

Over gently rollimg degert land.

Asc. 60 ft. over rélling NE. slope.

Road, unimproved, bears N. 30° W., and S. 15° E.
Irrigatiaﬁ ditcgb 10 1ks. wide, 3 ft. deep, drains S.20°E
Pence, bears s, 20° E and N. 40 E., curving north,
wash 10 lks wide, 5 ft. deep, drains N. 15° W.

Wash, 15 lks. wide, 5 ft. deep,’drains irregularly north.
The ¥ sec. cor. of secs. 20 and 29, .monumented with a
sandstone,. 4x8x12°ins., set, mkd. and w1tnessed as des-
cribed in the official record.

At the cor, poinat

Set an iron post, 30 ins. long, 2% ine. diam., 24 ins. in

cap mkd.
» T208 R7E
3520
S29
o 1962

bury original stone cor. alongside iron post,

5.89°28'W., beginning new measurement.
Asc. 25 ft. oyer gently rolling NE. slope.

Enter scattered timber, bears north and south.

Wash, 40 lks. wide, 10 ft. deep, drains north.
The cor. of secs. 19, 20, 29 and 30.

Land, gently rolling desert.

Soil, clay.

Timber, scattered pinon and jiniper west portion
Undergrowth, shadscale.

From the cor. of secs. 16, 17, 20 and 21.

S. 89° 13' W., bet. secs. 17 and 20.

Over level farm land along gravel road

Point for the % sec. eor. of secs. 17 and 20 at center of
roagfiway and in line with property line fence to south;
and is accepted as the best evidence of the position of
the original cor.

At the cor. point,
Set anm iron post, 30 ins. long, 2% ins, diam., 26 ins. in

(Apelt 1963)
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Dependent Resurvey of a Portion of the Subdivision of T, 20.8,;, R.

52

CHAINS

10.50

10.80

18.49

37.80

40,14

the ground, with brass cap mkd,

T20S R7E

B17
% 820

1962

deposit glass around iron post, 3 ins. below ground.

S. 89° 39! W., beginning new meaéurement.
Continue over level farm land along gravel road.
End of road.

Irfigation canal, 30 lks. wide, 4 ft. deep, flows south,
enter desert land.

Fence, bears north, south and west, thence along fence
line.

Wash, 20 1lks. wide, 8 ft. deep, drains N. 80° E.

The cor. of secs. 17, 18, 19 and 20, monumented with a
2 in. iron post, set, mkd. and witnessed as described in
the official record of the 1921 survey.

Land, level farm on 50.00 chs., desert on 30.00 chs.
Soil, clay.

No timber.

Undergrowth, shadscale in desert portion.

From the true cor. point of secs. 8, 9, 16 and 17.

5. 89° 46' W., bet. secs. 8 and 17.

Over level farm land, along, gravel road.

Ferron Creek, 30‘1ks. wide, 2 ft. deep, flows SE.
Intersection. with north and south ropad.

House, bears south, 50 lks. dist.

Irrigation canal, 20 1ks. wide, 10 ft. deep, flows south.
House, bears south, 50 1ks, dist.

Point for the % sec. cor. of secs. 8 and 17, in center
line of gravel road, and in line with property line fence
to north and south; 'andis,acgepted_as the best evidence
of the position of the original cor. )

At the cor. ﬁoint

Set an ifon‘post, 30 ins. léng, 2% ins. diam., 3 ins.
below ground, with brass cap mkd, |,

N S T208 R7E -
. . R . . } 11k
! “l‘_l’
% SS ) . . N
§s17
1962 . T

from which

%

GPO 8
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. Dependent Resurvey of a Portion of the Subdivision of T. 20 S., R, 7 E.

CHAINS

12.40
12.90
13.28

15.15

36.15

41.10

A . . - . -

An iron post, 30 ins, long, 2% ins, diam.,
set 22 ins. in the ground, with glass de-
posited around iron post, 3 ins. below
ground, for a reference monument, bears

-~ " N, 3°17' E., 35-ft.-dist.; with brass cap

mkd. T20S R7E S8 RM 35' 1962, and an arrow
pointing to the true cor.. -

An iron post, 30 ins. long, 2% ins. diam.,
set 22 ins. in the ground, with glass de-
posited around iron post, 3 ins. below
ground, for a reference monument, bears S.
7°11' W., 29.7 ft. dist,, with brass cap
mkd, T20S R7E S17 RM 29.7' 1962, and an
arrow pointing to the true cor.

S, 89°46' W., beginning new measurement.
Continue over level farm lend, along gravel road.

Road, bears N,
Irrigation ditch, 20 lks. wide, 2 ft, deep, drains N.
Fence, bears N, and S,, leave farm land.

Irrigation canal, 20 Tks. wide, 3 ft. deep, flows SW.;
asc, 160 ft. over E, slope.

Spur, slopes north; desc. 60 ft. over SW. slope.

The cor. of secs. 7, 8, 17 and 18, monumented with a 2
in. iron post, set, mkd. and witnessed as described in
the official record of the 1921 survey.

Land, level farm land, east portion; rolling desert,
west portion,

Soil, clay.

No timber,

Undergrowth, shadscale, west portiom.

2.25

18;55

21.81
22.84

23,75

31.65

N. 0°01' W., bet. secs, 7 and 8.

Over gently rolling land.

L Asc. 55.ft; over SW. slope.

Spur, slopes E.; desc. 95 ft. over N. slope.

Irrigation canal, 30 1ks. wide, 3 ft, deep, flows E.;

"desc. 60 ft. over: gentle N. slope.

Cor e

Telephone line, bears N. 70° W. and S, 70° E.
Fence, bears N '70° W. and S, 70° E .
" Road, graded gravel, bears.N, 70° W. and S, 70° E

Fence, bears east;  west and north, thence along fence
line.

b (April 1963)

USDI -~ BLM

FIELD NOTE PAPER

~x




240

54

Dependent Resurvey of a Portion of the Subdivision of T. 20 S., R

CHAINS

32.30

39.45

40.54

19.65
19.90
20.10
28.50

28,70

32.20

39.79

Ferron Creek, 80 lks. wide, 1% ft. deep, flows irregular-
ly E.

Fence,hbears E, and W,

Point for the % sec. cor, of secs. 7 and 8, at cor. of
property line fences bearing north, south and east,

and is accepted as the best evidence of the position of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T20S R7E
%
s7|s8
1962

deposit glass around iron post, 3 ins. below ground.

N. 0°01' W., beginning new measurement.

Over level farm land.

Fence, bears E. and W., end of N, and S; fence.

Road, unimproved, bears E. and W.

Irrigation ditch, drains E,

Irrigation canal, 15 lks. wide, 10 ft, deep, flows E.

Irrigation ditch, draiﬂs E., leave farm land; asc. 95 ft.
over S, slope. :

Ridge, bears E. and W.; desc. 95 ft. over N, slope.

The cor. of secs, 5, 6, 7 and 8, monumented with a 2 in.
iron post, set, mkd. and w1tnessed as descrlbed in the
official record of the 1921 survey.

Land, rolling desert, south portion; level farm land,
north portion.

Soil, clay.

No timber

Undergrowth, shadscale south portion.

General Description

The central portion of Township 20 South, Range 7 East is
level farm land, the west tier of secs., is mountainous
land, with scattered pinon and juniper timber. The re-
mainder of the township is rolling desert land, covered
with shadscale undergrowth, The town of Ferron is loca-
ted in secs, 9, 10, 15 and 16. The area is drained in
an easterly direction by numerous washes draining into
Ferron Creek that flows in an easterly direction through
secs. 7,.8, 9, 16, 15, 14 and 13, State Highway No. 10
enters the township in sec. 33, and bears northerly
through sec. 33 and along the sec. line bet, secs. 27 and
28, 21 and 22, 15 and 16, 9 and 10, thence bears north-
east through sec..3. There are numerous unimproved roads
throughout the township. No springs or other sources of

water, other than Ferron Creek, were noted in the .
township.

Gf
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- CERTIFICATE OF SURVEY

K We, Glen B. Hatch and Allen L. Tuft , HEREBY CERTIFY upon honor that,
in pursuance of special instructions bearing date of the 29 day of June , 1962,
We

Khave dependently resurveyed the South boundary (Fourth Standard Parallel
South), the East boundary, the North boundary and a portion of the subdi-
visional lines of Township 20 South, Range 7 East

of the Salt Lake Meridian, in the State of Utah , which
us our
are represented in the foregoing field notes as having been executed byxmxand under mx direction;

and that said survey has been made in strict conformity with said special instructions, the Manual

of Instructions for the Survey of the Public Lands of the United States, and in specific manner

/ Z Cle #

described in the foregoing field notes.

(Date) (Cadastral Surveyor) A]_ leJL Tu:

7 y
December 11, 1962 /\//é///ﬁ[m ﬁ %M—

(Date) (Cadastral Surveyor) Glen B. Hat«

CERTIFICATE OF APPROVAL

SUBIATIED FOR AFPROVAL BUREAU OF LAND MANAGEMENT, '
Date DEC 9 1964 Washington, D. C.

The foregoing field notes of the dependent resurvey of the South boundary (Fourt!
Standard Parallel South), the East boundary, the North boundary, and a
portion of the subdivisional lines of Township 20 South, Range 7 East

executed by Allen L. Tuft, Glen B. Hatch, Cadastral Surveyors

having been critically examined and found correct, are hereby approved.

JUN 2 1 1965

(Date)

(Chief, Divﬁbn of Ei

CERTIFICATE OF TRANSCRIPT

Y That the foregoing transcript of the field notes of the above-described su

rue copy of the original field notes.

(Date) (Chief, Division of Engineering)






Blank

Page




UNITED STATES : 245
DEPARTMENT OF THE INTERIOR ’
BUREAU OF LAND MANAGEMENT

FIELD NOTES .

OFTHE

WANL\ALANL ALY JUBT

DEPENDENT RESURVEY

OF

THE SOUTH BOUNDARY (FOURTH STANDARD PARALLEL SOUTH),

THE EAST BOUNDARY

THE NORTH BOUNDARY

AND

THE SUBDIVISIONAL LINES

OF

TOWNSHIP 20 SOUTH, RANGE 8 EAST

Of the SALT TAKE Meridian,

In the State of UTAH

EXECUTED BY

GLEN B, HATCH, Cadastral Surveyor

Under special instructions dated June 29 ,19 62 | which provided for the surveys
included under Group Number _ 458 , approved June 29, 1962 ’
and assignment instructions dated June 29 ., 19 62 .

Survey commenced August 22 , 19 62

Survey completed October 12 , 19 62
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Dependent’ Resurvey of the South Boundary (Fourth Standard
Parallel South), of Township 20 South, Range 8 East

‘I1 mile of the south boundary, the west boundary (Second
JGuide Meridian East), the west 3% miles of the north

‘{1882 surveys.

Measurements herein contained were made with a narrow

langle of each interval ascertained by a clinometer in good

In 1873, A. D. Ferron surveyed the west 1 mile of the
south boundary (Fourth Standard Parallel South), the west
boundary (Second Guide Meridian East), the west 3% miles of
the north boundary and the west portion of the subdivision
In 1882, A. D. Ferron, surveyed the east S miles of the
south boundary (Fourth Standard Parallel South), the east
boundary, the east 2% miles of the north boundary and the
east portion of the subdivison, and resurveyed the west

boundary and .the subdivisional lines between the 1873 and

The west 1 mile of the south boundary was resurveyed by
Andrew Nelson and Howard W. Miller in 1910, who also re-
traced the east 5 miles of the south boundary that same
year.

The east boundary was resurveyed in 1918 by Howard W.
Miller and Walter Byergo.

The west boundary (Second Guide Meridian East) was resur-
veyed by Allen L. Tuft, in 1962, concurrently with this
survey. ’

T

The following field notes are those of the dependent resur
vey of the south boundary (Fourth Standard Parallel South)}
the east boundary, the north boundary and the subdivisional
lines of Township 20 South, Range 8 East.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the lost corner or other calls of the original
field note record.

The rules of proportionate measurement were applied to as-
certain the position of the lost corner after exhausting
every reasonable possibility of finding direct evidence

of the lost corner.

The survey was executed with a W. & L.E. Gurley Solar
Transit No. 570621 constructed in accordance with the
standard instrumental specifications of the Bureau of
Land Management. The instrument was in good condition
prior to the beginning of the survey and was maintained
in proper adjustment throughout the progress of this
survey.

Corners on east-west lines were set on the true latitudi-
nal curve. Lines connecting previously established cor-
ners were run by random and true method, but for simpli-
fication of the record the random lines are omitted from
the field notes.

steel tape, 8 chains in length, graduated every link for
the first 100 links and thereafter at intervals of 10
links.. The tape was tested by comparison with a one
chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical

adjustment horizontal equivalents alone are entered in
the field notes. All lines of this survey were run by
direct method where the lines were accessible; lines
inaccessible were run by traverse or. triangulation methods}
Distances to topography on lines run by traverse or tri-
angulation are approximately as scaled from U.S.G.S.
topographic sheets. The details of such traverses or tri-
angulations have been thoroughly checked and verified, and

in order to simplify the record, the diagrams and reduc-
tions are omitted from these field notes.

oo

b (April 1963) USDI—BLM
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Dependent Resurvey of the South Boundary (Fourth Standard
Parallel South), of Township 20 South, Range 8 East

—

CHAINS
The direction of the lines of this survey were determined

by reference to true meridians established on line by
altitude observations on the sun. The lines were carried
forward by sustained angulation being supplemented by
other numerous altitude observations on the sun’ taken
throughout the progress of the survey.

The geographic position for the southeast corner of the
township is at latitude 39°01'51.8" N. and longitude "~
110757 "49.2"W.as adjusted from traverses to U.S.G.S. tri-
angulation station "Ferron," at latitude 39°01'00.343" N
and longitude 110°59'26.179" W., located S. 3°20'44" W
79.13 chs. dist, from the south % sec. cor. of sec. 35,
T. 20 S., R, 8 E. '

The magnetic declination was read at a number of stations
throughout the township and the average of these readings
was found to be 17° East.

Dependent Resurvey of the South Boundary (Foufth Stand-
ard Parallel South), Township 20 South, Range 8 East

Reestablishment of the Survey Executed by A. D, Ferron,
in 1882, and the Retracement of Andrew Nelson and Howard W
Miller, in 1910, with the establishment of north % sec.
corners of sections 1 to 6 1nc1u31ve Township 21 South,
Range 8 East.

Beginning at the cor. of Tp. 20 S., Rs. 8 and 9 E.,
onumented with a sandstone, 6x10x40 ins., firmly set,
kd. and witnessed as described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins. in
the ground to bedrock, and in a mound of stone, '5 ft. base
to top, with brass cap mkd.

sc
T208
RS8E R9E

S36|S31

56
T21S R9E
1962

Bury original stone cor. alongside iron post.
S. 89°57' W., along the south boundary of sec. 36.
Dver rolling desert land.

0.10 | Wash, 15 lks. wide, 1 ft. deep, drains NW.; asc, 15 ft.
over NE. slope.

2.70 ) Top of ascent, slopes NW.; desc. 10 ft. over gentle NW.
slope.

5.52 | The closing cor. of Tp, 21 S., Rs. 8 and 9 E., monumented
with a 3 in. iron post, set, mkd. and witnessed as de-
scribed in the official record of the 1910 survey of

T. 21 S., R. 8 E.

Desc. 70 ft. over NW. slope,.

'
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.. Dependent. Resurvey of the South Boundary (Fourth Standard

Parallel South) of Townsh;p 20 South, Range 8 East

17.10
21.10

24.20
29.10
40.02

4.30

5.56

7.20

7.65
13.60

37.65

40.32

Wash, 30 lks. wide, 1 ft. deep, drains irregularly N.
asc. 100 ft. over steep east slope.

Top of red spur, slopes §.; deéc. 115 ft. over steep W.
slope.

Wash, drains N.; asc. 85 ft. over E. slope,
Spur, slopes S.; desc, 50 ft. over SW. slope.

The standard % sec, cor. of sec. 36, monumented with a
sandstone, 6x10x40 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 5 ins. in
the ground, to bedrock, and in a mound of stone, 6 ft.
base to top, with brass cap mkd.

SC
T20S R8E

% s36
1962

bury original stone cor., in mound of stone, alongside
iron post.

N. 89°46' W., beginning new measurement.
Desc, 15 ft. over W. slope.

Wash, 30 lks. wide, 3 ft. deep, drains N.; asc. 15 ft.
over E. slope.

Point for the N, % sec. cor. of sec. 1, T. 21 S., R. 8 E.

at midpoint between closing cormers.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone to top, with
brass cap mkd.

¥ st
T21S R8BE
1962
Asc. 15 ft. over E. slope.
Small spur, slopes N.; desc. 20 ft. over W. slope.

Wash, 40 lks. wide, 8 ft. deep, drains irregularly N.
from SW.; asc. 30 ft., over gentle SE. slope.

Spur, slopes NE.; desc. 50 ft. over gently rolling NW,
slope.

Small spur, slopes N.; desc. 5 ft. over W. slope.

The standard cor. of secs, 35 and 36, monumented with a

'3 in. iron post, set, mkd. and witnessed as described in

the official record of the 1910 retracement.

G;b (Aprit 1963)
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‘Dependent Resurvey of the South Boundary, (Fourth Standard
Patrallel South), Township 20 South, Range 8 East

CHAINS
Land, rolling desert mountains,

Soil, sandy, rocky.
No timber.
Undergrowth, shadscale.

N. 89°55' W., along the S. bdy. of sec. 35.
Over mountainous land.
Desc. 20 ft. over W. slope,

3.20 |Wash, 50 lks. wide, 2 ft. deép, drains N. 15° E.; asc. 5
ft. over E. slope.

5.30 | The closing cor. of secs. 1 and 2, T. 21 S., R. 8 E.,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the official record of the 1910
survey. :

Asc. abruptly 20 ft. over sandstone ledge.

5.45 |Top of ledge, bears N. and S.; desc. 20 ft. over gentle
W. slope.

14.35 | Wash, drains N. asc. 30 ft. over E. slope.
21.55 Small spur, slopes S.; desc. 20 ft. along S. slope.

23.30 | Small wash, drains S.; asc., 140 ft. over rocky, steep SE.
slope. - ’

32.35 | Wash, 5 lks. wide, 1 ft. deeép, drains SE. ‘continue
ascent, -

40.33 The standard % sec. cor. of sec. 35, monumented with a
sandstone, 5x12x24 ins., set, mkd. and witnessed as
described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a mound of stome, 5 ft. base to top,
with brass cap mkd.

sC.
T20S R8E

% S35
1962

bury original stone cor. alongside iron post.

From this cor., U.S.C. & G.S. triangulation station "Fer-
ron," bears S. 3°20'44" W., 79.13 chs. dist.

N. 89°58' W., beginning new measurement.
Asc. 130 ft. over steep, rocky SE. slope.

4.95 | Point for the N. % sec. cor. of sec. 2, T. 21 S., R. 8 E.
at midpoint between closing corners. ’

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground, to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

GPO &
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" Dependent Re§urvey of the.South Boundary,,(Fourth Stand- };
ard Parallel South), Towmship 20 South, Range 8 East ;

CHAINS

% s2
T21S RS8E
1962
Asc. abruptly 15 ft. over sandstone ledge. o

5.45 |Top of ledge, spur, slopes NE.; thence by triangulation; j!
desc. about 100 ft. over broken NW. slope. "

18.25 |[Draw, drains N.; asc. about 50 ft. over NE. slope. !
24.25 |Spur, slopes N. desc. about 40 ft. over W. slope.
29.25 |Draw, drains N.; asc. about 75 ft. over E. slope.

32.45 |Ridge, bears N. and S.; end triangulation; desc. 90 ft.
over W. slope.

40.24 |The standard cor. of secs. 34 and 35, monumented with a
3 in. iron post, set, mkd. and witnessed as described in
the official record of the 1910 retracement.

land, mountainous, broken. Ly
Soil, rocky sand east portion; rocky clay west portion !

[No timber. ;
Undergrowth, shadscale. P

IN. 89°52' W., along the south bdy. of sec. 34.
Over mountainous land. D
Desc. 20 ft. over W. slope.

1.90 Pase of descent, bears S. and NE.; thence over level land; : é
enter dense greasewood. ‘

4.69 [The closing cor. of secs. 2 and 3, T. 21 S., R. 8 E., ]
onumented with a 2 in. iron post, loosely set, mkd. and i
itnessed as déscribed in the official record of the 1910

survey.

ebuild a mound of stone, 3 ft. base, 2 ft. high, around
iron post.

14.80 [Wash, 50 1ks. wide, 10 ft. deep, drains irregularly NE.;
Efc. 90 ft. over rocky E. slope; leave greasewood. }

19.35 idge, bears N. and S.; desc. 85 ft. over SW. slope.

31.15 [Wash, 50 lks. wide, 5 ft. deep, drains 8. 20° E.; asc. 40
ft. over NE. slope.

38.95 [Spur, slopes N.; desc. 10 ft. over W. slope.

40.54 [fhe standard % sec. cor. of sec. 34, monumented with a
sandstone, 5x12x17 ins., set, mkd. and witnessed as de-
scribed in the official record.

t the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins. in
khe ground, to bedrock, and in a mound of stone, 5 ft.
base to top, with brass cap mkd.

73b (April 1963) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary, (Fourth Stand-
ard Parallel South), Township 20 South, Range 8 East

CHAINS sC
T20S R8E
¥ 834
1962

bury original stone cor. alongside iron post.

S. 89°54' W., beginning new measurement.

4.18 '| Point’ for the N. %} sec. cor. of sec. 3, T. 21 S., R. 8 E
at midpoint between closing corners.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

% s3
T21S R8E
1962

No accessories available.

5.75 | Wash, 40 1lks. wide, 6 ft. deep, drains NE.; asc. 120 ft.
over steep E. slope.

10.45 | Spur, slopes S.; desc. 120 ft. over SW. slope.

16.65 [ Wash, 30 1lks. wide, 4 ft. deep, drains SE.; asc. 85 ft.
over NE. slope. .

24.30 Spur, slopes S.; desc. 45 ft. over NW. slope.

33.25 | Wash, 40 lks. wide, 8 ft. deep, drains S.; asc., 30 ft.
over SE. slope. '

37.95 Top of ascent, slopes NW.; desc. 5 ft. over NW. slope.

40.18 | The standard cor. of secs. 33 and 34, monumented with a
3 in. iron post, set, mkd. and witnessed as described in
the official record of the 1910 retracement.

Land, mountainous,

Soil, rocky, sandy clay.

No timber. T R
Undergrowth, shadscale and greasewood.

N. 88°55' W., along the S, bdy. of sec. 33.

Over gently rolling desert land.

Desc. 15 ft. over NW. slope.

4.03 ‘ The closing cor. of secs. 3 and 4, T. 21 S., R. 8 E.,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the off1c1al record of the 1910
survey.

Thence over nearly level desert land.

9.50 | Road, unimproved, bears irregularly N, and S.

30.20 |Wash, 10 1ks. wide, 2 ft. deep, drains S.

40.71 | The standard % sec. cor. of sec. 33, monumented with a

sandstone, 4x6x12 ins., set, mkd. and witnessed as de-
scribed in the official record
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Dependent Resurvey of the South Boundary, (Fourth Stand-
ard Parallel South), Township 20 South, Range 8 East

CHAINS

3.36

40.30

2.89

3.10

14.93
16.50
27.83

30.90

37.40
40.38

At the cor., point

Set an iron post, 30 ins. loﬁg, 2% ins. diam., 20 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.

SC
T20S RSE
¥ 833
1962

bury original stone cor. alongside iron post, and deposit
glass around iron post, 3 ins. below ground.

.S. 89°16' W., beginning new measurement.

Continue over nearly level land.

Point for the N. % sec, cor. of sec. 4, T. 21 S., R. 8
E., at midpoint between closing corners.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

% S4
T21S R8E
1962

No accessories available.

The standard cor. of secs. 32 and 33, monumented with a
3 in. iron post, set, mkd. and witnessed as described
in the official record of the 1910 retracement.

Land, nearly level desert.
Scil, sandy clay.

No timber.

Undergrowth, shadscale.

S. 88°01' W., along the S, bdy. of sec. 32.

Over nearly level desert land, through medium greasewood.
Fence, bears N.,and S. about 1.50 chs., thence W.

The closing cor. of secs. 4 and 5, T. 21 S., R. 8 E.,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the official record of the 1910 surve
Fence, bears N, 85° W. and S. 85° E

Wash, 35 lks. wide, 7 ft. deep, drains S. 70° E.

Fence, bears N. and S.

Zeave level land, bears N, and S.; asc, 90 ft. over E.
slope.

Spur, slopes S.; desc. 10 ft. oﬁer W. slope.

The standard % sec.'cor. of sec. 32; monumented with a
sandstone, 5x14x20 ins., set, mkd. and witnessed as de-
scribed in the official record. ~

At the cor. point'

735 (April 1963)
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Dependent Resurvey of the South Boundary, (Fourth Stand-
ard Parallel South), Township 20 South, Range 8 East

CHAINS

2.70

9.40

9.95

15.65

15.70

40.46

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
the ground, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

SC
T20S R8E

X 832
1962

bury original stone cor. alongside iron post.

S. 87°50' W., beginning new measurement.
Asc. 15 ft. over SE. slope.

Point for the N. ¥ sec. cor. of sec. 5, T. 21 S., R. 8 E.
at midpoint between closing corners.

Set an iron post, 30 ins. long, 2% ins., diam., 18 ins.
in the ground,and in a collar of stone to top, with brass
cap mkd.

% S5
T21S R8E
1962

Asc. 40 ft. over SE. slope.

Base of ledge, bears NE. and SW,.; asc. abruptly 50 ft.
over shale and sandstone ledge.

Top of ledge; asc. 30 ft, over SE, slope.

Base of sandstone ledge, bears NE. and SW.; asc. abruptly
15 ft. over ledge.

Top of ledge, mesa, bears NE, and SW.; desc, 60 ft. over
gentle NW. slope, enter scattered juniper timber.

The standard cor. of secs. 31 and 32, monumented with a
3 in. iron post, set, mkd, and witnessed as described
in the official record of the 1910 retracement.

Land, nearly level desert, east portion; mountainous,
west portion,

Soil, rocky sandy clay, exposed sandstone, west portion.
Timber, scattered juniper, west portion; no timber, east
portion.

Undergrowth, shadscale and greasewood.

Reestablishment of the Resurvey Executed by Andrew
Nelson and Howard W. Miller in 1910.

S. 85°51' W., along the south boundary of sec, 31,

Over gently rolling desert land, through scattered
Juniper timber.

Desc. 5 ft. over NW. slope.
The closing cor. of secs. 5 and 6, T, 21 8., R, 8 E,,

monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described fn the official record of the 1910 surv

GPO 4B
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Dependent Resurvey of the South Boundary, (Fourth Stand-
ard Parallel South), Township 20 South, Range 8 East

Desc. 50 ft. over gently rolling NW. slope.
13.10 |Leave timber, bears NE. and SW.

39.92 {The standard % sec. cor. of sec. 31, monumented with a
1 in. iron post, set, mkd. and witnessed as described in
the official record of 1910 resurvey.

42.34 |Point for the N. % sec. cor. of sec. 6, T. 21 S,, R. 8 E.,
at proportionate dist,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

% s6
T21S R8E
1962

No accessories available.
Thence along gentle north slope.

61.45 |Wash, 15 lks. wide, 6 ft. deep, drains irregularly N.;
asc. 40 ft. over gentle NE. slope.

79.84 |The standard cor. of Tps. 20 and 21 S., Rs. 7 and 8 E.,
monumented with a 2% in, iron post, set, mkd. and witnes-
sed as described in the 1962 field notes of the S. bdy.
of T. 20 S., R. 7 E.

Land, gently rolling desert.

Soil, clay.

Timber, scattered juniper E. portion; no timber west
portion.

Undergrowth, shadscale.

Dependent Resurvey of the East Boundary of Township 20
South, Range 8 East

Reestablishment of the Survey Executed by A. D. Ferron in
1882 and the Resurvey Executed by Howard W. Miller and
Walter Byergo in 1918.

From the standard cor. of Tp. 20 S., Rs. 8 and 9 E., here-
inbefore described.

N. 0°03' E., along the east boundary of sec. 36.
Over gently rolling desert land.

14.05 |Wash, 30 1ks. wide, 2 ft. deep, drains N. 60° W,
19.90 JWash, 10 lks. wide, 2 ft. deep, drains NW.

21.35 |Wash, 20 1ks. wide, 6 ft. deep, drains irregularly N.
21,90 Same wash, drains N.

25.00 |Leave wash, drains NE.

34.00 |Road, improved dirt, bears irregularly E. and W.

73b (April 1963) USDI— BLM FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary of T. 20 S., R. 8

e

E.

CHAINS

39.

40.

15.

21

28.

31

36

38.

39.

39

39

40.

88

40

20

.40

50

.05

.50

75

25

.37

.85

27

The west % sec. cor. of sec. 31, T. 20 S., R. 9.E., monu -
mented with a 1 in. iron post, set, mkd. and witnessed as
described in the official record of the 1918 survey.

From this cor., a 1 in. iron post, 10 ins. above groﬁnd,
bears east, 0.02 chs. dist., with brass cap mkd.

420G
SID AND CHARLIE
EROSION CONTROL
SW SW SEC. 31
T20S RIE
1958

Point for the E. % sec. cor. of sec. 36, at record dist.
of the 1918 survey from the W. % sec. cor. of sec. 31,
T. 20 S., R. 9 E. The original stone cor., a sandstone,
6x8x12 ins., was lying loose upon the ground.

Set an iron post, 30 ins.rlong, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T20S
R8E RIE
B -

S36
1962

bury original stone cor. alongside iron post.

N. 0°02' E., beginning new measurement.
Asc. 75 ft. over SE. slope.
Spur, slopes E.; desc. 55 ft. over N.'slopea

Wash, 10 lks. wide, 1 ft. deep, drains E.; asc. 35 ft.
over SE. slope.

Spur, slopes E.; desc. 20 ft. over N. slope.

Wash, 10 1ks. wide, 1 ft. deep, drains E.; asc., 25 ft.
over S, slope.

Spur, slopes E.; desc. 5 ft. over gentle N, slope.

Wash, 10 lks. wide, 1 ft. deep, drains E.; asc. 10 ft.
over S. slope.

Road, unimproved, bears irregularly E, and W.

The closing cor. of secs. 30 and 31, T. 20 S,, R. 9 E.,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the official record of the 1918
survey., ) '

Desc. 10 ft. over N. slope.

Wash, 10 lks. wide, 1 ft. deep, drains SE,; asc. 5 ft.
over SE. slope.

The cor. of secs. 25 and 36, monumented with a sandstone,
3x8x15 ins., set, mkd, and witnessed as dese¢ribed in the
official record of the 1882 survey.

At the cor. point

"

-
GPO 832

N



257

)TE PAPER
11
- . Deperident Besurvey of the East Boundary of T. 20 S., R. 8 E.
~ CHAINS
‘ -}set an.iron post, 30 ins. long, 2%.ins. diam., 18 ins. in
the ground, and in a collar of stone.to top, with brass
cap mkd.
T20S

RS8E R9E

S$25

336 S30

1962
bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Land, gently rolling desert.
Soil, sandy clay.
No timber.
Undergrowth, shadscale.and greasewood.
N. 0°03' W., along the east boundary o sec. 25.
Over rolling desert land.
Asc. 45 ft. over SE. slope.
6.65 |Top of ascent, bears NE. and SW.; desc, 30 ft. over NW.

slope. g :

12.90 |Wash, 10 lks. wide, 1 ft. deep, drains irregularly E.;
asc. 15 ft. over SE, slope.

15.60 |Small spur, slopes E.; desc. 20 ft. over NE. slope.

16.40 |Wash, 15 lks. wide, 3 ft., deep, drains irregularly E.

21.40 |Wash, 10 lks. wide, 1 ft. deep, drains E.

27.40 |Wash, 30 lks. wide, 3 ft. deep, drains NE.; asc. 60 ft.
over SE. slope.

39.27 |{The W. % sec. cor. of sec. 30, T. 20 S., R. 9 E., monu-
mented a 1 in. iron post, set, mkd. and witnessed as de-
scribed in the official record of the 1918 survey.
Desc. 10 ft. over NE, slope.

40,39 |The E. % sec. cor. of sec. 25, monumented with a 1 in.
iron post, set, mkd. and witnessed as described in the
official record of the 1918 survey.

N. 0°06' W., beginning new measurement.
Desc. 5 ft. over NE. slope.
0.50 |wWash, .drains SE.; asc., 20 ft. over SW. slope.
3.10 |Ridge, bears NE. and SW.; desc. 30 ft. over NW. slope.

18.70 |Wash, .50 .1ks. wide, 6 ft. deep, drains W.; asc. 20 ft.
over SW. slope.

22.90 |Spur, slopes SW., from irregularly N.; desc. 15 ft. over
NE. slope.

73b (Apeil 1963) USDI— BLM
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_ Dependent Resurvey of the East Boundary of T. 20.S., R. 8 E.

CHAINS
26.40

36.20

38.69

40.27

0.50

1.20

3.60

6.30

26.60

38.45

40.56

Wash, '10.1lks. wide, 2 ft. deep, drains S. 80° E.; asc. 45
ft. over S. slope., enter scattered large boulders.

Rocky ridge, bears E. and W.; desc. 20 ft. over gentle
N. slope.

The closing cor. of secs. 19 and 30, T. 20 S., R. 9 E.,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the official record of the 1918
survey.

The cor. of secs. 24 and 25, monumented with a sandstone,
8x14x27 ins., set, mkd, and witnessed as described in
the official record of the 1882 survey.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T20S
R8E R9E

S24 S19
S25

1962

bury original stone cor, alongside iron post, and raise
a mound of stome, 3 ft. base, 2 ft. high, .W. of cor.

Land, rolling desert.

Soil, rocky clay.

No timber.

Undergrowth, sparse shadscale.

N. 0°02' E., along the east boundary of sec. 24,

.Over gently rolling desert land.

Wash, 10 lks. wide, 1 ft. deep, &rains irregularly S.

Same wash.

Same wash, from NE.; asc, 20 ft., over SE. slope.

Top of ascent, bears NE. and SW., thence over nearly
level land.

Road, unimproved, bears NE.‘and SW.

The W. % sec. cor. of sec. 19, T. 20 S., R. 9 E., monu--
mented with a 1 in. iron post, set, mkd. and witnessed

as described in the official record of the 1918 survey.
The E. % sec. cor. of sec. 24, monumented with a sand-
stone, 6x10x24 ins., set, mkd. and witnessed as described
in the official record of .the 1882 survey. .

At the cor. point

Set an iron post, 30 ins. long, 2%. 1ns. diam., 24 ins. in
the ground, with brass cap mkd.

T20S
R8E RIE

%
S24 |
1962

=
GPO &3
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Dependent Resurvey.of the East noundary:of-T” 20 S., R. 8 E,

CHAINS
buryvoriginalystone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 2 ft. high, west of cor.
N. 0°01' W., beginhing new measurement.
/Continueé over‘éently‘rolling'desert land.

"9.40 | Low spur, slopes E.

11.05 Wash, 15 lks. wide, 1 ft. déep, drains SW. from N.

16.70 Leave wash, drains S., from NE.-

24.70° | Wash, 10 lks. wide, 5 ft, deep, drains W.

27.90 E. side of small knoll; desc. 10 ft. over gentle NE. slopg.

33.90 Point of spur, slopes NW. from SE.; desc. 30 ft. over
NE. slope.

36.80 Wash, 20 lks. wide, 1 ft. deep, drains NW.; asc. 10 ft.
along E. slope.

37.86 The closing cor. of secs. 18 and 19, T. 20 S., R. 9 E.,
monumented with a 2 in iron post, set, mkd., and witnes-
sed as described in the official record of the 1918
survey.

This cor. is located on fence line, bears S. 80° W. and
E.

40,28 The cor. of secs. 13 and 24, monumented with a sandstone,
4x14x22 ins., set, mkd. and witnessed as described in
the official record of the 1882 survey.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, to bedrock, and in a mound of stone, 5 ft.
base to top, with brass cap mkd.
T20S8

R8BE R9E

§13

===1518

S2

1962
bury original stone cor. alongside iron post, and raise
a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Land, gently rolling desert.
Soil, sandy clay.
No timber.
Undergrowth, shadscale.
N. 0°10' W., along the E. bdy. of sec, 13.
Over rolling desert land.
Asc, 30 ft, over SE. slope.
18.75 Spur, slopes E.; desc. 25 ft. over NE. slope.
-1 21.05 Draw, drains NW,

GPO 832857
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Dependent Resurvey of the East Boundary of T. 20 S., R. 8 E

26.80 Same draw, drains SE.; asc, 25 ft. over SE. slope.
28.75 Spur, slopes E.; desc. 40 ft. over N. slope.

36.95 Draw, drains E.; asc. 10 ft. over SW. slope.

37.65 The W. % sec. cor. of sec. 18, T. 20 S., R. 9 E., monu-
mented with a 1 in. iron post, set, mkd. and witnessed
as described in the official record of the 1918 survey.
Asc., 10 ft. over SW. slope.

38.65 Spur, slopes W.; desc. 30 ft. over NE. slope.

40.00 Small wash, drains NW.; asc. 5 ft. over SW. slope.
40.68 The E. % sec. cor. of sec. 13, monumented with a 1 in.

iron post, set, mkd. and witnessed as described in the
official record of the 1918 survey.

N. 0°19' W., beginning new measurement.
Asc. 15 ft. over SW. slope.

3.00 Top of ascent, slopes W.; desc. 30 ft. over NW. slope.
13.60 Small draw, drains NW.; asc, 20 ft. over SW. slope.
16.60 Spur, siopes W.; desc. 55 ft, over NE. slope.

31.60 Draw, drains NE.; asc, 20 ft. over SE. slope.

36.60 Spur, slopes E.; desc, 20 ft, over N. slope. -

37.02 The closing cor. of secs. 7 and 18, T. 20 s., R. 9 E,,
monumented with a 2 in. iron post, set, mkd. and witnes-

sed as described in the official record of the 1918
survey.

Desc. 20 ft. over N. slope.

40.68 The cor. of secs. 12 and 13, monumented with a sandstone,
2x12x24 ins., set, mkd. and witnessedas described in the
official record of the 1882 survey.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T20S
RSE R9E
S12
===1iS
S13 7

1962

bury original stone cor. alongside iron post.

Land, rolling desert.
Soil, rocky, sandy clay.
No timber,.

Undergrowth, shadscale.

Foem 4-87)n Apeud 1943, USDI-.BLM FIELD Noi



OTE PAPER

261

15
- Dependent Resurvey of the East Boundary of T. 20 S., R. 8 E,
CHAING
‘ ' N. 0°04' E., along the E. bdy. of sec. 12.
Over mountainous land.
Desc. 15 ft. over N. slope.
2.10 | Wash, 100 1ks. wide, 2 ft. deep, with unimproved road in
bottom, drains irregularly E.; asc. 65 ft. over S. slope.

15.60 | Ridge, bears E. and W.; desc., 35 ft. over NE. slope.

19.30 | Draw, drains SE.; asc. 55 ft. over SW. slope.

21.70 | Spur, slopes SE.; desc. 50 ft. over rocky NE. slope.

24,30 | Head of draw, drains E.; asc. 145 ft. over rocky SE. slopq.

29.50 | Ledgy point, bears SE. and NW.; desc. 80 ft. over NE,
slope.

35.00 | Head of rocky draw, drains SE. asc. 20 ft. along rocky
E. slope.

36.32 | The W. % sec. cor. of sec. 7, T. 20 S., R. 9 E., monu-
mented with a 1 in. iron post, set, mkd. and witnessed
as described in the official record of the 1918 survey.
Asc., abruptly over sandstone ledge.

37.40 | Top of ledge, 15 ft. high, bears NE. and SW.; desc. 20
ft. over gentle NW. slope.

40.02 | The E. % sec. cor. of sec. 12, monumented with a sand-
stone, 6x8x12 ins., set, mkd. and witnessed as described
in the official record, of the 1882 survey.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 3 ins. in
the ground to bedrock, and in a mound of stone, 5 ft.
base to top, with brass cap mkd.
T20S
R8BE R9E
%
s12]
1962
bury original stone cor. alongside iron post.
N. 0°05' W., beginning new measurement.
Continue over mountainous land.
Desc, 20 ft. over NW. slope.
1.10 | Draw, drains NW.; asc. 15 ft. over SW. slope.
2.50 |Ridge, bears NW. and SE.; desc. 20 ft. over NE. slope.
6.00 |Head of draw, drains NE.; asc. 45 ft. over SE. slope.

14.80 { Spur, slopes E. desc. 60 ft. over NE. slope.

" 17.00 |Head of draw, drains E.; asc, 100 ft. over SE. slope.

Elb (April 1963)
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Dependent Resurvey of the.East Boundary of T, 20 8., R. 8 E.

——
CHAINS

25.30 | Ridge, bears NE. and SW.; desc. 35 ft. over NW. slope.
29.00 | Draw, drains NW., asc. 45 ft. over SW. slope.

32.80 Spur, slopes W.; desc, 120 ft. over N. slope.

36.27 | The closing cor. of secs. 6 and 7, T. 20 S., R. 9 E,,
monumented with a 2 in. iron post, set, mkd. and witnes-
sed as described in the official record of the 1918 sur-
vey.

Desc. 10 ft. over N. slope.

38.10 { Small draw, drains NE.; asc. 20 ft. over SE. slope.
40.00 | The cor. of secs. 1 and 12, monumented with a sandstone,
3x10x12 ins., set, mkd. and witnessed as described in

the official record of the 1882 survey.

At the cor. point

/

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone 3 ft. base to
top, with brass cap mkd.

T20s
RSE ROE
si \
s12|56
1962

bury original stone cor. aldngside iron post.

Land, mountainous desert.

Soil, rocky clay, with exposed sandstone. -
No timber.

Undergrowth, shadscale.

N. 0°02' W., along the E. bdy. of sec. 1,

Over rolling mountainous land.

Asc. 10 ft. over SE. slope.

1.50 | Low spur, slopes NE.; desc. 40 ft. over gentle NW. slope,

17.40 | Wash, 30 lks. wide, 3 ft. deep, drains SE.; asc. 25 ft.
over S. slope.

27.60 Ridge, bears E. and W.; desc. 35 ft. over N. slope.

36.27 | The W. % sec. cor. of sec. 6, T, 20 S., R. 9 E., monu-
mented with a 1 in, iron post, set, mkd. and witnessed
as described in the official record of the 1918 survey.

Desc. 15 ft. over N. slope.

40.49 | The E. % sec. cor. of sec. 1, monumented with a mound of

‘| stone, no visible markings.. This is at record dist.
from the W. % sec. cor. of sec. 6, T. 20 S., R. 9 E.
and is accepted as the original cor. point.

2

At the cor. -point _ . -

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stome, 3 ft. base to
top, with brass cap mkd,

- GPO g3¢
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Dependent Resurvey of the East Boundary of T. 20 S R, 8 E,

CRANG
T208
R8E R9E
s1|
1962
N. 0°17' E., beginning new measurement,
Desc. 10 ft, over N. slope.
1.20 |Wash, 100 lks. wide, 4 ft. deep, drains NW.; asc, 30 ft.
over SW. slope.
2.30 |Spur, slopes NW.; desc. 40 ft. over NW. slope.
5.10 [Rocky draw, drains W.; asc. 100 ft, over S. slope,

12.15 |Top of ledge, 15 ft. high, south edge of mesa, bears E.
and W., thence along mesa top.

28.80 |North edge of mesa, bears NE. and SW.; desc. 150 ft.
over rocky NW. slope.

38.50 (Wash, 30 lks. wide, 3 ft. deep, drains irregularly E.;
asc. 20 ft. over S. slope.

40.21 |The cor. of Tps. 19 and 20 S., Rs. 8 and 9 E., monumented
with a sandstone, 2x12x20 ins., set, mkd. and witnessed
as described in the official record of the 1882 survey.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground, to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T19S
RBE RYE
§36(S31
S1{Ss6
T20S
1962
bury original stone cor. alongside iron post.
Land, mountainous.
Soil, rocky clay.
No timber.
Undergrowth, shadscale.
Dependent Resurvey of the North Boundary, Town-
ship 20 South, Range 8 East
Reestablishment of the Survey Executed by A. D. Ferron
in 1882
S. 89°42' W., bet. secs. 1 and 36.
|Over broken, mountainous land,
Desc. 20 ft. over SW. slope.

73b (Agell 1963)
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Dependent Resurvey of the North Boundary, T. 20 S., R. 8 E.

CHAINS
2.20
4.50

10.00

11.40

27.00

35.20

39.20

39.71

40.02

41.20

45.10

49.40

50.90

52.40

55.20

58.65

64.80

74.35

77.80

78.90

Wash, 50 lks. wide, 2 ft. deep, drains irregularly E.

Same wash, drains E. from SW.; asc. 150 ft. over broken
SE. slope. ‘ :

Top of ledgy shelf, bears E. and W.; asc. 85 ft. over E.
slope.

Small wash, drains S,

Rocky ridge, bears irregularly N. and S.; desc. 120 ft.
over rocky SW. slope. :

WasH, 10 lks. wide, 1 ft. déep, d}ains,irregularly W.;
thence over gently rolling bench land. -

Draw, 100 lks. wide, 20 ft. deep, drains S.
Point for the % sec. cor. of secs. 1 and 36 at propor-

tionate dist. falls in ledgy draw and is not monumented ;
there is no remaining evidence of the original cor.

36. . '
Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,

with brass cap mkd.

T19S R8E

S365 W
g S1 " C

T20S
1962

No accessories available.
Asc. 5 ft, overbgentle NE. slope.

Rim of bench, bears NW. and SE.; desc. 45 ft. over SW.
slope.

Spur, slopes S.; desc. 30 ft. over SW. slope.

Wash, 20 lks. wide, 6 ft. deep, drains irregularly N.;
asc. 40 ft. over NE. slope.

Point of spur, slopes N.; desc. 20 ft. over NW. slope.

Wash, 10 1lks. wide, 4 ft. deep; drains NE. asc. 30 ft.
over NE. slope.

Spur, slopes NW.; desc, 10 ft. over SW. slope.

Wash, 15 lks. wide, 3 ft. deep, drains irregﬁlarly N.;
asc. 100 ft. over rocky E. slope.

Rocky ridge, bears irregularly N. and $S.; desc. 80 ft.
over SW. slope. i

Wash, 10 lks. wide, 2 ft. deep, drains NW.; asc. 30 ft.
over NE. slope.

Spur, slopes N.; desc. 20 ft.'over NW. slope,

Wash, 10 lks. wide, 2 ft. deep, draihs N.; asc. 10 ft.
over SE. slope. .

Point selected for the witness % sec. cor. of secs. 1 and

GPO 834!
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4.90
7.20

10.50

14.90

26.00

32.15

39.51

41.30

26

19

v of T, 20 S R. 8

5

The cor. of secs. 1, 2, 35 and 36, monumented with a
sandstone, 3x20x24 ins., set, mkd. and witnessed as
described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins, in
the ground, to bedrock, and in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T19S RSE
535/836
2|81
T20S
1962

bury original stone cor. alongside iron post.

Land, mountainous.
Soil, rocky clay.

No timber.

Undergrowth, shadscale.

S. 89°07' W., bet. secs. 2 and 35.

Over rolling desert land.

Asc, 20 ft. over SE. slope.

Point of spur, slopes N,; desc. 20 ft, over W, slope.
Draw, drains N.; asc, 40 ft. over E. slope.

Spur, slopes N.; desc. 40 ft. over W. slope.

Base of spur, bears N. and S.; enter willows, greasewood
and cottonwood trees along Ferron Creek bottom.

Ferron Creek, 100 lks. wide, 4 ft. deep, with stream of
water, 20 lks. wide, 1 ft. deep, flows NE. from SW,

Ferron Creek, flows SE. from NW., leave willows and cot-
tonwood trees; asc. 40 ft. over rocky NE. slope.

Rocky point; desc. 40 ft. over NW. slope.

Fence, bears N, and S.,, Perron Creek, 200 lks. wide, 3 ft
deep, with stream of water 20 lks. wide, 1 ft. deep, flows
NE. from SW.; enter dense tamarack and willows.

Point for the % sec. cor. of secs., 2 and 35 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T19S RSE
s35

LY
7208
1962

No accessories available.

Set a cottonwood post, 5 ins, diam., 2 ft. in the ground,
alongside iron post.

i
|

573b (April 1963)
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Dependent Resurvey of the North Boundary, T. 20.S., R. 8 E.

CHAINS
43.00

54.23

67.81

82.60

9.85

10.95

13.76

20.50
23.60

26.50

37.42
38.40

41.30

| NE. and SW.; enter mea@dwland and scattered greasewood.

Leave creek bottom and dense tamarack and willows, bears

Fence, bears N. 40° E. and S. 20° W.

Fence, bears N. and S.; leave meadow and enter cultivated
land. -

Point for the cor. of secs. 2, 3, 34 and 35 at propor-
tionate dist. falls in cultivated land and is not monu-
mented. There is no remaining evidence of the original
cor,

From this point, point selected for the witness cor. of
secs. 2, 3, 34 and 35 bears N., 3.15 chs. dist.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T19S R8E
534835
§3{s2
WwcC

T20S
1962

No accessories available.

Land, mountainous, east portion; level meadow and farm
land, west portion.

Soil, rocky sandy clay, east portion; loamy clay, west
portion, N
Timber, cottonwood trees along Ferron Creek. .
Undergrowth, shadscale, willows, tamarack, greasewood
and grass.

From true point for cor. of secs. 2, 3, 34 and 35.
S. 89°07' W., bet. secs. 3 and 34.
Over level farm land.

Irrigation ditch, 5 lks. wide, 1 ft. deep, drains N. 70°
E.

Road, unimproved, bears N. 70° E, and S. 70° W.

Fehce, bears N. and S.; road to farm house ‘bears S. and
irregularly W.; asc. 60 ft. over SE. slope.

Spur, slopes sharply S.g desc. 50 ft. over SW. slope;
Draw, drains S.; asc. 100 ft. over ledgy, steep SE. slope.

Ridge, bears irregularl& N. and S.; desc. 85 ft. over SW.
slope.

Base of steep descent, fence, bears N. and S.
Road, improved, dirt, bears NW. and SE.
Point for the % sec. cor. of secs. 3 and 34 at propor-

tionate dist,; there is no remaining evidence of the
original cor.

GPO 83
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Dependent Resurvey-of the North Boundary of T, 20 S., R. 8 E.

CHAINS

41.50

42.60
45,85
53.90
64.80
72.60
75.80

82.60

1.10
12.75

40.37

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T19S RSE
S34
%53
T20S
1962
No accessories available.

Wash, 30 1lks. wide, 10 ft. deep, drains irregularly SE.;
asc, 20 ft, over NE, slope.

Spur, slopes E.; desc. 15 ft. over gentle W. slope.
Road, unimproved, bears S. and N. 20° E.
Draw, drains NE.; asc. 50 ft. over NE. slope.
Spur, slopes S.; desc. 30 ft. over SW. slope.
Draw, drains SE.; asc. 30 ft. over NE. slope.
Spur, slopes S.; desc. 15 ft. over SW. slope.
The cor. of secs. 3, 4, 33 and 34, monumented with a sand-
stona, 6x10x12 ins., set, mkd. and witnessed as described
in the official record.
‘At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.
T19S R8E

$33]534

S4 (83

T20S

1962
bury original stone cor, alongside iron posf.
Land, mountainous.
Soil, sandy clay.

No timber.
Undergrowth, shadscale.

S. 89°00' W., bet. secs. 4 and 33.

Over rolling land.

Desc, 15 ft. over SW. slope.

Wash? drains SE.; asc. 20 ft. over NE. slope.

Top of ascent; thence over nearly level land.

The % sec, cor. of secs. 4 and 33, monumented with a

quartz stone, 12x14x20 ins., set, mkd., and witnessed as
described in the official record. ’
At the cor. point

Set an iron posf, 30 ins. long,vz% ins. diam., 16 ins. in
the ground, and in a mound of stone, 3 ft, base to top,
with brass cap mkd. )

73b (April 1963)
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Dgpgﬁggnt Resurvey of the ‘North Boundary of T. 206 S., R. 8 E.

CHAINS

14.75

22.10

27.10

40.30

6.50

12.90
28.30

33.80

40.52

T19S R8E
% S33

Tzosr'
1962

bury original stone cor. alongside iron post.

S. 88°56' W., beginning new measurement.

Desc., 70 ft. over SW. slbpe}

Wash, 20 lks. wide, 4 ft. deep, drains SE.; asc. 45 ft.

over SE. slope..
Spur slopes SE.; desc. 30 ft. over SW. slope.

Wash, 15 lks. wide, 5 ft. deep, dralns SE., asc, 20 ft
over NE. slope.

The cor. of secs. 4, 5, 32 and 33, monumented with a
quartz stone, 6x9x18 ins., set, mkd and witnessed as
described in the official record

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T19S R8E ' .
s32ls33

S5(s4

T20S

1962

bury original stone cor. alongside iron post, and de-
posit glass around iron post, 6 ins. below ground.

Land, rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

—

S. 88°41' W., bet, secs. 5 and 32.
Over rolling deseft land.
Asc. 20 ft, over NE. slope.

Spur, slopes S.; desc. 50 ft. over gently rolling SW.
slope. ) :

Wash, 15 1ks. wide, 4 ft. deep, drains SW.

Wash, 25 lks. wide, 10 ft. deep, drains SW.

Wash, 10 1lks. W1de 6 ft. deep, drains SE,; ase. 10 ft.

over NE. slope.

The % sec. cor. of secs. 5 and 32, monumented with a
quartz stone, 12x12x14 ins., set, mkd.'ahd witnessed
as described in the official record.

At the cor. point

GPO E’i
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Dependent Resurvey of the North Boundary of T. 20 S., R. 8 E.

CRAING

29.30

40.43

0.80

23.25

34.30

36.60

38.95

40.00°

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T19S RSE
$32

AT
T20S
1962

bury original stome cor. alongside iron post, and deposit
glass 6 ins. below ground around iron post.

S. 89°11' W., beginning new measurement.

Wash, 20 lks. wide, 20 ft. deep, drains S. 50° E.; asc,
30 ft. over NE. slope.

The cor. of secs. 5, 6, 31 and 32, monumented with a
quartz stone, 8x10x16 ins., set, mkd. and witnessed as
described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 inms.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T19S R8E
§31]s832
56|55
T20S
1962

bury original stone cor. alongside iron post.

Land, gently rolling desert.
Soil, clay.

No timber.

Undergrowth, shadscale.

S. 88°59' W., bet. secs. 6 and 31.

Over rolling desert land.

Asc. 10 ft. over NE. slope.

Spur, slopes NE.; desc, 10 ft. over NW. slope.

Bottom bf descent, slopes N.; asc, 25 ft, over rolling
NE. slope.

Wash, 15 lks. wide, 1 ft. deep, drains irregularly E.;
asc. 15 ft. over SE. slope.

Point of small spur, slopes S.; desc. 10 ft. over SW.
slope. .

Wash, 15 lks. wide, 3 ft. deep, drains irregularly E.;
asc, 10 ft. over NE, slope, '

Point of spur, slopes NE. from SW.

735 (Apeil 1963)
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Dependent Resurvey of the North Boundary, T. 20 S., R. 8 K,

40.33

1.70

39.60

40.43

3.50
20.90

25.95

319.50

The % sec. cor. of secs. 6 and 31, monumented with a
quartz stone, 8x12x18 ins., set, mkd. and witnessed as
described in the official retord.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T19S RSE
s31

LT3
208
1962

bury original stone cor. alongside iron post.

S. 88°59' W., beginning new measurement.
Desc. 15 ft. over NW. slope.

Wash, 15 lks. wide, 4 ft. deep, drains irregularly E.;
asc., 50 ft. over gentle SE. slope.

Spur, slopes S.; desc, 15 ft, over SW. slope.

The cor. of Tps. 19 and 20 S., Rs, 7 and 8 E., monumented
with a 2% in. iron post, set, mkd. and witnessed as de-

scribed in the 1962 field notes of the E. bdy. of T. 20 s{,
R. 7 E.

Land, gently rolling desert.
Soil, clay,.

No timber,

Undergrowth, shadscale.

Dependent Resurvey of the Subdivision
of Township 20 South, Range 8 East.

Reestablishment of the Survey Executed by A. D. Ferron in
1882

From the standard cor. of secs. 35 and 36, on the S. bdy.
of the Tp., hereinbefore described.

N. 0°32' W., bet. secs, 35 and 36.

Over rolling mountainous land.

Desc. 50 ft. over NW. slope.

Wash, 20 1ks. wide, 1 ft. deep, drains irregularly N.
Same wash, drains NE.; asc. 25 ft. over SE. slope,
Spur, slopes E.; desc. 20 ft. over NE. slape.

Wash, drains SE.; asc. 80 ft. over steep S. slope.

Spur, slopes E.; desc. 30 ft. over steep N, slope.

S
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. . . Dependent Resurvey of the Subdivision of T.-20 S., R. 8 E.

CHAINS

40,51 | Point for the % sec. cor. of secs. 35 and 36, at propor-
tienate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in
.the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.
. T20S R8E
4
§35|536
1962
Desc. 40 ft. over steep N. slope.

42.30 | Base of spur, bears E. and W., thence over level land.

52.30 Desc. 50 ft. over N. slope.

60.45 | Wash, 30 lks, wide, 12 ft. deep, drains E.; asc. 10 ft.
over gentle SE. slope.

65.85 | Road, improved dirt, bears irregularly E. and W.

71.80 | Base of spur, bears NE. and SW.; asc., 25 ft, over SE.
slope.

77.65 Spur, slopes E.; desc. abruptly 20 ft. over steep N. slopf.

78.10 | Wash, 40 lks. wide, 1 ft. deep, drains E. about 2.00 chs.}
thence S.; thence over level land.

81.02 | The cor. of secs. 25, 26, 35 and 36, monumented with a
sandstone, 8x10x14 ins,, set, mkd. and witnessed as de-
scribed in the official record.

At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T20S RSE

§261525

$35(S36

1962
bury otiginal stone cor. alongside iron post, and deposit
glass around iron post, 6 ins. below ground.
Land, rolliﬁg desert,
Soil, clay.
No timber.
Undergrowth, shadscale and scattered greasewood.
From the cor. of secs. 25 and 36, on the E. bdy. of the
Tp.
N. 89°14' W., bet. secs. 25 and 36.
Over folling desert land.
0.80 | Wash, 20 lks. wide, 1 ft. deep, drains SE.; asc. 70 ft.
over SE, slope, . . :
-+ 16.00 | Spur, slopes S.; desc. 35 ft. over NW.‘slope..

73b (April 1963)
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Dependent Resurvey of the Subdivision of T. 20 S., R, 8 E.

CHAINS
21.90 [Wash, 10 1lks. wide, 1 ft, deep, drains S, 20° W.; asc.
15 ft. over SE. slope.

23.95 Spur, slopes SW; desc. 20 ft. over NW. slope.

29.95 |Wash, -10 lks. wide, 2 ft deep, dralns S. 20° W.; asc. 90
ft. over SE. slope.

37.70 | Spur, slopes S.; desc, 15 ft, over W. slope.

40.95 | The % sec. cor. of secs. 25 and 36, monumented with a
sandstone, 8x20x25 ins., set, mkd. and witnessed as
described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
the ground, to bedroek, and-in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T20S - RSE
525

% 336
1962

bury original stone cor. alongside iron pest.

N. 89°58' W., beginning new measurement.
Desc. 40 ft. over W. slope.

12.75 | Wash, 10 1lks., wide, 1 ft. deep, drains S.; asc. 25 ft.
over E. slope.

15.50 | Spur, slopes S.; desc. 40 ft. over W. slope.

27.10 | Wash, 10 lks., wide, 1 ft. deep, drains S.; asc. 40 ft.
over E. slope. :

29.95 | Spur, slopes S.; desc. 60 ft. over S. slope.

37.75 |Wash, 50 lks. wide, 1 ft. deep, drains S.; thence over
level land.

40.16 {The cor. of secs. 25, 26, 35 and 36.

Land, rolling desert.

Soil, rocky clay, .exposed sandstone.
No timber. .
Undergrowth, shadscale.

N. 0°15' E., bet. secs. 25 and 26.

_ Over-rolling desert land..

Asc, 15 ft. over gentle S. slope.

2.80 | Wash, 10 lks; wide, 1 fr. deeé, drains SE.
3.55 | Road, unimproved, beare N. 30° E' and S. ‘60‘o

6.55 | Same road bears S. 80° E. and N. 70 W., asc, 40 ft. overy
S. slope.

10.15 ng rocky ridge, bears E, and W., desc. 30 ft. over N
slope.

GPO 8
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- Dependent Resurvey of the Subdivision of T. 20 S,, R. 8 E.

12.65
38.25

40.14

26.90
31.95
40.00

40.40

Same road, bears E. and W.; asc.'175 ft. over SE. slope.
Spur, slopes E.; desc. 10 ft. over NE. slope.

The % sec. cor. of secs. 25 and 26, monumented with a red
sandstone, 8x14x24 ins,, set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
gandstone, and in a mound of- stone, 5 ft., base to top, with
brass cap mkd.

T20S R8E

%
526|525
1962

bury original stone cor. alongside iron post.

N. 0°05' E., beginning new measurement.

Asc, 15 ft. over SW. slope.

Top of éscent, slopes W;; desc. 30 ft, over NW, slope.
Head of draw, drains W.; asc. 40 ft. over SW. slope.
Ridge, bears E. and W.; desc. 20 ft. over N. slope.

Wash, 25 lks. wide, 2 ft, deep, drains S. 20° W.; asc. 45
ft. over SE. slope.

Spur, slopes E.; desc. 55 ft. over NE. slope.
Low ridge, bears E. and W.; desc. 45 ft. over N. slope.
Wash, 10 lks. wide, 1 ft. deep, drains NW.
The cor. of secs. 23, 24, 25 and 26, monumentcd with a
sandstone, 4x8x18 ins., set, mkd. and witnessed as describ
in the official record.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.
T20S R8E

§231824

526825

1962

bury original stone cor. alongside iron post.
Land, rolling desert.
Soil, rocky clay. .

No timber.
Undergrowth, shadscale. - :

From the cor.- of secs. 24 and 25, on the E.-bdy. of the
Tp.

73b (April 1963) USDI— BLM
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Dependent Resurvey of the Subdivision of T. 20 S., R. 8 E.

CHAINS

N. 89°36' W., bet. secs, 24 and 25.
Over mountainous land.

0.70 | Wash, 10 lks. wide, 1 ft. deep, drains S.,; asc, 15 ft,
over E. slope.

3.15 | Rocky low ridge, bears N. and S.; desc, 10 ft, over W.
slope.

5.20 | Wash, 5 1ks. wide, 1 ft., deep, drains NW.; asc. 85 ft.
over rocky SE. slope.

14.70 | Road, unimproved, bears N, 20° E. and S. 20° W,
21.30 Spur, slopes NE.; desc, 70 ft. over rocky NW. slope.

37.45 | Wash, 10 lks. wide, 2 ft. deep, drains S. 20° E.; asc.
20 ft. over SE. slope.

40.47 | The % sec. cor. of secs. 24 and 25, monumented with a
sandstone, 4x14x16 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

Set an iron post, 30 ins. 1ohg, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T20S R8E
S24
%325
1962

bury original stone cor. alongside iron post, and deposit
glass around iron post, 6 ins. below ground.

N. 89°52' W., beginning new measurement.
Asc. 235 ft. over steep, broken E. slope.
17.15 | Top of ledge, 20 ft. high, bears N, and S.
17.30 Spur, slopes S.; desc. 60 ft. over W. slope.
25.15 Draw, drains N.; asc. 20 ft. over E, slope.

33.10 Low ridge, bears N. and S.; with scattered juniper timber
along top; desc. 60 ft. over SW. slope,

40,30 | The cor. of secs. 23, 24, 25 and 26,

Land, mountainous, broken.

Soil, rocky clay, exposed sandstone.

Timber, scattered juniper along NS ridge, west portionm.
Undergrowth, shadscale.

N. 0°09' E., bet. secs. 23 and 24.
Over rolling mountainous land.

Desc. 10 ft. over gentle NW. slope..

GPO E
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11.10

15.90

17.70

24.20

31.60

40.28

1.05

2.20

26.45
28.45
39.00

40.41

29

Wash, 10 lks. wide, 1 ft. deep, drains NW.; asc. 20 ft.
over gentle SW. slope.

Low ridge, bears E. and W.; desc. 20 ft. over N. slope.

Wash; 15 1ks. wide, 2 ft. deep, drains W.; asc. 25 ft,
over S. slope.

Low ridge, bears E. and ‘W.; desc. 40 ft. over NE. slope.

Wash, 35 lks. wide, 1 ft. deep, drains N. 70° W.; asc. 25
ft. over SW. slope.

Ridge, bears E. and W.; desc, 35 ft. over N. slope.

The % sec. cor. of secs, 23 and 24, monumented with a
sandstone, 2x12x14 ins., set, mkd. and w1tnessed as de-
scribed in the official record

At ‘the cor. point

Set an-iron post, 30 ins. long, 2% ins. diam., 14 ins. in
the ground, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T20S R8E
%
S23|s24
1962

bury original stone cor. alongside iron post,

N. 0°06' E., beginning new measurement.
Over gently rolling desert land.
Wash, 20 lks. wide, 1 ft. deep, drains W.

Low ridge, bears E. and W.; desc. 30 ft. over gently
rolling NW. slope.

Wash, 15 lks. wide, 2 ft. deep, drains NW.

Wash, 15 lks. wide, 3 ft. deep, drains W.

|Road, unimproved, bears E. and W.

The cor. of secs. 13, 14, 23 and 24, monumented with a
sandstone, 3x12x16 ins., set, mkd. and w1tnessed as de-
scribed in the official record

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in
the ground, and in a mound of stone, 4 ft, base to top,
with brass cap mkd.

T20S R8E

S14(S13

$23 (524

1962

bury original stone: cor. alongside iron post.
Land, rolling mountains south portion; gently rolling

desert north portion.
Soil, clay

3b (Apeil 1963) USDI—— BLM

FIELD NOTE PAPER



2

30

Dependent Resurvey of the Subdivision of -T. 20 8., R. 8 E,

CHAINS
No timber. . _ .
Undergrowth, shadscale.

From the cor. of secs. 13 and .24, on the E. bdy. of the
Tp.

S. 89°51' W., bet, secs. 13 and 24,

Over rolling desert land.

Desc. 20 ft. over NW, slope.'

2.40 | Wash, 30 lks. wide, 1 ft. deep, drains N. 70° W,

7.50 | Wash, 100 lks. wide, 2 ft. deep, drains N.; asc. 85 ft.
over E. slope.

11.80 | Spur, slopes SW.; desc. 60 ft, over W. slope.
22,40 | Wash, 20 lks. wide, 1 ft. deep, drains N.

22,60 | Wash, 20 lks. wide, 1 ft. deep, drains N.; asc, 10 ft.
over SE. slope.

26.00 | Point of spur, slopes S., 1.00 ch. to end; desc. 10 ft.
over SW, slope.

27.60 | Wash, 20 1ks. wide, 1 ft. deep, drains SE.; asc.140 ft.
over rocky, broken NE. slope.

37.05 | Top of ascent, S. side of knoll; desc. 10. ft. along S.
slope.

40.21 The % sec. cor. of secs. 13 and 24, monumented with a
sandstone, 5x8x24 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 3 ins. in
the ground, to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T20S RSE
s13

%32
1962

bury original stome cor. in mound of stone alongside iron
post.

N. 89°37' W., beginning new measurement.
Desc. 45 ft. over SW. slope.

4.35 | Wash, 10 lks. wide, 2 ft. deep, drains NW.; thence over
gently rolling bench land.

20.30 | Wash, 10 lks. wide, 1 ft. deep, drains NW.
21.60 | FPence, bears N, 65° W. and S. 65° E.

27.50 | Desc. 40 ft. over NW. slope.
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Dependent Resurvey of the Subdivision of T. 20 S., R. 8 E.

CRAINS
35.20

40.44

0.15
1.40
5.20

6.95

9.61
17.10

21.30

27.30

40.89

0.80
4.60
8.70
14.40

15.60

Road, unimproved, bears S. 70° W. and curves NE.
The cor. of secs. 13, 14, 23 and 24.

Land, rolling mountains, east portion; rolling desert,
west portion. :

Soil, rocky clay, exposed sandstone, east portion: clay
west portion. .

No timber.

Undergrowth, shadscale.

N. 0°17' E., bet. secs. 13 and 14.

|Over rolling desert land.

Wash, 10 lks. wide, 1 ft. deep, drains NW.
Wash, 10 lks. wide, 1 ft. deep, drains W.
Spur, slopes W.; desc. 15 ft. over N. slope.

Wash, 60 lks. wide, 4 ft. deep, drains W.; asc. 40 ft.
over SW. slope.

Fence, bears N. 65° W. and S. 65° E.
Spur, slopes NE.; desc. 30 ft. over NW. slope.

Wash, 10 lks. wide, 1 ft. deep, drains irregularly W.;
asc. 10 ft. over SW. slope.

Top of ascent, slopes W.; desc. 20 ft. over NW. slope.

The % sec. cor. of secs. 13 and 14, monumented with a
|andstone, 10x12x14 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T20S R8E

-k
S14|s13
1962

bury original stone cor. alongside iron post.

N. 0°11' E., beginning new measurement.

Desc. 10 ft, over NW. slope.

thh; drains w.; asc, 15 ff. over SW. slope.

Spur, slopes W.; desc. 30 ft. over NW. slope.

Wash, 60 lks; wide, 2 ff. deep, drains irregularly N.
Same wash, drains NE.; asc. 10 ft. over SE. slope.

Spur, slopes NE., road, unimproved, bears N. 50° W.,
S. 50° E.; desc. 10 ft. over NW. slope.

56 (Apeil 1963)
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CHAINS

19.70
26.40

28.60
29.35

40.84

32

£ T, 20 8.
Wash, 200 lks, wide, 2 ft. deep, drains N. from SW.
Leave wash, drains E,; asc. 10 ft. over SE. slope.

Same road, bears N. 70° E. and S, 60° W.; desc. 10 ft.
over NW. slope.

Wash, 40 lks. wide, 4 ft. deep, drains NE.; asc. 40 ft.
over SE. slope.

The cor, of secs. 11, 12, 13 and 14, monumented with a
sandstone, 10x12x18 ins., set, mkd. and witnessed as
described in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 14 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T20S RSE
S11)812
S14(S13
1962
bury original stone cor. alongside iron post.
Land, rolling desert.
Soil, clay.

No timber.
Undergrowth, shadscale.

12.25

23.85

- 36.55

39.74

From the cor. of secs. 12 and 13, on. the E. bdy. of the
Tp.

N. 88°50' W., bet., secs. 12 and 13.
Over rolling desert land.
Asc, 25 ft. over E. slope.

Point of spur, slopes NE.; desc. 15 ft. over gentle NW.
slope.

Wash, 20 lks. wide, 2 ft. deep, drains N. 3.00 chs. dist:1

to main wash, drains E.

Wash, 20 lks. wide, 4 ft. deep, drains NE, 4.00 chs. to
main wash, drains E,; asc. 50 ft. over SE. slope.

Road, unimproved, bears NE. and SW.

Point of spur, slopes E.; asc. 60 ft. over rocky, broken

SE. slope.

Top of ledge, 30 £t. high, ridge, bears NE. and SW.
desc. 20 ft. over NW. slope.

The % sec. cor. of secs. 12 and 13, monumented with a
sandstone, 7x10x10 ins., set, mkd. and witnessed as
described in the official record

At the cor. point

Set an iron post, 30 ins. long,. 2% ins. diam., 8 ins. in

the ground,

GPO 8
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T20S RSE
s12
x S13
1962

bury original stone cor. in mound of stone, alongside
iron post.

S. 89°49' W., beginning new measurement,
Desc. 25 ft. over SW. slope.
3.50 | Small draw, drains NW.; asc. 30 ft., over NE. slope.

7.90 | Top of ascent, bears NW. and SE.; desc. 25 ft. over SW.
slope.

24.80 | Wash, 40 lks. wide, 2 ft. deep, drains N.from SW.; asc.
50 ft. over gentle SE. slope.

33.30 | Road, unimproved, bears irregularly N. and S.
40.30 | The cor. of secs. 11, 12, 13 and 14.

Land, rolling mountains.

Soil, rocky clay.

No timber.
Undergrowth, shadscale. ‘

N. 0°16' E., bet. secs. 11 and 12.

Over rolling mountainous land.

Asc. 5 ft, over SE. slope.

1.50 | Spur, slopes E.; desc. 30 ft. over NW. slope.

10.90 | Wash, 10 lks. wide, 1 ft. deep, drains W.; asc. 10 ft.
over SW. slope.

17.90 | Small spur, slopes W.; desc. 40 ft. over N. slope.

19.70 |Wash, 10 lks. wide, 2 ft. deep, drains W,; asc. 15 ft.
over S, slope.

25.20 | Small spur, slopes W.; desc. 15 ft. over N. slope.

28.40 |Wash, 5 lks. wide, 1 ft. deep, drains W.; asc. 20 ft.
over S. slope.

31.40 | Spur, slopes W.; desc. 50 ft, over NW. slope.

33.90 |Wash, 10 lks. wide, 2 ft. deep, drains NW.

37.50 |Wash, 5 lks. wide, 1 ft. deep, drains irregularly N.
40.38 |The % sec. cor. of secs. 11 and 12, monumented with a
sandstone, 8x10x12 ins., set, mkd. and witnessed as de- |
scribed in the official record.
At the cor. point e o4

the ground, and in a mound of stone, 3 ft. base to top, ,
with brass cap wkd. '

!

|

—t Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in 5‘
¥

b (Agrll 1963) USDI—BLM FIELD NOTE PAPER ‘ ;
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.Dependent Resurvey of the Subdivision of T, 20 8., R. 8 E.

CHAINS

T20S. R8E

1
S11[s12
1962

bury original stone cor, alongside iromn post.

N. 0°23' E., beginning new measurement.
Desc. 5 ft. over NW. slope.

3.50 | Wash, 20 lks. wide, 1 ft. deep, drains irregularly W.;
asc. 10 ft. over S. slope.

5.10 | Low ridge, bears E. and W.; desc. 10 ft. over N. slope.

7.10 | Wash, 10 1lks. wide, 1 ft., deep, drains irregularly W.;
asc. 30 ft. over S. slope.

9.60 | Low ridge, bears E. and W.; desc. 15 ft. over N. slope.

11.50 | Wash, 15 lks. wide, 1 ft. deep, drains W.; asc. 35 ft,
over S. slope.

13.30 | Ridge, bears NE. and W.; desc, 30 ft. over NW. slope.

17.60 | Draw, drains NE.; asc. 35 ft. over SE. slope.

22.20 | Top of ascent, E. slope 6f knoll; desc. 75 ft. over NE.
slope.

37.70 | Wash, 10 1lks. wide, 2 ft. deep, drains NE.; thence along
E. slope. :

40.00 | The cor. of secs.kl, 2, 11 and 12, monumented with a
sandstone, 2x10x18 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point '
Set an iron post, 30 ins. lohg, 2% ins. diam., 8 ins; in
the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.
T20S R8E

S2(s1

811812

1962
bury original stone cor. alongside iron post.
Land, rolling desert mountains.
Soil, rocky clay.

No timber.
Undergrowth, shadscale.

From the cor. of secs. 1 and 12, on the E..bdy. of the Tp}.
N. 88°58' W., bet. secs. 1 and 12.
Over rolling desert land.

Asc. 15 ft. over SE. slope.

GPO &
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e Subdivision of T, 20 8§ R. 8 E

- CHAIND
1.30 |Ridge, bears NE. and S.; desc. 45 ft. over W. slope.
10.40 |Wash, 10 lks. wide, 1 ft. deep, drains irregularly N.
15.15 |Wash, 20 lks. wide, 1 ft. deep, drains N.; asc. 25 ft.
. .over SE. slope. '

16.00 | Spur, slopes NE.; desc. 10 ft. over NW. sldpe.

22.10 |wWash, 20 lks. wide, 1 ft. deep, drains NE.; asc. 35 ft.
over SE, slope.

34.10 | Top of ascent, bears NE. and SW.; desc. 5 ft. over gentle
NW. slope.

39.29 | The % sec. cor. of secs. 1 and 12, monumented with a sand-
stone, 3x10x20 ins., set, mkd., and witnessed as described
in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in
the ground, and in a mound of stone, 3 ft, base to top,
with brass cap mkd.
T20S R8E
%Sl
S12

1962
bury original stone cor. alongside iron post.
N. 89°31' W., beginning new measurement.
Desc. 90 ft. over rolling NW. slope.

29.35 Waéh, 40 iks. wide, 1 ft. deep, drains irregularly N.

38.65 | Wash, 10 1ks. wide, 1 ft. deep, drains irregularly N.

40.32 | The cor. of secs. 1, 2, 11 and 12.

Land, rolling desert.

Soil, clay.

No timber.

Undergrowth, shadscale.

N. 1°32' E., bet. secs. 1 and 2.

Over rolling desert land.

Desc. 10 ft. over gentle NW. slope.
5.80 | Wash, 40 1ks. wide, 3 ft. deep, drains irregularly E.
6.60 | Wash, 40 lks. wide, 3 ft. deep, drains irregularly W.;

asc., 40 ft. over 8. slope. L
13.90 | Ridge, bears E. and W.; desc. 40 ft. over N. slope.
23.05 | Wash, 25 lks. wide, 3 ft. deep, drains irregularly W.

| 24.45 | Wash, 25 lks, wide, 3 ft. deep, drains ifregularly W.

73b"(Apru 1963)
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l#nendent Bes"nlgx Qf ;bg S!Ihd]!]ﬁ]ﬂﬂ Qf ‘Il Zﬂvs}.. E, 8 E.
CHAINS

28.25 | Wash, 15 lks. wide, 3 ft. deep, drains W.; asc. 30 ft.
over S. slope.

33.15 Ridge, bears E. and W.; desc. 30 ft. over N. slope.

36.00 | Wash, 15 1ks. wide, 3 ft. deep, drains irregularly W.;
asc. 45 ft. over rocky SW. slope.

39.82 The % sec. cor. of secs. 1 and 2, monumented with a sand-
stone, 4x20x30 ins., set, mkd. and witnessed as described
in the official record.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins, in
the ground, to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T20S R8E

%
s2|s1
1962

bury original stone cor. alongside iron post.

N. 0°56' W., beginning new measurement.
Asc. 150 ft. over steep, broken SW. slope.

5.35 | Ridge, bears NW. and SE.; desc. 10 ft. over gentle NE.
slope.

10.85 | Top of ledge, 10 ft. high, bears NW. and SE.; desc. 130
ft. over broken NE. slope.

20.20 Draw, drains NE.; asc. 30 ft. over S. slope.

26.70 | Ridge, bears irregularly E. and W.; desc. 85 ft. over NE,
slope. .

33.40 | Wash, 10 lks. wide, 3 ft. deep, drains NE.; continue
descent.

39.25 | Wash, 10 lks. wide, 1 ft. deep, drains NE.

39.36 | The cor. of secs. 1, 2,.35 and 36, on the N. bdy. of the
Tp.

Land, rolling, south portion; mountainous, broken, north
portion. :

Soil, clay, south portion; rocky, gravelly clay, north
portion. :

No timber.

Undergrowth, shadscale.

From the standard cor. of secs. 34 and 35, on the south
bdy. of the Tp., hereinbefore described.

N. 0°21' W., bet. secs. 34 and 35.

Over mountainous land, through dense greasewood and shad
scale.

Desc. 20 ft. over gentle NW. slope.

1
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12.65

15.30

32.20

33.45

40.61

3.80

5.80

10.15

14.00

14.70

24.50

33.60

38.80

40.04
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37

v of the Subdivision of T. 20 § —R. 8 E
Wash, 20 1ks. wide, 8 ft. deep, drains N. 80° E.

Wash, 30 1lks. wide, 8 ft. deep, drains E.; asc. 260 ft.
over steep SE. slope.

Top. of ledge, 20 ft. high, bears NE. and SW.; asc. 10 ft.
over gentle SE. slope of mesa; enter scattered timber.

Top of ascent, bears E. and W.; desc. 5 ft. over gentle N
slope.

The % sec. cor. of secs. 34 and 35, monumented with a sand
stone, 2x9x12 ins., set, mkd. and witnessed as described
in the official record.

At the cor. point

Set an iron post, 30 ins., long, 2% ins. diam., 16 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T20S R8E
3

A
834835
1962

bury original stone cor. alongside iron post.

N. 0°03' W., beginning new measurement.
Desc. 50 ft. over N, slope.
Rocky wash, drains W.; asc. 10 ft. over SW. slope.

Point of rocky spur, slopes W.; desc. 40 ft. over NW.
slope.

Wash, 15 lks. wide, 3 ft, deep, drains W.; asc. 50 ft.
over SW. slope.

Spur, slopes NW., thence by triangulation; desc. 5 ft,
over NE. slope.

Top of ledge, rim of mesa, bears NW. and SE.; desc.
abruptly about 350 ft. over steep, broken NE. slope.
Leave scattered timber.

Draw, drains E.; asc. abruptly about 400 ft. over
precipitous, ledgy S. slope.

Top of ledge, 20 ft. high, rim of mesa, bears N. 70° E.
and SW., end triangulation; desc. 10 ft. along gentle
W. slope. Enter scattered timber.

Small wash, 5 lks. wide, 1 ft. deep, drains irregularly
W.

The cor. of secs. 26, 27, 34 and 35, monumented with a
sandstone, 2x12x4 ins., set, mkd. and witnessed as de-
scribed in the official record.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in

the ground, andin a mound of stone, 3 ft. base to top,
with brass cap mkd.

J3b (April 1963)
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Dependent Resurvey of the Subdivision of T. 20.8., R. 8 E.

38

—

CHAINS

30.10
39.60

40.08

40.38

42.60
50.00
55.90
61.90

73.95

. |bury original stone cor. alongside iron post.

T20S R8E

5271526
5341835

1962

Land, mountainous, broken.

Soil, rocky, sandy clay, exposed sandstone.

Timber, scattered juniper and pinon on mesa top.
Undergrowth, greasewood, south portion; shadscale, north
portion.

From the cor. of secs. 25, 26, 35 and 36.

S. 89°50' W., bet. secs. 26 and 35.

Over mountainous land.

Asc., 20 ft., over NE. slope,

Wash, 60 lks. wide, 1 ft. deep, drains S. 70° E.

Point of spur, slopes N.; desc. 10 ft. over NW. slope.
Road, unimproved, bears NE. and SW.

Wash, 10 lks. wide, 1 ft. deep, drains irregularly S.; asci
80 ft. over steep E. slope.

Spur, slopes S. from NW.; desc. 80 ft. over steep SW.
slope.

Base 6f spur; thence over nearly level land.

Road, improved dirt, bears N. 25° W., and S. 40° E.
Point for the % sec. cor. of secs. 26 and 35 at propor-
tionate dist. falls in wash, 30 lks. wide, 3 ft. deep,
drains SE. and is not monumented;. there is no remaining

evidence of the original cor.

Point selected for the witness % sec. cor. of secs. 26
and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in
the ground, and in a2 mound of stone, 3 ft. base to top,
with brass cap mkd.

T20S RSE

S26 W 3
% 835 ¢C

1962

A;c. 15 ft. over gentle east slope.

Road, unimproved, bears N. 15° E. and S. 20° W.
Asc. 120 ft. overrrocky E. slopét |
Spur, slopes N.; ﬁesc.,40 ft. over rbcky‘w, élope.
Draw, drains NE.; asc. 210 ft. over steep,.broken E. slope.

Top of 1e&ge, 20 ft. high, rim of mesa, .bears N. and S.;
enter scattered timber; desc. 25 ft. over gentle W. slope.

GPG
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6.90
1).00

21.80
26.%
30.00
3).00

3s. 10
36.3%0

&0.4)

40.7)

4l1.4)

42.70

57.60
62.80

™ 77.43

;

- The. cor. of secs, 26, 27, 34 and 138.
land, mountainous, broksn.
Soil, rocky clay, exposed sandstons.
Timber, scattered pinon and juniper, west portion on mesa
top.
Undergrowth, shadscale.
N, 0°5° K., bet. secs. 26 and 27,
Over rolling mesa top.
Desc. 33 ft. over gentle NW, slope.
Mash, 3 1ke. wideo, 1 ft. doep, drains NV,
Rim of mesa, ledge, 10 ft. high, bears XW. and SE., desc.
95 (. over ME, elope. Leave timber,
Spur, slopes E.; desc. )0 (t. over XW. slope.
Draw, drains K. asc. 30 (1. over SE. slope.
Spur, slopes B, desc, 20 ft. cover XE. alupe.
Vesh, 10 1ke. wide, | ft, deep, dratne E.; aac. % fU.
over SE. slops.
Spur, slopes XK. desc. 20 ft. over KW, slope.
Mash, drains MR 3.00 ch., themce E.; asc, 110 §t. wer
steep, §. slope.
Point for the } sec. cot. of eeca, 26 and 7 at propor-
tionate dist. falla on steep, locse clay alope and s
deemed unsafe to perpetuate, there §s ho temaining ovi-
demce of the original cor.
Point selected for the witnesrs Lt sec. cor, of accn. 6
and 27,
Set ot Iron post, 3O fns. long, 24 ine. diaw., 1" ins. in
the ground, and in o mound of atone, « ft. basre T top,
with brass cap sbd.
T205 RAE
11
§2715826
¥wC
1962
Asc. abruptly 43 ft. over ledgy S. slope.
Top of ssndstone ledge, 10 ft. high, bears E. and curves
WM.; asc. 10 ft. over gentle S, slope.
Ridge, bears WW, and SE.; desc. 35 ft. over gentle N.
slope,
Dasc. 75 ft. over steep, rocky N. slope.
Roed, lmproved dirt, bears K. and N. 80° W.; asc., 20 fc.
over gentle $. slope.
tash, 10 1ka. wide, ) ft. desp, drains irregularly 8.
VP — L FIELD NOTE PAPER
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CHAINS . o .
80.86 |The cor. of-secs. 22, 23, 26 and 27, monumented with-a

sandstone, 4x6x10 ins., set, mkd. and w1tnessed as de-
scribed in the official record :

At the cor. point

Set an iromn post, 30 ins. long, 2% ins. diam., 14 ins. in
the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.

"T20S RSE.

522823
5271526

1962
bury original stone cor. alongside iron post.

From this cor., a 1 in. iron post, 6 ins. above ground,
bears-S. 3°46' E., 17.68 chs. dlSt., with brass cap mkd.

BLM PROJECT NO,
25-
CINDERELLA RES.
NW NW SE€. 26
T20S R8E

1936

Land, mountainous, broken, south portlon nearly level
desert north portion,

Soil, rocky clay, exposed sandstone, south portlon clay,
north portion. .

Timber, scattered pinon and juniper, south portion; none,
north portion. - : .
Undergrowth, shadscale.

From the cor. of secs. 23, 24, 25 end 26.
N. 89°37' W., bet. sees. 23 and 26.

Over rollisg desert land.

Desc. 10 ft. over W. slope.

3.20 {Wash, 15 1lks. wide, 1 ft. deep, drains N.; asc. 15 ft.
over E, slope.

6.30 | Spur, slopes N.; desc. 20 ft. over W. slope.
11.35 | Wash, 10 lks. wide, 1 ft. deep, drains N.

13.40 | Wash, 10 1lks. wide, 1 ft. deep, drains N.; asc. 20 ft.
over E. slope.

24.90 | Spur, slopes N.; desc. 10 ft. over SW. slope.

32.85 | Wash, 5 1lks. wide, 1 ft, deep, drains N. 20°-W.; asc. 15
ft. over NE, slope

39.85 | The % sec. cor. of secs, 23 and 26 monumented with a
sandstone, 6x9x15 ins., set, mkd. and w1tnessed as de-
scribed in the. official record .

-l At the cor. point
Set an iron post, 30 ins, long, 2% ins. dlam., 24 ins. in

the ground, and in a collar of stome to top, with brass
cap mkd.
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CHAINS

10.50

13.00

40.28

11.10
20.90
26.60
32.60

40.60

44,90
56.20

57.50

61.05

287

41

0f the Subdivision of T. 20 S,, R. 8 F.

T20S RSE
523

% 326
1962

Jbury original stone cor. alongside iron post.

S. 89°49' W., beginning new measurement.
Desc. 30 ft. over W. slope.
Wash, 10 lks. wide, 1 ft. deep, drains N.

Wash, 20 lks. wide, 1 ft. deep, drains NE.; thence over
nearly level land.

The cor. of secs. 22, 23, 26 and 27.

and, rolling desert, east portion; nearly level desert,
est portion.

Soil, clay.
o timber.

Undergrowth, shadscale.

w. 0°08' E., bet, secs. 22 and 23.

Over gently rolling desert land.

Road, unimproved, bears E, and W.

Wash, 20 lks., wide, 2 ft. deep, drains irregularly N.
Same wash, drains N, 10° E

Low spur, slopes NE.; desc. 20 ft. along W. slope.
Point for the % sec. cor. of secs. 22 and 23 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.,

T20S R8E

%
$22]523
1962

%o accessories available.
Desc. 15 ft. over NW. slope.

Wash, 10 lks. wide, 2 ft. deep, drains NW. ; desc. 20 ft,.
over NW. slope.

Same wash, 30 -lks. wide, 6 ft. deep, drains NE.; asc. 20
ft. over SE. slope.

Point of spur, slopes NE.; desc. 30 ft. over NW. slope.

Wash, 10 Tks. wide, 2 ft. deep, drains NE.; asc. 25 ft,
over series of small spurs sloping E.

.

b (April 1963)
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CHAINS

77.00

78.20

81.20

11.70

19.50

26.60

40.17
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Spur, slopes NE.; des¢. 25 ft. over NW. slope.

Wash, 20 lks. wide, 3 ft, deep, drains NE.; asc., 10 ft.
over SE, slope.

The cor. of secs. 14, 15, 22 and 23, monumented with a
sandstone, 3x6x12 ins., set, mkd. and witnessed as de-
scribed in the official record.

t the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd. : ’ ’ :
T20S R8E

S15|S14 -

522823

1962

bury original stone cor. alongside iron post.
Land, gently rolling desert,
Soil, clay.

No timber.
Undergrowth, shadscale.

%rom the cor, of secs. 13,>14, 23 and 24,
N. 89°48' W., bet. secs. 14 and 23.

Dver rolling desert 1an&.

Desc. 10 ft. over W. sloée.

pash, 30 lks. wide, 2 ft. deep, drains N.; asc. 25 ft. ovey
E. slope. : )

Spur, slopes N.; desc. 35 ft. over W. slope.

Wash, 20 lks. wide, 1 ft. deep, drains N. 20° W.; asc. 30
ft. over E. slope.

he % sec., cor. of secs. 14 and 23, monumented with a sand-
tone, 3x10x14 ins., set, mkd. and witnessed as described
in the official record.

At the cor. point

Bet an iron post, 30 ins. long, 2% ins. diam., 14 ins. in
fhe ground, and in a mound of stome 5 ft, base to top, witHh
brass cap mkd. : ’ i -

“T20S RSE
514
%323
1962

bury original stone cor. alongside iron post. '

N. 89°23! W., beginning new measurement.

Pesc. 30 ft. over SW. slope.
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- CRAINS
2.50 [Wash, drains S.; asc. 40 ft, over SE. slope.
5.10 [Spur, slopes S.; desc, 40 ft. over SW, slope.
9.05 HWash, 20 1lks. wide, 1 ft. deep, drains NW.; asc. 10 ft.
over NE, slope. )

12.20 |[Spur, slopes NW,; desc. 10 ft. over NW. slope.

.16.90 LWash, 25 1ks. wide, 1 ft, deep, drajns NE.; asc, 30 ft.
over SE. slope.

18.90 [Spur, slopes N.; desc. 35 ft. over NW. slope.

30.45 [ash, 25 lks. wide, 3 ft. deep, drains irregularly N.

39.15 ‘thh, 25 lks. wide, 3 fe. deep; drains NE.; asc. 10 ft.
over SE. slope.

40.04 |The cor. of secs. 14, 15, 22 and 23,

Land, rolling desért.

Soil, clay.

ﬁo timber.

ndergrowth, shadscale.

N. 0°14' E., bet. secs. 14 and 15.

Over rolling desert land.

Asc. 10 ft., over SE. slope.
1.20 |Spuy, slopes E,; desc., 5 ft. over N. slope.
2.70 |Wash, 10 lks. wide, 2 ft. deep, drains E.; asc, 10 ft. ovef

S. slope.
6.30 |Spur, slopes E.; desc. 45 ft. over N. slope.
6.60 |[Wash, 30 lks. wide, 5 ft., deep, drains E.
7.50 |Road, unimproved, bears SW. and curves N.

10.30 |Wash, 10 1ks. wide, 4 ft. deep, drains E.; asc. 10 ft.
over SE. slope.

16.30 [Low clay ridge, bears E., and W.; thence over gently rol-
ling land.

23,20 |Wash, 30 1ks. wide, 4 ft. deep, drains NE.

33.50 [Wash, 20 lks. wide, 4 ft. deep, drains NE.

35.17 |Fence, bears E. and W.

40.44 |Point for thé % sec, cor. of secs., 14 and 15 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins. in
the ground, with brass cap mkd.
T20S RSE
1
S15(S14
-T 1962

130 (April 1963)
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CHAINS

52.90

54.30

61.00
77.30

80.88

1.50
7.65
9.55

14.65
21.85

23.15

126.50°

30.95
34.95

35.60

37.25

No accessories available.

Desc. 25 ft. over gentle N. slope.

Wash, 10 lks. wide, 3 ft, deep, drains 1rregu1ar1y E.; asq.

25 ft. over gentle S. slope.
Small spur, slopes-E.; desc. 40 ft. over NW, slope.

Wash, 10 1ks., wide, 3 ft. deep, drains NE.; desc. 30 ft.
along E. slope.

Wash, 15 1lks. wide, 2 ft. deep, drains NE.; asc. 5 ft.
over gentle SE, slope.

Point for the cor. of secs. 10, 11, 14 and 15 at propor-
tionate dist.; there is no remaining evidence of the.
original cor. -

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T20S R8E
S510]S11
515(814
1962
No accessories available.
Land, gently rolling desert.
Soil, clay. -

No timber.
Undergrowth, shadscale,

From the cor. of secs. 11, 12, 13 and 14.

S. 89°49' W., bet. sccs. 11 and 14. a
Over'mountainous land. .

Along S; slope.

Spur, slopes NE.; desc. 40 ft. over W. slope;
Draw, drains NW.; asc., 35 ft. over NE. slope.
Ridge, bears NW.; des¢.35 ft. over NE. slope.

§. side of clay knoll, 40 ft. high; desc. 65 ft. over SW.
slope. - .

Wash, 10 lks. wide, 2 ft. deep, drains N.; asc., 20 ft.
over E. slope.

Ridge, bears N. and S.; desc. 35 ft, over SW. slope.

Wash, 20 lks. W1de 3 ft. deep, drains NW., asc, 35 ft
over NE. slope.

Spur, slopes NW.; desc..35 ft. over SW. slope. :
Wash, 50 lks. wide, 3 ft. deep, drains irfegularly N.

Wash, 20 lks. wide, 2 ft. deep, drains N.; asc. 20 ft.
over E. slope. :

Spur, slopes N.; desc, 20 ft. over W. slope.
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CHAINS
40.01

46.70

51.25

52.40
58.95

59.95

74.95

80.02

6.70

22.70

40.44

Point for the % sec. cor. of secs. 11 and 14 at propor-
tionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground,.with brass cap mkd.

i T20S R8E
¥ 514
1962
No accessoriesavailable.
Over gently rolling desert land.
A